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Level 5 – Continuous Improvement with Industry 4.0

Measure 3 – Variation and Statistical Process Control (SPC)
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Define Measure Analyse Improve Control

✔ Introduction

✔ Y=(f)x

✔ SIPOC

✔ Pareto

✔ Cause & Effect

✔ 5 Whys

✔ Is it? Is it not?

✔ Project Charter

✔ VoC & QFD

✔ Team Working

✔ Critical to 

Quality (CTQ )

✔ Measurement

✔ MSA

✔ Data Collection

☐ Variation

☐ SPC

☐ Process 

Capability

☐ Charting

☐ OEE

☐ Root Cause

☐ Regression

☐ Hypothesis 

Testing

☐ t-tests

☐ ANOVA

☐ DoE

☐ PDCA

☐ Risk 

Management

☐ FMEA

☐ Value Stream 

Mapping

☐ Solution 

Selection 

Matrix

☐ Five S

☐ Benchmarking

☐ Control Plans

☐ Auditing

☐ Lessons Learnt

☐ SOPs

☐ SMED

☐ TPM

☐ Control Case 

Study

Measure - Where are we?
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Measure - Variation

What is variation?
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Measure - Variation

Some terms to help us understand:-

• Mean – commonly called the average
• Median – mid-point of a distribution 
• Mode – most frequently occurring number
• Range – difference between maximum value and minimum value
• Standard Deviation – unit of measure of distance from the mean
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•How’s your aim? Are you accurate?
• Is your aim precise; that is, are all the shots clustered around the 

target, or are they distributed all over the place?

Measure - Variation
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Have you ever…

Fred

Jake

• Shot a rifle?

• Played darts? 

• Shot a round of golf?

• Who is the better shot?
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Deviation

distance between 
observations and 
the mean (or average)

Fred

Jake

8

7

10

8

9

7

6

7

7

6

Measure - Variation
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• Deviation = distance between 

observations and the mean (or 

average)

Fred

Jake

Observations

7

7

7

6

6

averages 6.6

Deviations

7 – 6.6 = 0.4

7 – 6.6 = 0.4

7 – 6.6 = 0.4

6 – 6.6 = -0.6

6 – 6.6 = -0.6

7

6

7

7

6

Measure - Variation
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• Variance = average distance 

between observations and the 

mean squared

Fred

Jake

Observations

7

7

7

6

6

averages 6.6

Deviations

7 - 6.6 = 0.4

7 - 6.6 = 0.4

7 - 6.6 = 0.4

6 – 6.6 = 0.6

6 – 6.6 = -0.6

Squared Deviations

0.16

0.16

0.16

0.36

0.36

0.24

7

6

7

7

6

Variance

Measure - Variation
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• Variance = average distance 

between observations and the 

mean squared

Fred

Jake

Observations

10

9

8

8

7

averages 8.4

Deviations

10 - 8.4 = 1.6

9 – 8.4 = 0.6

8 – 8.4 = -0.4

8 – 8.4 =-0.4

7 – 8.4 = -1.4

8

7

10

8

9

Squared Deviations

2.56

0.36

0.16

0.16

1.96

1.0 Variance

Measure - Variation
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Measure - Standard Deviation

• Standard Deviation is a measure of how close the numbers are to 
the mean. If the standard deviation is big, then the data is more 
"dispersed" or "diverse” as it serves as a measure of uncertainty.

• We use Standard Deviation of assessments grades; it gives us an 
indication of the spread of marks over a module. 

• Its symbol is σ (the greek letter sigma)

• The formula is straightforward; it is the square root of 
the Variance.
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Measure - Standard Deviation

Consider a sample of 5 data points; 6.5, 7.5, 8.0, 7.2, 6.8

The Range is the highest minus the lowest; 8.0 – 6.5 = 1.5
The Mean (X-bar) is 7.2

The Standard Deviation is

𝑠𝑡𝑑𝑒𝑣 =
(6.5 − 7.2)2+ 7.5 − 7.2 2 + (8.0 − 7.2)2+(7.2 − 7.2)2+(6.8 − 7.2)2

5 − 1

𝒔𝒕𝒅𝒆𝒗 = 0.59

Fortunately, we have Excel!
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What is a sample?

.

population

sample

• A sample is a sub-set of all possible values

• As the sample does not contain all possible values there is 

some uncertainty about the population

• Any statistics are just estimates of the true population 

parameters

Measure - Standard Deviation
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.

population

Random samples

X1

X4

X3

X2

Mean of all samples (population) =
𝑥1+𝑥2+𝑥3+𝑥4

4

Mean of random  samples =
𝑥1+𝑥2+𝑥3+𝑥4

4−1

Measure - Standard Deviation
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Measure - Control Limits

• Statistical tables have been developed for various types of 
distributions that quantify the area under the curve for a given 
number of standard deviations from the mean.

• Shewhart found that control limits placed at three standard 
deviations from the mean in either direction provide an 
economical trade-off between the risk of reacting to a false signal 
and the risk of not reacting to a true signal.

7.2 8.975.43

Process Mean
Process Distribution

+3 Process Standard 
Deviation

-3 Process Standard 
Deviation
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Measure - 3 Standard Deviations

• We want to calculate three-sigma, which is three standard 
deviations above the mean.

• 3x STDEV + Mean

• 𝒔𝒕𝒅𝒆𝒗 = 0.59
⇢(3 x 0.59) + 7.2 = 8.97
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Measure - Control Limits

• The illustration below shows a normal curve for a distribution with 
a mean of 7.2, a mean less 3 standard deviations value of 5.43, and 
a mean plus 3 standard deviations value of 8.97. Values, or 
measurements, less than 5.43 or greater than 8.97 are extremely 
unlikely.

• These laws of probability are the foundation of the control chart.

7.2 8.975.43

Process Mean
Process Distribution

+3 Process Standard 
Deviation

-3 Process Standard 
Deviation
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Measure - Control Limits

• Consider that the distribution is turned sideways, and the lines 

denoting the mean and ±3 standard deviations are extended.
• This construction forms the basis of the Control chart.
• Time series data plotted on this chart can be compared to the lines, 

which now become control limits for the process.
• Comparing the plot points to the control limits allows a simple 

probability assessment.



28

Brief history of (industrial) statistics

Pre 1920 Population & government statistics

1920s Gossett: t-test (Brewing industry)
Fisher: Experimental design (Agriculture)

1930s W.A. Shewhart:  Quality control (Bell Labs)
Tippet: application of Fisher's ideas in industry

1940s Developments in acceptance sampling

1950s Developments in design of experiments (e.g. George Box) and reliability 
methods: (e.g. Waloddi Weibull)
W. Edwards Deming & Joseph Juran visit Japan

1960s & 1970s Growth of Japanese industry and their use of statistical techniques including 
experimental design in quality management. (especially Genichi Taguchi).

1980s & 1990s ‘Quality revolution’ in U.S.A. and Europe. Recognition of the value of 
statistical techniques and quality management techniques for quality 
improvement.
Many ‘Quality gurus’ established. E.g. W. Edwards Deming, Joseph Juran, 
Feigenbaum, Crosby, Joiner, Kaoru Ishikawa, Ohno.
Many quality programmes and standards (and acronyms!) established:
E.g. TQM, JIT, ISO9000, Zero-defects, Six Sigma.
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Control Charts

• Control charts are also known as Shewhart charts, named after 
Walter A. Shewhart, an American physicist, engineer and 
statistician (1891–1967)

• Control charts were devised as simple, but powerful, graphical 
ways of monitoring a process to check whether any assignable 
causes of variation are present. 

• Measurements of product quality are made at regular intervals of 
time and plotted on the vertical axis of the graph versus time on 
the horizontal axis. 

• Prior to this the natural variation of the product will have been 
estimated and the 'expected' range of natural variation is also 
shown on the chart - usually as two horizontal lines - called control 
lines or action lines. 
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Control Charts

• Points outside the range of natural variation indicate the likely 
presence of assignable cause variation and appropriate action 
should then be taken to bring the process back into control.

• Control charts are tools used to determine whether a process is in 
a state of statistical control or whether special causes of variation 
are present. 

• When there is evidence that special causes of variation are 
present, action is initiated to bring the process back into control. 

• Sometime SPC is used retrospectively to identify where problems 
occurred and the reasons for these are traced so that these 
problems may be avoided in the future.
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Measure Phase

• In SPC, when we talk about the distribution of the process, we are 
referring not to the process itself but to data collected from the 
process—for example, data on widths of pieces coming out of a 
woodworking machine—and to the way those data are distributed
when plotted on a chart or graph.
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Nelson’s Rules
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Nelson’s Rules

Western Electric Rules
1. One point above UCL or below LCL
2. Two points above/below 2 sigma
3. Four out of five points above/below 1 sigma
4. Eight points in a row above/below the center line

Work of Lloyd S Nelson, published in October 1984;

1. One point above UCL or below LCL
2. Two points above/below 2 sigma
3. Three out of four points above/below 1 sigma
4. Eight points in a row above/below the center line
5. Six points in a row ascending or descending (trend)
6. 15 points in a row "hugging" the center line (between -1 and +1 sigma)
7. 14 points in a row alternating up and down
8. Eight points in a row above 1 sigma or below -1 sigma



40

Control Chart
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Nelson’s Rules 1 to 3



42

Nelson’s Rules 4 to 6
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Nelson’s Rules 7 and 8
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Process in Control when…

• No sample points outside the limits

• Most points close to process average.

• An equal number of points above and below the centerline.

• All points appear randomly distributed. 

Adapted from Russell R,. and Taylor, B,. (2010) Operations Management: Creating Value Along the Supply Chain , 7th Ed
.
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Excel Template
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• Deploying Statistical Process 
Control is a process in itself, 
requiring organizational 
commitment across functional 
boundaries.

• The flow-chart below outlines 
the major components of an 
effective SPC effort.

https://www.moresteam.com/toolbox/statistical-process-control-spc.cfm

Implementing Statistical Process Control
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Types of Control Charts?

• Different types of control charts depending on types of data and 
sample sizes 

Variable (measureable, continuous data)

• Mean/Range - (x bar- and R- chart) – sample size up to 10

• Individual/Range (ImR – chart) – best with sample size of one

• Mean/Std Dev – (x bar and S) – larger sub-group sizes over 10

Attribute data

• P-chart/NP-chart/C-chart/U-chart

Adapted from Russell R,. and Taylor, B,. (2010) Operations Management: Creating Value Along the Supply Chain , 7th Ed
.
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Types of Control Charts?

Variable (measureable, continuous data)

• Plots the average or individual points and the range

• Mean/Std Dev – (x bar and S) – larger sub-group sizes over 10

Attribute data

• Plots the proportion or count rather than variable data

• P chart – charts the proportion of defects

• C chart – charts defect count per sample (same sample size each 
time)

• U chart – charts number of defects per unit (sample size can vary)

• NP chart – number of defects in each sub-group  
Adapted from Russell R,. and Taylor, B,. (2010) Operations Management: Creating Value Along the Supply Chain , 7th Ed

.
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Lots of other charts exist

P chart C charts U charts Cusum & EWMA

For yes-no 

questions like 

“is it defective?” 

(binomial data)

For counting 

number defects 

where most items 

have ≥1 

defects (eg.

custom built 

houses)

Average count 

per unit (similar 

to C chart)

Advanced charts

“V” shaped or 

Curved control 

limits (calculate 

them by hiring a 

statistician)

n

pp
p

)1(
3

−
 cc 3

n

u
u 3
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Selecting rational samples

• Chosen so that variation within the sample is 
considered to be from common causes

• Special causes should only occur between samples

• Special causes to avoid in sampling
– passage of time

– workers 

– shifts

– machines

– Locations 
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Chart advice

• Larger samples are more accurate

• Sample costs money, but so does being out-of-control 

• Don’t convert measurement data to “yes/no” binomial data  
(X’s to P’s)

• Don’t combine data (or mix product)

• Have out-of-control procedures (what do I do now?)

• Actual production volume matters (Average Run Length)



59

Applying SPC to Service Industries

• Nature of defect is different in services.

• Service defect is a failure to meet customer requirements.

• Monitor times, customer satisfaction. 

Hospitals? 

• Timeliness and quickness of care, staff responses to requests, 
accuracy of lab tests, cleanliness, courtesy, accuracy of 
paperwork, speed of admittance. 

Airlines?

• Flight delays, lost luggage and luggage handling, waiting time at 
ticket counters and check-in, agent and flight attendant courtesy, 
accurate flight information, passenger cabin cleanliness.

Adapted from Russell R,. and Taylor, B,. (2010) Operations Management: Creating Value Along the Supply Chain , 7th Ed
.
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