
Open Automation License Manager from the desktop. 

 

Click on “Edit”. 

 

From the dropdown menu, select “Connect Computer”. 

 

In the text box, type in the provided IP address – 193.62.88.33  

Download the TIA program files labelled “weightest2” from Applied PLCs Moodle and 
extract to the desktop (not the downloads). 



 

Open the Factory IO file. 

 

 

On Factory IO, go into file – options – licensing, and input code “S5Q-E90-2BR". 

Open TIA file. 



 

Click “open the project view”. 

 

Right click on PLC_1 and select open, repeat for HMI_1. 

 

PLC and HMI screens should look like this: 



  

Click on the dropdown menu on the left of PLC_1 and again on “Program Blocks”, open 
“Main[OB1]”. This is the full ladder-logic code for this program, with labels. 

 

The tabs at the bottom of the screen can be used to navigate between the three pages. 

Start simulation (third from the left in screengrab) to open PLC-SIM. 

 

Click load, then finish. 



 

Click go online. 

 

Open Factory IO, click file – drivers, ensure PLC-SIM has been connected successfully. 

  

The system should then be able to run. 

If PLC-SIM hasn’t connected successfully, check that the driver is set to “Siemens S7-
PLCSIM" and the configuration page looks like this: 



 


