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Simulink: Building a Channel Noise Model 

 

In the previous tutorial you built a simple model which involved generating a sine wave and 

observing how noise impacted the signal.  This week will expand upon this by building a 

simple model of a communications system with a means of detecting and measuring the 

errors caused by noise, and then looking at how we can reduce the error rate. 

Getting Started 

Start Matlab and open a new Simulink model and the Simulink library as usual.  Remember 

to issue the commstartup command to set the appropriate simulation parameters. 

Blocks 

As with any communications system, there are three fundamental parts: a transmitter, a 

communication medium, and a receiver.  Table 1 equates these three components with the 

Simulink blocks we will be using. 

Transmitter Bernoulli Binary Generator 

(Comm. Sources library) 

This block generates a random 

binary sequence (0s and 1s) for 

transmission 

Communication Medium Binary Symmetric Channel 

(Comm. Channels library) 

This block is a simulation of a 

channel affected by noise, and 

introduces random errors in the 

transmitted signal by changing 

a 0 to a 1 or vice versa. 

Receiver Error Rate Calculation 

(Comm. Sinks library) 

This block calculates the error 

rate of the channel by 

comparing the transmitted 

signal (Tx) and the received 

signal (Rx). 

 

Additionally, we also need to use a Display block (Simulink > Sinks library) so that we can 

see the output of the Error Rate Calculation Block. 

To build the model, drag the above blocks into the Simulink model window. 
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Setting block parameters 

Binary Symmetric Channel 

Double click on the channel block and configure the following parameters as shown in Figure 

1. 

Error probability: 0.01 

Uncheck the “output error vector” box 

 

Figure 1 - Channel Block Parameters 

Once you’ve configured these parameters the channel block should only have one output 

port.  Make sure this is the case. 
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Error Rate Calculation 

 

 

Figure 2 - Error Rate Block Parameters 

Using the “Output data” drop-down menu, ensure “Port” is selected. 

Make sure the “Stop simulation” checkbox is checked and that the “Target number of errors 

is set to 500. 
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Connecting the blocks 

Based on the function of each block that is explained in Table 1, connect the blocks together.  

Notice that the Error Rate Calculation block as two inputs: the transmitted signal (Tx) and the 

received signal (Rx); you need to make sure both of these are connected. 

Hint: for the Tx input you may need to refer back to tutorial 1, specifically the bit about one 

line tapping off another. 

Hint 2: if your error rate calculation block does not have an output port, check the block 

parameters and make sure they reflect Figure 2. 

Running the model 

Once you’ve connected the blocks together, go ahead and run the simulation.  Because of the 

block parameters we configured previously for the Error Rate Calculator, the simulation will 

run continually until 500 errors have occurred (see Figure 2).  Once the simulation is 

complete, the Display block should look something like this (you may need to enlarge the 

size of the block to see all three displays: 

 

 

Figure 3 - Error Rate Calculation Display 

The display block is showing the following: 

 Bit Error Rate (BER) 

 Number of errors 

 Total number of transmitted bits 


