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How will it be assessed?

Module Credit 20

30% Scheduled Learning and 70% Independent Learning

Assessment Component 1

Mode of Assessment Word Limit Weighting

Practical and written report 2000 Words 50%

Assessment Component 2

Mode of Assessment Word Limit Weighting

Essay 2000 Words 50%



Essay (2000 words) 
There are two parts to be considered for the essay and these are to be approached in equal weighting.

Part 1

Outline a brief history of surveying, describing different measurement and surveying techniques from
antiquity to the modern era.

Part 2

Briefly describe the application of digital surveying technologies in surveying listed buildings giving
examples of appropriate tools to be used and the information to be collected from the survey.

The essay can incorporate the use of diagrams and figures to illustrate the text.

A list of references is required and all referencing is to be clearly indicated throughout the essay.

Submission
deadline:

7th May 2021 Return date of provisional marks &
written feedback:

18th June 2021



Practical with Written Report (Reduced Level Computation from the Assumed Levelling Data)  

Brief: 
Swansea city council is planning to construct a new route linking Llandarcy and Neath together. You have
been consulted by the client to undertake levelling survey along the proposed route. Explain the step by
step involved in carrying out the levelling exercise, highlighting the equipment you will be using for the
survey exercise and the data you will collect from the survey.

Use the provided data set as the observed spot levels taken at every 25m interval along the stretch of the
proposed route, compute and plot the reduced level of the points using either rise and fall or height of
collimation method.

Also, estimate the volume of earthwork involved assuming the slope of the road with a straight line
connecting the reduced level of the TBM with the reduced level of station 40.

For your computation of reduced level, assume a Temporary Benchmark (TBM) having a reduced level (m)
equal to the last 3 digits of your student number.

Submission
deadline:

Friday 14th May 2021 Return date of provisional
marks & written feedback:

18th June 2021



Practical with Written Report (Reduced Level Computation from the Assumed Levelling Data)  

Contents.
2000 word Report (with drawings)

Written report must include:

1.0 Introduction
2.0 General overview of levelling surveying
3.0 Equipment used in levelling.
4.0 Levelling procedure
5.0 Computation and plotting of levels and
6.0 Conclusion- comments on the information from the levels plotted.

Submission
deadline:

Friday 14th May 2021 Return date of provisional
marks & written feedback:

18th June 2021



Levelling

Previously…



What is Levelling?

➢Levelling is the general term applied to any of the various processes by which
elevations of points or differences in elevation are determined.

➢Levelling is defined as ‘an art of determining the relative height of different points on,
above or below the surface’.

➢The process of finding the elevation at a specified location relative to another known
elevation (reference datum).

➢The principle of levelling is to obtain the horizontal reference line to which vertical
distances of points can be measured.



When do we level? 

➢Levelling can be used for building and infrastructure projects thus assisting in the design

the highways, sewers, railways and other built forms of construction.

➢ It can used to calculate the volumes of earthworks and used as site layout for new

foundations, contouring, drainage and estimate the fall / gradient of pipework.

Primarily, Levelling is use:

➢To determine the difference in height between two or more points.

➢To determine the height of discrete points.

➢To provide spot heights or contours on plan.

➢To provide the data for road cross-sections or volume of the earthworks.

➢To provide a level or inclined plane in the setting out of construction works.



Levelling Equipment

Levelling staff                            Staff bubble                             Measuring tape

Level                                   Tripod                                  Plumb bob

Field book



Levels
Most common levelling instrument today is the Automatic or Digital Level



Precise Levelling 

➢Accuracy obtained by quality of instruments and care taken in the field

➢High quality automatic levels are utilized 



Levelling Terms  

➢Datum line is the reference line with respect to which the levels of other station points 
are fixed.

➢Height of instrument: It is the elevation of the plane of sight with respect to assumed 
datum. It is also known as Height /Plane of Collimation.

➢Back sight(BS): It is the sight taken on the level staff, of a known elevation with the 
intention to obtain the elevation of plane of collimation. (First reading)

➢ Intermediate sights(IS): These are the sight taken after back sight and before sighting 
the final point. These are called MINUS sights. These are subtracted from plane of 
collimation to find the reduced level of different points. (second reading)



➢Fore sight(FS): The last reading taken from the instrument. This is also a MINUS sight. 
(Last Reading)

➢Change point(CP) or turning point(TP): The point at which both BS and FS are taken.

➢Benchmark (BM). A relatively permanent object, natural or artificial, having a marked 
point whose elevation above or below a reference datum is known or assumed.

➢Reduced Level is the vertical difference between the level point and datum line or the 
mean sea level



Levelling Procedures



Levelling Procedures

1. Set up the levelling instrument at Level position 1.

2. Hold the staff on the Datum (RL+50 m) and take a reading. This is a back 
sight, because it is the first staff reading after the levelling instrument has 
been set up.

3. Move the staff to A and take a reading. This will be an intermediate sight.

4. Move the staff to B and take a reading. This is a intermediate sight.

5. Move the staff to C and take a reading. This is another intermediate sight.

6. Move the staff to D and take a reading. This is  a foresight; because after this 
reading the level will be moved. (This is a change point and the staff is held 
at this position).

7. The distance between the stations should be measured and recorded in the 
field book.

8. Set up the level at Level position 2 and  take a reading at D. This is a back 
sight.

9. Move the staff to E and take a reading. This is a intermediate sight.

10. Move the staff to F and take a reading. This is a foresight; because after 
taking this reading the level will be moved.

11. Now move the level to Levelling position 3 and leave the staff at F on the 

change plate.



LEVELLING BOOKING



Level Book

• All levelling shall be booked in either level books or levelling sheets which shall be

retained as permanent records

• Level books shall be numbered so that they can be referenced on station history and

inspection forms.

• They should be stored in fire-proof storage as for original record.

• They should also include an index

• Levelling sheets shall be filed in time-sequential order in site files, and also need to be

in fire-proof storage as for level books



Level Book

Contains columns typically labelled as: backsight(BS), intermediate foresight (IFS),

foresight (FS), height of instrument (HI), Reduced level (R.L) and the last column contains

the remarks



Methods of Levelling Computation

There are two methods for obtaining the elevations at different points: 

➢Rise and Fall method

➢Height of Collimation or Height of instrument method 



Example 2 

Performed when the final point is very far from the final point. 

We have to find RL at B.  It is given that RL at A is 100m and BS at A is 2.45m 

Therefore:

HI at L1=(100+2.45)=102.45m 

FS at CP1=2.41m

RL at CP1=(102.45-2.14)=100.31m 

Now BS at CP1=1.43m 

HI at L2=(100.31+1.43)=101.74m 

FS at CP2=2.18m 

RL at CP2=(101.74-2.18)=99.56m 

BS at CP2=1.38m  

HI at L3=(99.56+1.38)m=100.94m 

FS at B=1.54m  

RL at B= (100.94-1.54)=99.4m (ans)



Rise and Fall Method of Booking Levels



CHECK





Collimation Method of Booking Levels

Back- Inter- Fore- Height of Reduced

sight mediate sight collimation level

2.554 52.554 50.000 0.000 Datum RL+50 m

1.783 50.771 14.990 A

0.926 51.628 29.105 B

1.963 50.591 48.490 C

1.305 3.587 50.272 48.967 63.540 D / change point 1

1.432 48.840 87.665 E

3.250 0.573 52.949 49.699 102.050 F / change point 2

1.925 51.024 113.285 G

3.015 0.496 55.468 52.453 128.345 H / change point 3

0.780 54.688 150.460 TBM J 54.688

Sum of B-sight & F-sight, 

Difference between RL's

-5.436 -50.000 Take smaller from greater

4.688   4.688 Difference should be equal

Distance Remarks

10.124 5.436 54.688



Common Sources of Errors in Levelling 

➢ Instrument not correctly levelled 

➢Telescope not correctly focused. 

➢The wrong cross-hair reading recorded (e.g. top instead of middle). 

➢Staff incorrectly read or not held vertical.

➢Staff incorrectly booked. All the above are mistakes (blunders) and cannot be corrected 
unless the work is repeated.



Correction of Errors in Levelling 

• Calculation checks:

(BS) -(FS) = Last RL -First RL

(IS) + (FS) + (RLs except first) = (each HPC x no of applications)

• Allowable misclosure= 5 √N mm, where N = Number of BS station

• If calculation checks OK, and misclosure allowable, then distribute misclosure
cumulatively between each instrument position.



Class Exercise



Volume of Earthwork

Cut

Fill



COURSE WORK IN DETAIL……………………..


