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FINAL GRADE

53/100

Fuel_Air_Explosions
GRADEMARK REPORT

GENERAL COMMENTS

Instructor

Olly,

You have demonstrated a reasonable grasp of the
chemistry behind FAE and their application.
However, you have focused more on thermobaric
compositions, which involve metals encased in
energetic binders as opposed to fuels that are
dispersed by a central burster to mix with the
oxygen in the air before ignition. There is a distinct
difference between thermobaric and FAE. You lost
marks because of this I'm afraid.

A fuel-air explosion differs from that created by a
conventional explosive in that the fuel elements do
not carry their own oxygen. For an explosion to
occur, fuel must be mixed with ambient
atmospheric air, and when mixing is complete, be
initiated by a delayed ignition source. Delayed
ignition is required in order that the fuel can mix
appropriately with the air. Fuels involved take the
form of gases, vapours, aerosolised liquids or
particulate dust clouds. 

There are also the Upper and Lower Explosion
Limits (UEL/LEL) to consider for gas/vapour/air and
dust/air mixtures since most fuels in military
applications are dispersed with a central burster
charge, producing a cloud of droplets or
particulates that mix and are then detonated by a
secondary initiation source about 0.5 – 1.0 s later.
Concentrations can vary considerably in the cloud
at time of secondary initiation, which lends to the
use of fuels with a wide range of UEL and LEL. 

Two-phase initiation with FAE adds complexity and
the attraction of a thermobaric system is that it
requires no separate secondary means of



initiation. As such, it can be used reliably. The fuel
consists of a monopropellant and energetic
particles (particles with high heats of combustion
such as beryllium, boron, lithium, aluminium,
magnesium, zinc or sulphur). In terms of
functionality, a bursting charge is still required but
in this instance disperses an explosive slurry,
which then explodes to achieve the desired blast
effect. The mechanism works as follows (and can
be considered two-stage): • Firstly, anaerobic
action (without air oxygen) occurs inside a
conventional high explosive core in microseconds;
• Then aerobic delayed burning action of the fuel-
rich outer charge, which depends mainly on the
consumption of the surrounding air139 and which
results in an intense fireball (5000 oC+) and high
blast overpressure. The fuel can rapidly diffuse
within structures, consuming the oxygen and
creating conditions that make human survivability
extremely unlikely (heat, flame and barotrauma to
the lungs)

You could have considered ethylene/propylene
oxide for example.

I also noted a few minor observations, which could
have been cleared up with a peer review prior to
publication.

Good use of images and comparisons.
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