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FINAL GRADE

76/100

CJB FAE
GRADEMARK REPORT

GENERAL COMMENTS

Instructor

Conor,

I enjoyed reading this assignment. It was detailed
and accurate, demonstrating a clear
understanding of FAE and their applications. A
good piece of work. My main observations are
below:

1. 'go off'. Would it be better to use a technical
term such as function?

2. Excellent distinction between FAE and
thermobarics. I offer the following additional
information:

A fuel-air explosion differs from that created by a
conventional explosive in that the fuel elements do
not carry their own oxygen. For an explosion to
occur, fuel must be mixed with ambient
atmospheric air, and when mixing is complete, be
initiated by a delayed ignition source. Delayed
ignition is required in order that the fuel can mix
appropriately with the air. Fuels involved take the
form of gases, vapours, aerosolised liquids or
particulate dust clouds. There are also the Upper
and Lower Explosion Limits (UEL/LEL) to consider
for gas/vapour/air and dust/air mixtures since
most fuels in military applications are dispersed
with a central burster charge, producing a cloud of
droplets or particulates that mix and are then
detonated by a secondary initiation source about
0.5 – 1.0 s later. Concentrations can vary
considerably in the cloud at time of secondary
initiation, which lends to the use of fuels with a
wide range of UEL and LEL. Two-phase initiation
with FAE adds complexity and the attraction of a
thermobaric system is that it requires no separate



secondary means of initiation. As such, it can be
used reliably. The fuel consists of a
monopropellant and energetic particles (particles
with high heats of combustion such as beryllium,
boron, lithium, aluminium, magnesium, zinc or
sulphur). In terms of functionality, a bursting
charge is still required but in this instance
disperses an explosive slurry, which then explodes
to achieve the desired blast effect. The mechanism
works as follows (and can be considered two-
stage): • Firstly, anaerobic action (without air
oxygen) occurs inside a conventional high
explosive core in microseconds; • Then aerobic
delayed burning action of the fuel-rich outer
charge, which depends mainly on the consumption
of the surrounding air and which results in an
intense fireball (5000 oC+) and high blast
overpressure. The fuel can rapidly diffuse within
structures, consuming the oxygen and creating
conditions that make human survivability
extremely unlikely (heat, flame and barotrauma to
the lungs)

3. I liked the figures, tables and diagrams you
used. They bough the theory to life and were used
appropriately.

4. 150 - 200 PSI is generally fatal. I think you could
have used an example to demonstrate this. For
example, what does several thousand pounds per
square inch look like?
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