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192.168.1.1

0 9

CRITICAL HIGH MEDIUM LOW INFO

Scan Information

Start time: Sat Oct 25 17:28:45 2025
End time: Sat Oct 25 17:48:06 2025

Host Information

Netbios Name: S-DC

IP: 192.168.1.1

MAC Address: 08:00:27:A6:2F:12

Os: Microsoft Windows Server 2022 Datacenter 20348

Vulnerabilities

42873 - SSL Medium Strength Cipher Suites Supported (SWEET32)

Synopsis

The remote service supports the use of medium strength SSL ciphers.

Description

The remote host supports the use of SSL ciphers that offer medium strength encryption. Nessus regards
medium strength as any encryption that uses key lengths at least 64 bits and less than 112 bits, or else that
uses the 3DES encryption suite.

Note that it is considerably easier to circumvent medium strength encryption if the attacker is on the same
physical network.

See Also

http://www.nessus.org/u?df5555f5
https://sweet32.info

Solution

Reconfigure the affected application if possible to avoid use of medium strength ciphers.
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Risk Factor

Medium

CVSS v3.0 Base Score

7.5 (CVSS:3.0/AV:N/AC:L/PR:N/UILN/S:U/C:H/1:N/A:N)

VPR Score

6.1

EPSS Score

0.3833

CVSS v2.0 Base Score

5.0 (CVSS2#AV:N/AC:L/Au:N/C:P/I:N/A:N)

References

CVE CVE-2016-2183

Plugin Information

Published: 2009/11/23, Modified: 2025/02/12

Plugin Output

tcp/443/www

Medi um Strength Ci phers (> 64-bit and < 112-bit key, or 3DES)

Nane Code KEX Aut h
DES- CBC3- SHA 0x00, OxO0A RSA RSA
SHA1

The fields above are :

{Tenabl e ci pher nane}

{Ci pher |D code}

Kex={ key exchange}

Aut h={ aut henti cati on}

Encrypt ={symmetric encryption nethod}
MAC={ nessage aut henti cation code}
{export flag}

Encryption

3DES- CBC( 168)

MAC
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http://web.nvd.nist.gov/view/vuln/detail?vulnId=CVE-2016-2183

10043 - Chargen UDP Service Remote DoS

Synopsis

The remote host is running a 'chargen' service.

Description

When contacted, chargen responds with some random characters (something like all the characters in the
alphabet in a row). When contacted via UDP, it will respond with a single UDP packet. When contacted via
TCP, it will continue spewing characters until the client closes the connection.

The purpose of this service was to mostly test the TCP/IP protocol by itself, to make sure that all the packets
were arriving at their destination unaltered. It is unused these days, so it is suggested you disable it, as an
attacker may use it to set up an attack against this host, or against a third-party host using this host as a
relay.

An easy attack is 'ping-pong' in which an attacker spoofs a packet between two machines running chargen.

This will cause them to spew characters at each other, slowing the machines down and saturating the
network.

See Also

http://www.nessus.org/u?f0dbdf05

Solution

- Under Unix systems, comment out the 'chargen’ line in /etc/inetd.conf and restart the inetd process

- Under Windows systems, set the following registry keys to O :

HKLM\System\CurrentControlSet\Services\SimpTCP\Parameters\EnableTcpChargen HKLM\System
\CurrentControlSet\Services\SimpTCP\Parameters\EnableUdpChargen

Then launch cmd.exe and type :
net stop simptcp net start simptcp

To restart the service.

Risk Factor

Medium

VPR Score

3.6

EPSS Score

0.4809
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http://www.nessus.org/u?f0dbdf05

CVSS v2.0 Base Score

5.0 (CVSS2#AV:N/AC:L/Au:N/C:N/1:N/A:P)

References

CVE CVE-1999-0103

Exploitable With

Metasploit (true)

Plugin Information

Published: 1999/11/29, Modified: 2020/06/12

Plugin Output

udp/19
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http://web.nvd.nist.gov/view/vuln/detail?vulnId=CVE-1999-0103

10595 - DNIS Server Zone Transfer Information Disclosure (AXFR)

Synopsis

The remote name server allows zone transfers

Description

The remote name server allows DNS zone transfers to be performed.

A zone transfer lets a remote attacker instantly populate a list of potential targets. In addition, companies
often use a naming convention that can give hints as to a servers primary application (for instance,
proxy.example.com, payroll.example.com, b2b.example.com, etc.).

As such, this information is of great use to an attacker, who may use it to gain information about the
topology of the network and spot new targets.

See Also

https://en.wikipedia.org/wiki/AXFR

Solution

Limit DNS zone transfers to only the servers that need the information.

Risk Factor

Medium

VPR Score

3.6

EPSS Score

0.8222

CVSS v2.0 Base Score

5.0 (CVSS2#AV:N/AC:L/Au:N/C:P/I:N/A:N)

CVSS v2.0 Temporal Score

4.2 (CVSS2#E:U/RL:ND/RC:C)

References

CVE CVE-1999-0532
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https://en.wikipedia.org/wiki/AXFR
http://web.nvd.nist.gov/view/vuln/detail?vulnId=CVE-1999-0532

Plugin Information

Published: 2001/01/16, Modified: 2025/08/19

Plugin Output

tcp/53/dns

+ Domai n "swansea. acca"

swansea. acca. has address 20.0.0.1

swansea. acca. has address 10.0. 2. 15

swansea. acca. has address 192.168.1.1

swansea. acca. name server s-dc.swansea.acca

swansea. acca. has | Pv6 address fd17:625c: f037: 0002: cf d0: 7¢37: 27cc: 03d7

_nsdcs. swansea. acca. nane server s-dc.swansea.acca

_gc. _tcp.Default-First-Site-Nane._sites. swansea. acca. service |locator 0 100 25612 s-dc. swansea. acca
_kerberos. _tcp.Default-First-Site-Nane._sites. swansea. acca. service |locator 0 100 25600 s-
dc. swansea. acca

_ldap. _tcp.Defaul t-First-Site-Nane._sites. swansea. acca. service locator 0 100 25601 s-

dc. swansea. acca

_gc._tcp. swansea. acca. service locator 0 100 25612 s-dc. swansea. acca

_kerberos. _tcp. swansea. acca. service locator 0 100 25600 s-dc.swansea. acca

_kpasswd. _tcp. swansea. acca. service |locator 0 100 25601 s-dc. swansea. acca

_ldap. _tcp. swansea. acca. service |locator 0 100 25601 s-dc.swansea. acca

_kerberos. _udp. swansea. acca. service locator 0 100 25600 s-dc.swansea. acca

_kpasswd. _udp. swansea. acca. service |ocator 0 100 25601 s-dc. swansea. acca

ClientSl. swansea. acca. has address 192. 168. 1. 10

confidential.swansea. acca. has address 192.168.1.1

Domai nDnsZones. swansea. acca. has address 10.0. 2. 15

Dormai nDnsZones. swansea. acca. has address 192.168.1.1

Domai nDnsZones. swansea. acca. has address 20.0.0.1

Domai nDnsZones. swansea. acca. has | Pv6 address fd17:625c: f037: 0002: cf d0: 7¢37: 27cc: 03d7

_ldap. _tcp.Defaul t-First-Site-Nane._sites. Donmai nDnsZones. swansea. acca. service |ocator 0 100 25601
s-dc. swansea. acca

_ldap. _tcp. Domai nDnsZones. swansea. acca. service |ocator 0 100 25601 s-dc. swansea. acca

For est DnsZones. swansea. acca. has address 20.0.0.1

For est DnsZones. swansea. acca. has address 192.168.1.1

For est DnsZones. swansea. acca. has address 10.0. 2. 15

For est DnsZones. swansea. acca. has | Pv6 address fd17:625c: f037: 0002: cf d0: 7¢37: 27cc: 03d7

_ldap. _tcp.Defaul t-First-Site-Nane._sites. Forest DnsZones. swansea. acca. service |ocator 0 100 25601
s-dc. swansea. acca

_ldap. _tcp. For est DnsZones. swansea. acca. service |ocator 0 100 25601 s-dc. swansea. acca

s- [...]
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10061 - Echo Service Detection

Synopsis

An echo service is running on the remote host.

Description

The remote host is running the 'echo' service. This service echoes any data which is sent to it.

This service is unused these days, so it is strongly advised that you disable it, as it may be used by attackers
to set up denial of services attacks against this host.

Solution

Below are some examples of how to disable the echo service on some common platforms, however many
services can exhibit this behavior and the list below is not exhaustive.

Consult vendor documentation for the service exhibiting the echo behavior for more information.
- Under Unix systems, comment out the 'echo’ line in /etc/inetd.conf and restart the inetd process.

- Under Ubuntu systems, comment out the 'echo’ line in /etc/systemd/system.conf and retart the systemd
service.

- Under Windows systems, set the following registry key to 0 :

HKLM\System\CurrentControlSet\Services\SimpTCP\Parameters\EnableTcpEcho HKLM\System
\CurrentControlSet\Services\SimpTCP\Parameters\EnableUdpEcho

Then launch cmd.exe and type :
net stop simptcp net start simptcp

To restart the service.

Risk Factor

Medium

CVSS v3.0 Base Score

6.5 (CVSS:3.0/AV:N/AC:L/PR:N/UILR/S:U/C:N/I:N/A:H)

VPR Score

3.6

EPSS Score

0.4809
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CVSS v2.0 Base Score

5.0 (CVSS2#AV:N/AC:L/Au:N/C:N/1:N/A:P)

References
CVE CVE-1999-0103
CVE CVE-1999-0635

Plugin Information

Published: 1999/06/22, Modified: 2020/06/12

Plugin Output

tcp/7/echo

192.168.1.1
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http://web.nvd.nist.gov/view/vuln/detail?vulnId=CVE-1999-0103
http://web.nvd.nist.gov/view/vuln/detail?vulnId=CVE-1999-0635

10061 - Echo Service Detection

Synopsis

An echo service is running on the remote host.

Description

The remote host is running the 'echo' service. This service echoes any data which is sent to it.

This service is unused these days, so it is strongly advised that you disable it, as it may be used by attackers
to set up denial of services attacks against this host.

Solution

Below are some examples of how to disable the echo service on some common platforms, however many
services can exhibit this behavior and the list below is not exhaustive.

Consult vendor documentation for the service exhibiting the echo behavior for more information.
- Under Unix systems, comment out the 'echo’ line in /etc/inetd.conf and restart the inetd process.

- Under Ubuntu systems, comment out the 'echo’ line in /etc/systemd/system.conf and retart the systemd
service.

- Under Windows systems, set the following registry key to 0 :

HKLM\System\CurrentControlSet\Services\SimpTCP\Parameters\EnableTcpEcho HKLM\System
\CurrentControlSet\Services\SimpTCP\Parameters\EnableUdpEcho

Then launch cmd.exe and type :
net stop simptcp net start simptcp

To restart the service.

Risk Factor

Medium

CVSS v3.0 Base Score

6.5 (CVSS:3.0/AV:N/AC:L/PR:N/UILR/S:U/C:N/I:N/A:H)

VPR Score

3.6

EPSS Score

0.4809
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CVSS v2.0 Base Score

5.0 (CVSS2#AV:N/AC:L/Au:N/C:N/1:N/A:P)

References
CVE CVE-1999-0103
CVE CVE-1999-0635

Plugin Information

Published: 1999/06/22, Modified: 2020/06/12

Plugin Output

udp/7

192.168.1.1
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http://web.nvd.nist.gov/view/vuln/detail?vulnId=CVE-1999-0103
http://web.nvd.nist.gov/view/vuln/detail?vulnId=CVE-1999-0635

50686 - IP Forwarding Enabled

Synopsis

The remote host has IP forwarding enabled.

Description

The remote host has IP forwarding enabled. An attacker can exploit this to route packets through the host
and potentially bypass some firewalls / routers / NAC filtering.

Unless the remote host is a router, it is recommended that you disable IP forwarding.

Solution

On Linux, you can disable IP forwarding by doing :

echo 0 > /proc/sys/net/ipv4/ip_forward

On Windows, set the key 'lPEnableRouter' to 0 under
HKEY_LOCAL_MACHINE\System\CurrentControlSet\Services\Tcpip\Parameters
On Mac OS X, you can disable IP forwarding by executing the command :
sysctl -w net.inet.ip.forwarding=0

For other systems, check with your vendor.

Risk Factor

Medium

CVSS v3.0 Base Score

6.5 (CVSS:3.0/AV:A/AC:L/PR:L/UIIN/S:C/C:L/I:L/AL)

VPR Score

4.0

EPSS Score

0.0596

CVSS v2.0 Base Score

5.8 (CVSS2#AV:A/AC:L/Au:N/C:P/1:P/A:P)

References
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CVE CVE-1999-0511

Plugin Information

Published: 2010/11/23, Modified: 2023/10/17

Plugin Output

tcp/0

| P forwarding appears to be enabled on the renote host.

Detected | ocal MAC Address
Response from | ocal MAC Address

Det ect ed Gat eway MAC Address

Response from Gat eway MAC Address :

080027241d6¢c
080027241d6¢c

080027a62f 12
080027a62f 12
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10198 - Quote of the Day (QOTD) Service Detection

Synopsis

The quote service (qotd) is running on this host.

Description

A server listens for TCP connections on TCP port 17. Once a connection is established a short message is
sent out the connection (and any data received is thrown away). The service closes the connection after
sending the quote.

Another quote of the day service is defined as a datagram based application on UDP. A server listens for
UDP datagrams on UDP port 17.

When a datagram is received, an answering datagram is sent containing a quote (the data in the received
datagram is ignored).

An easy attack is 'pingpong' which IP spoofs a packet between two machines running qotd. This will cause
them to spew characters at each other, slowing the machines down and saturating the network.

Solution

- Under Unix systems, comment out the 'qotd' line in /etc/inetd.conf and restart the inetd process
- Under Windows systems, set the following registry keys to O :

HKLM\System\CurrentControlSet\Services\SimpTCP\Parameters\EnableTcpQotd HKLM\System
\CurrentControlSet\Services\SimpTCP\Parameters\EnableUdpQotd Then launch cmd.exe and type :

net stop simptcp net start simptcp To restart the service.

Risk Factor

Medium

CVSS v3.0 Base Score

6.5 (CVSS:3.0/AV:N/AC:L/PR:N/UI:R/S:U/C:N/I:N/A:H)

VPR Score

3.6

EPSS Score

0.4809

CVSS v2.0 Base Score

5.0 (CVSS2#AV:N/AC:L/Au:N/C:N/I:N/A:P)
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References

CVE CVE-1999-0103

Plugin Information

Published: 1999/11/30, Modified: 2019/10/04

Plugin Output

tcp/17/qotd

192.168.1.1
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10198 - Quote of the Day (QOTD) Service Detection

Synopsis

The quote service (qotd) is running on this host.

Description

A server listens for TCP connections on TCP port 17. Once a connection is established a short message is
sent out the connection (and any data received is thrown away). The service closes the connection after
sending the quote.

Another quote of the day service is defined as a datagram based application on UDP. A server listens for
UDP datagrams on UDP port 17.

When a datagram is received, an answering datagram is sent containing a quote (the data in the received
datagram is ignored).

An easy attack is 'pingpong' which IP spoofs a packet between two machines running qotd. This will cause
them to spew characters at each other, slowing the machines down and saturating the network.

Solution

- Under Unix systems, comment out the 'qotd' line in /etc/inetd.conf and restart the inetd process
- Under Windows systems, set the following registry keys to O :

HKLM\System\CurrentControlSet\Services\SimpTCP\Parameters\EnableTcpQotd HKLM\System
\CurrentControlSet\Services\SimpTCP\Parameters\EnableUdpQotd Then launch cmd.exe and type :

net stop simptcp net start simptcp To restart the service.

Risk Factor

Medium

CVSS v3.0 Base Score

6.5 (CVSS:3.0/AV:N/AC:L/PR:N/UI:R/S:U/C:N/I:N/A:H)

VPR Score

3.6

EPSS Score

0.4809

CVSS v2.0 Base Score

5.0 (CVSS2#AV:N/AC:L/Au:N/C:N/I:N/A:P)

192.168.1.1 18



References

CVE CVE-1999-0103

Plugin Information

Published: 1999/11/30, Modified: 2019/10/04

Plugin Output

udp/17/qotd

192.168.1.1

19


http://web.nvd.nist.gov/view/vuln/detail?vulnId=CVE-1999-0103

104743 - TLS Version 1.0 Protocol Detection

Synopsis

The remote service encrypts traffic using an older version of TLS.

Description

The remote service accepts connections encrypted using TLS 1.0. TLS 1.0 has a number of cryptographic
design flaws. Modern implementations of TLS 1.0 mitigate these problems, but newer versions of TLS like
1.2 and 1.3 are designed against these flaws and should be used whenever possible.

As of March 31, 2020, Endpoints that aren't enabled for TLS 1.2 and higher will no longer function properly
with major web browsers and major vendors.

PCI DSS v3.2 requires that TLS 1.0 be disabled entirely by June 30, 2018, except for POS POI terminals (and
the SSL/TLS termination points to which they connect) that can be verified as not being susceptible to any
known exploits.

See Also

https://tools.ietf.org/html/draft-ietf-tls-oldversions-deprecate-00

Solution

Enable support for TLS 1.2 and 1.3, and disable support for TLS 1.0.

Risk Factor

Medium

CVSS v3.0 Base Score

6.5 (CVSS:3.0/AV:N/AC:H/PR:N/UI:N/S:U/C:H/I:L/A:N)

CVSS v2.0 Base Score

6.1 (CVSS2#AV:N/AC:H/Au:N/C:C/1:P/A:N)

References

XREF CWE:327

Plugin Information

Published: 2017/11/22, Modified: 2023/04/19

Plugin Output
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http://cwe.mitre.org/data/definitions/327

tcp/443/www

TLSv1 is enabl ed and the server

supports at

| east one ci pher.

192.168.1.1
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157288 - TLS Version 1.1 Deprecated Protocol

Synopsis

The remote service encrypts traffic using an older version of TLS.

Description

The remote service accepts connections encrypted using TLS 1.1. TLS 1.1 lacks support for current and
recommended cipher suites. Ciphers that support encryption before MAC computation, and authenticated
encryption modes such as GCM cannot be used with TLS 1.1

As of March 31, 2020, Endpoints that are not enabled for TLS 1.2 and higher will no longer function
properly with major web browsers and major vendors.

See Also

https://datatracker.ietf.org/doc/html/rfc8996

http://www.nessus.org/u?c8ae820d

Solution

Enable support for TLS 1.2 and/or 1.3, and disable support for TLS 1.1.

Risk Factor

Medium

CVSS v3.0 Base Score

6.5 (CVSS:3.0/AV:N/AC:H/PR:N/UIIN/S:U/C:H/I:L/A:N)

CVSS v2.0 Base Score

6.1 (CVSS2#AV:N/AC:H/Au:N/C:C/I:P/A:N)

References

XREF CWE:327

Plugin Information

Published: 2022/04/04, Modified: 2024/05/14

Plugin Output

tcp/443/www

192.168.1.1 2
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TLSvl.1 is enabled and the server

supports at

| east one ci pher.

192.168.1.1
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Synopsis

The remote DHCP server may expose information about the associated network.

Description

This script contacts the remote DHCP server (if any) and attempts to retrieve information about the
network layout.

Some DHCP servers provide sensitive information such as the NIS domain name, or network layout
information such as the list of the network web servers, and so on.

It does not demonstrate any vulnerability, but a local attacker may use DHCP to become intimately familiar
with the associated network.

Solution

Apply filtering to keep this information off the network and remove any options that are not in use.

Risk Factor

Low

CVSS v2.0 Base Score

3.3 (CVSS2#AV:A/AC:L/AU:N/C:P/I:N/A:N)

Plugin Information

Published: 2001/05/05, Modified: 2019/03/06

Plugin Output

udp/67

Nessus gathered the followi ng information fromthe renmote DHCP server

Mast er DHCP server of this network : 192.168.1.1

| P address the DHCP server would attribute us : 192.168.1.51
Net mask : 255. 255.255.0

DHCP server(s) identifier : 192.168.1.1

192.168.1.1 24



Synopsis

It is possible to determine the exact time set on the remote host.

Description

The remote host answers to an ICMP timestamp request. This allows an attacker to know the date that
is set on the targeted machine, which may assist an unauthenticated, remote attacker in defeating time-
based authentication protocols.

Timestamps returned from machines running Windows Vista / 7 / 2008 / 2008 R2 are deliberately incorrect,

but usually within 1000 seconds of the actual system time.

Solution

Filter out the ICMP timestamp requests (13), and the outgoing ICMP timestamp replies (14).

Risk Factor

Low

VPR Score

2.2

EPSS Score

0.0037

CVSS v2.0 Base Score

2.1 (CVSS2#AV:L/AC:L/Au:N/C:P/I:N/A:N)

References
CVE CVE-1999-0524
XREF CWE:200

Plugin Information

Published: 1999/08/01, Modified: 2024/10/07

Plugin Output

icmp/0

The | CWP tinmestanps seemto be in little endian format (not in network format)

192.168.1.1
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http://cwe.mitre.org/data/definitions/200

The difference between the |ocal

and remote clocks is 57602 seconds.

192.168.1.1
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46180 - Additional DNS Hostnames

Synopsis

Nessus has detected potential virtual hosts.

Description

Hostnames different from the current hostname have been collected by miscellaneous plugins. Nessus
has generated a list of hostnames that point to the remote host. Note that these are only the alternate
hostnames for vhosts discovered on a web server.

Different web servers may be hosted on name-based virtual hosts.

See Also

https://en.wikipedia.org/wiki/Virtual_hosting

Solution

If you want to test them, re-scan using the special vhost syntax, such as:

www.example.com[192.0.32.10]

Risk Factor

None

Plugin Information

Published: 2010/04/29, Modified: 2022/08/15

Plugin Output

tcp/0

The foll owi ng hostnanes point to the renpte host :
- swansea. acca
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10761 - COM+ Internet Services (CIS) Server Detection

Synopsis

A COM+ Internet Services (CIS) server is listening on this port.

Description

COM+ Internet Services are RPC over HTTP tunneling and require IIS to operate. CIS ports shouldn't be
visible on internet but only behind a firewall.

See Also

http://www.nessus.org/u?d02f7e6e
https://support.microsoft.com/en-us/support/kb/articles/q282/2/61.asp

Solution

If you do not use this service, disable it with DCOMCNFG.

Otherwise, limit access to this port.

Risk Factor

None

Plugin Information

Published: 2001/09/14, Modified: 2019/11/22

Plugin Output

tcp/3388/ncacn_http

Server banner

ncacn_http/ 1.0
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45590 - Common Platform Enumeration (CPE)

Synopsis

It was possible to enumerate CPE names that matched on the remote system.

Description

By using information obtained from a Nessus scan, this plugin reports CPE (Common Platform
Enumeration) matches for various hardware and software products found on a host.

Note that if an official CPE is not available for the product, this plugin computes the best possible CPE
based on the information available from the scan.

See Also

http://cpe.mitre.org/
https://nvd.nist.gov/products/cpe

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2010/04/21, Modified: 2025/09/29

Plugin Output

tcp/0

The renote operating system matched the foll owi ng CPE :
cpe:/o: mcrosoft:w ndows_server_2022:::datacenter -> Mcrosoft Wndows Server 2022
Fol | owi ng application CPE matched on the renpte system:

cpe:/a:mcrosoft:iis:10.0 -> Mcrosoft IIS
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/135/epmap

The fol | owi ng DCERPC services are available locally :

Cbj ect UUID : 00000000-0000- 0000- 0000- 000000000000

UUI D : 5l1a227ae- 825b- 41f 2- b4a9- 1ac9557a1018, version 1.0
Description : Unknown RPC service

Annotation : Ngc Pop Key Service

Type : Local RPC service

Naned pi pe : NETLOGON _LRPC

Cbj ect UUID : 00000000-0000- 0000- 0000- 000000000000

UUI D : 5l1a227ae- 825b- 41f 2- b4a9- 1ac9557a1018, version 1.0
Description : Unknown RPC service

Annotation : Ngc Pop Key Service

Type : Local RPC service

Naned pipe : NIDS_LPC

Cbj ect UUID : 00000000-0000- 0000- 0000- 000000000000

UUI D : 5la227ae- 825b- 41f 2- b4a9- 1ac9557a1018, version 1.0
Description : Unknown RPC service

Annotation : Ngc Pop Key Service

Type : Local RPC service

Naned pipe : OLE6848C6ACAE521FA12FE3940CC76E

Cbj ect UUID : 00000000-0000- 0000- 0000- 000000000000

UUI D : 5l1a227ae- 825b- 41f 2- b4a9- 1ac9557a1018, version 1.0
Description : Unknown RPC service

Annotation : Ngc Pop Key Service

Type : Local RPC service

192.168.1.1 30



Narmed pi pe : M crosoftlLaps_LRPC 0Of b2f 016-f e45- 4a08- a7f 9- a467f 5e5f aOb

Obj ect UUID : 00000000-0000- 0000- 0000- 000000000000
UUI D : 5la227ae- 825b- 41f 2- b4a9- 1ac9557a1018, version
Description : Unknown RPC service

Annot ation : Ngc Pop Key Service

Type : Local RPC service

Narmed pi pe : samss | pc

Obj ect UUID : 3bdb59a0-d736-4d44-9074-c1ee00000001
UUI D : f3f09ffd-fbcf-4291-944d- 70ad6e0e73bb, version
Description : Unknown RPC service

Type : Local RPC service

Narmed pi pe : LRPC f0532b77f 4ba47e35f

Obj ect UUID : 00000000-0000- 0000- 0000- 000000000000
UUI D : 44e265dd- 7daf - 42cd- 8560- 3cdb6e7a2729, version
Description : Unknown RPC service

Annot ation : TsProxy

Type : Local RPC service

Narmed pi pe : AAGWNt

Obj ect UUID : 00000000-0000- 0000- 0000- 000000000000
UUI D : 958f 92d8- da20- 467a- bbe3- 65e7e9b4edcf, version
Description : Unknown RPC service

Annot ation : TsProxyMnt

Type : Local RPC service

Narmed pi pe : AAGWNt

Obj ect UUID : 00000000-0000- 0000- 0000- 000000000000
UUI D : 0767a036- 0d22- 48aa- ba69- b619480f 38cb, version
Description : Unknown RPC service

Annot ation : PcaSvc

Type : Loca [...]

1.0

1.0

1.0

1.0

1.0

192.168.1.1

31



10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/445/cifs

The fol | owi ng DCERPC services are avail able renotely :

Cbj ect UUID : 00000000-0000- 0000- 0000- 000000000000

UUI D : 5l1a227ae- 825b- 41f 2- b4a9- 1ac9557a1018, version 1.0
Description : Unknown RPC service

Annotation : Ngc Pop Key Service

Type : Renpte RPC service

Naned pipe : \pipe\0e33blebf h9f eebc

Net bi os name : \\S-DC

Cbj ect UUID : 00000000-0000- 0000- 0000- 000000000000

UUI D : 650a7e26-eab8-5533- ce43-9cldfcell511, version 1.0
Description : Unknown RPC service

Annotation : Vpn APIs

Type : Renpte RPC service

Naned pi pe : \PI PE\ ROUTER

Net bi os name : \\S-DC

Cbj ect UUID : 00000000-0000- 0000- 0000- 000000000000

UUI D : 7f1343f e-50a9-4927-a778-0c5859517bac, version 1.0
Description : Unknown RPC service

Annotation : DfsDs service

Type : Renpte RPC service

Naned pi pe : \PIPE\wkssvc

Net bi os nane : \\S-DC

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : 1ff70682-0a51- 30e8-076d- 740be8cee98b, version 1.0
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Description : Schedul er Service
W ndows process : svchost.exe
Type : Rempte RPC service
Narmed pi pe : \PIPE\ atsvc
Net bi os nane : \\S-DC

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : 378e52b0-c0a9- 11cf-822d- 00aa0051e40f, version
Description : Schedul er Service

W ndows process : svchost.exe

Type : Rempte RPC service

Narmed pi pe : \PIPE\ atsvc

Net bi os nane : \\S-DC

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : 33d84484-3626-47ee-8c6f-e7e98b113bel, version
Description : Unknown RPC service

Type : Rempte RPC service

Narmed pi pe : \PIPE\ atsvc

Net bi os nane : \\S-DC

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : 86d35949-83c9- 4044- b424- db363231f dOc, version
Description : Unknown RPC service

Type : Rempte RPC service

Narmed pi pe : \PIPE\ atsvc

Net bi os nane : \\S-DC

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : 3a9ef 155- 691d- 4449- 8d05- 09ad57031823, version
Description : Unknown RPC service

Type : Rempte RPC service

Narmed pi pe : \PIPE\ atsvc

Net bi os nane : \\S-DC

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : f6beaff7-1el9-4f bb- 9f 8f - b89€2018337¢c, version
Descr [...]

1.

2.

1.

1.

1.
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/5504/dce-rpc

The fol | owi ng DCERPC services are available on TCP port 5504 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : ed96b012- c8ce- 4f 60- a682- 35535b12ff 75, version 2.0
Description : Unknown RPC service

Type : Renpte RPC service

TCP Port : 5504

IP: 192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/49664/dce-rpc

The fol | owi ng DCERPC services are avail able on TCP port 49664 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 5l1a227ae- 825b- 41f 2- b4a9- 1ac9557a1018, version 1.0
Description : Unknown RPC service

Annotation : Ngc Pop Key Service

Type : Renpte RPC service

TCP Port : 49664

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 12345778-1234- abcd- ef 00- 0123456789ac, version 1.0
Description : Security Account Manager

W ndows process : |sass. exe

Type : Renpte RPC service

TCP Port : 49664

IP: 192.168.1.1

Object UUID : 7364746e-0000- 0000- 0000- 000000000000

UUI D : c9ac6db5-82b7- 4e55- ae8a- e464ed7b4277, version 1.0
Description : Unknown RPC service

Annotation : Inpl friendly nane

Type : Renpte RPC service

TCP Port : 49664

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : e3514235-4b06-11d1- ab04- 00c04f c2dcd2, version 4.0
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Description : Active Directory Replication Interface
W ndows process : unknown

Annotation : M5 NT Directory DRS Interface

Type : Rempte RPC service

TCP Port : 49664

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 12345778-1234- abcd- ef 00- 0123456789ab, version 0.
Description : Local Security Authority

W ndows process : |sass. exe

Type : Rempte RPC service

TCP Port : 49664

IP: 192.168.1.1

Obj ect UUID : 5fc860e0- 6f 6e- 4f c2- 83cd- 46324f 25e90b

UUI D : 0blc2170-5732-4e0e-8cd3-d9bl6f 3b84d7, version O.
Description : Unknown RPC service

Annot ati on : Renpt eAccessCheck

Type : Rempte RPC service

TCP Port : 49664

IP: 192.168.1.1

Cbj ect UUID : 9a8lc2bd-a525-471d- aded- 49907c0b23da

UUI D : 0blc2170-5732-4e0e-8cd3-d9bl6f 3b84d7, version O.
Description : Unknown RPC service

Annot ati on : Renpt eAccessCheck

Type : Rempte RPC service

TCP Port : 49664

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 12345678-1234- abcd- ef 00- 01234567cffb, version 1.
Description : Network Logon Service

W ndows process : |sass. exe

Type : Rempte RPC service

TCP Port : 49664

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 0000000000 [...]
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/49665/dce-rpc

The fol | owi ng DCERPC services are available on TCP port 49665 :

Obj ect UUID : 765294ba- 60bc- 48b8- 92e9- 89f d77769d91

UUI D : d95af e70- a6d5- 4259- 822e- 2c84dalddb0d, version 1.0
Description : Unknown RPC service

Type : Renpte RPC service

TCP Port : 49665

IP: 192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/49666/dce-rpc

The fol | owi ng DCERPC services are avail able on TCP port 49666 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : f6beaff7-1e19-4fbb- 9f 8f - b89e2018337c, version 1.0
Description : Unknown RPC service

Annotation : Event |og TCPIP

Type : Renpte RPC service

TCP Port : 49666

IP: 192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/49667/dce-rpc

The fol | owi ng DCERPC services are avail able on TCP port 49667 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 86d35949-83c9- 4044- b424- db363231f dOc, version 1.0
Description : Unknown RPC service

Type : Renpte RPC service

TCP Port : 49667

IP: 192.168.1.1

Obj ect UUID : 00000000-0000- 0000- 0000- 000000000000

UUI D : 3a9ef 155- 691d- 4449- 8d05- 09ad57031823, version 1.0
Description : Unknown RPC service

Type : Renpte RPC service

TCP Port : 49667

IP: 192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/49668/dce-rpc

The fol | owi ng DCERPC services are avail able on TCP port 49668 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 5l1a227ae- 825b- 41f 2- b4a9- 1ac9557a1018, version 1.0
Description : Unknown RPC service

Annotation : Ngc Pop Key Service

Type : Renpte RPC service

TCP Port : 49668

IP: 192.168.1.1

Object UUID : 7364746e-0000- 0000- 0000- 000000000000

UUI D : c9ac6db5-82b7- 4e55- ae8a- e464ed7b4277, version 1.0
Description : Unknown RPC service

Annotation : Inpl friendly nane

Type : Renpte RPC service

TCP Port : 49668

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : e3514235-4b06-11d1- ab04- 00c04f c2dcd2, version 4.0
Description : Active Directory Replication Interface

W ndows process : unknown

Annotation : MS NT Directory DRS Interface

Type : Renpte RPC service

TCP Port : 49668

IP: 192.168.1.1

Cbj ect UUID : 00000000-0000-0000-0000- 000000000000
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UUI D : 12345778-1234- abcd- ef 00- 0123456789ab, version
Description : Local Security Authority

W ndows process : |sass. exe

Type : Rempte RPC service

TCP Port : 49668

IP: 192.168.1.1

Obj ect UUID : 5fc860e0- 6f 6e- 4f c2- 83cd- 46324f 25e90b
UUI D : 0blc2170-5732-4e0e- 8cd3-d9bl6f 3b84d7, version
Description : Unknown RPC service

Annot ati on : Renpt eAccessCheck

Type : Rempte RPC service

TCP Port : 49668

IP: 192.168.1.1

Cbj ect UUID : 9a8lc2bd-a525-471d- aded- 49907c0b23da
UUI D : 0blc2170-5732-4e0e- 8cd3-d9bl6f 3b84d7, version
Description : Unknown RPC service

Annot ati on : Renpt eAccessCheck

Type : Rempte RPC service

TCP Port : 49668

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : 12345678-1234- abcd- ef 00- 01234567cffb, version
Description : Network Logon Service

W ndows process : |sass. exe

Type : Rempte RPC service

TCP Port : 49668

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : b25a52bf - e5dd- 4f 4a- aea6- 8ca7272a0e86, version
Description : Unknown RPC service

Annot ation : Keylso

Type : Rempte RPC service

TCP Port : 49668

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
WID: 8fb[...]

0.

0.

0.

1.

2.
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/57701/dce-rpc

The fol | owi ng DCERPC services are available on TCP port 57701 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 3357951c-aldl-47db-a278-ab945d063d03, version 1.0
Description : Unknown RPC service

Type : Renpte RPC service

TCP Port : 57701

IP: 192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/59701/dce-rpc

The fol | owi ng DCERPC services are available on TCP port 59701 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 12345678-1234- abcd- ef 00- 0123456789ab, version 1.0
Description : |Psec Services (Wndows XP & 2003)

W ndows process : |sass. exe

Type : Renpte RPC service

TCP Port : 59701

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 0b6edbf a- 4a24- 4f c6- 8a23- 942bleca65dl, version 1.0
Description : Unknown RPC service

Type : Renpte RPC service

TCP Port : 59701

IP: 192.168.1.1

Obj ect UUID : 00000000-0000- 0000- 0000- 000000000000

UUI D : ae33069b- a2a8- 46ee- a235- ddf d339be281, version 1.0
Description : Unknown RPC service

Type : Renpte RPC service

TCP Port : 59701

IP: 192.168.1.1

Cbj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 4a452661-8290- 4b36- 8f be- 7f 4093294978, version 1.0
Description : Unknown RPC service

Type : Renpte RPC service
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TCP Por

t : 59701

IP: 192.168.1.1

bj ect
UuI D :

UJl D : 00000000-0000- 0000- 0000- 000000000000

76f 03f 96- cdf d- 44f c- a22c- 64950a001209,

Description : Unknown RPC service

Type :
TCP Por

Renot e RPC service
t : 59701

IP: 192.168.1.1

version 1.0

192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/59707/dce-rpc

The fol | owi ng DCERPC services are avail able on TCP port 59707

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 6bffd098-al12-3610-9833-46c3f874532d, version 1.0
Description : DHCP Server Service

W ndows process : unknown

Type : Renpte RPC service

TCP Port : 59707

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 5b821720-f 63b- 11d0- aad2- 00c04f c324db, version 1.0
Description : DHCP Server Service

W ndows process : unknown

Type : Renpte RPC service

TCP Port : 59707

IP: 192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/59708/dce-rpc

The fol | owi ng DCERPC services are avail able on TCP port 59708

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 5l1a227ae- 825b- 41f 2- b4a9- 1ac9557a1018, version 1.0
Description : Unknown RPC service

Annotation : Ngc Pop Key Service

Type : Renpte RPC service

TCP Port : 59708

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 12345678-1234- abcd- ef 00- 01234567cffb, version 1.0
Description : Network Logon Service

W ndows process : |sass. exe

Type : Renpte RPC service

TCP Port : 59708

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : b25a52bf - e5dd- 4f 4a- aeab- 8ca7272a0e86, version 2.0
Description : Unknown RPC service

Annot ation : Keylso

Type : Renpte RPC service

TCP Port : 59708

IP: 192.168.1.1

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000
UUI D : 8fb74744-b2ff-4c00- be0d- 9ef 9a191f elb, version 1.0

192.168.1.1 46



Description : Unknown RPC service
Annot ation : Ngc Pop Key Service
Type : Rempte RPC service

TCP Port : 59708

IP: 192.168.1.1

192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/59712/dce-rpc

The fol | owi ng DCERPC services are available on TCP port 59712 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 50abc2a4-574d- 40b3- 9d66- ee4f d5f ba076, version 5.0
Description : DNS Server

W ndows process : dns.exe

Type : Renpte RPC service

TCP Port : 59712

IP: 192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/59734/dce-rpc

The fol | owi ng DCERPC services are available on TCP port 59734 :

Obj ect UUID : 5bcled07-f5f5-485f - 9df d- 6f dOacf 9a23c

UUI D : 897e2e5f - 93f 3- 4376- 9c9c- f d2277495¢c27, version 1.0
Description : Unknown RPC service

Annotation : Frs2 Service

Type : Renpte RPC service

TCP Port : 59734

IP: 192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/59743/dce-rpc

The fol | owi ng DCERPC services are available on TCP port 59743 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 367abb81-9844- 35f 1- ad32- 98f 038001003, version 2.0
Description : Service Control Manager

W ndows process : svchost.exe

Type : Renpte RPC service

TCP Port : 59743

IP: 192.168.1.1
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10736 - DCE Services Enumeration

Synopsis

A DCE/RPC service is running on the remote host.

Description

By sending a Lookup request to the portmapper (TCP 135 or epmapper PIPE) it was possible to enumerate
the Distributed Computing Environment (DCE) services running on the remote port. Using this information
it is possible to connect and bind to each service by sending an RPC request to the remote port/pipe.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/08/26, Modified: 2021/10/04

Plugin Output

tcp/63332/dce-rpc

The fol | owi ng DCERPC services are avail able on TCP port 63332 :

Obj ect UUID : 00000000- 0000- 0000- 0000- 000000000000

UUI D : 6b5bddle-528c-422c- af 8c- a4079be4f e48, version 1.0
Description : Unknown RPC service

Annot ati on : Renbte Fw APIs

Type : Renpte RPC service

TCP Port : 63332

IP: 192.168.1.1
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11002 - DNS Server Detection

Synopsis

A DNS server is listening on the remote host.

Description

The remote service is a Domain Name System (DNS) server, which provides a mapping between hostnames
and IP addresses.

See Also

https://en.wikipedia.org/wiki/Domain_Name_System

Solution

Disable this service if it is not needed or restrict access to internal hosts only if the service is available
externally.

Risk Factor

None

Plugin Information

Published: 2003/02/13, Modified: 2017/05/16

Plugin Output

tcp/53/dns
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11002 - DNS Server Detection

Synopsis

A DNS server is listening on the remote host.

Description

The remote service is a Domain Name System (DNS) server, which provides a mapping between hostnames
and IP addresses.

See Also

https://en.wikipedia.org/wiki/Domain_Name_System

Solution

Disable this service if it is not needed or restrict access to internal hosts only if the service is available
externally.

Risk Factor

None

Plugin Information

Published: 2003/02/13, Modified: 2017/05/16

Plugin Output

udp/53/dns
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10052 - Daytime Service Detection

Synopsis

A daytime service is running on the remote host.

Description

The remote host is running a 'daytime' service. This service is designed to give the local time of the day of
this host to whoever connects to this port. The date format issued by this service may sometimes help an
attacker to guess the operating system type of this host, or to set up timed authentication attacks against
the remote host.

In addition, if the daytime service is running on a UDP port, an attacker may link it to the echo port of a

third-party host using spoofing, thus creating a possible denial of service condition between this host and
the third party.

Solution

- On Unix systems, comment out the 'daytime' line in /etc/inetd.conf and restart the inetd process.

- On Windows systems, set the following registry keys to 0 :

HKLM\System\CurrentControlSet\Services\SimpTCP\Parameters\EnableTcpDaytime HKLM\System
\CurrentControlSet\Services\SimpTCP\Parameters\EnableUdpDaytime Next, launch cmd.exe and type :

net stop simptcp net start simptcp This will restart the service.

Risk Factor

None

Plugin Information

Published: 1999/06/22, Modified: 2014/05/09

Plugin Output

tcp/13/daytime
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10052 - Daytime Service Detection

Synopsis

A daytime service is running on the remote host.

Description

The remote host is running a 'daytime' service. This service is designed to give the local time of the day of
this host to whoever connects to this port. The date format issued by this service may sometimes help an
attacker to guess the operating system type of this host, or to set up timed authentication attacks against
the remote host.

In addition, if the daytime service is running on a UDP port, an attacker may link it to the echo port of a

third-party host using spoofing, thus creating a possible denial of service condition between this host and
the third party.

Solution

- On Unix systems, comment out the 'daytime' line in /etc/inetd.conf and restart the inetd process.

- On Windows systems, set the following registry keys to 0 :

HKLM\System\CurrentControlSet\Services\SimpTCP\Parameters\EnableTcpDaytime HKLM\System
\CurrentControlSet\Services\SimpTCP\Parameters\EnableUdpDaytime Next, launch cmd.exe and type :

net stop simptcp net start simptcp This will restart the service.

Risk Factor

None

Plugin Information

Published: 1999/06/22, Modified: 2014/05/09

Plugin Output

udp/13/daytime
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54615 - Device Type

Synopsis

It is possible to guess the remote device type.

Description

Based on the remote operating system, it is possible to determine what the remote system type is (eg: a
printer, router, general-purpose computer, etc).

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2011/05/23, Modified: 2025/03/12

Plugin Output

tcp/0

Renpot e device type : general - purpose
Confi dence | evel : 80
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11367 - Discard Service Detection

Synopsis

A discard service is running on the remote host.

Description

The remote host is running a 'discard' service. This service typically sets up a listening socket and will ignore
all the data which it receives.

This service is unused these days, so it is advised that you disable it.

Solution

- Under Unix systems, comment out the 'discard' line in /etc/inetd.conf and restart the inetd process
- Under Windows systems, set the following registry key to O :

HKLM\System\CurrentControlSet\Services\SimpTCP\Parameters\EnableTcpDiscard Then launch cmd.exe
and type:

net stop simptcp net start simptcp To restart the service.

Risk Factor

None

Plugin Information

Published: 2003/03/12, Modified: 2011/03/11

Plugin Output

tcp/9/discard
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35716 - Ethernet Card Manufacturer Detection

Synopsis

The manufacturer can be identified from the Ethernet QUI.

Description

Each ethernet MAC address starts with a 24-bit Organizationally Unique Identifier (OUI). These OUls are
registered by IEEE.

See Also

https://standards.ieee.org/fags/regauth.html
http://www.nessus.org/u?794673b4

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2009/02/19, Modified: 2020/05/13

Plugin Output

tcp/0

The following card nanufacturers were identified :

08: 00: 27: A6: 2F: 12 : PCS Systent echni k GrbH
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86420 - Ethernet MAC Addresses

Synopsis

This plugin gathers MAC addresses from various sources and consolidates them into a list.

Description

This plugin gathers MAC addresses discovered from both remote probing of the host (e.g. SNMP and
Netbios) and from running local checks (e.g. ifconfig). It then consolidates the MAC addresses into a single,
unique, and uniform list.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2015/10/16, Modified: 2025/06/10

Plugin Output

tcp/0

The following is a consolidated |ist of detected MAC addresses:
- 08:00: 27: A6: 2F: 12
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10092 - FTP Server Detection

Synopsis

An FTP server is listening on a remote port.

Description

It is possible to obtain the banner of the remote FTP server by connecting to a remote port.

Solution

n/a

Risk Factor

None

References

XREF IAVT:0001-T-0030
XREF AVT:0001-T-0943

Plugin Information

Published: 1999/10/12, Modified: 2023/08/17

Plugin Output

tcp/21/ftp

The renote FTP banner is :

220-M crosoft FTP Service
220 Wl cone to SWANSEA. ACCA Network!!!!
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84502 - HSTS Missing From HTTPS Server

Synopsis

The remote web server is not enforcing HSTS.

Description

The remote HTTPS server is not enforcing HTTP Strict Transport Security (HSTS). HSTS is an optional
response header that can be configured on the server to instruct the browser to only communicate via
HTTPS. The lack of HSTS allows downgrade attacks, SSL-stripping man-in-the-middle attacks, and weakens
cookie-hijacking protections.

See Also

https://tools.ietf.org/html/rfc6797

Solution

Configure the remote web server to use HSTS.

Risk Factor

None

Plugin Information

Published: 2015/07/02, Modified: 2024/08/09

Plugin Output

tcp/443/www

HTTP/ 1.1 401 Unaut hori zed
Content - Type: text/htm; charset=us-ascii
Server: Mcrosoft-HITPAPI/2.0
WAV Aut henti cate: NTLM
TI RMI'VNTUAACAAAADg ACADg AAAAFgok Cr c UEYWIQX 51 AAAAAAAAAAI wA] ABGAAAACY B8 TWAAAAI TAFc AQQBOAFMARQBBAAI ADgBTAFc AQQBOAFVAF
Date: Sun, 26 Cct 2025 00: 32: 53 GVI
Cont ent - Lengt h: 341

The renote HITPS server does not send the HITP
"Strict-Transport-Security" header.
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43111 - HTTP Methods Allowed (per directory)

Synopsis

This plugin determines which HTTP methods are allowed on various CGI directories.

Description

By calling the OPTIONS method, it is possible to determine which HTTP methods are allowed on each
directory.

The following HTTP methods are considered insecure:

PUT, DELETE, CONNECT, TRACE, HEAD

Many frameworks and languages treat '"HEAD' as a 'GET' request, albeit one without any body in the
response. If a security constraint was set on 'GET' requests such that only 'authenticatedUsers' could access

GET requests for a particular servlet or resource, it would be bypassed for the '"HEAD' version. This allowed
unauthorized blind submission of any privileged GET request.

As this list may be incomplete, the plugin also tests - if 'Thorough tests' are enabled or 'Enable web
applications tests' is set to 'yes'

in the scan policy - various known HTTP methods on each directory and considers them as unsupported if
it receives a response code of 400, 403, 405, or 501.

Note that the plugin output is only informational and does not necessarily indicate the presence of any
security vulnerabilities.

See Also

http://www.nessus.org/u?d9c03a9a
http://www.nessus.org/u?b019cbdb
https://www.owasp.org/index.php/Test HTTP_Methods_(OTG-CONFIG-006)

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2009/12/10, Modified: 2022/04/11

Plugin Output

tcp/80/www

192.168.1.1 62


http://www.nessus.org/u?d9c03a9a
http://www.nessus.org/u?b019cbdb
https://www.owasp.org/index.php/Test_HTTP_Methods_(OTG-CONFIG-006)

Based on the response to an OPTI ONS request

- HTTP methods GET HEAD POST TRACE OPTIONS are al |l owed on :

/
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10107 - HTTP Server Type and Version

Synopsis

A web server is running on the remote host.

Description

This plugin attempts to determine the type and the version of the remote web server.

Solution

n/a

Risk Factor

None

References

XREF [AVT:0001-T-0931

Plugin Information

Published: 2000/01/04, Modified: 2020/10/30

Plugin Output

tcp/80/www

The renote web server type is :

M crosoft-11S/10.0
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10107 - HTTP Server Type and Version

Synopsis

A web server is running on the remote host.

Description

This plugin attempts to determine the type and the version of the remote web server.

Solution

n/a

Risk Factor

None

References

XREF [AVT:0001-T-0931

Plugin Information

Published: 2000/01/04, Modified: 2020/10/30

Plugin Output

tcp/443/www

The renote web server type is :

M crosoft-HTTPAPI /2.0
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10107 - HTTP Server Type and Version

Synopsis

A web server is running on the remote host.

Description

This plugin attempts to determine the type and the version of the remote web server.

Solution

n/a

Risk Factor

None

References

XREF [AVT:0001-T-0931

Plugin Information

Published: 2000/01/04, Modified: 2020/10/30

Plugin Output

tcp/5985/www

The renote web server type is :

M crosoft-HTTPAPI /2.0
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12053 - Host Fully Qualified Domain Name (FQDN) Resolution

Synopsis

It was possible to resolve the name of the remote host.

Description

Nessus was able to resolve the fully qualified domain name (FQDN) of the remote host.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2004/02/11, Modified: 2025/03/13

Plugin Output

tcp/0

192.168. 1.1 resol ves as _gat eway.
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24260 - HyperText Transfer Protocol (HTTP) Information

Synopsis

Some information about the remote HTTP configuration can be extracted.

Description

This test gives some information about the remote HTTP protocol - the version used, whether HTTP Keep-
Alive is enabled, etc...

This test is informational only and does not denote any security problem.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/01/30, Modified: 2024/02/26

Plugin Output

tcp/80/www

Response Code : HTTP/ 1.1 200 OK

Protocol version : HITP/1.1

HTTP/ 2 TLS Support: No

HTTP/ 2 Cl eartext Support: No

SSL @ no

Keep-Alive : no

Options allowed : OPTIONS, TRACE, GET, HEAD, POST
Headers :

Cont ent - Type: text/htnl

Last-Modified: Fri, 26 Sep 2025 16:11:58 GVl
Accept - Ranges: bytes

ETag: "31e6e84802fdcl: 0"

Server: Mcrosoft-11S/10.0

X- Power ed- By: ASP. NET

Date: Sun, 26 Oct 2025 00: 33:26 GV

Content - Length: 34

Response Body :

<hl>Swansea ACCA VSite Page</hl>
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24260 - HyperText Transfer Protocol (HTTP) Information

Synopsis

Some information about the remote HTTP configuration can be extracted.

Description

This test gives some information about the remote HTTP protocol - the version used, whether HTTP Keep-
Alive is enabled, etc...

This test is informational only and does not denote any security problem.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/01/30, Modified: 2024/02/26

Plugin Output

tcp/443/www

Response Code : HTTP/ 1.1 401 Unauthorized

Protocol version : HITP/ 1.1

HTTP/ 2 TLS Support: Yes

HTTP/ 2 Cl eartext Support: No

SSL : yes

Keep-Alive : no

Options allowed : (Not inplenented)
Headers :

Cont ent - Type: text/html; charset=us-ascii
Server: M crosoft-HTTPAPI/2.0
WM Aut henti cat e: NTLM Tl RMIVNTUAACAAAADg ACADgAAAAFgOK Cr k+Lwt mBA
+YAAAAAAAAAAI wA] ABGAAAACG B8 TWAAAAI TAFc AQQBOAFMARQBBAAI ADg BTAFc AQQBOAFNARQBBAAEACABTACOARABDAAQAGABZ AHc AYQBUAHVAZ QE
Date: Sun, 26 Oct 2025 00: 33:24 GVIT
Content - Lengt h: 341

Response Body :

<! DOCTYPE HTM. PUBLIC "-//WBC//DTD HTM. 4.01//EN'"http://ww. w3. org/ TR htm 4/strict.dtd">
<HTML><HEAD><TI TLE>Not Aut hori zed</ Tl TLE>

<META HTTP- EQUI V="Cont ent - Type" Content="text/htnml; charset=us-ascii"></HEAD>
<BODY><h2>Not Aut hori zed</ h2>

<hr><p>HTTP Error 401. The requested resource requires user authentication.</p>

</ BODY></ HTM.>
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24260 - HyperText Transfer Protocol (HTTP) Information

Synopsis

Some information about the remote HTTP configuration can be extracted.

Description

This test gives some information about the remote HTTP protocol - the version used, whether HTTP Keep-
Alive is enabled, etc...

This test is informational only and does not denote any security problem.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/01/30, Modified: 2024/02/26

Plugin Output

tcp/5985/www

Response Code : HTTP/ 1.1 404 Not Found

Protocol version : HITP/ 1.1

HTTP/ 2 TLS Support: No

HTTP/ 2 Cl eartext Support: No

SSL : no

Keep-Alive : no

Options allowed : (Not inplenented)
Headers :

Cont ent - Type: text/html; charset=us-ascii
Server: Mcrosoft-HITPAPI /2.0

Date: Sun, 26 Oct 2025 00: 33:26 GVIT
Connection: cl ose

Cont ent - Lengt h: 315

Response Body :
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43829 - Kerberos Information Disclosure

Synopsis

The remote Kerberos server is leaking information.

Description

Nessus was able to retrieve the realm name and/or server time of the remote Kerberos server.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2010/01/08, Modified: 2015/09/24

Plugin Output

tcp/88

Nessus gat hered the follow ng i nformation :

Server time : 2025-10-26 00:31:39 UTC
Real m : SWANSEA. ACCA
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25701 - LDAP Crafted Search Request Server Information Disclosure

Synopsis

It is possible to discover information about the remote LDAP server.

Description

By sending a search request with a filter set to 'objectClass=*', it is possible to extract information about the
remote LDAP server.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/07/12, Modified: 2022/09/28

Plugin Output

tcp/389/Idap

[ +] - nam ngCont ext s:
| DC=swansea, DC=acca
|  CN=Confi guration, DC=swansea, DC=acca
| CN=Schenm, CN=Conf i gur at i on, DC=swansea, DC=acca
| DC=Donmi nDnsZones, DC=swansea, DC=acca
DC=For est DnsZones, DC=swansea, DC=acca
[ +] - domai nFunctional i ty:

| 7
[+] -forestFunctionality:
| 7
[ +] - domai nControl | er Functional ity:
7

[ 4] - r oot Domai nNani ngCont ext :
| DC=swansea, DC=acca
[ +] -1 dapSer vi ceNane:
| swansea. acca: s- dc$@WANSEA. ACCA
[ +] -i sA obal Cat al ogReady:
| TRUE
[ +] - suppor t edSASLMechani sns:
| GSSAPI
| GSS- SPNEGO
| EXTERNAL
| DI GEST- MD5
[ +] - support edLDAPVer si on:
| 3

| 2
[ +] - support edLDAPPol i ci es:
|  MaxPool Thr eads
| MaxPercent Di r SyncRequest s
|  MaxDat agr anRecv
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MaxRecei veBuf f er

MaxPr eAut hRecei veBuf f er
I ni t RecvTi meout
MaxConnect i ons

MaxConnl dl eTi me
MaxPageSi ze

MaxBat chRet ur nMessages
MaxQuer yDur at i on

MaxDi r SyncDur at i on
MaxTenpTabl eSi ze
MaxResul t Set Si ze

M nResul t Set s

MaxResul t Set sPer Conn
MaxNot i fi cati onPer Conn
MaxVal Range

MaxVal RangeTr ansi ti ve
Thr eadMenor yLi m t

Syst emVenor yLi mi t Per cent

[ +] - support edControl :

1.2.840.113556. 1. 4. 319
2.840.113556. 1. 4. 801
2.840.113556. 1. 4. 473
2.840.113556. 1. 4. 528
2.840. 113556. 1. 4. 417
2.840.113556. 1. 4. 619
2.840.113556. 1. 4. 841
2.840.113556. 1. 4. 529
2.840. 113556. 1. 4. 805
2.840.113556. 1. 4. 521
2.840.113556. 1. 4. 970
2.840.113556. 1. 4. 1338
2.840.113556. 1. 4. 474
2.840.113556. 1. 4. 1339
2.840.113556. 1. 4. 1340
2.840.113556. 1. 4. 1413

.16. 840. 1. 113730. 3. 4.9
16. 840. 1. 113730. 3. 4. 10

PP PPPPRPRPPRPNNPRRPRPRPRPPPRPRPPRPRPPE

2.840. 113556. 1. 4. 1504
2.840. 113556. 1. 4. 1852
2.840. 113556. 1. 4. 802
2.840. 113556. 1. 4. 1907
2.840. 113556. 1. 4. 1948
2.840. 113556. 1. 4. 1974
2.840. 113556. 1. 4. 1341
2.840. 113556. 1. 4. 2026
2.840. 113556. 1. 4. 2064
2.840. 113556. 1. 4. 2065
2.840. 113556. 1. 4. 2066
2.840. [...]
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25701 - LDAP Crafted Search Request Server Information Disclosure

Synopsis

It is possible to discover information about the remote LDAP server.

Description

By sending a search request with a filter set to 'objectClass=*', it is possible to extract information about the
remote LDAP server.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/07/12, Modified: 2022/09/28

Plugin Output

tcp/3268/Idap

[ +] - nam ngCont ext s:
| DC=swansea, DC=acca
|  CN=Confi guration, DC=swansea, DC=acca
| CN=Schenm, CN=Conf i gur at i on, DC=swansea, DC=acca
| DC=Donmi nDnsZones, DC=swansea, DC=acca
DC=For est DnsZones, DC=swansea, DC=acca
[ +] - domai nFunctional i ty:

| 7
[+] -forestFunctionality:
| 7
[ +] - domai nControl | er Functional ity:
7

[ 4] - r oot Domai nNani ngCont ext :
| DC=swansea, DC=acca
[ +] -1 dapSer vi ceNane:
| swansea. acca: s- dc$@WANSEA. ACCA
[ +] -i sA obal Cat al ogReady:
| TRUE
[ +] - suppor t edSASLMechani sns:
| GSSAPI
| GSS- SPNEGO
| EXTERNAL
| DI GEST- MD5
[ +] - support edLDAPVer si on:
| 3

| 2
[ +] - support edLDAPPol i ci es:
|  MaxPool Thr eads
| MaxPercent Di r SyncRequest s
|  MaxDat agr anRecv
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MaxRecei veBuf f er

MaxPr eAut hRecei veBuf f er
I ni t RecvTi meout
MaxConnect i ons

MaxConnl dl eTi me
MaxPageSi ze

MaxBat chRet ur nMessages
MaxQuer yDur at i on

MaxDi r SyncDur at i on
MaxTenpTabl eSi ze
MaxResul t Set Si ze

M nResul t Set s

MaxResul t Set sPer Conn
MaxNot i fi cati onPer Conn
MaxVal Range

MaxVal RangeTr ansi ti ve
Thr eadMenor yLi m t

Syst emVenor yLi mi t Per cent

[ +] - support edControl :

1.2.840.113556. 1. 4. 319
2.840.113556. 1. 4. 801
2.840.113556. 1. 4. 473
2.840.113556. 1. 4. 528
2.840. 113556. 1. 4. 417
2.840.113556. 1. 4. 619
2.840.113556. 1. 4. 841
2.840.113556. 1. 4. 529
2.840. 113556. 1. 4. 805
2.840.113556. 1. 4. 521
2.840.113556. 1. 4. 970
2.840.113556. 1. 4. 1338
2.840.113556. 1. 4. 474
2.840.113556. 1. 4. 1339
2.840.113556. 1. 4. 1340
2.840.113556. 1. 4. 1413

.16. 840. 1. 113730. 3. 4.9
16. 840. 1. 113730. 3. 4. 10

PP PPPPRPRPPRPNNPRRPRPRPRPPPRPRPPRPRPPE

2.840. 113556. 1. 4. 1504
2.840. 113556. 1. 4. 1852
2.840. 113556. 1. 4. 802
2.840. 113556. 1. 4. 1907
2.840. 113556. 1. 4. 1948
2.840. 113556. 1. 4. 1974
2.840. 113556. 1. 4. 1341
2.840. 113556. 1. 4. 2026
2.840. 113556. 1. 4. 2064
2.840. 113556. 1. 4. 2065
2.840. 113556. 1. 4. 2066
2.840. [...]
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20870 - LDAP Server Detection

Synopsis

An LDAP server was detected on the remote host.

Description

The remote host is running a Lightweight Directory Access Protocol (LDAP) server. LDAP is a protocol for
providing access to directory services over TCP/IP.

See Also

https://en.wikipedia.org/wiki/LDAP

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2006/02/10, Modified: 2022/09/29

Plugin Output

tcp/389/Idap
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20870 - LDAP Server Detection

Synopsis

An LDAP server was detected on the remote host.

Description

The remote host is running a Lightweight Directory Access Protocol (LDAP) server. LDAP is a protocol for
providing access to directory services over TCP/IP.

See Also

https://en.wikipedia.org/wiki/LDAP

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2006/02/10, Modified: 2022/09/29

Plugin Output

tcp/3268/Idap

192.168.1.1 77


https://en.wikipedia.org/wiki/LDAP

53513 - Link-Local Multicast Name Resolution (LLMNR) Detection

Synopsis

The remote device supports LLMNR.

Description

The remote device answered to a Link-local Multicast Name Resolution (LLMNR) request. This protocol
provides a name lookup service similar to NetBIOS or DNS. It is enabled by default on modern Windows
versions.

See Also

http://www.nessus.org/u?51eae65d

http://technet.microsoft.com/en-us/library/bb878128.aspx

Solution

Make sure that use of this software conforms to your organization's acceptable use and security policies.

Risk Factor

None

Plugin Information

Published: 2011/04/21, Modified: 2023/10/17

Plugin Output

udp/5355/llmnr

According to LLM\R, the nane of the renpte host is 'S-DC .
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10785 - Microsoft Windows SMB NativeLanManager Remote System Information Disclosure

Synopsis

It was possible to obtain information about the remote operating system.

Description

Nessus was able to obtain the remote operating system name and version (Windows and/or Samba) by
sending an authentication request to port 139 or 445. Note that this plugin requires SMB to be enabled on
the host.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2001/10/17, Modified: 2021/09/20

Plugin Output

tcp/445/cifs

The renpte Operating Systemis : Wndows Server 2022 Datacenter 20348
The renote native LAN nanager is : Wndows Server 2022 Datacenter 6.3
The renote SMB Donmin Nane is : SWANSEA
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26917 - Microsoft Windows SMB Registry : Nessus Cannot Access the Windows Registry

Synopsis

Nessus is not able to access the remote Windows Registry.

Description

It was not possible to connect to PIPE\winreg on the remote host.

If you intend to use Nessus to perform registry-based checks, the registry checks will not work because the

'Remote Registry Access'

service (winreg) has been disabled on the remote host or can not be connected to with the supplied

credentials.

Solution

n/a

Risk Factor

None

References

XREF AVB:0001-B-0506

Plugin Information

Published: 2007/10/04, Modified: 2020/09/22

Plugin Output

tcp/445/cifs

Coul d not connect to the registry because:
Coul d not connect to \w nreg
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11011 - Microsoft Windows SMB Service Detection

Synopsis

A file / print sharing service is listening on the remote host.

Description

The remote service understands the CIFS (Common Internet File System) or Server Message Block (SMB)
protocol, used to provide shared access to files, printers, etc between nodes on a network.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2002/06/05, Modified: 2021/02/11

Plugin Output

tcp/139/smb

An SMB server is running on this port.
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11011 - Microsoft Windows SMB Service Detection

Synopsis

A file / print sharing service is listening on the remote host.

Description

The remote service understands the CIFS (Common Internet File System) or Server Message Block (SMB)
protocol, used to provide shared access to files, printers, etc between nodes on a network.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2002/06/05, Modified: 2021/02/11

Plugin Output

tcp/445/cifs

A CIFS server is running on this port.
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100871 - Microsoft Windows SMB Versions Supported (remote check)

Synopsis

It was possible to obtain information about the version of SMB running on the remote host.

Description

Nessus was able to obtain the version of SMB running on the remote host by sending an authentication
request to port 139 or 445.

Note that this plugin is a remote check and does not work on agents.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2017/06/19, Modified: 2019/11/22

Plugin Output

tcp/445/cifs

The renote host supports the foll owi ng versions of SMB :
SMBv1
SMBv 2
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106716 - Microsoft Windows SMB2 and SMB3 Dialects Supported (remote check)

Synopsis

It was possible to obtain information about the dialects of SMB2 and SMB3 available on the remote host.

Description

Nessus was able to obtain the set of SMB2 and SMB3 dialects running on the remote host by sending an
authentication request to port 139 or 445.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2018/02/09, Modified: 2020/03/11

Plugin Output

tcp/445/cifs

The renote host supports the followi ng SMB dial ects :

_version_ _introduced in w ndows version_
2.0.2 W ndows 2008

2.1 W ndows 7

3.0 W ndows 8

3.0.2 W ndows 8.1

3.1.1 W ndows 10

The renote host does NOT support the followi ng SMB dialects :
_version_ _introduced in w ndows version_
2.2.2 W ndows 8 Beta

2.2.4 W ndows 8 Beta

3.1 W ndows 10
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/7/echo

Port 7/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/9/discard

Port 9/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/13/daytime

Port 13/tcp was found to be open

192.168.1.1 87



11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/17/qotd

Port 17/tcp was found to be open

192.168.1.1 88



11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/19/chargen

Port 19/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/21/ftp

Port 21/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/53/dns

Port 53/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/80/www

Port 80/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/88

Port 88/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/135/epmap

Port 135/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/139/smb

Port 139/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/389/Idap

Port 389/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/443/www

Port 443/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/445/cifs

Port 445/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/464

Port 464/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/515

Port 515/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/593/http-rpc-epmap

Port 593/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/636

Port 636/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/3268/Idap

Port 3268/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/3269

Port 3269/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/3388/ncacn_http

Port 3388/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/5504/dce-rpc

Port 5504/tcp was found to be open
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/5985/www

Port 5985/tcp was found to be open
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19506 - Nessus Scan Information

Synopsis

This plugin displays information about the Nessus scan.

Description

This plugin displays, for each tested host, information about the scan itself :

- The version of the plugin set.

- The type of scanner (Nessus or Nessus Home).

- The version of the Nessus Engine.

- The port scanner(s) used.

- The port range scanned.

- The ping round trip time

- Whether credentialed or third-party patch management checks are possible.
- Whether the display of superseded patches is enabled
- The date of the scan.

- The duration of the scan.

- The number of hosts scanned in parallel.

- The number of checks done in parallel.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2005/08/26, Modified: 2025/10/01

Plugin Output

tcp/0

I nformati on about this scan

Nessus version : 10.10.0

Nessus build : 20152

Plugin feed version : 202510250508
Scanner edition used : Nessus Hone
Scanner OS : LI NUX

Scanner distribution : ubuntul604-x86-64
Scan type : Nornal

Scan nanme : outside scan
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Scan policy used : Basic Network Scan
Scanner | P : 192.168. 1. 60

Port scanner(s) : nessus_syn_scanner

Port range : default

Ping RTT : 71.786 ns

Thorough tests : no

Experinental tests : no

Scan for Unpatched Vul nerabilities : no

Pl ugi n debuggi ng enabled : no

Paranoi a level : 1

Report verbosity : 1

Saf e checks : yes

Optinmize the test : yes

Credential ed checks : no

Pat ch managenent checks : None

Di spl ay superseded patches : yes (supersedence plugin did not |aunch)
Cd scanning : disabled

Web application tests : disabled

Max hosts : 30

Max checks : 4

Recv tinmeout : 5

Backports : None

Al'l ow post-scan editing : Yes

Nessus Pl ugin Signature Checking : Enabl ed
Audit File Signature Checking : Disabled
Scan Start Date : 2025/10/25 17:28 BST (UTC +01: 00)
Scan duration : 1157 sec

Scan for malware : no
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24786 - Nessus Windows Scan Not Performed with Admin Privileges

Synopsis

The Nessus scan of this host may be incomplete due to insufficient privileges provided.

Description

The Nessus scanner testing the remote host has been given SMB credentials to log into the remote host,
however these credentials do not have administrative privileges.

Typically, when Nessus performs a patch audit, it logs into the remote host and reads the version of
the DLLs on the remote host to determine if a given patch has been applied or not. This is the method
Microsoft recommends to determine if a patch has been applied.

If your Nessus scanner does not have administrative privileges when doing a scan, then Nessus has to fall

back to perform a patch audit through the registry which may lead to false positives (especially when using
third-party patch auditing tools) or to false negatives (not all patches can be detected through the registry).

Solution

Reconfigure your scanner to use credentials with administrative privileges.

Risk Factor

None

References

XREF IAVB:0001-B-0505

Plugin Information

Published: 2007/03/12, Modified: 2020/09/22

Plugin Output

tcp/0

It was not possible to connect to '\\S-DC\ADM N$' with the supplied credential s.
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43815 - NetBIOS Multiple IP Address Enumeration

Synopsis

The remote host is configured with multiple IP addresses.

Description

By sending a special NetBIOS query, Nessus was able to detect the use of multiple IP addresses on the
remote host. This indicates the host may be running virtualization software, a VPN client, or has multiple
network interfaces.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2010/01/06, Modified: 2011/09/02

Plugin Output

udp/137/netbios-ns

The renote host appears to be using the followi ng | P addresses :

- 10.0.2.15
- 192.168.1.1
- 20.0.0.1
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10884 - Network Time Protocol (NTP) Server Detection

Synopsis

An NTP server is listening on the remote host.

Description

An NTP server is listening on port 123. If not securely configured, it may provide information about its
version, current date, current time, and possibly system information.

See Also

http://www.ntp.org

Solution

n/a

Risk Factor

None

References

XREF IAVT:0001-T-0934

Plugin Information

Published: 2015/03/20, Modified: 2021/02/24

Plugin Output

udp/123/ntp

An NTP servi ce has been discovered, listening on port 123
No sensitive informati on has been di scl osed

Version : unknown
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209654 - OS Fingerprints Detected

Synopsis

Multiple OS fingerprints were detected.

Description

Using a combination of remote probes (TCP/IP, SMB, HTTP, NTP, SNMP, etc), it was possible to gather one
or more fingerprints from the remote system. While the highest-confidence result was reported in plugin
11936, “OS Identification”, the complete set of fingerprints detected are reported here.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2025/02/26, Modified: 2025/03/03

Plugin Output

tcp/0

Fol | owi ng OS Fingerprints were found

Renot e operating system: Mcrosoft Wndows 10 Pro
Confi dence | evel : 56

Met hod : M.Si nFP

Type : unknown

Fi ngerprint : unknown

Renpote operating system: Mcrosoft W ndows Server 2022 Datacenter 20348
Confi dence | evel : 80

Method : M sc

Type : general - pur pose

Fi ngerprint : unknown

Renpot e operating system: Mcrosoft W ndows Server 2003
Confi dence | evel : 50

Method : FTP

Type : general - pur pose

Fi ngerprint : unknown

Renpot e operating system: Mcrosoft W ndows
Confi dence |evel : 70

Met hod : HTTP

Type : general - pur pose

Fingerprint : HITP: Server: M crosoft-HITPAPI /2.0

Renpot e operating system: Mcrosoft Wndows 11
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Confi dence | evel : 70
Met hod : Si nFP
Type : general - purpose
Fingerprint : SinFP
P1: B11113: FOx12: W65392: C0204f f f f : ML460:
P2: B11113: FOx12: W65535: 00204f f f f 010303080402080af f ffffff44454144: ML460
P3: BOO00O: FOx00: W: O0: MD
P4: 191500_7_p=443

Renot e operating system: Wndows Server 2022 Datacenter 20348
Confidence |evel : 70

Met hod : snb

Type : general - purpose

Fingerprint : unknown

Fol | owi ng fingerprints could not be used to determ ne OS
NTP: ! : unknown
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11936 - OS Identification

Synopsis

It is possible to guess the remote operating system.

Description

Using a combination of remote probes (e.g., TCP/IP, SMB, HTTP, NTP, SNMP, etc.), it is possible to guess
the name of the remote operating system in use. It is also possible sometimes to guess the version of the
operating system.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2003/12/09, Modified: 2025/06/03

Plugin Output

tcp/0

Renpote operating system: Mcrosoft W ndows Server 2022 Datacenter 20348
Confi dence | evel : 80
Method : M sc

Not all fingerprints could give a match. |If you think that these
signatures would hel p us inprove OGS fingerprinting, please subnit
them by visiting https://ww.tenabl e.com research/submi tsignatures.

NTP: ! : unknown
HTTP: Server: M crosoft-HITPAPI/2.0

Si nFP:
P1: B11113: FOx12: W55392: Q0204f f f f : ML460:
P2: B11113: FOx12: W55535: 00204f f f f 010303080402080af f f f f f ff 44454144 ML460:
P3: BO0O000: FOx00: W): C0: MD
P4: 191500 7 p=443

The renote host is running Mcrosoft Wndows Server 2022 Datacenter 20348
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117886 - OS Security Patch Assessment Not Available

Synopsis

OS Security Patch Assessment is not available.

Description

OS Security Patch Assessment is not available on the remote host.
This does not necessarily indicate a problem with the scan.

Credentials may not have been provided, OS security patch assessment may not be supported for the
target, the target may not have been identified, or another issue may have occurred that prevented OS
security patch assessment from being available. See plugin output for details.

This plugin reports non-failure information impacting the availability of OS Security Patch Assessment.
Failure information is reported by plugin 21745 : 'OS Security Patch Assessment failed'. If a target host is
not supported for OS Security Patch Assessment, plugin 110695 : 'OS Security Patch Assessment Checks
Not Supported' will report concurrently with this plugin.

Solution

n/a

Risk Factor

None

References

XREF IAVB:0001-B-0515

Plugin Information

Published: 2018/10/02, Modified: 2021/07/12

Plugin Output

tcp/0

The fol |l owing i ssues were reported :

- Plugin : no_l ocal _checks_credenti al s. nasl
Plugin ID : 110723
Plugin Nane : Target Credential Status by Authentication Protocol - No Credentials Provided
Message

Credentials were not provided for detected SMB service.
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10919 - Open Port Re-check

Synopsis

Previously open ports are now closed.

Description

One of several ports that were previously open are now closed or unresponsive.
There are several possible reasons for this :

- The scan may have caused a service to freeze or stop running.

- An administrator may have stopped a particular service during the scanning process.
This might be an availability problem related to the following :

- A network outage has been experienced during the scan, and the remote network cannot be reached
anymore by the scanner.

- This scanner may has been blacklisted by the system administrator or by an automatic intrusion
detection / prevention system that detected the scan.

- The remote host is now down, either because a user turned it off during the scan or because a select
denial of service was effective.

In any case, the audit of the remote host might be incomplete and may need to be done again.

Solution

Steps to resolve this issue include :
- Increase checks_read_timeout and/or reduce max_checks.

- Disable any IPS during the Nessus scan

Risk Factor

None

References

XREF [AVB:0001-B-0509

Plugin Information

Published: 2002/03/19, Modified: 2023/06/20

Plugin Output

tcp/0
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Port 3269 was detected as bei ng open but is now closed
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56984 - SSL / TLS Versions Supported

Synopsis

The remote service encrypts communications.

Description

This plugin detects which SSL and TLS versions are supported by the remote service for encrypting
communications.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2011/12/01, Modified: 2025/06/16

Plugin Output

tcp/443/www

This port supports TLSv1.3/TLSv1.0/TLSv1. 1/ TLSv1. 2.
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70544 - SSL Cipher Block Chaining Cipher Suites Supported

Synopsis

The remote service supports the use of SSL Cipher Block Chaining ciphers, which combine previous blocks
with subsequent ones.

Description

The remote host supports the use of SSL ciphers that operate in Cipher Block Chaining (CBC) mode. These
cipher suites offer additional security over Electronic Codebook (ECB) mode, but have the potential to leak
information if used improperly.

See Also

https://www.openssl.org/docs/manmaster/mani/ciphers.html
http://www.nessus.org/u?cc4a822a

https://www.openssl.org/~bodo/tls-cbc.txt

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2013/10/22, Modified: 2021/02/03

Plugin Output

tcp/443/www

Here is the |ist of SSL CBC ci phers supported by the renpte server :

Medi um Strength Ci phers (> 64-bit and < 112-bit key, or 3DES)

Nane Code KEX Aut h Encryption MAC
DES- CBC3- SHA 0x00, OxO0A RSA RSA 3DES- CBC(168)
SHAL

Nane Code KEX Aut h Encryption MAC
ECDHE- RSA- AES128- SHA 0xCO, 0x13 ECDH RSA AES- CBC(128)

SHAL
ECDHE- RSA- AES256- SHA 0xCo, 0x14 ECDH RSA AES- CBC( 256)

SHAL
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AES128- SHA 0x00, Ox2F RSA RSA AES- CBC(128)
SHA1

AES256- SHA 0x00, 0x35 RSA RSA AES- CBC( 256)
SHA1

ECDHE- RSA- AES128- SHA256 0xC0, 0x27 ECDH RSA AES- CBC( 128)
SHA256

ECDHE- RSA- AES256- SHA384 0xC0, 0x28 ECDH RSA AES- CBC( 256)
SHA384

RSA- AES128- SHA256 0x00, 0x3C RSA RSA AES- CBC( 128)
SHA256

RSA- AES256- SHA256 0x00, 0x3D RSA RSA AES- CBC( 256)
SHA256

The fields above are

{Tenabl e ci pher nane}

{Ci pher |D code}

Kex={ key exchange}

Aut h={ aut henti cati on}

Encrypt ={symmetri c encryption nethod}
MAC={ nessage aut henti cation code}
{export flag}
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21643 - SSL Cipher Suites Supported

Synopsis

The remote service encrypts communications using SSL.

Description

This plugin detects which SSL ciphers are supported by the remote service for encrypting communications.

See Also

https://www.openssl.org/docs/man1.0.2/man1/ciphers.html

http://www.nessus.org/u?e17ffced

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2006/06/05, Modified: 2024/09/11

Plugin Output

tcp/443/www

Here is the |ist of SSL ciphers supported by the renpte server :
Each group is reported per SSL Version.

SSL Version : TLSv13
Hi gh Strength Ciphers (>= 112-bit key)

Nane Code KEX Aut h Encryption MAC
TLS_AES_128_GCM SHA256 0x13, 0x01 - - AES- GCM 128)

AEAD
TLS_AES_256_GCM SHA384 0x13, 0x02 - - AES- GCM 256)

AEAD

SSL Version : TLSv12
Medi um Strength Ci phers (> 64-bit and < 112-bit key, or 3DES)

Nane Code KEX Aut h Encryption MAC
DES- CBC3- SHA 0x00, OxO0A RSA RSA 3DES- CBC(168)
SHAL

Hi gh Strength Ciphers (>= 112-bit key)
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Narre Code KEX Aut h Encryption MAC
DHE- RSA- AES128- SHA256 0x00, Ox9E DH RSA AES- GCM 128)
SHA256
DHE- RSA- AES256- SHA384 0x00, Ox9F DH RSA AES- GCM 256)
SHA384
ECDHE- RSA- AES128- SHA256 0xC0, Ox2F ECDH RSA AES- GCM 128)
SHA256
ECDHE- RSA- AES256- SHA384 0xC0, 0x30 ECDH RSA AES- GCM 256)
SHA384
RSA- AES128- SHA256 0x00, 0x9C RSA RSA AES- GCM 128)
SHA256
RSA- AES256- SHA384 0x00, 0x9D RSA RSA AES- GCM 256)
SHA384
ECDHE- RSA- AES128- SHA 0xC0, 0x13 ECDH RSA AES- CBC( 128)
SHAL
ECDHE- RSA- AES256- SHA 0xC0, 0x14 ECDH RSA AES- CBC( 256)
SHAL
AESL [...]
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57041 - SSL Perfect Forward Secrecy Cipher Suites Supported

Synopsis

The remote service supports the use of SSL Perfect Forward Secrecy ciphers, which maintain confidentiality
even if the key is stolen.

Description

The remote host supports the use of SSL ciphers that offer Perfect Forward Secrecy (PFS) encryption. These
cipher suites ensure that recorded SSL traffic cannot be broken at a future date if the server's private key is
compromised.

See Also

https://www.openssl.org/docs/manmaster/mani/ciphers.html
https://en.wikipedia.org/wiki/Diffie-Hellman_key_exchange

https://en.wikipedia.org/wiki/Perfect_forward_secrecy

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2011/12/07, Modified: 2021/03/09

Plugin Output

tcp/443/www

Here is the |ist of SSL PFS ciphers supported by the renpte server :

Hi gh Strength Ciphers (>= 112-bit key)

Nane Code KEX Aut h Encryption MAC

DHE- RSA- AES128- SHA256 0x00, Ox9E DH RSA AES- GCM 128)
SHA256

DHE- RSA- AES256- SHA384 0x00, Ox9F DH RSA AES- GCM 256)
SHA384

ECDHE- RSA- AES128- SHA256 0xCO, Ox2F ECDH RSA AES- GCM 128)
SHA256

ECDHE- RSA- AES256- SHA384 0xCO, 0x30 ECDH RSA AES- GCM 256)
SHA384

ECDHE- RSA- AES128- SHA 0xCo, 0x13 ECDH RSA AES- CBC(128)
SHAL
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ECDHE- RSA- AES256- SHA 0xC0, 0x14 ECDH RSA AES- CBC( 256)

SHA1

ECDHE- RSA- AES128- SHA256 0xC0, 0x27 ECDH RSA AES- CBC( 128)
SHA256

ECDHE- RSA- AES256- SHA384 0xC0, 0x28 ECDH RSA AES- CBC( 256)
SHA384

The fields above are

{Tenabl e ci pher nane}

{Ci pher |D code}

Kex={ key exchange}

Aut h={ aut henti cati on}

Encrypt ={symmetri c encryption nethod}
MAC={ nessage aut hentication code}
{export flag}
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156899 - SSL/TLS Recommended Cipher Suites

Synopsis

The remote host advertises discouraged SSL/TLS ciphers.

Description

The remote host has open SSL/TLS ports which advertise discouraged cipher suites. It is recommended to
only enable support for the following cipher suites:

TLSv1.3:

- 0x13,0x01 TLS13_AES_128_GCM_SHA256

- 0x13,0x02 TLS13_AES_256_GCM_SHA384

- 0x13,0x03 TLS13_CHACHA20_POLY1305_SHA256

TLSv1.2:

- 0xC0,0x2B ECDHE-ECDSA-AES128-GCM-SHA256
- 0xCO,0x2F ECDHE-RSA-AES128-GCM-SHA256

- 0xCO0,0x2C ECDHE-ECDSA-AES256-GCM-SHA384
- 0xC0,0x30 ECDHE-RSA-AES256-GCM-SHA384

- OxCC,0xA9 ECDHE-ECDSA-CHACHA20-POLY1305
- 0xCC,0xA8 ECDHE-RSA-CHACHA20-POLY 1305

This is the recommended configuration for the vast majority of services, as it is highly secure and
compatible with nearly every client released in the last five (or more) years.

See Also

https://wiki.mozilla.org/Security/Server_Side_TLS
https://ssl-config.mozilla.org/

Solution

Only enable support for recommened cipher suites.

Risk Factor

None

Plugin Information

Published: 2022/01/20, Modified: 2024/02/12

Plugin Output

tcp/443/www
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The renote host has listening SSL/TLS ports which advertise the discouraged ci pher suites outlined
bel ow

Medi um Strength Ci phers (> 64-bit and < 112-bit key, or 3DES)

Narme Code KEX Aut h Encryption MAC
DES- CBC3- SHA 0x00, OxO0A RSA RSA 3DES- CBC( 168)
SHAL

Hi gh Strength C phers (>= 112-bit key)

Name Code KEX Aut h Encryption MAC

DHE- RSA- AES128- SHA256 0x00, Ox9E DH RSA AES- GCM 128)
SHA256

DHE- RSA- AES256- SHA384 0x00, Ox9F DH RSA AES- GCM 256)
SHA384

RSA- AES128- SHA256 0x00, 0x9C RSA RSA AES- GCM 128)
SHA256

RSA- AES256- SHA384 0x00, 0x9D RSA RSA AES- GCM 256)
SHA384

ECDHE- RSA- AES128- SHA 0xC0, 0x13 ECDH RSA AES- CBC( 128)
SHAL

ECDHE- RSA- AES256- SHA 0xC0, 0x14 ECDH RSA AES- CBC( 256)
SHAL

AES128- SHA 0x00, Ox2F RSA RSA AES- CBC( 128)
SHAL

AES256- SHA 0x00, 0x35 RSA RSA AES- CBC( 256)
SHAL

ECDHE- RSA- AES128- SHA256 0xC0, 0x27 ECDH RSA AES- CBC( 128)
SHA256

ECDHE- RSA- AES256- SHA384 0xC0, 0x28 ECDH RSA AES- CBC( 256)
SHA384

RSA- AES128- SHA256 0x00, 0x3C RSA RSA AES- CBC( 128)
SHA256

RSA- AES256- SHA256 0x00, 0x3D RSA RSA AES- CBC( 256)
SHA256

The fields above are :

{Tenabl e ci pher nane}
{Ci pher |D code}
Kex={ key exchange} [...]
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96982 - Server Message Block (SMB) Protocol Version 1 Enabled (uncredentialed check)

Synopsis

The remote host supports the SMBv1 protocol.

Description

The remote host (Windows and/or Samba server) supports Server Message Block Protocol version 1
(SMBvV1). Microsoft recommends that users discontinue the use of SMBv1 due to the lack of security
features that were included in later SMB versions. Additionally, most security and compliance agencies
recommend that users disable SMBv1 per SMB best practices.

See Also

http://www.nessus.org/u?59bfc3ef
http://www.nessus.org/u?b9d9ebf9
http://www.nessus.org/u?8dcab5e4
http://www.nessus.org/u?234f8ef8

http://www.nessus.org/u?4c7e0cf3

Solution

Disable SMBv1 according to the vendor instructions in Microsoft KB2696547. Additionally, block SMB
directly by blocking TCP port 445 on all network boundary devices. For SMB over the NetBIOS AP, block
TCP ports 137 /139 and UDP ports 137 / 138 on all network boundary devices.

Risk Factor

None

References

XREF [AVT:0001-T-0710

Plugin Information

Published: 2017/02/03, Modified: 2025/08/13

Plugin Output

tcp/445/cifs

The renote host supports SMBv1.
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22964 - Service Detection

Synopsis

The remote service could be identified.

Description

Nessus was able to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/08/19, Modified: 2024/03/26

Plugin Output

tcp/7/echo

An echo server is running on this port.
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22964 - Service Detection

Synopsis

The remote service could be identified.

Description

Nessus was able to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/08/19, Modified: 2024/03/26

Plugin Output

tcp/19/chargen

A chargen server is running on this port.
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22964 - Service Detection

Synopsis

The remote service could be identified.

Description

Nessus was able to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/08/19, Modified: 2024/03/26

Plugin Output

tcp/21/ftp

An FTP server is running on this port.
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22964 - Service Detection

Synopsis

The remote service could be identified.

Description

Nessus was able to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/08/19, Modified: 2024/03/26

Plugin Output

tcp/80/www

A web server is running on this port.
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22964 - Service Detection

Synopsis

The remote service could be identified.

Description

Nessus was able to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/08/19, Modified: 2024/03/26

Plugin Output

tcp/443/www

A TLSv1l.1 server answered on this port.

tcp/443/www

A web server is running on this port through TLSv1. 1.
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22964 - Service Detection

Synopsis

The remote service could be identified.

Description

Nessus was able to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/08/19, Modified: 2024/03/26

Plugin Output

tcp/593/http-rpc-epmap

An http-rpc-epnmap is running on this port.
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22964 - Service Detection

Synopsis

The remote service could be identified.

Description

Nessus was able to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/08/19, Modified: 2024/03/26

Plugin Output

tcp/3388/ncacn_http

An ncacn_http server is running on this port.
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22964 - Service Detection

Synopsis

The remote service could be identified.

Description

Nessus was able to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/08/19, Modified: 2024/03/26

Plugin Output

tcp/5985/www

A web server is running on this port.
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17975 - Service Detection (GET request)

Synopsis

The remote service could be identified.

Description

It was possible to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

References

XREF AVT:0001-T-0935

Plugin Information

Published: 2005/04/06, Modified: 2021/10/27

Plugin Output

tcp/17/qotd

gotd seenms to be running on this port.
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11153 - Service Detection (HELP Request)

Synopsis

The remote service could be identified.

Description

It was possible to identify the remote service by its banner or by looking at the error message it sends
when it receives a "HELP'

request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2002/11/18, Modified: 2024/11/19

Plugin Output

tcp/13/daytime

Daytine is running on this port.
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25220 - TCP/IP Timestamps Supported

Synopsis

The remote service implements TCP timestamps.

Description

The remote host implements TCP timestamps, as defined by RFC1323. A side effect of this feature is that
the uptime of the remote host can sometimes be computed.

See Also

http://www.ietf.org/rfc/rfc1323.txt

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/05/16, Modified: 2023/10/17

Plugin Output

tcp/0
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84821 - TLS ALPN Supported Protocol Enumeration

Synopsis

The remote host supports the TLS ALPN extension.

Description

The remote host supports the TLS ALPN extension. This plugin enumerates the protocols the extension
supports.

See Also

https://tools.ietf.org/html/rfc7301

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2015/07/17, Modified: 2024/09/11

Plugin Output

tcp/443/www

http/1.1
h2

192.168.1.1 140


https://tools.ietf.org/html/rfc7301

121010 - TLS Version 1.1 Protocol Detection

Synopsis

The remote service encrypts traffic using an older version of TLS.

Description

The remote service accepts connections encrypted using TLS 1.1.

TLS 1.1 lacks support for current and recommended cipher suites.

Ciphers that support encryption before MAC computation, and authenticated encryption modes such as
GCM cannot be used with TLS 1.1

As of March 31, 2020, Endpoints that are not enabled for TLS 1.2 and higher will no longer function
properly with major web browsers and major vendors.

See Also

https://tools.ietf.org/html/draft-ietf-tls-oldversions-deprecate-00

http://www.nessus.org/u?c8ae820d

Solution

Enable support for TLS 1.2 and/or 1.3, and disable support for TLS 1.1.

Risk Factor

None

References

XREF CWE:327

Plugin Information

Published: 2019/01/08, Modified: 2023/04/19

Plugin Output

tcp/443/www

TLSv1.1 is enabled and the server supports at |east one cipher.
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136318 - TLS Version 1.2 Protocol Detection

Synopsis

The remote service encrypts traffic using a version of TLS.

Description

The remote service accepts connections encrypted using TLS 1.2.

See Also

https://tools.ietf.org/html/rfc5246

Solution

N/A

Risk Factor

None

Plugin Information

Published: 2020/05/04, Modified: 2020/05/04

Plugin Output

tcp/443/www

TLSv1.2 is enabled and the server supports at |east one cipher.
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138330 - TLS Version 1.3 Protocol Detection

Synopsis

The remote service encrypts traffic using a version of TLS.

Description

The remote service accepts connections encrypted using TLS 1.3.

See Also

https://tools.ietf.org/html/rfc8446

Solution

N/A

Risk Factor

None

Plugin Information

Published: 2020/07/09, Modified: 2023/12/13

Plugin Output

tcp/443/www

TLSv1.3 is enabled and the server supports at |east one cipher.
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110723 - Target Credential Status by Authentication Protocol - No Credentials Provided

Synopsis

Nessus was able to find common ports used for local checks, however, no credentials were provided in the
scan policy.

Description

Nessus was not able to successfully authenticate directly to the remote target on an available
authentication protocol. Nessus was able to connect to the remote port and identify that the service
running on the port supports an authentication protocol, but Nessus failed to authenticate to the

remote service using the provided credentials. There may have been a protocol failure that prevented
authentication from being attempted or all of the provided credentials for the authentication protocol may
be invalid. See plugin output for error details.

Please note the following :

- This plugin reports per protocol, so it is possible for valid credentials to be provided for one protocol and
not another. For example, authentication may succeed via SSH but fail via SMB, while no credentials were
provided for an available SNMP service.

- Providing valid credentials for all available authentication protocols may improve scan coverage, but the
value of successful authentication for a given protocol may vary from target to target depending upon what
data (if any) is gathered from the target via that protocol. For example, successful authentication via SSH is
more valuable for Linux targets than for Windows targets, and likewise successful authentication via SMB is
more valuable for Windows targets than for Linux targets.

Solution

n/a

Risk Factor

None

References

XREF IAVB:0001-B-0504

Plugin Information

Published: 2018/06/27, Modified: 2024/04/19

Plugin Output

tcp/0

SMB was detected on port 445 but no credentials were provided.
SMB | ocal checks were not enabl ed.
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10287 - Traceroute Information

Synopsis

It was possible to obtain traceroute information.

Description

Makes a traceroute to the remote host.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 1999/11/27, Modified: 2023/12/04

Plugin Output

udp/0

For your information, here is the traceroute from 192.168.1.60 to 192.168.1.1 :
192. 168. 1. 60
192.168.1.1

Hop Count: 1
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33139 - WS-Management Server Detection

Synopsis

The remote web server is used for remote management.

Description

The remote web server supports the Web Services for Management (WS-Management) specification, a
general web services protocol based on SOAP for managing systems, applications, and other such entities.

See Also

https://www.dmtf.org/standards/ws-man

https://en.wikipedia.org/wiki/WS-Management

Solution

Limit incoming traffic to this port if desired.

Risk Factor

None

Plugin Information

Published: 2008/06/11, Modified: 2021/05/19

Plugin Output

tcp/5985/www

Here is sone information about the WS- Managenent Server :

Product Vendor : Mcrosoft Corporation
Product Version : OS: 0.0.0 SP: 0.0 Stack: 3.0
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10150 - Windows NetBIOS / SMB Remote Host Information Disclosure

Synopsis

It was possible to obtain the network name of the remote host.

Description

The remote host is listening on UDP port 137 or TCP port 445, and replies to NetBIOS nbtscan or SMB
requests.

Note that this plugin gathers information to be used in other plugins, but does not itself generate a report.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 1999/10/12, Modified: 2021/02/10

Plugin Output

udp/137/netbios-ns

The following 8 Net Bl OS nanes have been gathered :

S-DC = Conput er nane

SWANSEA = Wor kgroup / Donmai n nane
SWANSEA = Domain Controllers

S-DC = File Server Service
SWANSEA = Browser Service Elections
SWANSEA = Domai n Master Browser
SWANSEA = Master Browser
__IVSBROWSE = Master Browser

The renote host has the followi ng MAC address on its adapter :

08: 00: 27: a6: 2f: 12
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192.168.2.1

CRITICAL HIGH MEDIUM LOW INFO

Scan Information

Start time: Sat Oct 25 17:28:45 2025
End time: Sat Oct 25 17:36:49 2025

Host Information

IP: 192.168.2.1

Os: ArubaOS-CX - R9, Cisco Catalyst 9200 Series Switches, Cisco Catalyst 9300 Series
Switches, Cisco Catalyst IE9300 Rugged Series, Nutanix

Vulnerabilities

Synopsis

The SSH server running on the remote host is affected by a remote code execution vulnerability.

Description

The version of OpenSSH installed on the remote host is prior to 10.1. It is, therefore, affected by a
vulnerability as referenced in the release-10.1p1 advisory.

- ssh in OpenSSH before 10.1 allows control characters in usernames that originate from certain possibly
untrusted sources, potentially leading to code execution when a ProxyCommand is used. The untrusted
sources are the command line and %-sequence expansion of a configuration file. (A configuration file that
provides a complete literal username is not categorized as an untrusted source.) (CVE-2025-61984)

Note that Nessus has not tested for this issue but has instead relied only on the application's self-reported
version number.

See Also

https://www.openssh.com/releasenotes.html#10.1p1

Solution

Upgrade to OpenSSH version 10.1/10.1p1 or later.
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Risk Factor

Low

CVSS v3.0 Base Score

3.6 (CVSS:3.0/AV:L/AC:H/PR:L/UI:N/S:U/C:L/I:L/A:N)

VPR Score

4.0

EPSS Score

0.0001

CVSS v2.0 Base Score

2.4 (CVSS2#AV:L/AC:H/AuU:S/C:P/I:P/A:N)

STIG Severity

References
CVE CVE-2025-61984
XREF IAVA:2025-A-0729

Plugin Information

Published: 2025/10/10, Modified: 2025/10/10

Plugin Output

tcp/22/ssh
Ver si on source : SSH- 2. 0- OpenSSH_10. 0p2 Debi an-7
Instal |l ed version : 10.0p2
Fi xed version :10.1 / 10.1.p1

192.168.2.1 150


http://web.nvd.nist.gov/view/vuln/detail?vulnId=CVE-2025-61984

45590 - Common Platform Enumeration (CPE)

Synopsis

It was possible to enumerate CPE names that matched on the remote system.

Description

By using information obtained from a Nessus scan, this plugin reports CPE (Common Platform
Enumeration) matches for various hardware and software products found on a host.

Note that if an official CPE is not available for the product, this plugin computes the best possible CPE
based on the information available from the scan.

See Also

http://cpe.mitre.org/
https://nvd.nist.gov/products/cpe

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2010/04/21, Modified: 2025/09/29

Plugin Output

tcp/0

Fol | owi ng application CPE matched on the renpte system:

cpe: / a: openbsd: openssh: 10. 0p2 -> OpenBSD OpenSSH
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11219 - Nessus SYN scanner

Synopsis

It is possible to determine which TCP ports are open.

Description

This plugin is a SYN 'half-open' port scanner. It shall be reasonably quick even against a firewalled target.

Note that SYN scans are less intrusive than TCP (full connect) scans against broken services, but they might
cause problems for less robust firewalls and also leave unclosed connections on the remote target, if the
network is loaded.

Solution

Protect your target with an IP filter.

Risk Factor

None

Plugin Information

Published: 2009/02/04, Modified: 2025/07/14

Plugin Output

tcp/22/ssh

Port 22/tcp was found to be open
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19506 - Nessus Scan Information

Synopsis

This plugin displays information about the Nessus scan.

Description

This plugin displays, for each tested host, information about the scan itself :

- The version of the plugin set.

- The type of scanner (Nessus or Nessus Home).

- The version of the Nessus Engine.

- The port scanner(s) used.

- The port range scanned.

- The ping round trip time

- Whether credentialed or third-party patch management checks are possible.
- Whether the display of superseded patches is enabled
- The date of the scan.

- The duration of the scan.

- The number of hosts scanned in parallel.

- The number of checks done in parallel.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2005/08/26, Modified: 2025/10/01

Plugin Output

tcp/0

I nformati on about this scan

Nessus version : 10.10.0

Nessus build : 20152

Plugin feed version : 202510250508
Scanner edition used : Nessus Hone
Scanner OS : LI NUX

Scanner distribution : ubuntul604-x86-64
Scan type : Nornal

Scan nanme : outside scan

192.168.2.1 153



Scan policy used : Basic Network Scan
Scanner | P : 192.168. 1. 60

Port scanner(s) : nessus_syn_scanner

Port range : default

Ping RTT : 11.720 ns

Thorough tests : no

Experinental tests : no

Scan for Unpatched Vul nerabilities : no

Pl ugi n debuggi ng enabled : no

Paranoi a level : 1

Report verbosity : 1

Saf e checks : yes

Optinmize the test : yes

Credential ed checks : no

Pat ch managenent checks : None

Di spl ay superseded patches : yes (supersedence plugin did not |aunch)
Cd scanning : disabled

Web application tests : disabled

Max hosts : 30

Max checks : 4

Recv tinmeout : 5

Backports : None

Al'l ow post-scan editing : Yes

Nessus Pl ugin Signature Checking : Enabl ed
Audit File Signature Checking : Disabled
Scan Start Date : 2025/10/25 17:28 BST (UTC +01: 00)
Scan duration : 472 sec

Scan for malware : no
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209654 - OS Fingerprints Detected

Synopsis

Multiple OS fingerprints were detected.

Description

Using a combination of remote probes (TCP/IP, SMB, HTTP, NTP, SNMP, etc), it was possible to gather one
or more fingerprints from the remote system. While the highest-confidence result was reported in plugin
11936, “OS Identification”, the complete set of fingerprints detected are reported here.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2025/02/26, Modified: 2025/03/03

Plugin Output

tcp/0

Fol | owi ng OS Fingerprints were found

Renot e operating system: Ubuntu 18.04 Linux Kernel 4.15
Confi dence | evel : 56

Met hod : M.Si nFP

Type : unknown

Fi ngerprint : unknown

Renot e operating system: ArubaCs-CX - R9

Cisco Catal yst 9200 Series Sw tches

Cisco Catal yst 9300 Series Sw tches

Cisco Catal yst | E9300 Rugged Seri es

Nut ani x

Confi dence | evel : 59

Met hod : SinFP

Type :

Fi ngerprint : SinFP:
P1: B10113: FOx12: W4240: C0204f f f f : ML460:
P2: B10113: FOx12: W65160: C0204f f f f 0402080af f f f f f f f 4445414401030307: ML460:
P3: BOO000: FOx00: W): C0: MD
P4: 191500 7 p=22R

Fol I owi ng fingerprints could not be used to deternine CS :
SSH: ! : SSH- 2. 0- OpenSSH_10. 0p2 Debi an- 7
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11936 - OS Identification

Synopsis

It is possible to guess the remote operating system.

Description

Using a combination of remote probes (e.g., TCP/IP, SMB, HTTP, NTP, SNMP, etc.), it is possible to guess
the name of the remote operating system in use. It is also possible sometimes to guess the version of the
operating system.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2003/12/09, Modified: 2025/06/03

Plugin Output

tcp/0

Renot e operating system: ArubaCs-CX - R9
Cisco Catal yst 9200 Series Sw tches

Cisco Catal yst 9300 Series Sw tches

Cisco Catal yst | E9300 Rugged Seri es

Nut ani x

Confi dence | evel : 59

Met hod : SinFP

The renote host is running one of these operating systens :
ArubaOs-CX - R9

Cisco Catal yst 9200 Series Sw tches

Cisco Catal yst 9300 Series Sw tches

Cisco Catal yst | E9300 Rugged Seri es

Nut ani x
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117886 - OS Security Patch Assessment Not Available

Synopsis

OS Security Patch Assessment is not available.

Description

OS Security Patch Assessment is not available on the remote host.
This does not necessarily indicate a problem with the scan.

Credentials may not have been provided, OS security patch assessment may not be supported for the
target, the target may not have been identified, or another issue may have occurred that prevented OS
security patch assessment from being available. See plugin output for details.

This plugin reports non-failure information impacting the availability of OS Security Patch Assessment.
Failure information is reported by plugin 21745 : 'OS Security Patch Assessment failed'. If a target host is
not supported for OS Security Patch Assessment, plugin 110695 : 'OS Security Patch Assessment Checks
Not Supported' will report concurrently with this plugin.

Solution

n/a

Risk Factor

None

References

XREF IAVB:0001-B-0515

Plugin Information

Published: 2018/10/02, Modified: 2021/07/12

Plugin Output

tcp/0

The fol |l owing i ssues were reported :

- Plugin : no_l ocal _checks_credenti al s. nasl
Plugin ID : 110723
Plugin Nane : Target Credential Status by Authentication Protocol - No Credentials Provided
Message

Credentials were not provided for detected SSH service.
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181418 - OpenSSH Detection

Synopsis

An OpenSSH-based SSH server was detected on the remote host.

Description

An OpenSSH-based SSH server was detected on the remote host.

See Also

https://www.openssh.com/

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2023/09/14, Modified: 2025/10/21

Plugin Output

tcp/22/ssh

Service : ssh
Version : 10.0p2
Banner : SSH 2. 0-OpenSSH 10. 0p2 Debi an-7
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66334 - Patch Report

Synopsis

The remote host is missing several patches.

Description

The remote host is missing one or more security patches. This plugin lists the newest version of each patch
to install to make sure the remote host is up-to-date.

Note: Because the 'Show missing patches that have been superseded' setting in your scan policy depends
on this plugin, it will always run and cannot be disabled.

Solution

Install the patches listed below.

Risk Factor

None

Plugin Information

Published: 2013/07/08, Modified: 2025/10/14

Plugin Output

tcp/0

. You need to take the follow ng action :
[ OpenSSH < 10.1 / 10.1pl RCE (269984) ]

+ Action to take : Upgrade to OpenSSH version 10.1/10.1pl or |ater.
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70657 - SSH Algorithms and Languages Supported

Synopsis

An SSH server is listening on this port.

Description

This script detects which algorithms and languages are supported by the remote service for encrypting
communications.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2013/10/28, Modified: 2025/01/20

Plugin Output

tcp/22/ssh

Nessus negotiated the follow ng encryption algorithn(s) with the server

Client to Server: aes256-ctr
Server to Client: aes256-ctr

The server supports the follow ng options for conpression_al gorithnms_server_to_client

none
zl i b@penssh. com

The server supports the follow ng options for mac_al gorithns_client_to_server

hnac- shal

hmac- shal- et m@penssh. com
hnmac- sha2- 256

hmac- sha2- 256- et m@penssh. com
hnmac- sha2-512

hmac- sha2- 512- et m@penssh. com
unac- 128- et m@penssh. com
unac- 128@penssh. com

unac- 64- et m@penssh. com

unac- 64@penssh. com

The server supports the follow ng options for server_host_key_al gorithns :

ecdsa- sha2- ni st p256
rsa- sha2- 256
rsa-sha2-512
ssh-ed25519
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The server supports the follow ng options for encryption_algorithns_client_to_server

aesl28-ctr

aes128- gcm@penssh. com
aes192-ctr

aes256-ctr

aes256- gcm@penssh. com
chacha20- pol y1305@penssh. com

The server supports the follow ng options for nac_al gorithns_server_to_client

hmac- shal

hmac- shal- et m@penssh. com
hmac- sha2- 256

hmac- sha2- 256- et m@penssh. com
hmac- sha2-512

hmac- sha2-512- et m@penssh. com
umac- 128- et m@penssh. com
umac- 128@penssh. com

umac- 64- et m@penssh. com

umac- 64@penssh. com

The server supports the follow ng options for kex_al gorithns :

curve25519- sha256
curve25519-sha256@i bssh. org
ecdh- sha2- ni st p256
ecdh- sha2- ni st p384
ecdh- sha2- ni st p521

ext-info-s
kex-strict-s-v00O@penssh. com

m ken768x25519- sha256
sntrup761x25519- sha512
sntrup761x25519- sha512@penssh. com

The server supports the follow ng options for conpression_algorithns_client_to_server

none
zl i b@penssh. com

The server supports the follow ng options for encryption_al gorithns_server_to_client

aesl28-ctr

aes128- gcm@penssh. com
aes192-ctr

aes256-ctr

aes256- gcm@penssh. com
chacha20- pol y1305@penssh. com
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149334 - SSH Password Authentication Accepted

Synopsis

The SSH server on the remote host accepts password authentication.

Description

The SSH server on the remote host accepts password authentication.

See Also

https://tools.ietf.org/html/rfc4252#section-8

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2021/05/07, Modified: 2021/05/07

Plugin Output

tcp/22/ssh
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10881 - SSH Protocol Versions Supported

Synopsis

A SSH server is running on the remote host.

Description

This plugin determines the versions of the SSH protocol supported by the remote SSH daemon.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2002/03/06, Modified: 2024/07/24

Plugin Output

tcp/22/ssh

The renote SSH daenon supports the foll owing versions of the
SSH prot ocol :

- 1.99
- 2.0
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153588 - SSH SHA-1 HMAC Algorithms Enabled

Synopsis

The remote SSH server is configured to enable SHA-1 HMAC algorithms.

Description

The remote SSH server is configured to enable SHA-1 HMAC algorithms.

Although NIST has formally deprecated use of SHA-1 for digital signatures, SHA-1 is still considered
secure for HMAC as the security of HMAC does not rely on the underlying hash function being resistant to
collisions.

Note that this plugin only checks for the options of the remote SSH server.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2021/09/23, Modified: 2022/04/05

Plugin Output

tcp/22/ssh

The follow ng client-to-server SHA-1 Hash-based Message Authentication Code (HVAC) al gorithns are
supported :

hmac- shal
hmac- shal- et mM@penssh. com

The following server-to-client SHA-1 Hash-based Message Authentication Code (HVAC) al gorithnms are
supported :

hmac- shal
hmac- shal- et mM@penssh. com
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10267 - SSH Server Type and Version Information

Synopsis

An SSH server is listening on this port.

Description

It is possible to obtain information about the remote SSH server by sending an empty authentication
request.

Solution

n/a

Risk Factor

None

References

XREF AVT:0001-T-0933

Plugin Information

Published: 1999/10/12, Modified: 2024/07/24

Plugin Output

tcp/22/ssh

SSH version : SSH 2. 0- OQpenSSH_10. Op2 Debi an-7
SSH supported authentication : publickey, password
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22964 - Service Detection

Synopsis

The remote service could be identified.

Description

Nessus was able to identify the remote service by its banner or by looking at the error message it sends
when it receives an HTTP request.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/08/19, Modified: 2024/03/26

Plugin Output

tcp/22/ssh

An SSH server is running on this port.
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25220 - TCP/IP Timestamps Supported

Synopsis

The remote service implements TCP timestamps.

Description

The remote host implements TCP timestamps, as defined by RFC1323. A side effect of this feature is that
the uptime of the remote host can sometimes be computed.

See Also

http://www.ietf.org/rfc/rfc1323.txt

Solution

n/a

Risk Factor

None

Plugin Information

Published: 2007/05/16, Modified: 2023/10/17

Plugin Output

tcp/0
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110723 - Target Credential Status by Authentication Protocol - No Credentials Provided

Synopsis

Nessus was able to find common ports used for local checks, however, no credentials were provided in the
scan policy.

Description

Nessus was not able to successfully authenticate directly to the remote target on an available
authentication protocol. Nessus was able to connect to the remote port and identify that the service
running on the port supports an authentication protocol, but Nessus failed to authenticate to the

remote service using the provided credentials. There may have been a protocol failure that prevented
authentication from being attempted or all of the provided credentials for the authentication protocol may
be invalid. See plugin output for error details.

Please note the following :

- This plugin reports per protocol, so it is possible for valid credentials to be provided for one protocol and
not another. For example, authentication may succeed via SSH but fail via SMB, while no credentials were
provided for an available SNMP service.

- Providing valid credentials for all available authentication protocols may improve scan coverage, but the
value of successful authentication for a given protocol may vary from target to target depending upon what
data (if any) is gathered from the target via that protocol. For example, successful authentication via SSH is
more valuable for Linux targets than for Windows targets, and likewise successful authentication via SMB is
more valuable for Windows targets than for Linux targets.

Solution

n/a

Risk Factor

None

References

XREF IAVB:0001-B-0504

Plugin Information

Published: 2018/06/27, Modified: 2024/04/19

Plugin Output

tcp/0

SSH was detected on port 22 but no credentials were provided.
SSH | ocal checks were not enabl ed.
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10287 - Traceroute Information

Synopsis

It was possible to obtain traceroute information.

Description

Makes a traceroute to the remote host.

Solution

n/a

Risk Factor

None

Plugin Information

Published: 1999/11/27, Modified: 2023/12/04

Plugin Output

udp/0

For your information, here is the traceroute from 192.168.1.60 to 192.168.2.1 :
192. 168. 1. 60

192.168.1.1

192.168.2.1

Hop Count: 2
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