PRIFYSGOL FETROPOLITAN ABERTAWE

ﬂ SWANSEA METROPOLITAN UNIVERSITY
O

EXAMINATIONS 2010/2011 Semester 2
ARHOLIADAU 2010/2011

FACULTY OF: APPLIED DESIGN & ENGINEERING

NAME OF COURSE/PROGRAMME: BEng Manufacturing Systems Engineering
BEng Motorsport Manufacturing Engineering

YEAR OR LEVEL: Year 2

NAME OF MODULE/UNIT/EXAM PAPER:  Stress Analysis & Dynamics — RESIT (PART TIME)
MODULE NO: M2X7195

DATE OF EXAMINATION: 5™ September 2011

EXAMINATION TIMES:

START TIME: 9 am
FINISH TIME: 11 am
TIME ALLOWED: 2 hours

INSTRUCTIONS TO CANDIDATES:

Answer 3 from 4 questions
Assume g = 9.81ms™ in all calculations
Make sure you attach any graph paper to your answer booklet

Faculty Ref: FADE15 Stress Analys & Dynamics KL Page 1 of 7



-

(a) A uniform beam, 1 m long and of mass 30 kg, is hinged at one end and normally held
with its axis horizontal by a retaining latch at the other end. It is sometimes required
to unlatch the beam so that it pivots freely about the hinged end whilst rotating in a
vertical plane until it strikes a horizontally mounted compression spring whose centre
line is 750 mm directly below the hinge, with the axis of the beam vertical upon
impact with the spring. Calculate:

) the required stiffness of the spring if its maximum compression is 40 mm.

(6 marks)
(i)  the angular deceleration of the beam at the point it is brought to rest.
(4 marks)
The formula I = ml’ may be assumed for a uniform beam pivoted about one end.

3

(b) A 900 kg motor car undergoes a performance test on a level road, registering a
maximum constant velocity of 50 ms™ with the engine at full throttle and developing
its maximum power of 80 kW.

) If the resistance to motion is known to vary in proportion to the square of the
: velocity, show that the relationship between velocity (v) and resistance ( R ) is
given by:

R = 0.64v (RinN,vinms") (3 marks)

(i)  Hence, determine how long the vehicle takes to accelerate at full throttle from
20 ms™ to 30 ms™ along the same level road, assuming that the tractive force

remains constant.
(7 marks)

dx
The ‘Standard Integral’ : f . = L In ( 2 +x) may be assumed for part b(ii).
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2. (a)  Figure Q2(a) shows a gear arrangement where the input shaft X rotates at a

v constant speed of 1440 rev min". Compound gears A and C can slide along
shaft X so that either gears A and B engage to drive output shaft Y or gears C
and D engage to drive Y. With A and B engaged, it is required that shaft Y
rotates at exactly 630 rev min™, whilst when C and D engage 1t is required that
shaft Y rotates at a speed as close as possible to 520 rev min™. If the module
of gears A and B is 8 mm, and that of gears C and D is 6 mm, determme
suitable teeth numbers for all the gears to meet these requirements.

(10 marks)
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Figure Q2(2)

(b) Figure Q2(b) shows the instantaneous position of a basic ‘slider-crank mechanism’,
where at the instant shown the crank AB is at an angle of 45° to the horizontal axis of
the remprocatmg slider C, and is rotating clockwise at a constant rotational speed of
300 rev min™. By constructing the instantaneous velocity and acceleration diagrams,
determine the magnitude and sense of both the linear velocity and linear acceleration

of the slider C at the instant shown.
(10 marks)

Use the graph paper provided for both consttuctions, ensuring your name is written onto the
graph paper and it is secured in your answer book. It is recommended that a scale of
1 cm =0.5 ms™ be used for the velocity diagram construction, and a scale of I em =10 ms™
be used for the acceleration diagram construction.

B

AB =100 cm
BC=210cm

300 rev min™

;

Figure Q2(b)
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a) Given the above diagram, and using the relationship, M = El —-, show that the deflection, y, at

X

any point on the beam is given by;
C 1w wxt WX
El| 12 24 24

[10 marks]
b)
i)
A 5m long simply supported beam carries a uniformly distributed load of 0.2 kN/m. What is the
minimum flexural stiffness required to limit the central deflection to 2mm neglecting the weight of the

beam?
[5 marks]
ii)
If the beam were to be made out of Aluminium (E=69GPa) what would the minimum second moment of
area be?
[1 mark]
iii)

Hence choose the lightest suitable beam from the below table assuming the beam is loaded about the x
axis. What would the weight of this beam be over the length required?

[4 marks]
Size Mass per Thickness I Iy
DxB metre Web, t |Flange, T (em) (cm)
(mm) (kg) (mm) (mm) B '
910.3 x 304.1 222 15.9 239] 375924 11223 i IT
840.7 x 292.4 194 14.7 217 279450 9069
762 x 266.7 173 14.3 216] 205177 5846
677.9 x 253.0 125 1.7 16.2] 118003 4374
617.5 x 307.0 113 141 236] 151631 11412 D |
633.1 x 209.3 g2 102 156 55353 2392 |
467.4 x 192.8 o8 1.4 19.6 45717 2343
457.2 x 151.9 57 9.1 15 28577 378
402.3 x 142.4 46 6.9 11.2 15847 539 | i i =
364 x 173.2 57 9.1 157 19522 1362 = —
352.8 x 126.0 39 5.5 107 10087 357 t
310.9 x 166.8 54 7T 137 11710 1061 p—F —
312.7 x 102.4 33 6.6 10.8 6487 193
254 x 101.6 22 58 6.8 2867 120
203.2 x 133.4 25 5.8 78 2356 210




a. Consider the stressed element shown below. Determine what the normal and
shear stresses on plane AB are using analytical methods.

20—
Madaoe All
&
stresses
20 <— \’f —= 20 .
T, are in
MN/m?
C B l/
—> 20
10 [5 Marks]

b. What is the maximum principal stress on the above element?
[2 Marks]

c. What is the maximum shear stress on the above element?
[2 Marks]

d. Confirm your answers to a-c above using graphical methods on the graph paper
attached to this exam paper. Make sure to mark clearly on the diagram any
measurements that you take.

[8 Marks]

e. Using graphical methods, at what angle when measured anti-clockwise from
plane BC is the maximum principal plane ?

[2 Marks]

f. Comment on the results from a-c when compared to those obtained in d.
[1 Marks]

(Make sure you attach any graph paper to your answer booklet)
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Formula Sheet

Assume g = 9.81ms ™ in all calculations

Complex Stress
o, = %( y +o'y)+%(0x —ay)00529+rxysin 20

T, = %(O'X —O'y)Sin 20 —1,,c0s20

Oy, = %':(O‘x +Uy)ir \/(O'X —O'y)2 +4TW2J

T e Z%\/(O'X —O'y)2 +4ny2

Slope and deflection of beam theory;

=M Bending moment.

3

Q=El % Shear Force
X

4

w = El d Z/ Load
dx

Dynamics

Assume g = 9.81ms™ in all calculations
2

Centripetal Force =
r

Momentum = Mass x Velocity
Force = Mass x Acceleration
T=la
| = mk?
Kinetic Energy = ¥» mv?
Linear acceleration

v=u+at

s=ut+ % at’

vZ = U? + 2as



