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Pulse Emission CapaciƟve Neuronal Synapse 
The Project 

PECaNS is a project to invesƟgate and examine the applicaƟon of biological 

principles in the construcƟon of more effecƟve neural net infrastructure. By 

under taking the project knowledge would be idenƟfied that would allow 

the construcƟon of revised perceptron design that would offer lower power 

consumpƟon and higher reliability in an analogue design rather than the 

current digital versions in use. A second feature of the project is that in cre-

aƟng the new net synapss, the knowledge of the design would throw new 

understanding on how the biological systems work. 

As the Ɵtle implies, the operaƟng principle used is the use of electrical 

charge to store and transmit signals between perceptron/synapse compo-

nents as part of a neural network. EmiƩed signals from the component 

would feed into one or more inputs on other idenƟcal components in either 

a effector or inhibitor capacity and like the biological equivalents, will not 

conduct a current through the network infrastructure. The only current 

flow being through the component to ground as part of its funcƟon.The 

result of this method of transmission is that the energy losses caused in 

digital circuits are minimised. With digital circuits, a large  amount of energy 

is lossed is caused by the use of transistors to pass current to ground as part 

of the switching process. With the capaciƟve transfer method used in the 

project, switching is achieved by the use of a zenner diode that passes the 

charge to the output once the breakdown voltage is reached. The charge 

transfered then passes to the input of the next synapse which inturn ener-

gises the capacitor and raises the voltage level on the recieving plate. To 

maintain equilibrium in the circuit, a drain resistor will slowly lower the 

charge level of the circuit to a preset level but the energy losses involved  

are far lower than it's digital equivent. The end result is that a large part of 

the energy used remains in circuit from start to end in the neural network. 

Current design philosophy is based on the pereptron design develeped by 

Frank RosenblaƩ in 1959. The analog technology used is easily adapted for 

used in the mathmaƟcal funcƟonal requirents with the acƟvaƟon and sum-

ming funcƟons being a maƩer of voltage and circuit capacity values that are 

simply adjusted using basic resisƟve components. This approach falls inline 

with observed biological characterisƟcs where evoluƟon has opƟmised en-

ergy consumpƟon by using minimal energy for maximum effect. In this case 

convenƟonal wisdom states that chemical neuro transmiƩers pass signals 

between neurons. This projects asks 'Is capaciƟve charge balance used to 

transmit signals with neurotransmiƩers being the iniƟators instead?;  

The invesƟgaƟon conƟnues... 


