
Chapter 6. program flow
Program flow is about controlling the order in which your
programming blocks are run. Typically, the blocks run from left to
right, but you can control the flow of the program by making blocks
wait, repeat, or choose an action based on some condition. The
three main blocks used for program flow are the Wait, Switch, and
Loop blocks.
You’ve already seen how the Wait block works. In this chapter, I’ll
cover the Switch and Loop blocks in depth. The Loop Interrupt block
is also used to control Loop blocks, so I’ll explain that as well.

NOTE
The Switch and Loop blocks also have some features that are used exclusively
with data wires, which will be covered in Chapter 9 and Chapter 10.



the switch block
The Switch block (shown in Figure 6-1) lets your program make a
decision about which blocks to run. This type of structure is called a
conditional because the program flow changes based on whether a
condition is met. The Switch block checks the condition in order to
choose from two or more groups of blocks; these are called cases.
This gives your program the ability to make a decision and react to
data from the robot’s sensors. For example, the RedOrBlue program
in Note uses the reading from the Color Sensor to decide which
Sound block to run.

Figure 6-1. The Switch block

setting the condition
To set the condition on a Switch block, first select a sensor and
mode from the Mode Selector list. Then enter the Threshold value
and any additional parameters, such as the sensor port.



Think of setting the mode as asking a question. The block shown in
Figure 6-1 asks the question, “Is the Touch Sensor pressed?” This is
a yes-or-no question, so the Switch block can have only two cases:
the true case and the false case.
Other questions allow for more than two answers. For example, the
question “What color does the Color Sensor detect?” has eight
possible answers because the Color Sensor can detect eight values
(seven colors and the No Color value). For this question, the Switch
block can have up to eight cases.

RESIZING A BLOCK
The Switch and Loop blocks automatically resize when you drag blocks into them. You
may want to adjust the size of a Switch or Loop block yourself to shrink a block after
removing some of the blocks inside, to see more tabs of a Switch block using Tabbed
View, or to make room for comments.
When you click a Loop block or a Switch block case, a set of resizing handles appears,
as shown in Figure 6-2. Click and drag a handle to change the size of the block.

Figure 6-2. Resizing handles



the LineFollower program
The LineFollower program is a simple line follower, where the robot
uses a Switch block to decide the direction to go in. The TriBot uses
the Color Sensor in Reflected Light Intensity mode to follow the edge
of a line by adjusting the steering based on the Light Sensor reading.
For this program, you need to remove the Touch Sensor bumper
from the front of the TriBot and replace it with the Color Sensor. The
Color Sensor should be mounted so that it points downward, as
shown in Figure 6-3.

Figure 6-3. Color Sensor position for following a line

To test this program, you need a dark line to follow. You can use
black electrical tape or a black marker to mark an oval on a white
poster board (see Figure 6-4). Your line should be at least an inch (3
cm) wide and needs to be much darker than the background.



Figure 6-4. A test line made from electrical tape and poster board

NOTE
This program works best with smooth turns; sharp corners may cause problems.
The final version of the program, presented in Chapter 19, is better at navigating
corners.

the basic program
The program makes the robot follow the line by constantly adjusting
the direction in which the robot steers in order to keep the Color
Sensor over the edge of the line (see Figure 6-5). With the Color
Sensor in Reflected Light Intensity mode, the sensor reading tells
you how much light is reflected from a small circular area under the
sensor. When the sensor is over the white background, it will give a
high reading because a large quantity of light is reflected. When the
sensor is completely over the dark line, it will give a low reading
because a small amount of light is reflected. Between these two
extremes, the reading varies based on how much of the line is under
the sensor. As the robot moves forward, it will use the Color Sensor
reading to tell where it is relative to the edge of the line. If the robot is
too far over the line, it will steer to the left, moving it back towards
the edge. If the robot moves away from the line, it will steer to the
right to get back to the edge.



Figure 6-5. The Color Sensor over the edge of the line

The program uses a Switch block to choose between two Move
Steering blocks, one of which steers to the left and the other to the
right. Figure 6-6 shows the completed program. The entire program
is within a Loop block, which keeps the program running until you
stop it. The Switch block reads the Color Sensor and decides which
Move Steering block to run. The Move Steering block on the upper
section (the true case) steers the TriBot to the left, and the one on
the lower section (the false case) steers it to the right.
Now let’s create the program:

1. Create a new project named Chapter6.
2. Create a new program named LineFollower.
3. Add the Loop block.
4. Drag a Switch block into the Loop block (the Loop block will

grow to fit the Switch block).
5. Add a Move Steering block to each case of the Switch block.
6. Select the Switch block, and set the mode to Color Sensor -

Compare - Reflected Light Intensity.



Figure 6-6. The LineFollower program

Now you just need to configure the settings for each block. Let’s
discuss how to decide on a value for each setting.

selecting the color sensor threshold
How should we determine the Threshold value to use for the Switch
block? To make the TriBot follow the edge of the line, you’ll need to
find the value that the Color Sensor reads when it’s on the edge of
the line. Figure 6-7 shows the Color Sensor readings I get when I
place the TriBot at five positions, moving from off the line to over the
line. A simple but reliable approach to get a reasonable Threshold
value is to take the average of the high (completely off the line) and
low (completely over the line) values. Using the values from
Figure 6-6 results in a Threshold value of (92 + 13) / 2, which I’ll
round down to 52 and use that as the Switch block’s Threshold
value. Note that this is close to the value I got when I placed the



TriBot over edge of the line. Your value may be a little different
depending on the sensor, the test pad, and the lighting in the room.

7. Set the Switch block’s Threshold parameter. The block should
now look like this:

Figure 6-7. Color Sensor readings at different positions

configuring the move blocks
The two Move Steering blocks have similar settings, except that they
steer in opposite directions. The speed of the motors and the
steering setting significantly affect how well the TriBot follows the
line. If the Steering value is too low, the TriBot won’t turn quickly
enough to follow a curve in the line. If the Steering value is too high,
the TriBot will have a lot of side-to-side motion as it constantly goes
from one extreme to the other. Moving too fast makes it harder for
the robot to react to changes in the line’s direction. Start with a



Steering parameter of positive and negative 30 (30 and -30) and a
Power parameter of 25:

8. Select the Move Steering block on the upper Sequence Beam.
9. Set the mode to On.

10. Set the Power parameter to 25 and the Steering parameter to
-30. The block should look like this:

11. Select the Move Steering block on the lower Sequence Beam,
and set the mode to On.

12. Set the Power parameter to 25 and the Steering parameter to
30. The block should look like this:

testing the program
Now download and run the program to see how well it works. You
might need to adjust how fast the TriBot moves and how sharply it
turns. If you do, make sure that you make the same changes to both
Move Steering blocks. When it’s working, see how much you can
increase the speed and still have the robot follow the line reliably.

more than two choices
The first version of the LineFollower program makes the TriBot
wiggle left and right while following a straight line, because the TriBot
is constantly adjusting the steering. You can make the motion
smoother with three Move blocks: one to steer left, one to go
straight, and one to steer right.



In Color Sensor - Compare - Reflected Light Intensity mode, the
Switch block can only choose between two sets of blocks based on
the reading from the Color Sensor. To choose between three options,
you’ll need to use two Switch blocks. The first Switch block decides if
the robot should turn to the left, and the second decides whether to
go straight or turn to the right. This structure is used often in EV3
programming (and programming in general) to make sophisticated
decisions.
Start by making the following changes to the LineFollower program:
13. Place a Switch block in the lower section of the existing Switch

block, to the right of the Move Steering block.
14. Set the new Switch block’s mode to Color Sensor - Compare -

Reflected Light Intensity.
15. Drag the existing Move Steering block (the one that turns to the

right) onto the lower section of the new Switch block.
16. Place a new Move Steering block on the upper section of the

new Switch block.
17. Set the mode to On and the Power parameter to 25.

The Switch block should now look like Figure 6-8.



Figure 6-8. Setting the Threshold values for the new blocks

You need to set the Threshold values for the two Switch blocks so
that the TriBot will go straight when it’s on the edge of the line and
turn when it moves away from the edge (by going either too far over
the line, or too far away from the line).
Originally, I had a single Threshold value set at 52, which is in the
middle of the two extremes, 13 and 92. To get two Threshold values,
we can take the values halfway between this middle value and the
two extremes. This gives me 32 and 72. Looking back at Figure 6-6,



these values make sense because they are close to the readings I
got with the sensor mostly on the line and mostly off the line. I’ll set
the trigger values so that the robot drives straight when the reading
is between 32 and 72, and turn left or right when the reading is
outside that range. Table 6-1 shows how the program should behave
based on the Color Sensor reading. Be sure to calculate your own
values, as they will vary depending on the lighting and the materials
you used to mark the line.

Table 6-1. color sensor ranges and program behavior

Color Sensor Reading program Behavior

0–31 Turn left

32–72 Go straight

73–100 Turn right

Follow these steps to complete the program:
18. Select the outer Switch block, and set the Threshold value to the

lower limit of the range that should make the robot drive straight
(which is 32, using my values).

19. Select the inner Switch block, and set the Threshold value to the
lower limit of the range that should make the robot turn right
(which is 73, using my values).
The program should look like Figure 6-9.



Figure 6-9. Setting the Threshold values

NOTE
In this program, each Switch block reads the Color Sensor value to make its
decision. This means that the sensor is read twice and the two values may not be
exactly the same. But this shouldn’t present a problem because the sensor value
won’t change much in the time it takes the EV3 to run the two Switch blocks.

testing the program



Now when you run the program, you should notice that the robot’s
motion is much smoother as it follows a straight line. Experiment with
different Threshold values and Power and Steering parameters to
see how fast you can make the TriBot move without veering off the
line and getting lost.

using tabbed view
The LineFollower program uses nested Switch blocks, where one
Switch block is placed within the other. Nested Switch blocks tend to
take up a lot of room on the screen, which can make it difficult to
work with the rest of the program. To shrink the size of the Switch
blocks, switch to Tabbed View (click the Flat/Tabbed Selector
button). This way, the program takes up much less space on the
screen, as you can see in Figure 6-10.

NOTE
When using a Switch block in Tabbed View, I recommend putting all comments
above the outermost Switch block. Because you only see one tab at a time,
comments inside the Switch block might get hidden. Figure 6-10 shows a comment
for the code from our line-following program.

CHALLENGE 6-1
The first version of the LineFollower program chooses one of two actions each time it
loops: turn left or turn right. The second version made the robot drive more smoothly by
adding a third option: going straight. Improve the program again by adding two more
cases so that the five options are: turn sharply left, turn gently left, go straight, turn gently
right, and turn sharply right. You can do this by replacing the Move Steering blocks that
turn left and right with Switch blocks that decide to turn sharply or gently based on the
reading from the Color Sensor.



the RedOrBlue program
In this section, we’ll create the RedOrBlue program, which will
identify red and blue objects. We’ll use the IsItBlue program from
Chapter 5 as a starting point (Figure 6-11) because it already
identifies blue objects. We’ll begin by changing the program to
recognize red objects, and then we’ll update it to do something
reasonable if the object is neither red nor blue.
The IsItBlue program is saved in the Chapter5 project, so the first
step is to copy the program to the Chapter6 project and rename it.

Figure 6-10. The Switch blocks as seen in Tabbed View



Figure 6-11. The starting point for the RedOrBlue program

1. Open the Chapter6 project if it’s not already open.
2. Open the Chapter5 project.
3. Open the Project Properties page for the Chapter5 project by

clicking the small wrench icon at the left side of the program
tabs.

4. Select RedOrBlue in the list of programs.
5. Click the Copy button at the bottom of the window.
6. Select the Chapter6 project.
7. Open the Project Properties page for the Chapter6 project.
8. Click the Paste button. The IsItBlue program will be added to

the project.
9. Open the IsItBlue program and rename it to RedOrBlue.

10. Close the Chapter5 project.

identifying red objects



The lower case of the Switch block already matches blue objects, so
we’ll use the upper case to match red objects.

1. Click the black box at the top of the Switch block and choose
Red, as shown in Figure 6-12.

Figure 6-12. Selecting Red for the upper case

The yes-or-no response is reasonable for the IsItBlue program but
isn’t quite right for a program that identifies more colors. Change the
Sound blocks so that the program says “Red” for red objects and
“Blue” for blue objects.

2. Select the Sound block on the upper case and change the
sound file to Red.

3. Select the Sound block on the lower case and change the sound
file to Blue.

The program should now look like Figure 6-13. When you run the
program, it should correctly identify red or blue objects.

adding a new case



So far, this program only really identifies blue objects, because it will
declare any nonblue object to be red (because red is marked as the
default case). In this section, you’ll modify the program to correctly
identify red objects and say “Uh-oh” when it can’t determine an
object’s color. The Switch block currently has two cases: one for red
objects and one for blue objects. The Add Case button, highlighted
in Figure 6-14, will add a new case to the Switch block. If you add a
case and then later want to remove it, click the button with the small
x on the right side of the tab at the top of the case.

NOTE
The Add Case button only appears on the Switch block in modes where there are
more than two possible cases.

Figure 6-13. Identifying red or blue objects



Figure 6-14. Adding a new case

Now, back to our program:
4. Click the Add Case button. The Switch block should look like

Figure 6-14.
5. Click the red question mark on the tab at the top of the new

case and a menu appears. Select the No Color option.
6. Add a Sound block to the No Color case.
7. Click the Sound File box and select the Uh-oh file. You’ll find it

under the Expressions group. The program should now look like
Figure 6-15.

the default case



Right now, the red case is the default case in our program. This
means that when none of the cases are met, the program will run the
blocks for the red case, and the program will say “Red” when the
Color Sensor reads anything other than red, blue, or No Color (for
example, yellow or green). It makes more sense to set the No Color
case as the default. This way, the program will say “Uh-oh”
whenever it doesn’t detect red or blue.

8. Click the Default Case button on the No Color case.
Figure 6-16 shows the final configuration of the Switch block.

CHALLENGE 6-2
Extend the RedOrBlue program to recognize all seven colors that the Color Sensor can
detect.



the loop block
The Loop block lets you repeat a group of blocks over and over. The
blocks inside a Loop block are called the loop body. You set a
condition that controls how often the loop body is repeated and
determines when the program moves on to the block that appears
after the Loop block.
The modes for the Loop block, shown in Figure 6-17, include the
same sensor modes as the Switch block, plus four additional modes:

Figure 6-15. The No Color case



Figure 6-16. Setting the default to No Color



Figure 6-17. Selecting the Loop block mode

Unlimited. The Loop keeps repeating until the program ends or
the loop is exited using the Loop Interrupt block (discussed
below).
Count. The Loop repeats for the specified number of times.
Logic. A value passed into the Loop using a data wire
determines whether the Loop should exit. (Chapter 10 discusses
using a Loop block with a data wire.)
Time. The Loop continues for the specified number of seconds.

When a Loop block is in a sensor mode, the program checks the
sensor measurement after the loop body runs. This means that the
loop body is always run at least once. The program then decides
whether to continue or leave the loop based on that sensor value. It
doesn’t matter what value the sensor reads while the loop body is
running; only the sensor value measured at the end of the loop



affects the program. If you’re not careful, this can cause your
program to fail. Because the Color Sensor is only checked at the end
of the loop, it’s very likely that the robot will move past the line
without detecting it while the Sound block or Wait block is running.
As an example, Figure 6-18 shows a flawed version of the
LineFinder program that will often fail to find the line.

Figure 6-18. A broken LineFinder program



the loop interrupt block
The Loop Interrupt block, shown in Figure 6-19, gives you another
way to exit a loop. The block only has one parameter: the name of
the loop to exit. Each Loop block has a tab at the top of the block
that holds the name of the loop, shown in Figure 6-20. A loop is
named 01 by default; you can click the name to change it.

Figure 6-19. The Loop Interrupt block

Figure 6-20. The Loop block name

The Loop Interrupt block shows only the first three letters of the
name of the Loop block it will interrupt. As a result, it’s usually
clearer to use numbers or short abbreviations for the loop names;
otherwise, it may not be clear which loop a Loop Interrupt block
refers to.

the BumperBot3 program



Now you’ll make some changes to the BumperBot2 program to learn
how the Loop Interrupt block works. To use this program, return the
TriBot to its original configuration, with the Touch Sensor bumper
mounted on the front and the Light Color Sensor on the side, as
shown in Figure 6-21.
The changes you’ll make will exit the loop and stop the program
when you turn off the lights in the room. Figure 6-22 shows the part
of the original program that we’ll change. So far, the program makes
the robot move forward and wait for the Touch Sensor to be pressed.
When the sensor is pressed, the robot backs up, and the program
loops back to the beginning.
Now you’ll change the program to make the robot check the Color
Sensor while it’s waiting. If the Color Sensor reading is very low,
indicating that the lights have been turned off, then the Loop
Interrupt block exits the loop and the program ends because there
are no more blocks after the Loop block.



Figure 6-21. TriBot configuration for the BumperBot3 program

Figure 6-22. The BumperBot2 program



Instead of using the Wait block to detect when the bumper is
pressed, we’ll use a Loop block, as shown in Figure 6-23, that
repeats until the Touch Sensor is pressed. Inside the body of the
loop, we’ll use a Switch block in Ambient Light Intensity mode to
check the ambient light level of the room. If the Color Sensor doesn’t
detect enough light, the program will stop the motors, say
“Goodbye,” and then exit the loop.
Follow these steps to create the new BumperBot3 program shown in
Figure 6-23:

1. Copy the BumperBot2 program from the Chapter5 project to the
Chapter6 project.

2. Change the name of the program to BumperBot3.
3. Change the name of the main Loop block to 02.

Figure 6-23. The BumperBot3 program

4. Delete the Wait block.
5. Add a Loop block where the Wait block was.
6. Set the Loop block’s mode to Touch Sensor - Compare -

State.
This part of the program should now look like Figure 6-24.



Figure 6-24. Replacing the Wait block with a Loop block

At this point, the empty Loop block does the same thing as the Wait
block it replaced: It simply waits for the Touch Sensor to be pressed.
But within the Loop block, we can now add some blocks that will run
while the program is waiting.
The next step adds a Switch block inside the Loop block to check the
Color Sensor:

7. Drag a Switch block into the Loop block.
8. Set the mode of the Switch block to Color Sensor - Compare -

Ambient Light Intensity.
9. Set the Threshold value to 10. You can adjust this value after

some testing if it’s too high or too low. The Loop block should
look like Figure 6-25.



Figure 6-25. Adding the Switch block

When the Switch block runs, it checks the Color Sensor, and if the
light intensity is below 10, the blocks on the upper case will run. Now
add the following blocks:
10. Drag a Move Steering block to the upper case of the Switch

block, and set the mode to Off.
11. Add a Sound block after the Move block. Select Goodbye from

the list of sound files (it’s under LEGO Sound Files▸
Communication).

12. Add a Loop Interrupt block after the Sound block. Set the Loop
Name to 02.

Figure 6-26 shows the Loop block with these changes.
Now when you run the program, it should say “Goodbye” and stop if
the lights in the room go out. To test the program, you can hold the
TriBot in your hand, and after the wheels start moving, cover the
Color Sensor with your other hand. When you cover the Color



Sensor, the light level drops and the program should say “Goodbye”
and exit.



further exploration
Now that you’ve learned the nuances of the Switch and Loop blocks,
here are some activities to practice using them:

1. Write a program that makes the robot follow you — staying
close to you but not too close, say between one and two feet.
Use the Infrared or Ultrasonic Sensor and a Switch block to
make the robot move forward or backward if you are too close
or too far away. The robot should not move if you are in the
desired range.

2. Use the Infrared Remote to add a pause and resume function to
the BumperBot3 program. Add a new Switch block that checks
to see if a button on the remote is pressed. If it’s pressed, the
program should stop the motors, wait for another button on the
remote to be pressed, and then start the motors again. The first
button acts as a pause button, and the second button acts as a
resume button.



conclusion
In this chapter, you learned to use the Switch block to make
decisions, allowing you to choose between two or more groups of
blocks. Either by nesting Switch blocks or by adding extra cases to a
tabbed Switch block, you can extend the number of choices.
The other major flow control block is the Loop block, which allows
you to repeat a group of blocks until a certain condition is reached.
Much of the power of EV3 programs comes from the flexibility that’s
available when configuring blocks. The condition usually compares a
sensor reaching a set Threshold value, but you can also configure
the Loop block to repeat for a certain number of repetitions or a set
amount of time. The Loop Interrupt block provides another way to
exit a Loop block, which gives you even more flexibility to control
how your program works.
At this point, you’ve seen how to use the EV3 motors and sensors
and learned about the programming blocks you need to build
sophisticated programs. In the next chapter, you’ll use this
knowledge to program the TriBot to find its way out of a maze.



Figure 6-26. Stopping the motors and saying “Goodbye”



Chapter 7. the WallFollower
program: navigating a maze
In this chapter, we’ll create the WallFollower program that allows the
TriBot to find its way out of a simple maze. As you create the
program, I’ll take you through all the steps required to plan and write
a program, from the initial design to the final testing. This will include
choosing the initial settings for certain blocks, seeing how well they
work, and adjusting those settings as necessary — because
programs almost never work exactly right the first time you run them.
Let’s start by learning how to read and write pseudocode.



pseudocode
The more complex your program is, the more difficult it is to give a
short, precise description of the program using normal sentences
and paragraphs. There are better ways to describe the logic of your
program, and one of the most common is pseudocode.
Pseudocode can be used to describe the most important details
about how a program works and the logic behind the program. This
gives you an easy way to share your programs with others or to build
an EV3 program based on pseudocode written by someone else.
Generally, pseudocode resembles traditional text-based
programming languages such as Java or C, but it doesn’t need to
follow strict rules.
For example, Figure 7-1 shows the RedOrBlue program from
Chapter 6. The program waits for the Touch Sensor to be pressed
and then uses the Color Sensor to tell whether the object being
tested is blue or red. Example 7-1 shows the pseudocode for this
program.



Figure 7-1. The RedOrBlue program

Example 7-1. Pseudocode for the RedOrBlue program
begin loop

wait for the Touch Sensor to be pressed
if Color Sensor detects red then

use a Sound block to say "Red"
else if the Color Sensor detects blue then

use a Sound block to say "Blue"
else

use a Sound block to say "Uh-oh"



end if
loop forever

This pseudocode gives a concise, easy-to-understand description of
the program. With a little practice, you’ll quickly get used to reading
pseudocode and turning it into a working EV3 program.
Note the following about Example 7-1:

In most cases, a separate line is used for each block.
The lines are indented to show when blocks are nested (placed
inside another block). Indenting makes it easier to see what’s
happening inside a Loop or Switch block, for example.
We use the terms if, then, and else to describe the behavior of
the Switch block. Many programming languages use if-then
statements, and you would describe the logic similarly in plain
English.
The indented lines below the first if describe the blocks on the
Switch block’s upper case, and the indented lines after else if
describe the blocks on the middle case. The lines below the
else describe the Switch block’s default case (the default case
should be described last regardless of where it appears in the
Switch block). This basically means “If the first case is true, do
this set of actions. If the second case is true, do this other set of
actions. Otherwise (else), do that set of actions.”
The end if line marks where the Switch block ends, after which
the program moves on to the next part of the code.

In this example, the pseudocode describes a finished program with
all of the details filled in. However, pseudocode is often used when
planning and developing a program, in which case the details of the
code might not all be filled in yet.
Now let’s start planning out the WallFollower program. After we
figure out what our program needs to accomplish, we can write
pseudocode to help us think through the entire program.



solving a maze
There are many well-known approaches to solving a maze. For this
program, you will use a method known as the right-hand rule
algorithm. An algorithm is a set of instructions for solving a problem.
In this case, the right-hand rule has one fundamental instruction:
always follow the wall to the right, and go through any opening on
that side.
The right-hand rule algorithm works for mazes without tunnels or
bridges, where the start and end points are at the outer edges of the
maze. (It won’t always work for a maze where the goal is to get to
the center.) As long as the maze fits these criteria, the robot is
guaranteed to find the exit.
Figure 7-2 shows an example maze with a path drawn using the
right-hand rule. To understand the algorithm, imagine that you’re
walking through this maze, always keeping your hand on the wall to
your right. You would follow the path marked in the figure and
eventually make your way to the exit. Although this method won’t
necessarily find the shortest route through the maze, it will eventually
find the exit.



Figure 7-2. The right-hand rule path to the exit of a simple maze



program requirements
The first step in writing this program is to make a simple list of the
program requirements that describe exactly what the program needs
to do. Our program should be successful as long as it meets all the
requirements on the list.
To develop the list of requirements, let’s think about the different
situations the robot will encounter and decide how the program
should react in each case. For example, when there is a wall to the
robot’s right, as shown in Figure 7-3, it should keep moving straight.
As it moves forward, the robot needs to keep a consistent distance
from the wall so that it doesn’t stray too far or veer into the wall.

Figure 7-3. Moving parallel to the wall on the right

When the robot meets a corner with a wall to the right and front of it,
as shown in Figure 7-4, the robot should turn to the left and continue
forward.



Figure 7-4. Turning left at a corner

When there is an opening in the wall to the right, as shown in
Figure 7-5, the robot should turn into the opening. To follow the right-
hand rule, the robot should always turn into an opening on the right,
even when it can go straight as in Figure 7-6, or when it can go left
as in Figure 7-7.



Figure 7-5. Turning into an opening on the right



Figure 7-6. Turning right instead of going straight

Figure 7-7. Turning right instead of turning left



Based on these situations, you can summarize the program
requirements with the following three statements:

The TriBot should move forward along the wall on its right,
staying close to the wall.
If the TriBot finds a wall in front and to the right, it should turn left
90 degrees and then follow the new wall.
If the TriBot comes to an opening in the wall on the right, it
should turn right 90 degrees and go through the opening.



assumptions
While coming up with the requirements, it’s also a good idea to list
any assumptions or restrictions about the program. This helps you
decide which conditions you need to test and which you can ignore.
You can make four assumptions about this program:

The walls of the maze are straight.
All openings are big enough for the TriBot to fit through.
Walls meet at right angles. (This will simplify the code for turning
at a corner.)
At the start of the program, the TriBot will be placed with a wall
to its right.

The last item in this list, which describes how the robot is arranged
when the program starts, is called an initial condition. Starting the
program with the robot in place will be much easier than making the
robot wander around looking for the maze entrance.
Thinking about these assumptions before you start programming
helps you to know which problems you need to solve and which you
can ignore. Together with the list of requirements, this will determine
what you do and don’t expect the program to do.
If your final program ends up being more versatile than you initially
planned, that’s great! For example, one of the assumptions is that
the walls are straight, but you may end up with a program that works
with curved walls, too.



initial design
Next, we need to figure out how to make the robot perform each
required task. The first task is to make the TriBot travel next to the
wall while staying a short distance away from it. You can use the
Infrared or Ultrasonic Sensor to detect how far the TriBot is from the
wall. Then use Move Steering blocks to command the TriBot to move
toward or away from the wall.
Because the wall will be next to the TriBot as it’s moving, you need
to mount the Infrared Sensor pointing to the side (instead of to the
front). Follow the building instructions in alternate placement for the
ultrasonic or infrared sensor to mount the sensor so that it points to
the side, as shown in Figure 7-8.

Figure 7-8. The TriBot with the Infrared sensor pointing to the side

Next, we need to make the robot respond correctly when it’s
following the wall to its right and then runs into a wall in front of it, as



shown earlier in Figure 7-4 and Figure 7-5. We’ll use the Touch
Sensor here. When the TriBot runs into the wall, the Touch Sensor
will be pressed, at which point we can make the TriBot back up,
make a quarter-turn to the left, and follow the wall it just ran into.
(The BumperBot program performs similar behaviors, so you should
have a good idea of how this will work.)
Finally, we need our program to detect and respond to openings in
the wall to the right of the robot. For this, you’ll use the Infrared
Sensor to detect when the robot passes an opening. If the sensor
suddenly reads a large distance while the TriBot is following a wall,
you know that it has reached an opening.
We’ll place the whole program in a Loop block so that the TriBot will
keep moving until you manually end the program.
Now that we’ve thought through the high-level tasks, we can write
pseudocode to describe how the program will work (see Example 7-
2). This listing gives a concise summary of the steps expressed in
the previous few paragraphs and depicted in Figure 7-5 through
Figure 7-7. Because we are in an early stage of developing the
program, the listing covers only the main points. In the following
sections, we’ll develop the details of each part of the EV3 program.
Example 7-2. Initial design for the WallFollower program in
pseudocode
begin loop
if too close to the wall (use Infrared Sensor) then

drive forward, steering away from the wall
else

drive forward, steering toward the wall
end if
if Touch Sensor is pressed then

back up a little to get room to turn around
spin one quarter-turn to the left

end if
if an opening is detected (by the Infrared Sensor) on

the right then
spin one quarter-turn toward the opening

end if
loop forever



following a straight wall
The first section of EV3 code will make the TriBot travel along the
wall. You’ll use a Switch block to choose between two Move Steering
blocks: one that goes forward while steering toward the wall and one
that goes forward while steering away from the wall. This block
should keep the TriBot moving forward at a consistent distance from
the wall. This approach is similar to the first version of the
LineFollower program in Chapter 6, and it’s a pattern that you’ll often
see when using a sensor to control a motor.

writing the code
To write this part of the code, first we need to decide what the
TriBot’s distance from the wall should be. The TriBot should stay
close to the wall but still have enough room to turn when it gets to a
corner. You can get a reasonable starting value by using the Port
View and following these steps:

USING THE EDUCATION EDITION
The Infrared Sensor (from the Home Edition) and the Ultrasonic Sensor (from the
Education Edition) can both measure the distance from the robot to the wall, so you can
use either one for this program. The only difference will be the Threshold values we use
in the program. Throughout the rest of this chapter, I’ll refer to the Infrared Sensor in the
figures and instructions, and I’ll only mention the Ultrasonic sensor when you need to do
something different for it.
The other notable difference between the Home and Education Editions is the size of the
wheels, which impacts the Distance parameters used for the Move Steering blocks. I’ll
use the wheels from the Home Edition in the instructions and note any changes needed
for using the wheels from the Education Edition.

1. Put the TriBot on the floor next to the wall, with the Infrared
Sensor facing the wall. Make sure there is enough room to spin
the TriBot all the way around (see Figure 7-9).

2. Use the Port View window in the EV3 software or on the EV3
Brick, and note the reading from the Infrared Sensor.

I got a reading of 7, so that’s what I’ll use in the following
instructions. Remember that the Infrared Sensor does not measure
an exact distance, so your value may be different from mine.



Now we can start writing the program. We’ll begin by putting the
blocks together according to the instructions below, and then we’ll
fine-tune the settings after some testing:

1. Create a new project named Chapter7.
2. Create a new program named WallFollower.
3. Drag a Loop block onto the program. Use the default Unlimited

mode.
4. Drag a Switch block into the Loop block.
5. Set the mode to Infrared Sensor - Compare - Proximity.
6. Set the Threshold parameter to the value you determined earlier

(my value was 7).

Figure 7-9. Placing the TriBot near the wall

NOTE
If you’re using the Ultrasonic Sensor, set the mode on the Switch block to
Ultrasonic Sensor - Compare - Distance Inches (or Centimeters). Set the Threshold
value to 5 inches (about 13 cm).



The Switch block should look like Figure 7-10.

Figure 7-10. Switch block based on the distance from the wall

7. Drag a Move Steering block onto the Switch block’s upper case.
8. Set the mode to On to keep the motors moving while the

steering is adjusted each time through the loop.
The Move Steering block will run when the Infrared Sensor reads
less than the Threshold value, meaning the TriBot is too close to the
wall. In this case, the robot should steer to the left, away from the
wall. Start with a Steering value of -10 to get a slight turn.

9. Set the Steering value to -10.
Add a similar block to the bottom case to move the robot toward the
wall by using a positive Steering value.
10. Drag a Move Steering block onto the Switch block’s lower case.
11. Set the mode to on and the Steering value to 10.

At this point, the Switch block (Figure 7-11) should enable the TriBot
to travel along a wall. The next step is to do a little testing and modify
the program as needed.



Figure 7-11. Following a wall

testing
Now let’s do some testing to see how well this first part of the
program works. Then we can make some adjustments to improve
the program. It’s difficult to get the settings just right on the first try,
so it’s important to test them out and adjust the program as
necessary.
To test the WallFollower program, you need a wall with a corner and
an opening, or you can use a full maze (which is a little more fun). To
build a maze, you just need walls that are tall enough for the Infrared
Sensor to detect. Boxes, piles of books, or large blocks of wood work
well for the maze walls. You could even build a maze out of LEGO
blocks!
When you test the program, you want to see if the robot runs into the
wall or wanders too far away from it. If this happens, the Power
parameter might be too high, so the robot moves too fast to adjust its



path in time. Another problem could be that the steering is not
turning sharply enough to keep the robot at the right distance from
the wall.
Let’s adjust both of these settings in order to make this part of our
program more reliable. First, slow the robot down to make adjusting
the steering a little easier.
12. Set the Power parameter on both Move Steering blocks to 25.

Slowing the TriBot down in this way should help a lot, but we can
improve the program even more by adjusting the Steering parameter
to control the sharpness of the TriBot’s turns. Test different Steering
values to see how they affect the robot’s motion, and remember to
change the setting on both Move Steering blocks. Table 7-1 shows
my results.

Table 7-1. steering test results

Steering
Value

Result

10 The TriBot does fine for a while but eventually runs into the wall because it’s too
close and doesn’t respond quickly enough.

20 The TriBot stays close to the wall without hitting it. The motion is not perfectly
smooth, but it’s not bad.

30 The TriBot stays close to the wall without hitting it. The movement is very
choppy, with a lot of side-to-side motion.

Based on my results, I suggest setting the Steering value to 20.
13. Set the Steering parameter of the block on the upper case to

-20.
14. Set the Steering parameter of the block on the lower case to 20.

Figure 7-12 shows the changes to the program. At this point, the
TriBot should do a good job following a straight wall with no corners
or openings.



Figure 7-12. Settings for following a wall after testing



turning a corner
The next part of the program uses the Touch Sensor to detect when
the robot reaches a corner, at which point it turns the TriBot to the
left so that it can follow the new wall. This is similar to the
BumperBot program, which also makes the TriBot back up and turn
when it runs into something.
Example 7-3 shows the pseudocode for this section of the program.
Example 7-3. Pseudocode for turning a corner
if the Touch Sensor is pressed then
stop the motors
back up far enough to turn the robot
spin a quarter-turn to the left

end if

After the TriBot backs up and turns, it needs to be positioned the
correct distance from the wall so that it doesn’t run into it or stray
from it. To get the right positioning, you have to determine the correct
Duration settings for the two Move Steering blocks. You can start
with the values from the BumperBot program and adjust the values
as needed after some testing.

writing the code
Follow these steps to add this section to the program:
15. Drag a Switch block into the Loop block, placing it to the right of

the existing Switch block. The program should look like
Figure 7-13. Keep the default settings (Touch Sensor in
Compare - State mode). The blocks on the upper case of the
Switch block will be used if the robot runs into a wall and the
Touch Sensor is pressed.

16. Drag a Move Steering block to the upper case of the new Switch
block. Set the mode to Off.

17. Add another Move Steering block to the upper Sequence Beam.
Set the mode to On for Degrees and the Degrees parameter to
-300; this block will make the TriBot back away from the corner.

18. Set the Power parameter to 25 to match the other Move
Steering blocks. (The robot moves more smoothly when all the



Move Steering blocks use the same Power parameter.)
19. Add another Move Steering block to the upper case. Set the

Steering parameter to -100, the Degrees parameter to 250
degrees, and the Power parameter to 25. This block spins the
TriBot so that the Infrared Sensor faces the new wall.

NOTE
The Education Edition tires are bigger than the Home Edition ones, so you’ll
need to change some of the settings if you’re using them. Use 185 degrees
instead of 250 degrees for the Degrees parameter.

20. Set the Steering parameter to -100 to make the robot spin to the
left.

21. This Switch block uses only the upper case because the
program doesn’t need to do anything if the Touch Sensor is not
pressed. Click the Flat/Tabbed View button on the Switch block
to use Tabbed View, and hide the empty bottom case.
Figure 7-14 shows the completed Switch block.

testing
To test the new code, start the TriBot close to a corner and see how
it reacts when it bumps into the wall. Figure 7-15 shows roughly how
the robot should move as it backs up and turns around.
My initial testing revealed a couple of flaws: The TriBot moves back
too far, and it spins a little too far. After trying a few values, I settled
on backing up for 150 degrees and then spinning for 210 degrees.
Figure 7-16 shows the two Move Steering blocks with the new
settings.



Figure 7-13. Adding another switch block

Figure 7-14. Turning a corner



Figure 7-15. Backing away from the wall and turning to the left

Figure 7-16. Settings for backing up

NOTE
For the Education Edition tires, use 110 degrees for backing up and 160 degrees
for turning.

Before moving on to the next section of the program, retest the wall-
following code from earlier to make sure it still works as expected.

NOTE
Whenever you add new code, it’s a good idea to test the parts of the program that
worked before you made changes. This makes it easier and quicker to find any
bugs that may have accidentally been introduced by the new code.



going through an opening
When the TriBot comes to an opening in the wall on its right, it
should turn to go through the opening and continue to follow the wall
on its right.
When the Infrared Sensor faces an opening, it will suddenly read a
much greater distance than it did when following the wall. The
Infrared Sensor will reach the opening before the back half of the
robot, so the robot needs to move forward a little more before
turning. After the TriBot has spun a quarter-turn toward the opening,
the robot needs to move forward a little more before the Infrared
Sensor will be next to the wall. Figure 7-17 shows how the TriBot
should move, and Example 7-4 shows the pseudocode for this
section of the program.

Figure 7-17. Turning and moving through the opening

Example 7-4. Pseudocode for moving through an opening
if the Ultrasonic Sensor detects an opening then
stop the motors
move forward a little
spin a quarter-turn to the right
move forward into the opening

end if

Before adding any blocks to the program, you need to determine the
values to use for the Switch block and the Move Steering blocks. For
the Switch block, begin with a Trigger value of 15 inches (10 inches
for the Ultrasonic Sensor), which should be big enough to make sure
the TriBot has found a real opening and not just a small bump in the
wall. For the Move Steering blocks, begin with the same value you
used to back the TriBot away from the corner, and then adjust the
value after some testing.



writing the code
Follow these steps to make the TriBot move through an opening:
22. Add a Switch block to the end of the code inside the Loop block.
23. Set the mode to infrared sensor - Compare - proximity. Set

the Threshold parameter to 15 and the comparison to > (greater
than).

24. Click the flat/Tabbed View button. You only need to add blocks
to the true case.

25. Add a Move Steering block to the true case of the Switch block.
Set the mode to off.

26. Add another Move Steering block. Set the mode to on for
Degrees, the Power to 25, and the Degrees to 150. This block
will move the robot forward so that the whole robot is next to the
opening.

27. Add a third Move Steering block. Set the mode to on for
Degrees, the Steering parameter to 100, the Power to 25, and
the Degrees to 210. This block will spin the robot to the right so
that it’s facing the opening.

28. Add a fourth Move Steering block. Set the mode to on for
Degrees, the Power to 25, and the Degrees to 150. This block
will move the TriBot forward into the opening.

NOTE
For the Education Edition tires, use 110 degrees for moving forward and 160
degrees for turning.

Figure 7-18 shows this part of the program.

testing



Test the new code by placing the TriBot along the wall near an
opening and running the program. Carefully observe how the robot
moves into the opening and starts following the new wall. Here are
some things to look for:

If the Threshold value for the Infrared or Ultrasonic Sensor is too
large, the robot may not notice an opening.
If the Threshold value for the Infrared or Ultrasonic Sensor is too
small, the robot will turn toward the wall when there isn’t an
opening.
If the Infrared or Ultrasonic Sensor has trouble detecting the wall
because it’s not a good surface for the sensor (too soft, too
dark, etc.), the robot will turn toward the wall (as if it sees an
opening).
If the robot does not move forward far enough, it will turn too
soon and hit the corner of the wall.
If the robot moves too far forward before turning, it will miss the
opening or end up too far from the wall after turning.

Figure 7-18. Turning into an opening



USING SOUND BLOCKS FOR DEBUGGING
Turning into an opening requires four Move Steering blocks. When you’re testing and
changing this code, it can be useful to know when one block ends and the next begins so
that you’ll have a better idea of which block to adjust if necessary.
It can be helpful to add Sound blocks playing different notes before each block so you
can tell where each Move Steering block begins and ends. Be sure that the Sound
block’s Play Type is set to play once (instead of Wait for Completion) so that the TriBot
doesn’t stop while it plays the sound. Figure 7-19 shows a Sound block added between
the first and second Move Steering blocks.

Figure 7-19. Making a sound before moving forward

Whenever you add code for debugging purposes, such as a Sound block, be sure that
the added code has as little influence as possible on the program’s timing; otherwise,
when you remove the debugging code, the program may act differently.
When you’re done testing, you can remove the Sound blocks, but be sure to test the
program again after removing them to make sure that it still works.

If the turn is too short, it will make the TriBot move too far from
the wall.
If the turn is too long, the TriBot will run into the wall.
If the final move is too short, the TriBot won’t enter the opening,
and the Infrared Sensor won’t detect the new wall.
If the final move is too long, the TriBot might move past a tight
corner or run into another wall.

My testing showed that the durations for all three moves were a little
off. After some experimentation, I settled on Duration parameters of
300 degrees for the move forward, 190 degrees for the turn, and 350
degrees for the move into the opening. I also noticed that sometimes
the TriBot acts as if there is an opening when there isn’t one. Setting
the Threshold value for the Infrared Sensor in the Switch block to 20
yields a big improvement.



NOTE
If you’re using the Education Edition, try setting the Durations to 225, 140, and 260
degrees and the Threshold value for the Ultrasonic Sensor to 13 inches (about 33
cm).

Figure 7-20 shows this section of the program with the final values.

Figure 7-20. The settings for turning into an opening, after testing



final test
When the TriBot can move through an opening correctly, it’s time to
test the entire program. The requirements for this program (as listed
in program requirements) state that the TriBot should be able to
follow a straight wall and negotiate corners and openings. If the
TriBot can do these things, then it should be able to navigate a
simple maze. Try a variety of test mazes to see whether the program
correctly handles several turns and corners in a row.
When you are sure that the program fulfills its requirements, see how
it works in other situations. For example, adjust the spacing of the
walls (make the corridors narrower or wider) to see how that
influences the robot’s behavior. You can also try adding some curved
or slanted walls to see how the robot responds. Even though the
program wasn’t designed to handle these situations, it might work
just fine. If not, think about how you might adjust the program to
make it more versatile.



further exploration
After you have the program working well, try these activities:

1. If you can keep the TriBot at just the right distance from the wall,
then you don’t necessarily need a separate section of code for
recognizing an opening. The robot will automatically move
around the corner of a wall on the right using the code in the first
section, which sets the Steering value based on the Infrared or
Ultrasonic Sensor. The challenge is to find a Threshold value
that keeps the TriBot at the right distance so that it can complete
the turn without straying or running into the wall. Try different
values to see if you can get this to work for your test area.

2. This program currently makes 90-degree turns because we said
the maze would contain only right angles. But neither of these
turns has to be perfect because the robot will soon straighten
out based on the Infrared or Ultrasonic Sensor readings. Try a
maze with corridors that meet at odd angles, and experiment
with different turning angles to let the TriBot handle varied
situations. Is it better to have the TriBot spin too far or not far
enough?

3. The LineFollower program from Chapter 6 used nested Switch
blocks to reduce side-to-side motion. The same technique can
be applied to the code that makes the TriBot follow the wall.
Make the necessary changes, see how smooth you can make
the robot’s motion while following the wall, and then see what
effect, if any, this has on how well the program recognizes an
opening on the right.

4. Instead of using the Touch Sensor to detect a wall, try using the
Color Sensor and a brightly colored area on the wall at the
intersection. Use different colors to give the program special
directions, such as playing a certain sound when it sees red or
changing speed or direction when it sees blue.



conclusion
In this chapter, I’ve taken you through the steps involved in
developing a typical EV3 maze-navigating program. At each step,
you added a logical piece of the program, did some testing, and then
made necessary modifications to adjust the move durations and fix
bugs.
The next chapter starts your exploration of data wires — one of the
most powerful features of EV3 programming.
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