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Introduction 
The design and engineering of a component can often be a long and complex process with multiple 

requirements being expected of the final product and a range of constraints placed on the engineers 

designing them (Churazova, 2018). Throughout this paper, the uses of Finite Element Analysis (FEA) 

by a variety of engineering teams will be investigated, with the aim of determining its viability as a 

tool to fully replace physical testing. 

FEA is currently used as a tool to estimate how a part will perform throughout its lifetime through 

simulations such as stress analysis, and to understand how it will affect the environment around it 

such as in CFD analysis (CaliberDesign, 2020). It allows a components designer to see what geometry 

or material is likely to limit the performance of the part throughout its lifetime. Being able to predict 

which design iterations will cause issues, allows companies to save money. “Over Design” will result 

in the part being more expensive, either as a result of the effort required to manufacture the part, or 

because of the cost of excessive material being used (Thornton, 2011). “Under Design” on the other 

hand will result in the part not being able to perform the task it is required for. 

In order to simulate the part, FEA operates under the process of separating the geometry and its 

surroundings into individual one, two or three dimensional elements (Mottram and Shaw, 1996). This 

allows for estimations to be made of what is happening throughout the material. This is necessary 

when the equations, call for infinitesimally small elements to be used. Increasing the element size 

allows for the same equations to be used however, results in less accurate results (Bosch, 2018).  

 

Figure 1: Node and Element Diagram (Introduction to Finite Element Analysis (FEA) or Finite Element Method (FEM), 2020) 

Figure 1 shows how elements and nodes are perceived by an FEA package. Each node is a connection 

point between multiple elements whilst each element itself is treated like a spring, having a length 

and a stiffness. Each element has two forces acting on it, at point 1 and point 2 as well as an initial 

length, and a length as a result of these forces. The resultant length is calculated using the equation 

below. At each node, the resultant forces of all the connected elements is calculated and applied to 

each load. Only the component of the resultant force along the axis of the element is transferred. 

𝑓 = 𝑘 × 𝑢 

Equation 1: Hooke's Law 

Each node represents an area of the geometry linking multiple elements to one another. Using this 

method allows the stress along the individual elements to be calculated showing how the stress 

propagates through the part (Bosch, 2018). The accuracy of results gained is limited by the complexity 

of the model and the engineer’s understanding of the problem (N/A, 2020). Over simplifying a parts 

geometry can change the way the part behaves in the given scenario. On the other hand, not 

simplifying the component enough will result in high calculation times. It is often down to the 

designers own experience to determine which parts of the geometry can be simplified and where the 

mesh density should be increased for more detail (Mottram and Shaw, 1996). 
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Before the use of computers became a possibility, engineers were forced to perform calculations by 

hand in order to ensure requirements for the part were met. Since this gave limited insight into how 

the design performed, geometries were often greatly simplified since the complexities were not yet 

understood (Costen, 2019). The calculations on these sections gave an estimation of the parts 

capabilities. Being able to complete these calculations by computer allowed the element size to be 

decreased as computers are easily capable of coping with large numbers of equations that need 

solving. The smaller element sizes gave the confidence to introduce complexities into the geometries 

of components as the designer was able to understand which changes would cause failure. This 

method allows material to be taken away for the purposes of weight reduction and for material to be 

introduced in the areas where it is required for structural integrity.  

Why companies typically carry out FE analysis alongside physical 

testing? 

Why companies carry out FEA: 
Simulation methods universally have the advantage that physical models are not required. These are 

both expensive and time consuming to produce, so keeping prototyping to a minimum reduces the 

amount of time required for each development cycle. When an FEA model is created there is usually 

a baseline real-world parallel against which the model can be compared. Completing similar tests in 

both environments or applying similar loads to both the simulated and real-world component, gives 

results that can be compared. Once the results are as close to each other as possible, taking into 

consideration any known errors, work can continue in the FE environment, allowing for rapid and 

cheap iterative design. Once a final design has been achieved, a final comparison between the FEA 

and real world should show that results still align. Although legislation does not allow for FEA to fully 

replace physical testing, once testing has been used to create a correlated model, iterative design can 

continue via simulation, until a point is reached where regulations require a physical test to be carried 

out. Since the FEA model was previously correlated, there is high confidence that subsequent physical 

results will match. 

When designing a part, it is important for the design engineer to be confident that the part is going to 

be able to perform the task it is being designed for, whilst keeping the manufacture as cheap as 

possible. The failure of the part can include its inability to perform the task it has been designed for, 

even if this does not mean that it has broken (Iremonger, 1984). Excessive bending or fatiguing over 

time can also be considered a failure in a stress analysis, whilst in CFD the fluid not flowing in a 

predefined fashion can also constitute a failure. FEA is not limited to the performance of the part itself 

but can also be used to look at how the part interacts with its environment. Failure could be as a result 

of the part not interacting with its environment in a desirable manner (Szabo and Babuska, 1991). 

Before designing a part, the engineer responsible will collect a list of requirements. This list will include 

tasks the part will need to be able to perform, potentially including external dimensions, material 

limitations and surface appearance. All requirements will be written in a manner that allows them to 

be measured so that they can be compared to the final design (Hooks, 1993). Companies use FEA to 

test new designs against their requirements. Tests can be repeated using a number of design iterations 

in quick succession, often being able to run in quicker than real time (Lee, 1999). 

Another reason FEA is favoured within industry, is the amount of data that can be collected from each 

run. Every aspect of the analysis can be measured with as much or little accuracy as necessary (N/A, 

2020). In real world testing, the data that can be recorded is limited by the sensors available. The 

number of sensors or their accuracy is often limited by the available budget. When using a 
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computational analysis, precision is simply limited by the calculation time as any FEA package will be 

able to give the accuracy and precision needed. As many “sensors” as necessary can be applied, each 

measuring different things, such as stress or temperature. These sensors can even be simulated to be 

positioned within the structure to view internal behaviour of the geometry. Furthermore, these 

sensors will not interfere with the behaviour of results, whilst real world sensors, which require 

mounting and are often in contact with the surface of the material, can influence the parts 

performance. An example of this would be a strain gauge which is mounted to the surface of a 

geometry. Although the effect it has, is tried to be kept at a minimum by making the material as flexible 

as possible, the presence of the gauge on the surface will have an effect on the stresses seen (What is 

a strain gauge?, 2020). Strain gauges are a cheap method for getting result meaning that some of its 

downsides are issues engineers would happily deal with. An example of this is a strain gauge, which 

can only give an insight into the behaviour at the surface of the material. However, this can often be 

sufficient for the needs of the test. X-ray diffraction on the other hand is a method of non-destructive 

testing, used to measure stresses in a structure by measuring the distance between crystallographic 

planes (X-ray diffraction (XRD), 2018). It can measure stresses throughout the material, not just on the 

surface. However, the specialised equipment is expensive and cannot be easily maneuverer or 

positioned, making it difficult to use in many scenarios. 

Why companies carry out physical testing: 
There are a number of limitations that can affect the accuracy of results gained through the use of 

FEA. Physical testing is often used to correlate the results gained on the computer to the real word 

(Analysis Correlation | Correlation of FEA & CFD Analysis to Real-World Data, 2020), allowing the 

design engineer to determine what factor of safety might be required in order to ensure that failure 

can be avoided.  

Another reason physical testing is often required, is as a means of determining the loads being applied 

to the component under investigation. An example of this is the case study FEA and Optimization of 

Tie Rod of motor vehicle (Kankarej and Nema, 2016). In this study a tie rod was being analysed for the 

purposed of weight reduction. An initial investigation was carried out, allowing a better understanding 

of how the current part was performing. This involved the creation of a CAD model and an initial FEA 

study in ANSYS. In order to understand what forces the part was being exposed to, a rig set-up was 

used. These results could then be used in the FEA study. Once a model had been correlated to the 

results from the test rig, the parts geometry could be altered, allowing weight reduction, whilst still 

making the part capable of performing its tasks. In this investigation, the physical testing was essential. 

Due to the complex nature of a steering and suspension assembly, without the physical testing it 

would be very difficult and time consuming to calculate the forces the part would need to withstand 

in order to meet its requirements. Without this accurate data to input into the FEA, the results could 

be completely useless. 

As previously outlined, in order to achieve a reasonable calculation time for an analysis, the geometry 

of the part is often required to be simplified. This requires a great deal of understanding to be applied 

on the behalf of the Designer. Since the main downside to an overcomplicated analysis is increased 

calculation time (VanDyke, 2015), they must understand, which areas of the geometry will affect the 

precision of the results and which are just slowing down calculations. In real world physical testing, 

the time to results in not effected by the components complexity. As a result, the part can be tested 

with all the intricacies of the final design, gaining the most accurate results. This reduces the 

opportunity for errors to be introduced by the engineer.  
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The accuracy of the data gained from an FE analysis is limited, in part, by the mesh density (VanDyke, 

2015). Even the smallest mesh density is not the same as the “infinite mesh density” when using 

physical testing. Furthermore, there are different calculation methods, such as Von Mises, used when 

the computer is calculating results. Although these different approaches have been proven to gain 

accurate results under their individual, pre-defined, scenarios, even if the user has not picked the 

wrong set of equations, the results will be less accurate than physical testing can be.  

As a result, the complexity of the scenario will be a large factor when considering physical testing. 

Even if the component itself is not particularly complicated, a complex scenario could make it difficult 

to simulate. In that case, physical testing might be required to ensure the engineer does not over-

simplify the result. An example of this from the investigation by (Abbey, 2014) shows how physical 

testing is required when investigating crash scenarios. Due to the way in which components are 

designed to progressively crumple, it is considered to complex a scenario for FEA alone to be reliable. 

Multiple loose and fixed components of varying densities and stiffnesses can all be taken into account 

to calculate a final result, however, in order to be sure that nothing has been missed, a physical test is 

still essential. 

Some scenarios call for geometries or materials for which the material properties do not follow a 

known trend. When these physical properties are unknown physical testing is necessary either to 

replace FEA entirely, or to validate the results gained. When FEA has been used on these types of 

materials, an approximation of the expected behaviour is often used. An example of this can be seen 

in the case study by (Grimes et al., 2012), Design and Finite Element Analysis of a Composite 

Monocoque Chassis. Here a carbon fibre monocoque was being created. Each year the team creates 

a new monocoque, allowing them to physically test their design, and compare results to the FEA they 

have created.  

Logical reasoning is required to interpret results of an FEA analysis (Skotny, 2019). In order to ensure 

that the correct assumptions have been made and the correct conclusions drawn, physical testing can 

visually demonstrate what the numbers might be suggesting. 

How a physical test may be correlated to an FE model? 
In order to correlate any type of simulation to the real world, the scenario being used must be a similar 

as possible. Materials being used, geometry dimensions, applied forces and environmental factors 

must all be considered. 

The first area to consider is the part that is under investigation. It is important that its material 

properties are known as accurately as possible since, inputting incorrect information into the FE model 

will result in incorrect results. Any FE solver will need to know, material constants, such as the UTS, 

and stiffness of the material (2020 SOLIDWORKS Help, 2020). This information is required, as it allows 

the solver to have enough known variables to solve the simultaneous equations for strain or 

displacement. Although this could be assumed to be constant for a given grade of a known material, 

it is usually advisable to perform tests to determine these values (Yield Strength - Strength ( Mechanics 

) of Materials - Engineers Edge, no date). Furthermore, the materials dimensions must be input 

accurately. FEA packages will tend to use a CAD model input in order to define the geometry. The user 

must ensure that these are dimensioned correctly. Although this might not affect the fatigue 

performance of the part, it could affect the amount of displacement the part sees, causing it to fail its 

requirements. When performing FEA, the user will often simplify the geometry, finding features that 

are deemed to not affect the results and removing them, in order to reduce calculation time. Whilst 

these changes might not have a significant effect on the parts behaviour, it will reduce the accuracy 
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of the analysis, making correlation more difficult. As a result, it is advised to only do this where 

necessary and when the user can be confident that the results will not be adversely affected. 

Even if there is absolute confidence that the inputs into the FEA environment are accurate, there is 

always a level of uncertainty as to the accuracy of the results. It is often unknown, which set of 

equations the solver has decided to use in the given scenario, or the user has used their best 

judgement in order to simplify the geometry but needs to confirm that this has not had adverse effect 

on the precision of results. This is where it becomes imperative to correlate simulation results to the 

real world.  

In industry, physical testing is often used as a benchmark stopgap to ensure that FEA results show the 

correct trends. Sometimes, to gain improvements, a trial and error approach has to be taken in an 

attempt to improve the geometry. Instead of wasting time, money and manpower in order to test a 

new design on a physical prototype, an FEA simulation can be conducted. In order to gain confidence 

that the improvements will be representative in real life, once certain benchmarks have been achieved 

in the simulation, they will be tested in the real world. 

Real world testing can come in a variety of formats. The simplest and most popular approach is to 

recreate the exact scenario that is being designed for. An example of this might be when crash 

structures are being designed for a vehicle such as in the case study Finite Element Modelling and 

Simulation of Car Crash (Hickey and Xiao, 2017) . In order to confirm that the components will behave 

as intended, vehicles are crashed, and the components analysed afterwards and compared to the 

simulated component. 

 

Figure 2: FEA to real world Comparison (Hickey and Xiao, 2017) 
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 This, however, can be a very expensive approach and although simple to conceive, often complicated 

to carry out. In the given example, this would mean an entire vehicle being destroyed where it might 

only be a single component under investigation. If this is the case, physical testing might consist of 

specialized equipment, where only the component under investigation is exerted to the forces the 

engineer would expect it to see in the given scenario. An example of this given by (Kumar et al., 2012) 

in their investigation Drop Test Analysis of Impact Attenuator for Formula SAE Car. In this study, a 

drop test was used to test the behaviour of the nose cone and compare the results to the calculated 

results. Although this relies upon some knowledge and understanding on the behalf of the engineer, 

it is a cost-effective method for correlating to an FEA simulation.  

 

Figure 3: Drop testing crash structure(Kumar et al., 2012) 

Can/should FE analysis replace physical testing? 
As discussed previously, whenever an FE analysis is conducted, there is a question over the accuracy 

of the results. Physical testing allows the engineer to gain confidence that the direction in which the 

design is moving is going to gain real world improvements. 

With computer processors becoming faster, the accuracy that can be gained in each timeframe is 

always improving. Ever since FEA first became a possibility companies have used it in order to reduce 

the amount of prototyping and physical testing they are required to do. As the accuracy of results have 

improved, the role FEA plays in the development process has increased, allowing more and more 

physical testing to be replaced by simulation, however, there is still a need for physical testing. There 

are legal requirements, that make physical testing essential. They require manufacturers to 

demonstrate their products compliance with health and safety regulations (Directive 2006/42/EC of 

the European Perliament and of the Council, 2006). This can be difficult to prove solely through FEA. 
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Even the most accurate FE analysis requires the engineer to make several assumptions and 

approximations. Although these often gain accurate results, many would hesitate to rely on these as 

the physical tests are the only proof that the assumptions were correct. 

Conclusion 
As a result of the pros and cons outline previously, it is unlikely that any amount of FEA is ever going 

to be able to entirely replace the need for physical testing. In some form it will always be necessary to 

back up the results of simulation with physical evidence or “in situation” testing. Nevertheless, 

industries have already begun to reduce the amount of physical testing they conduct, favouring the 

cost-effective computational alternatives. This trend is likely to continue as companies continue to 

find ways of grouping multiple tests together, allowing them to reduce the number of prototypes 

necessary.  
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