
EXTERNAL WALL CONSTRUCTION TO COMPRISE:
102.5M FACING BRICKWORK OR RENDERED BLOCKWORK
50MM CLEAR CAVITY
INSULATING BREATHER MEMBRANE OVER 9MMOSB
140MM TIMBER STUDWORK
120MM PIR INSULATION PARTIAL FILL TO STUDWORK
WITH FOIL FACED VCL TO INTERNAL FACE
2NO LAYERS OF PLASTERBOARD TO PROVIDE 60 MIN FR
TO TIMBER FRAME STRUCTURE
ALL TO ACHIEVE A U VALUE OF 0.19W/M2K

30MIN FIRE BARRIER
CAVITY TRAY WITH WEEPHOLES OVER

WEEPHOLES

TIMBER FRAME WALL TIES USED AT 450
VERTICAL C/S AND
750 HORIZONTAL C/S
TIES TO BE PLACED WITHIN 225MM OF
WINDOW /DOOR REVEAL @300MM
VERTICAL CTS
ENSURE DRIP IS CENTRAL TO CAVITY

GALV . STEEL TIMBER FRAME LINTEL TO SUIT 50MM
OVERALL CAVITY WITH CAVITY TRAY OVER

PROPRIETY PLASTIC WEEPHOLES BUILT INTO SKIN 
-COLOR MATCHED TO SUIT EXTERNAL FINISHES.
CAVITY TRAYS OR COMBINED LINTELS SHOULD HAVE STOP ENDS 

50X50 PINCH BATTEN /CAVITY CLOSER NOT 
LESS THAN 0.45M2K/W WITH 225 MM LONG DPC FIXED TO BATTEN 

EXPANDABLE SEALANT BETWEEN LINTEL 
AND WINDOW FRAME 

UPVC DOUBLE GLAZED WINDOW UNITS, WITH COLOR 
MATCHED MASTIC TO PERIMETER INTERNALLY 
AND EXTERNALLY. WINDOWS TO ACHIEVE A MIN U VALUE OF 
1.4W/M2K. WINDOW OPENING CAVITIES AT SILL JAMBS TO BE 
CLOSES WITH PROPRIETARY INSULATED CLOSERS. FLEXIBLE SEALANT TO BE APPLIED TO JUNCTION BETWEEN 

HE PLASTERBOARD AND THE WINDOW FRAME MEMBER 

22MM THICK GYPROC THERMALINE PLASTERBOARD 
+12.5MM WALLBOARD LINING TO REVEALS 

VAPOUR BARRIER TO BE RETURNED INTO REVEALS 
AND SEALED TO STUDWORK 

SW CURTAIN BATTEN HOLDER 

LINTEL POSITION TO BE DETERMINED BY TF 
MANUFACTURER 

VCL LAPPED AND SEALED TO BREATHER MEMBRANE 
WRAP TO FLOOR CASSETTE EDGE TO ACHIEVE CONTINUITY OF AIR BARRIER 

2No LAYERS OF 15MM PLASTERBOARD WITH THISTLE SKIM FINISH -

ENSURE CEILING IS FIXED WITH ALL JOINTS AND PERIMETER GAPS SEALED 

50X50 SW BATTEN SUPPORT NOGGIN 

FACTORY APPLIED BREATHER MEMBRANE TO EXPOSED 
EDGE OF FLOOR CASSETTE, TAPED AND SEALED TO VCL.
SITE FIXED 9MM OSB WAISTBAND OVER 

FIRST FLOOR CONSTRUCTION: 
28MM CELLECTA SCREEDBOARD 28
18MM THICK CHIPBOARD /OSB FLOOR DECK 
254MM TIMBER I JOISTS (240 MIN)
100MM MINERAL WOOL BETWEEN JOISTS (10-36KG/M3) 
CELLECTA HP30MM DEEP METAL RES BAR FIXED PERPENDICULAR TO FLOOR JOIST 
AT 600MM CENTERS 

SEAL BETWEEN THE WALL AND FLOOR AIR BARRIER 
WITH SEALANT BEHIND THE SKIRTING 

SW SKIRTING TO PERIMETER (5MM OFF FFL) 

SUBSTRUCTURE WALL CONSISTING OF 2No SKINS 
OF 100MM 7.3N/MM2 DENSE CONCRETE BLOCKS 

SUBSTRUCTURE BACKFILLED WITH TYPE 1 STONE AND COMPRESSED 

COLOUR MATCHED TO SUIT EXTERNAL FINISHES.
CAVITY TRAYS OR COMBINED LINTELS SHOULD HAVE STOP ENDS 

GROUND LEVEL
WEEPHOLES 

860X300 RC28/ 35 STRIP FOOTING REINFORCED BY 1
LAYER OF
B1131 MESH IN BOTTOM. MAIN H12 BARS LAID
PARALLEL WITH
FOOTING RUN. 50MM OF COVER. 500MM MESH LAPS.

PROPRIETARY PLASTIC WEEPHOLES TO BE INTALLED INTO SKIN

GEN 1 CONCRETE CAVITY FILL

DAMP PROOF COURSE TO BE
INSTALLED MINIMUM 150MM FROM
GROUND LEVEL

50MM OF SCREED ON 100MM PIR INSULATION ONTOP OF
BLOCK AND BEAM SUSPENDED FLOOR, CONSISTING OF
100X215X440 THERMALITE BLOCKS WITH 165 X 175
REINFORCED CONCRETE BEAM

RIP OF 22MM PIR INSULATION TO
PREVENT COLD BRIDGING

THE PLASTER BOARD AND THE WINDOW FRAME MEMBER 

30
0

165

75

50
10

0

440

10
0

861

WALL PLATE

TOP RAIL
TRUSSED RAFTERS
ENSURE BOTTOM TRUSS CHORD OS CAPABLE
OF TAKING LOADING FOR FUTURE CEILING
TRACK

400MM INSULATION QUILT TO ROOF VOID. 1
LAYER BETWEEN CHORDS AND 1 LAYER 90
DEGREES TO CHORDS

12.5MM PLASTERBOARD AND SKIM

GRAY INTERLOCKING CONCRETE ROOF TILES ON 25X30 TANALISED
SW BATTENS ONTO PROCTOR ROOFSHEILD BREATHABLE
FELT ROOFING MEMBRANE ONTO SW ROOF TRUSSES TO SPECIALISTS DESIGN.
 400MM INSULATION QUILT
ALL AT 35 DEGREE PITCH TO ACHIVE U VALUE OF 0.11W/M2K

EVES VENTILATION TRAYS OVER RAFTERS TO
MAINTAIN AIR FLOW INTO ROOF SPACE
(10,000MM2/M AIRFLOW)

ENSURE THE GAP BETWEEN THE WALL PLATE
AND THE PROPRIETARY EAVES VENTILATION
TRAY IS FULLY FILLED WITH INSULATION

SW TREATED TILING FILLET

CONTINUOUS W.P.B GRADE PLYWOOD
UNDERLAY SUPPORT

450MM WIDE BITUMOUS IMPREGNATED DPC FELT
CARRIER LAID UNDER FELT, LAYED OVER TILING
FILLET AND DRESSED INTO GUTTER

LOCALLY AT PARTY WALL LOCATIONS INSULATION
SHOULD EXTEND TO FILL ENTIRE VOID ABOVE SOFFIT.
CREATING FIRE BARRIER BETWEEN PLOTS

250X19MM THICK UPVC FASCIAS, SOFFITS AND
BARGE BOARDS. 25MM VENTILATION STRIP TO
BE PROVIDED VIA SOFFIT

20MM SHRINKAGE ALLOWANCE AND STARTING DEPTH OF
COMPRESSIBLE SEAL BETWEEN BRICKWORK AND SOFFIT
BOARD

50X50 PINCH BATTEN
SUPPORT NOGGIN

VAPOUR BARRIER
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