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Abstract  

 

 Within this assignment document to main purpose is to show how a 

Braun multiplier is designed and simulated via the use of the Xilinx design 

software. And as task 2 to develop and design and finite state machine. 

Digital multipliers have various formulas available some of the most efficient 

and common formulas are reviewed and studied in this document, industry are 

continually striving for increased performances whilst reducing consumed 

space and power for system operations for electronics that use 

semiconductors. 
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Introduction 

 

 

Within this document the attention is on the use of VHDL for the design & 

simulation of logic circuits. As per the assignment brief there are two types of 

logic circuits that are developed in this document which are as follows (digital 

multiplier and a finite state machine FSM). 

This document reviews the most commonly used types of digital multipliers 

used today in literature review section, following the literature review the 

document will go into task 1 for designing and simulation of a 4x12 Braun 

multiplier. 

The final section of this document will be on the task 2 section of the 

assignment brief, and to design and simulate the FSM using VHDL language 

which is then used for the code. 
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Literature Review 

Binary multipliers are electronic circuits used in most digital circuits, this can be 

anything from laptops, mobile phones to simple processes such as vending 

machines.  

Multipliers have a vital role within the digital electronic world & digital signal 

processing and control applications. Digital signalling application’s can use 

multipliers to excite multiplier operations such as digital filtering & digital 

communications and spectral analysis. 

 Up to the late 1970’s most minicomputers did not have a multiply instruction 

so programmers used ‘multiply routine’, only after the 1978 did the industry 

start using multiply instruction which became common with the 16-bit 

generation. [1] 

As more and more transistors per chip became available due to larger-scale 

integration, it became possible to put enough adders on a single chip to sum all 

the partial products at once, rather then reuse a single adder to handle each 

partial product one at a time. 

 some standard digital signal processing algorithms spend most of their time 

multiplying, digital signal processor designers sacrifice considerable chip area 

in order to make the multiple as fast as possible, a single cycle multiply-

accumulate unit often used most of the chip area of early DSPs. [2] 

 

computers spend most of their time executing time multipliers, it is for this 

reason there is always a formidable appetite for quicker multipliers. To have an 

multiplier with lower power consumption (Watts) is vitally important when 

specifying a design of a multiplier. One such highly practiced way is to reduce 

the number of operations the device is able to execute this will then reduce 

the power consumption via reduction in the multipliers dynamic power, that 

can be the greatest factor of power consumption. The goal is to ultimately 

produce a multiplier that packs the most much while consuming less power to 

deliver that extra punch in performance. 
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Types Of Multipliers 

 

Within the digital multiplier world currently there are the following variations 

of multipliers; 

- Booth Multiplier 

- Combinational Multiplier 

- Wallace tree Multiplier 

- Array Multiplier 

- Sequential Multiplier 

An efficient multiplier should have the following characteristics; 

- Accuracy: a good multiplier should give correct results and have a high 

reliability 

- Speed: the multiplier should perform operation at high speed. 

- Area: A multiplier should occupied less number of slices. 

- Power: a good multiplier should be able to give good performance for as 

little power as possible. 

 

 

 

On the next below sections is a brief over view and visual table giving an 

overview of the different multipliers. 

Multiplier Performance  Complexity Arrangement  Space  
Braun 

Multiplier 
Slow Low Regular   Minimal 

Booth 
Multiplier 

Average  High Irregular Average 

Wallace 
Multiplier 

Quick Medium Higly 
Irregular 

large 
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Braun Multipliers 

It is a simple parallel multiplier generally called as carry array multiplier, it has 

been restricted to perform signed bits. The structure consists of array and AND 

gats and adders arranged in the iterative manner and no need of logic 

registers. This can be called as non-addictive multipliers. 

The brain multipliers was invented by Braun Edward Louis in 1963. 

As the number of bits increases also number of adders and AND gates 

components also grow in volume, which will result increases the power 

consumption (watts), occupies more area, take more time. Which is why its 

suitable for only less than 16 bit. Also (I) is dependant on the delay of the full 

adder cell and also a final adder in the last row.  

Figure 1 – Braun Multiplier Example 

 

Booth Multiplier 

 

Booth algorithm gives procedure for multiplying binary integrator in signed 2’s 

complement representation in efficient way, such as less number of additions 

vs subtractions required. The booth multiplier operates on the premise that 

strings of 0’s in the multiplier shall require no addition just shifting a string of 

1’s in the multiplier from bit weight2k to weight 2m can 

be treated as 2 (k=1) to 2m. [3] 

As in all multiplications schemes, booth algorithm 

requires examination of the multiplier bits and shifting of 

the partial product. Prior to the shifting, the multiplicand 

may be added to the partial product, subtracted from the 

partial product, or left unchanged. 

Some advantages of the booth multiplier can be seen as 

that reduction in  the number of partial products created, 

which can also operate with signed numbers. The booth 

multiplier is suited too work with control systems that 

can sort code at greater speeds than multiplying them 

The booth multiplier code,  was invented by Mr. Andrew Booth in 1951. 
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Figure 2 – Booth Multiplier Example 

 

 

Wallace Tree Multiplier 

 

Wallace multiplier is an effective parallel multiplier the first step is to form 

partial product array of N2 bits. In the second step, groups of three adjacent 

rows each, is collected. Each group of the three rows is reduced by using full 

adders and half adders. Full adders are used in each Colum where there are 

three bits, half adders are used in each Colum where there are two bits. [4] 

The Wallace multiplier has the ability to reduce time delay by executing a 

architecture that does the addition operations in parallel whilst working on 

current operations. We can see advantages of the multiplier in that the 

processing power (Speed)  is extremely quick. Using the addition in the 

operation via parallel working this will cut back on time.  

Wallace tree multiplier was developed by Chris Wallace in 1964. 
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Figure 3 – Wallace Tree Multiplier Example 

 

Conclusion from research  

From the research into the above mentioned multipliers it is evident that each 

different type of multiplier has its role within specific projects, all have pro’s 

and cons which is detailed in the above research but to summarise; The Braun 

multiplier has a all round well balanced performance at low power 

consumption (watts) but its general restrictions are capped at 16 Bit 

operations. The booth multiplier is designed to handle large operations and 

can significantly reduce partial products by half whilst maintaining power 

(watts) levels to a minimum such like other low power consuming multipliers. 

The Wallace tree is the best performing in terms of speed, but irregular 

architecture makes designs irregular and difficulty due to these factors it also 

inherently requires a large area. 
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Design over view  

 

 The 12 Bit x 4 Bit multiplier as per design brief is to be constructed using 5  

different VHDL modules, the first 4 modules will be the sub modules that are 

required to be built first as they contain the fundamental operation of the 

system code. The fifth module which applies all (12X4 Bit) codes and run as 

one multiplier. 

 

- VDHL Module 1 _-  Half Adder this is one or the two circuits which are 

the core structure of the multiplier once this has been created this can 

be implemented numerous amount of times. 

 

- VDHL Module 2 – Full Adder this is the second of the two circuits the 

other being the (half adder) which make up the main body multiplier 

and as per the half adder the full can then be utilised multiple times. 

 

 

- VDHL Module 3 - Multi12x4 Lien 0 , is the first code (Line) that sits at the 

top of the multiplier and will have in its constructions (AND Gates). Port 

mapping can then be used to control signals between the gates. 

 

- VHDL Module 4 – Multi12x4line X, circuit will make up  (x 12) of the 

adder circuits that are recyclable and uses them as parts for this line to 

produce another  line with x 12 adder circuits. The port mapping of the 

signals between the adders is also created within this section. 

 

- VHDL Module 5 – Multi12x4, the creation of  the 12bit x 4bit Braun 

multiplier will only happen once modules/code 1-4 have been created & 

tested. Upon completion of the 1-4 modules they can now integrate into 

the main code & all the inputs/out’s  signals are co-ordinated to the right 

place in the multiplier via sound working port mapping, again as before 

this final module will be function checked for correct operation. 
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Testing Simulation 

VDHL circuits created for this multiplier maybe able to succeed the test and be 

transitioned in logic. There is no warranty in the code that it will operate 

correctly. In order to ensure each VHDL module operations work correctly they 

need to be simulated, when  undergoing design test scenarios. Xilinx program 

can deliver the operations required to provide test conditions.  

Each of the five VHDL test will have individual test benches righten, which will 

run under test at certain ports and checkers such as (time) which will help as a 

tool to validate working order on simulated wave forms. 

 

VDHL Module 1  

The Half adder circuit will add single binary digits which there will be two in 

this case. The half-adder has two possible outputs, sum & carry-out. The carry 

out will forward an signal into an additional part of a circuit/code. It has no 

carry input so its uses are limited to when this is no carry in signal 

requirements, this may have a benefit in the slight reduction of hardware. 

The half adder VHDL code as per (below image 4) is the half adder circuit. 
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Half adder VDHL code 

The VDHL code below in (figure 4) is the half adder circuit,  at lines 20 to 47 

code is written so that the declarations i.e name, and states if it’s a input or 

out put.  

 

Figure 4 – VDHL code half adder circuit 

 

 

Following the process one the logic circuit has been completed written in the 

VDHL and test. The VHDL test bench code what was  created is shown in  

(figure 5) as below. 
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Lines 65 to 86of the test bench code are to generate stimulus on the inputs 

ports A and B. using the command (stim_proc) to engage the input states from 

0 to 1. Input A is switched at 10ns (as shown on line 77 of figure 5). And in put 

B switched every 20ns (again shown in figure 5, line 85). This will result in a 

signal waveform which will stimulate input signals so that the wave forms 

created run through all possible system operations available via the half adder 

function code. 

Figure 5 – test bench code half adder 
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The behaviour model simulator via the Xilinx software will be utilised to view 

and confirm that the design is operating and functioning correctly as intended. 

The outputs via the stimulated inputs can be shown below (figure6) with input 

A switching low too high every 10ns and input B switching low to high every 

20ns.  

 

Figure 6 – Half Adder Wave Form _ when A=0 and B=0 

 

 

The next figures 7&8 show the half adder model where A=0 and B=1. 

 

 

Figure 7 _ changes on behavioural model B=0 
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Figure 8 _ Half Adder Wave Form _ When A=0 and B=1 

The next figures 9&10 show the half adder model and wave form where A=1 & 

B=0 

 

 

Figure 9 _ changes on behavioural model A=1 and B=0 

Figure 10 _ Half adder wave form _ When A=1 and B=0 

 

The next figures 11 & 12 show the half adder model and wave form when A=1 

& B 

=1 

 

Figure 11 _ changes on behavioural model A=1 & B=1 

 

 

 

Figure 12 half adder wave form _ when A=1 and B=1 
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Based on the results shown in the half adder figures 6 to 12 all the four states 

which can be run as per the half adder, conducted test show that the half 

adder circuit was operating in accordance to design and verified with the half 

adders truth table as shown below in figure 12. 

Figure 13 _ Half adder truth table  

 

Full Adder VHDL code  

The full adder is as expected different from the half adder code in that the full 

adder has a carry in port (C ) and three more logic gates (OR, AND, XOR) the 

extra port is required because the system requires the extra code to state the 

initial signals and the operations of the circuit. 

 

Full adder VHDL code 

For the full adder VHDL code in figure 13is of the full adder circuit. At lines 33 

to 39 this code is written to first list the entity declarations such as entity name 

and list if the entity is an input or output. 

Code on lines 41 to 53 show the structure code that details the rules between 

the ports by using the entity to state what other component that it is 

interconnected to and by what type of logic gate signals are connected to 

which port, as per they are via the  full adder truth table (figure 14). 
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Figure 14 _ VDHL code full adder circuit 

 

With the VHDL designed, attest bench was created shown below in figure 14, 

this was to test and verify the design and works accordingly. The code was 

made to source input in that the circuits can respond and generate stimuli on 

the inputs A,B and C by using the command stim_proc to switch these inputs at 

different times from 0 to 1 repeatably.  

Input A is switched every 10ns, input B is switched every 20ns, and input C is 

switched every 40ns. This created patters that show the signals crossing over 

at different stages which shows all the different states the full adder can cycle 

through. 
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Figure 15 – VHDL test bench 
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With the full adder truth table as below (figure 14) the implementation of a full 

adder circuit can be understood easily. The sum ‘S’ is produced in two steps. 

1. By XORing the provided inputs ‘A’ and ‘B’ 

2. The result of A XOR B is then XORed with the C-IN 

This generates SUM and C-OUT is true only when either two of three inputs are 

High, the C-out will also be high. Implementation of the full adder circuit with 

the help of the half adder circuits. Initially, the half adder will be used to add A 

and B to produce by the first half adder to get the final S output. 

 

 

 

 

 

 

 

Figure 16 – Full adder truth table. 

Figure 17 – Full adder wave form  

 

As shown in the above figure 15, for the full adder wave form the in in-puts 

and out-puts are inline with the full adder truth table in line 1 of figure 14. 
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Figure 18 – Fuller adder wave form 

Again as shown in the above figure 16, for the full adder wave form the in-puts 

and out-puts are inline wit the full adder truth table in line 8 of figure 14. 

With the above figures showing the full adder all possible states have been 

proven and show that the half adder input is functioning in line with the full 

adder truth table. 

Based on the above result it is sound to state that the circuits have performed 

in line with expectations, using the test bench to write code that was able to 

generate inputs for ports A,B and C. 

 

Line 0 

 

Within this next step the creation of the line 0 beaviourial code, this is shown 

in figure 17. In figure 17 the code shows for lines 32 to 59 indicate the entity 

declarations naming A1 to A12 as in-put  ports and Q1 to Q11 as out-put ports. 

Code shown on figure 17 line 64 to 75 shows the architecture behaviour of line 

0, and describes the relationship between ports. 
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Figure 19 – Line 0 Behavioural code 

 

Line0 test bench code 

Now that the Line0 VHDL code has been made as per figure 17, a VDHL has 

been created to verify the design under test.  

The test bench code will generate inputs so that the circuit can react and 

generate outputs in the simulator. 

As per figure 18 below, which shows the test bench code, lines from 74 to 86 

of the test bench are to create stimulis on the In-puts A1 to A12 and B1. 
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Figure 20_ Line 0 behaviour code  
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Figure 21 _ Test bench code for Line0 
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Figure 22 _ Test bench code for Line 0 
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As shown on figures 19 & 20 the inputs are switched in starting with A1 AT 1ns 

as the sequences carry’s on through too line 232, the time intervals will double 

at each stage, at the point of line 230 the switching time is as 4096ns. 

Figure 23 – Line 0 wave form 

 

Represented as above in figure 21, the simulator is to test that all in-puts are at 

0, if X is low and secondly to ensure ethe out-put valves stay equal if values X is 

1. The radix has been changed to ensign decimal to help show the input and 

output values. 

Figure 24 – Line 0 wave form  
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Line X Code  

Within this section of the LineX VDHL module extensively uses the VDHL 

modules of the half adder and full adder. This is done by adding the adders 

modules to this section as components and specify their connections in the 

VDHL. All of the adders used in this unit need to have internal and external 

signals.  

 Figure 25 – Line X _ integration of half and full adders into unit  

 

As shown in the above figure 24, the internal signals are as per lines 44 to 16 

(A0 to P12). The external signals are in lines 69 to 81 (Q1 to Q13). 
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Figure 26 – Line X code 

 

 

For line X on the code lines 134 to 365 are the signals that assign the integral 

signal connections to the correct inputs, with large port mapping. This is shown 

in the below figure’s 25 to 28. 
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figure 27 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Figure 28 

Figure 29 

Figure 30 
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Now that the lineX circuit has been completed as per the code written in the 

VHDL and the syntheses check completed. A VDHL test bench file was created 

to test and scrutinise the code and verify its correct operation. 

The test bench code seen below was created to generate stimuli so that the 

circuit can respond and create outputs in the simulator these are shown of 

figures 26 to 28. 

Lines 176 to 365 are to create the test stimulus on the in-puts and by first 

setting them to 10ns using the commend sim protocol to switch the inputs 

from 0 to 1 repeatably for a defined times which then keeps doubling until the 

last switching which has a switching time of 83886080ns. 

 

LineX Simulation 

Creation of the simulation test bench, 3 x virtual busses were created which 

are segregated into A, P and Q as shown below in figure 29. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 31 _line x virtual buses 
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The simulation for lineX should give a results so that when X is low or 0 no in-

put values should be added to the previous value. Also, if X is high or 1 then 

the value in the (IN) should be added to the previous values.  If X is to be High 

or 1 then the value in (IN) should be added to the previous to give a total value 

out. 

 

Figure 32 – LineX Wave form  
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The below figure 31 shows the whole system map out as a Brain Multiplier, this 

gives a much better visual representation of the Braun multiplier system by 

carrying the next line across. 

Figure 33 – System over view as Braun multiplier diagram 
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Design, Simulate and Synthesis A FSM 

 

Within this section the requirement is to design, simulate and synthesise a 

VHDL code, it should also be able to demon state how an FSM can be designed 

built and simulated using a discreet gate solution. The design will be based on 

figure 32 shown below (state diagram). 

 

 

 

Figure 32 – state diagram for assignment brief 

The FSM that will be designed in a discreet gate solution as per the figure 31, it 

is a synchronous sequential circuit that is governed by clock signals, 1 bit per 

clock pulse. The circuit has a single input that is either a 1 or 0. 
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Next state table 

As per the state diagram (Figure 32), the current state and next state table can 

be created.  The below state and next state table show the sequence of 

behaviour of the circuit. 

 

 

Current State A B C X 

A 0 
0 

0 
0 

0 
0 

0 
1 

B 0 
0 

0 
0 

1 
1 

0 
1 

C 0 
0 

1 
1 

1 
1 

0 
1 

D 0 
0 

1 
1 

1 
1 

0 
1 

E 1 
1 

0 
0 

1 
1 

0 
1 

F 1 
1 

0 
0 

1 
1 

0 
1 

H 1 
1 

1 
1 

0 
0 

0 
1 

G 1 
1 

1 
1 

1 
1 

0 
1 

Figure 33 – Current State Table 

Next State A B C Y 

A 1 
0 

0 
0 

0 
1 

 

B 0 
0 

0 
1 

1 
0 

1 

C 1 
0 

1 
1 

0 
1 

 

D 1 
1 

1 
0 

0 
1 

 

E 1 
0 

0 
1 

1 
1 

 
1 

F 1 
0 

1 
1 

1 
0 

 

H 1 
0 

1 
0 

0 
1 

 

G 1 
0 

1 
0 

0 
0 

 

Figure 34 – Current State Table 
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Karnaugh Map’s 

Maurice Karnaugh, a telecommunications engineers, developed the Karnaugh 

map at Bell Labs in 1953 while designing digital logic based telephone 

switching circuits. [5]  

Karnaugh Maps help by reducing the overall function length by combining 

longer codes into smaller groups. 

 

Da 00 01 11 10 
01 1 1 1 1 

01 0 0 0 0 
11 0 1 0 0 

10 0 1 1 1 

 

Da = /C./X + / A.B.C + A.C./X 

 

 

Da 00 01 11 10 

01 0 1 1 0 
01 0 1 0 1 

11 1 0 0 1 

10 1 1 1 1 
 

Db = C.X + /A./B.C+ / A.B./C+ B./C/X + A./B.X 

 

 

Da 00 01 11 10 
01 0 0 0 1 

01 1 1 1 1 
11 0 1 0 0 

10 1 0 0 1 

 

Dc = /C.X + B.C./X + / A.B.X + A./B./C 

ab Da 

cx 

ab 

ab 

cx 

cx 

Db 

Dc 
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