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1 Introduction 
This report will provide an overview of the 2D Diffusion Equation Model using the EFDM (Explicit 

Finite Difference Method). More specifically, the temperature distribution within an aluminium plate 

through time. The first section of this report will cover the governing equation for two-dimensional 

parabolic heat transfer. Following this the numerical method for discretising the governing equation 

will be covered in depth. Also covered in this report will be the initial boundary conditions that have 

been setup and implementation of the analytical solution within the code. After reviewing the 

previously mentioned points, sections of the code will be provided along with explanations regarding 

the functionality. A sensitivity analysis will then be conducted on the code to illustrate how the 

output differs in response to a change in grid spacing, time step and thermal equilibrium tolerance. 

The limitations of the model will also be covered within this report. Whether these be limitations 

with the numerical method applied or limitations due in relation to coding. Based on the previous 

section, suggested improvements for the model can be made for future developments. Finally, the 

conclusion will provide a brief overview of the report’s findings. Overall, the aim of this report is to 

provide a detailed explanation of the 2D Diffusion Equation Model using the EFDM while critically 

evaluating the solution. 
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2 Governing Equation 
The Explicit Finite Difference Method can be applied when creating a mathematical model with the 

purpose of analysing heat transfer between objects. Mathematical modelling is a technique often 

deployed within industry to understand how a real-world application will perform through the means 

of equations. There are multiple benefits of creating a mathematical model for a real-world problem 

which include enabling Engineers to make predictions of how the application will perform and allow 

them to optimise aspects before physically building a design. It also allows for the simulation of 

different scenarios so the response of the application under varying conditions can be understood. 

One of the drawbacks of mathematical modelling is that it is only as good as the parameter input, 

which means it may not exactly simulate the real-world scenario. 

For the mathematical model covered in this report will utilise the 2D Explicit Finite Difference 

Method to simulate temperature distribution within an aluminium plate through time. The EFDM 

model outputs an approximate solution for a given heat transfer scenario. Figure 1 below shows the 

heat equation. 

 
Figure 1 - Parabolic Heat Equation (Croft D.R, Lilley D.G, 1977) 

In the equation shown in Figure 1 the temperature (T) is a function of position (x, y) and time (t). 

Other terms also include thermal conductivity (k), density (p) and the specific heat (c). Also taken 

into consideration is thermal diffusivity (k/c.p). The heat equation is often used when analysing the 

conduction properties of a material. It can also be applied to diffusion applications of solids and 

fluids. Both reasons are contributing factors to what makes the heat equation important. 

At the beginning of 2D EFDM mathematical model, a grid needs to be defined with nodes at each 

intersection. An example of this can be found in Figure 2. The nodes at each intersection signify the 

temperature at each point on the aluminium plate surface. 

 
Figure 2 - 2D Finite Difference Method Grid 
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3 Numerical Method to Discretise Governing Equation 
Now that the governing equation has been introduced the discretisation can take place to generate 

parameters that will eventually be utilised within the mathematical model for heat transfer using the 

2D Explicit Finite Difference Method. The first stage involves using the Taylor Series to create 

difference approximations of the first and second derivatives. 

3.1 Taylor Series 
To generate the difference approximations for first and second derivatives Taylor Series expansions is 

used. This is required for the forward, backward, central, and central to the second-order derivative 

approximations. 

3.1.1 Taylor Series Expansion 

𝑓(𝑥) = 𝑓(𝑥0) +
𝑓′(𝑥0)

1!
. (𝑥 − 𝑥0)1 +

𝑓″(𝑥0)

2!
(𝑥 − 𝑥0)2 + ⋯ ∑

𝑓𝑛(𝑥0)

𝑛!
(𝑥 − 𝑥0)𝑛

∞

𝑛=0

 

Employing the Taylor Series expression above, the equation can be modified to calculate the heat 

transfer through the aluminium plate. This can be found below, for both the forward and backward 

directions. 

𝑓(𝑥0 + ℎ) − 𝑓(𝑥0) = 𝑓(𝑥0) + 𝑓′(𝑥0)
ℎ

1!
+ 𝑓″(𝑥0)

ℎ2

2!
+ ⋯ ∑ 𝑓𝑛(𝑥0)

ℎ𝑛

𝑛!

∞

𝑛=0

 

𝑓(𝑥0 − ℎ) − 𝑓(𝑥0) = 𝑓(𝑥0) + 𝑓′(𝑥0)
ℎ

1!
+ 𝑓″(𝑥0)

ℎ2

2!
+ ⋯ ∑ 𝑓𝑛(𝑥0)

ℎ𝑛

𝑛!

∞

𝑛=0

 

3.1.2 Forward Difference Approximation 
Following the introduction of the Taylor Series expression, a numerical technique must be adopted 

that leverages the Finite Difference Method derived from the Taylor Series to construct a linear 

equation. This is achieved by firstly making 𝑓1 the subject of the equation, as shown below. 

𝑓(𝑥0 + ℎ) − 𝑓(𝑥0) = 𝑓′(𝑥0)ℎ + 𝑓″(𝑥0)
ℎ2

2!
+ ⋯ ∑ 𝑓𝑛(𝑥0)

ℎ𝑛

𝑛!

∞

𝑛=0

 

Both sides of the equation must then be divided by h, as shown in the next equation. 

𝑓(𝑥0 + ℎ) − 𝑓(𝑥0)

ℎ
= 𝑓(𝑥0) + 𝑓′(𝑥0)

ℎ

1!
+ 𝑓″(𝑥0)

ℎ2

2!
+ 𝑓‴(𝑥0)

ℎ3

3!
+ ⋯ 

Finally, the equation for the forward difference approximation to the first derivative is generated. 

This can be seen below. 0h in this equation represents the error value. 

𝑓′(𝑥0) =
𝑓(𝑥0 + ℎ) − 𝑓(𝑥0)

ℎ
+ (0ℎ) 
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3.1.3 Backward Difference Approximation 
The same process must be completed for calculating the backward difference approximation for the 

first derivative. The difference is that 𝑓(𝑥0 − ℎ) due to the opposing direction being calculated. As 

done before, 𝑓1 is made the subject of the equation. This can be found below. 

𝑓(𝑥0 − ℎ) − 𝑓(𝑥0) = 𝑓′(𝑥0)ℎ + 𝑓″(𝑥0)
ℎ2

2!
+ ⋯ ∑ 𝑓𝑛(𝑥0)

ℎ𝑛

𝑛!

∞

𝑛=0

 

Both sides of the equation must then be divided by h, as shown in the next equation. 

𝑓(𝑥0 − ℎ) − 𝑓(𝑥0)

ℎ
= 𝑓(𝑥0) + 𝑓′(𝑥0)

ℎ

1!
+ 𝑓″(𝑥0)

ℎ2

2!
+ 𝑓‴(𝑥0)

ℎ3

3!
+ ⋯ 

A linear equation, shown below, can then be derived. This represents the backwards difference 

approximation for the first derivative. 

𝑓′(𝑥0) =
𝑓(𝑥0) − 𝑓(𝑥0 − ℎ)

ℎ
+ (0ℎ) 

3.1.4 Central Difference Approximation 
Now that the forward and backward difference approximations have been defined, the process can 

be completed for the central difference approximation. This approximation considers both sides of a 

chosen node, hence 𝑓(𝑥0 + ℎ) and 𝑓(𝑥0 − ℎ) both being incorporated into the equation. 

𝑓(𝑥0 + ℎ) − 𝑓(𝑥0 − ℎ) = 2𝑓′(𝑥0)ℎ + 2𝑓‴(𝑥0)
ℎ3

3!
+ 2𝑓′′′′(𝑥0)

ℎ4

4!
+ ⋯ 

Both sides must then be divided by 2h, as shown below. 

𝑓(𝑥0 + ℎ) − 𝑓(𝑥0 − ℎ)

2. ℎ
= 𝑓′(𝑥0) + 𝑓‴(𝑥0)

ℎ3

3!
+ 𝑓′′′′(𝑥0)

ℎ4

4!
+ ⋯ 

After dividing both sides by 2h the central difference approximation for the first derivative can be 

equated. This can be found below. 

𝑓′(𝑥0) =
𝑓(𝑥0 + ℎ) − 𝑓(𝑥0 − ℎ)

2. ℎ
+ (0ℎ)2 

Now that the three approximations for the forward, backward and central differences have been 

determined for the first derivative, the central difference approximation can now be utilised further. 

This is due to the error value (0h²) being smaller, making it a more accurate estimation. The next 

stage is to apply the central difference approximation for the second derivative of the heat transfer 

equation. Doing so will provide greater accuracy of the temperature changing through the aluminium 

plate, due to the method considering the temperature of nodes either side of the selected point. 
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3.1.5 Central (Second Derivative) Difference Approximation 
As mentioned previously, the central difference approximation provides greater accuracy when 

calculating the heat transfer through the aluminium plate. To do so, the forward difference 

approximation must be added to the backwards difference approximation. This can be seen below. 

𝑓(𝑥0 + ℎ) = 𝑓(𝑥0) + 𝑓′(𝑥0)ℎ + 𝑓″(𝑥0)
ℎ2

2!
+ ⋯ ∑ 𝑓𝑛(𝑥0)

ℎ𝑛

𝑛!

∞

𝑛=0

 

𝑓(𝑥0 − ℎ) = 𝑓(𝑥0) − 𝑓′(𝑥0)ℎ + 𝑓″(𝑥0)
ℎ2

2!
+ ⋯ ∑ 𝑓𝑛(𝑥0)

ℎ𝑛

𝑛!

∞

𝑛=0

 

𝑓(𝑥0 + ℎ) − 𝑓(𝑥0 − ℎ) = 2. 𝑓′(𝑥0)ℎ + 2. 𝑓″(𝑥0)
ℎ2

2!
+ 2. 𝑓′′′′(𝑥0)

ℎ4

4!
+ ⋯ 

To equate the central difference approximation for the second derivative, 2𝑓1(𝑥0) must be taken to 

the other side of the equation, as shown below. 

𝑓(𝑥0 + ℎ) − 2. 𝑓1(𝑥0) + 𝑓(𝑥0 − ℎ) = 𝑓″(𝑥0)ℎ2 + 2. 𝑓′′′′(𝑥0)
ℎ4

4!
+ ⋯ 

The above equation must then be divided by ℎ2, which is displayed in the following equation. 

𝑓(𝑥0 + ℎ) − 2. 𝑓1(𝑥0) + 𝑓(𝑥0 − ℎ)

ℎ2
= 𝑓″(𝑥0)ℎ2 + 0ℎ2 

Finally, the central difference approximation for the second derivative can be generated. This 

equation can be found below. 

𝑓11(𝑥0) =
𝑓(𝑥0 + ℎ) − 2. 𝑓(𝑥0) + 𝑓(𝑥0 − ℎ)

ℎ2
+ (0ℎ)2 
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3.2 Explicit Finite Difference Scheme 
The following section breaks down the discretisation for the spatial and temporal domains. Below is 

the discretised form of the heat equation, which will be employed within the heat transfer 

mathematical model. 

𝜕2𝑇𝑝

𝜕𝑥2
+

𝜕2𝑇𝑝

𝜕𝑦2
=

1

𝜕
×

𝜕𝑇𝑝

𝜕𝑡
 

3.2.1 Replace Temporal First Derivative by Forward Difference Approximations 
Shown below is the equation that will be utilised to replace the temporal first derivative with forward 

difference approximations. 

𝜕𝑇

𝜕𝑡
=

𝑇𝑝
𝑡+∆𝑡 − 𝑇𝑝

𝑡

∆𝑡
 

Overall, the above equation expresses how the temperature at a specific point change over time. The 

change in temperature at a chosen node is based on the difference in temperature at different times. 

3.2.2 Replace Spatial Second Derivative by Forward Difference Approximations 
The below equations replace the spatial second derivative with forward difference approximations, 

for the X and Y axis respectively. 

𝜕2𝑡

𝜕𝑥2
=

𝑇𝐸 − 2𝑇𝑝 + 𝑇𝑊

ℎ2
 

𝜕2𝑡

𝜕𝑦2
=

𝑇𝑁 − 2𝑇𝑝 + 𝑇𝑆

ℎ2
 

Temperature distribution is essentially calculated utilising the above equations, by computing the 

difference in temperature between two points. Once the differences are calculated between the two 

points, the value is divided by ℎ2, which is the spatial step size. 

3.2.3 Derive the Explicit Finite Difference Form Introducing the Fourier Number 
The equations derived above can now be substituted back into the heat equation, which is displayed 

at the beginning of this chapter. 

𝑇𝐸
𝑡 − 2𝑇𝑝

𝑡 + 𝑇𝑊
𝑡

ℎ2
+

𝑇𝑁
𝑡 − 2𝑇𝑝

𝑡 + 𝑇𝑆
𝑡

ℎ2
=

1

∝
.
𝑇𝑝

𝑡+∆𝑡 − 𝑇𝑝
𝑡

∆𝑡
 

Factorising the above equation by ℎ2 introduces the spatial domain into the equation. This can be 

seen below. 

1

ℎ2
. (𝑇𝐸 + 𝑇𝑊 + 𝑇𝑁 + 𝑇𝑆 − 4𝑇𝑝) = 𝑇𝑝

𝑡+∆𝑡 − 𝑇𝑝 
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3.2.4 Fourier Number 
The Fourier number indicates the relationship between the rate of heat transfer and storage within 

the aluminium plate, making it an essential aspect of the mathematical simulation. This is defined in 

the below equation. 

𝑓𝑜 =
∝ ∆𝑡

ℎ2
 

Following the definition of the Fourier number, it can subsequently be integrated into the heat 

equation, which is displayed below. 

𝑓𝑜. ( 𝑇𝐸 + 𝑇𝑊 + 𝑇𝑁 + 𝑇𝑆 − 4𝑇𝑝 +
1

𝑓𝑜
𝑇𝑝 = 𝑇𝑝

𝑡+∆𝑡 

After the integration of the Fourier number into the heat transfer equation, it must be made normal 

by multiplying and diving by 𝑇𝑝𝑡. This can be found in the equation below. 

𝑓𝑜. ( 𝑇𝐸 + 𝑇𝑊 + 𝑇𝑁 + 𝑇𝑆 − 𝑇𝑝(4 −
1

𝑓𝑜
) = 𝑇𝑝

𝑡+∆𝑡 

The heat equation derived above, that utilises the Explicit Finite Difference Method, can now be 

employed in the simulation model to equate the heat transfer through the specified material, until 

thermal equilibrium is reached. 

3.2.5 Define the Stability Criterion 
For this mathematical model, the stability criterion ensures that the result of the simulation remains 

accurate. If the conditions of the stability criterion are not met, the simulation will become unstable, 

making it a critical element of the model. 

0 < 𝐹𝑜 ≤
1

4
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3.2.6 Discretise the Spatial Domain 
The spatial domain is discretised as follows: 

𝑥 = 𝑁𝑥 

𝑦 = 𝑁𝑦 

The grid spacing for the spatial domains is defined as follows: 

𝑥 = 𝐿𝑥 

𝑦 = 𝐿𝑦 

The grid points for the spatial domain are discretised as follows: 

Where, 𝑥 = 𝑖 

Then, 𝑁𝑥 − 1 

Where, 𝑦 = 𝑗 

Then, 𝑁𝑦 − 1 

A grid structure schematic is introduced during the discretisation process. This schematic shows the 

point of interest where the temperature is calculated, along with its cardinal locations (North, South, 

West, and East). The temperature is calculated at defined nodes. 

 
Figure 3 - Grid Structure (Point & Cardinal Locations) 

In Figure 3 the central point represents the node where the temperature is calculated. The 

surrounding points (North, South, West, and East) represent the adjacent nodes used in the 

discretisation process. 
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3.2.7 Discretise the Temporal Domain 
A temperature map is produced at specific moments defined by the implemented time steps. This 

approach allows for manageable and computationally feasible simulations. 

The temporal domain is discretised as follows: 

𝑡 = 𝑁. Δ𝑡 

In this equation t represents the total time, N is the number of time steps and Δ is the duration of 

each time step. By breaking down the temporal domain into discrete intervals, we can effectively 

simulate the evolution of the temperature map over time. 

The time step for the temporal domain is defined as follows: 

Δ𝑡 =
𝑇

𝑁
 

Where T is the total simulation time and N is the number of time steps. This ensures that the 

simulation progresses in manageable increments enabling analysis of the temperature behaviour at 

each step. 

By discretising the temporal domain, the dynamic behaviour of the simulation can be captured at 

specific intervals, making it possible to analyse and predict temperature variations over time. 
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4 Initial Domain, Boundary Conditions and Analytical Solution 

4.1 Initial Domain Conditions 
This section of the report defines the initial boundary conditions to be considered within the 

mathematical model. The initial domain condition can be found below: 

𝑇 = (𝑥, 𝑦, 0) = 0 𝑓𝑜𝑟 0 < 𝑥 < 6 & 0 < 𝑦 < 6  

The above condition details the initial temperature parameters of the 6x6 metre aluminium plate. 

This is achieved by defining the temperature as 0°C at every point within the plate. As this is the 

initial domain condition, no heating temperatures have been applied to the object at this point. 

4.2 Boundary Conditions 
Now that the initial domain conditions have been explained, it is time to look at the boundary 

conditions that need to be applied throughout the simulation. The conditions for the y axis 

boundaries can be found below: 

𝑇(0, 𝑦, 𝑡) = 0

𝑇(6, 𝑦, 𝑡) = 0
 𝑓𝑜𝑟 0 ≤ 𝑦 ≤ 6 𝑎𝑛𝑑 0 ≤ 𝑡 ≤ 𝑇ℎ𝑒𝑟𝑚𝑎𝑙 𝐸𝑞𝑢𝑖𝑙𝑖𝑏𝑟𝑖𝑢𝑚  

The conditions above provide the parameters for the left and right boundaries. Based on this 

condition the boundaries conditions remain the same over time and does not fluctuate. The 

conditions for the x axis can be found below: 

𝑇(𝑥, 0, 𝑡) = 𝑓(𝑥)

𝑇(𝑥, 6, 𝑡) = 0
 𝑓𝑜𝑟 0 ≤ 𝑥 ≤ 6 𝑎𝑛𝑑 0 ≤ 𝑡 ≤ 𝑇ℎ𝑒𝑟𝑚𝑎𝑙 𝐸𝑞𝑢𝑖𝑙𝑖𝑏𝑟𝑖𝑢𝑚 

Based on the boundary conditions provided above, it can be determined that a varying temperature 

condition is allowable for the top boundary due to the function included. This is not the case for the 

bottom boundary, which remains a constant temperature as time progresses. The function provided 

for the top boundary is as follows: 

𝑓(𝑥) {
12.5𝑥 𝑖𝑓 0 ≤ 𝑥 ≤ (

2

3
× 6)

−25𝑥 + 150 𝑖𝑓 (
2

3
× 6) < 𝑥 ≤ 6

} 

As mentioned previously, the above function provides the top boundary condition. If x is within the 

first range specified, a linear increase in temperature will be seen across the top boundary. If x is 

within the second range specified, a linear decrease in temperature will be seen across the top 

boundary. The rate in which the temperature increases or decreases is determined by 12.5 and -25 

respectively. 

4.3 Analytical Solution 

 
Figure 4 - Analytical Solution Equation of the Temperature at Thermal Equilibrium (Daileda, 2012) 

Figure 4 shows the analytical solution equation which the code will be tested against. This equation 

utilises sine functions while taking into consideration the variation in direction between the x and y 

axis. This allows for computing of the temperature distribution throughout the aluminium plate. 
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5 Code Details and Explanations 
The code details and explanations will be covered in this section of the report. Aspects previously 

covered within this report have been incorporated into the code solution to achieve the appropriate 

outcome. 

 
Figure 5 - MATLAB Code Section 1 

The first section of the code, displayed above in Figure 5, defines a few of the initial parameters for 

the mathematical model. Firstly, the material properties for the aluminium plate. These properties 

being the thermal conductivity, density, and specific heat. All these properties are then subsequently 

used to calculate the thermal diffusivity of the material. This is defined as alpha within the code. 

Finally, this section of the code defines the plate dimensions of the aluminium plate. As per the 

geometry requirements, the plate dimensions are defined as 6x6 metres. 

 
Figure 6 - MATLAB Code Section 2 

The next section of this report covers the grid parameters. A valid grid flag is set to false before a 

while loop is initialised. During this loop the user is asked to enter a grid spacing value, if the value 

enter is less than or equal to zero, and if the grid spacing value is greater than the plate dimensions 

then an error message will be displayed. The user will then be asked to enter another value. If a valid 

grid spacing value is entered the flag will be set to true and the code will progress. Following this the 

number of grid points in the x and y direction are setup and the grid spacing is defined. 
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Figure 7 - MATLAB Code Section 3 

In the code displayed in Figure 7, the user is asked to enter a time step value. This value is then used 

within the stability criterion calculation which also incorporates the grid spacing value. If the 

outcome of the stability criterion calculation is greater than 0.25 a warning will be displayed to the 

user, and they will be asked to enter a smaller time step. 

 
Figure 8 - MATLAB Code Section 4 

Figure 8 initialises the boundary conditions and sets up a function for the temperature response at 

the top boundary. Firstly, a matrix of zeros is initialised where the grid points in the x and y direction 

are represented respectively. The left, right and bottom boundary conditions are set by indexing the 

value zero to the appropriate point in the matrix. Next, the interior domain of the matrix is set to by 

specifying the point grid points in both the x and y direction. Finally, a function for the top boundary 

is defined by determining the grid spacing in the x direction, then using the ‘linspace’ function in 

MATLAB to specify values between to linear points. This will subsequently calculate the difference 

between the start and stop points and generate the points required. The following lines define the 

provided function and where it should be applied to in the matrix. 
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Figure 9 - MATLAB Code Section 5 

In Figure 9, the code displays the initial temperature matrix to the user to ensure it has been setup 

correctly. The next step initialises a variable that is equal to infinity. This is used later to establish if 

thermal equilibrium has been reached. The iterations counter is set to zero at the beginning of the 

while loop, this counter tracks how many times the loop is run. The while loop will then run until 

thermal equilibrium is reached. Using the finite difference method, the matrix is iterated repeatedly. 

The 2D Explicit Finite Difference Method allows for the temperature at each grid point to be updated. 

 
Figure 10 - MATLAB Code Section 6 

When the while loop is running the maximum change in temperature is calculated, using the ‘max’ 

and ‘abs’ functions within MATLAB. These functions are used to take the maximum absolute values 

from the two different matrixes and the values are subtracted to work out the difference. After this, 

the temperature matrix is updated, and the iterations counter is incremented. Finally, after leaving 

the while loop, the total time is calculated by multiplying the number of iterations by the time step. 

  



16 
 

 
Figure 11 - MATLAB Code Section 7 

In the section of code displayed in Figure 11, a new matrix is initialised to process the analytical 

solution. The method of doing so is the same as for the Explicit Finite Difference Method section of 

the code. After the matrix is initialised, it is then displayed to the user to clarify that it has been done 

so correctly. 

 
Figure 12 - MATLAB Code Section 8 

This section of the code processes the analytical solution by iterating over the interior elements of 

the analytical solution matrix. This iteration process will be carried out two hundred times before it is 

completed. The final matrix is then scaled after the two hundred iterations are completed. 

 
Figure 13 - MATLAB Code Section 9 

Figure 13 shows the final section of the code, in which results of both the numerical and analytical 

solutions are displayed to the user. Firstly, the total time to reach thermal equilibrium is converted 

from a number to a string before being displayed. Then both the final numerical and analytical 

temperature matrixes are displayed to the user. Finally, a 2D graph is created for both the numerical 

and analytical solutions. 
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6 Code Validation 
Now that the code has been outlined and explained, validation can be completed to determine 

whether the simulation performs as expected. Included in the validation will be a comparison of the 

temperature map at thermal equilibrium with the analytical solution. The following results were 

obtained using a grid spacing of 1, a timestep of 150 seconds and a tolerance of 0.01. 

 
Figure 14 - Temperature Matrix at Thermal Equilibrium (EFDM) 

 
Figure 15 - Temperature Matrix Analytical Solution 

The matrices generated by the simulation for both approaches contain various resemblances. These 

include the temperature dissipating through the aluminium plate along with consistency between 

the temperature values at each node. The correlation between the two solutions induces confidence 

that the results produced are accurate. Utilising the temperature maps below, it can be determined 

that the temperature distribution through the plate are almost identical for both methods, with 

exception to the differences highlighted in the third temperature map. 

 
Figure 16 - Temperature Map (Numerical Method) 

 
Figure 17 - Temperature Map (Analytical Solution) 

 

 
Figure 18 - Temperature Map (Temperature Difference Between Solutions) 
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7 Sensitivity Analysis 
Conducting a sensitivity analysis is a crucial step when analysing a mathematical simulation model. It 

assists with understanding how the model output performs when the various input parameters, and 

variables, are modified. During the sensitivity analysis, the focus will be specifically on the grid 

spacing, time step and thermal equilibrium tolerance, against the time taken to reach thermal 

equilibrium. 

7.1 Grid Spacing Against Time to Reach Thermal Equilibrium 

Grid Spacing (h) Time Step (Seconds) 
Time to Reach Thermal Equilibrium 

(Seconds) 
Tolerance 

3 150 129300 0.001 

2 150 119400 0.001 

1.5 150 121500 0.001 

1.2 150 118050 0.001 

1 150 121050 0.001 

0.75 150 119700 0.001 

0.5 150 119550 0.001 

0.25 150 119100 0.001 

0.2 150 119100 0.001 
Table 1 - Grid Spacing Versus Time Taken to Reach Thermal Equilibrium 

 
Figure 19 - Grid Spacing Versus Time Taken to Reach Thermal Equilibrium Plot 

The above sensitivity analysis, performed on the grid spacing, shows that the time taken to reach 

thermal equilibrium reduces as the grid spacing is decreased. This is due to a reduced grid spacing 

achieving a finer resolution, achieving a more accurate mathematical model. Choosing a grid spacing 

that provides the finest resolution while not exceeding computational resource is one of the trade-

offs that needs to be considered. 
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Another consideration associated with the grid spacing parameter is truncation errors. These occur 

during the discretisation of equations that are applied to a grid. Decreasing the grid spacing 

minimises these types of errors, however, requires greater computational resource. (Sruthi, et al., 

2020) 

7.2 Time Step Against Time to Reach Thermal Equilibrium 

Grid Spacing (h) Time Step (Seconds) 
Time to Reach Thermal Equilibrium 

(Seconds) 
Tolerance 

0.75 2000 254000 0.0001 

0.75 1500 247500 0.0001 

0.75 1000 238000 0.0001 

0.75 800 232000 0.0001 

0.75 600 224400 0.0001 

0.75 400 213200 0.0001 

0,75 200 194000 0.0001 

0.75 100 174200 0.0001 

0.75 50 154350 0.0001 

0.75 25 134475 0.0001 
Table 2 - Time Step Versus Time Taken to Reach Thermal Equilibrium 

 
Figure 20 - Time Step Versus Time Taken to Reach Thermal Equilibrium Plot 

Based on the above sensitivity analysis of the time step, it can be determined that a decrease in the 

time taken to reach thermal equilibrium is observed when the time step is lowered. It is important to 

consider not only truncation errors but also the impact of round-off errors when the time step is 

decreased. Round-off errors can accumulate and significantly affect the accuracy of the simulation. 

Additionally, the trade-offs associated with computing times, which are discussed in the previous 

chapter, must be considered. 
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7.3 Thermal Equilibrium Tolerance Against Time to Reach Thermal Equilibrium 

Grid Spacing (h) Time Step (Seconds) 
Time to Reach Thermal Equilibrium 

(Seconds) 
Tolerance 

1 500 29000 0.1 

1 500 89500 0.01 

1 500 155500 0.001 

1 500 222000 0.0001 

1 500 288000 0.00001 

1 500 354500 0.000001 
Table 3 - Thermal Equilibrium Tolerance Versus Time Taken to Reach Thermal Equilibrium 

 
Figure 21 - Thermal Equilibrium Tolerance Versus Time Taken to Reach Thermal Equilibrium Plot 

Analysing the above information, a larger thermal equilibrium tolerance results in a decreased time 

to reach thermal equilibrium. However, a smaller tolerance value does not necessarily lead to a more 

accurate representation of thermal equilibrium. Rather, it indicates a higher level of mathematical 

precision when comparing successive temperature maps, which may not always reflect physical 

reality. Furthermore, different time step and tolerance scales could prematurely terminate the code 

if the rate of temperature change falls below the specified tolerance threshold. The trade-offs 

between the various input parameters must be taken into consideration to select the most 

appropriate values that optimise the accuracy of the model along with computational efficiency 

(Müller & Rom, 2024). 
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8 Model Limitations 
Now that the results of the code have been analysed, areas of limitation with the mathematical 

model can be identified. These limitations could be caused by various factors, which will be discussed 

in the following section. 

8.1 Limitations due to Round Off Errors 
Due to the employment of a computational model, round off errors will likely occur. This is due to the 

inability to compute results to an infinite level of precision. When the simulation computes the 

results over time, the errors will accumulate leading to inaccuracy in the final solution. 

Unfortunately, these types of errors are not just specific to this application and are often present in 

computational simulations. (Chatelin & Brunet, 1990) 

8.2 Limitations due to Truncation Errors 
Truncation errors occur during the discretisation of equations that are applied to a grid. As 

mentioned in the analysis and validation section, decreasing the grid spacing value can reduce these 

types of errors. 

Based on this fact, truncation errors are more prevalent in coarser grids compared to ones of a finer 

resolution. Overall, this will achieve a higher accuracy simulation, which will also increase the 

computational time. 

8.3 Limitations due to the Method 
One of the limitations with the numerical method that can be drawn is its inability to handle more 

complex geometries. This is due to the fixed boundary conditions that are dictated. As a result, the 

material behaviour during the heat transfer process may not be entirely accurate. 

8.4 Limitations in Modelling Thermal Equilibrium 
As highlighted in Section 7.3, comparing the maximum temperature between two successive 

temperature maps against a tolerance threshold is not ideal. This approach can lead to premature 

termination of the code if the rate of temperature change falls below the specified tolerance 

threshold. Additionally, a smaller tolerance value does not necessarily lead to a more accurate 

representation of thermal equilibrium. Instead, it indicates a higher level of mathematical precision 

when comparing successive temperature maps, which may not always reflect physical reality. 

Therefore, the limitations of the code in modelling thermal equilibrium must be acknowledged, as 

they can impact the overall accuracy and reliability of the simulation results. 
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9 Improvements for Future Developments 
There are multiple improvements that could be made for future developments of the code. One of 

the ways in which an improvement could be made is by choosing a more complex numerical method 

for the model to compute. More specifically, the Finite Element Method could be adopted instead. 

The key differences between the EFDM and the FEM include the FEM being able to compute more 

complex geometries and provide more accurate modelling. (Tezuka, 2006) 

Other advantages of FEM include being able to compute solutions for an unstructured mesh, 

whereas this is a limitation with EFDM. It would also allow for analysis of non-linear scenarios unlike 

the numerical method used within this scenario. Some of the simpler improvements that could be 

made to the current solution include implementing a higher definition visualisation means. This is 

due to the current animation being basic compared to what is available. Tools can also be utilised for 

analysing the temperature post the visualisation being generated. 

The Implicit Finite Difference Method (IFDM) could also be utilised in the future, as it is generally 

considered to be the more stable and accurate numerical method. One of the reasons that the IFDM 

is considered more stable than the EFDM, is that it does not require a strict stability criterion. It can 

also handle larger time steps which provides a higher degree of accuracy. The code could also be 

enhanced more complex boundary conditions, which would make the model more suitable for real 

would scenarios. For example, the introduction of dynamic boundary conditions would further 

improve the simulation. 

Implementing the improvements suggested above would make the numerical model more robust, 

along with increasing accuracy. 
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10 Conclusion 
To conclude this report, the Explicit Finite Difference Method has been successfully utilised to model 

the temperature distribution within an aluminium plate over time. The governing equation, outlined 

at the beginning of the report, was discretised employing Taylor Series expansions. This enabled the 

implementation of forward, backward, and central difference approximations, which were 

subsequently deployed in the computational model. 

The analysis and validation section highlighted the impact of the input parameters, including grid 

spacing, time step and thermal equilibrium tolerance, on the simulation’s accuracy. Smaller grid 

spacing and time steps resulted in increased simulation accuracy but required greater computational 

resource. Also included was the importance of the stability criterion, to achieve reliable results. 

Even with the robustness of the EFDM, the limitations of the model were considered, such as 

handling complex geometries and the potential for accumulating round off errors. Also, the potential 

of truncation errors based on the grid spacing selected by the user. These limitations presented 

opportunities for future improvements, such as the introduction of the Implicit Finite Difference 

Method. 

As a final point, the EFDM provided a useful tool for computationally simulating heat transfer in two 

dimensional domains. Future developments could further improve this simulation, achieving a more 

precise and higher accuracy mathematical simulation model. 
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12 Appendix 

 
Figure 22 - Code Page 1 
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Figure 23 - Code Page 2 
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Figure 24 - Code Page 3 


