Exercise 3

Malibu beach house 2 storey, plus roof terrace
Set up your levels in Elevation view.
Distance between levels of 2700mm

Assumptions.

Concrete finish to the external walls — all other material your
choice.

Framed structure with columns at 5m centres and 4m centres
Curved staircase

Curtain walling to southern view

GF: open plan living area, hall, kitchen / dinning / WC

FF: 2 bedrooms with ensuite facilities

Roof: sun deck, wc / shower

Apply, room names, legends, grids. create plans, section and
elevation views. 3D views.
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https://digimap.
edina.ac.uk

Resources Subscribing

Please log in to access applications. LogIn»
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= ‘S Historic Collection gives rich historical mapping for multiple epochs dating back to the 1840s, invaluable for Digital Humanities and understanding

tiry changeover time.
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Digimap is an online map and data delivery service, available by subscription
to UK Higher and Further Education establishments. Operated by EDINA at
the University of Edinburgh, Digimap offers a number of data collections,
including Ordnance Survey, historical, geological, LIDAR and marine maps
and spatial data.

Digimap offers access to a range of datasets for the purposes of education and research. Create
or interrogate a map online by selecting an appropriate base map, adding annotations and
customising the content, use measurement and query tools to learn more about any study area.
Download the raw spatial data in a wide range of formats for use in local GIS, CAD or image
processing software.

Subscription Information

Digimap is available to members of subscribing higher and
further education institutions in the UK. Individual
registration is required, but the service is free at the point of
use. More information about subscription fees can be found
on our website,
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Topography can be created by placing
points of the correct elevation value or
from and imported site survey.

Use the digimap contours plan to create
a toposurface. Download the sampe file
and Insert the Toposurface exercise
from the Teams Files.
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Edit Assembly
= Family: Basic Wall
= Type: Wall-Ext_102Bwk-75Ins-100LBIk-12P 2
) Total thickness: 290.0 Sample Height: 6096.0 ‘
. Resistance (R): 4.2386 (m2-K)/W
1 Thermal Mass: 27.90 kI/K
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Revit allows you to create multiple views of your project.
As you are working on one model, Revit coordinates all
the information which can be presented in a varies levels
of scale and detail.

EG.

Ground Floor General arrangement plan 1:100
Ground Floor Setting out plan 1:50

Callout detail of wall junction on plan 1:10

Views can be duplicated ‘with detail” allowing multiple
representations of the same view.
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