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The response of structures and materials subject to impulsive loads remains a field of
intense research. The dynamic loading and temperature increase affect the material’s
mechanical/failure response. For example, strains due to explosive blast will increase at
rates from 102 to 104 s�1, leading to regimes of elastic/plastic wave propagation, plane
stress and adiabatic deformations. Few constitutive models consider high strain rate
effects, however some constitutive approaches that were developed and tested at low
strain rate regimes will also be addressed here due to their relevance. Specific reference
will be made to strain rate regimes close to 104 s�1, where shock waves may develop.
The paper focuses on constitutive models for polycrystalline face-centred-cubic (FCC) met-
als since their behaviour under high strain rate regimes is not yet fully understood mostly
due to path loading dependency. Reference is also made to aluminium alloys since they are
widely used in virtually all fields of industry and in armour and protective structures and
systems. A basic review of the main theoretical aspects that constitute the basis for most of
the constitutive models described is also presented and the main features of each model
are thoroughly discussed.
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1. Introduction

Considerable effort is being devoted to the investigation of the response of structures and materials subject to ballistic
impacts or blast loads, due to public awareness about terrorist threats or the prevention of accidents such as in offshore
oil and gas or chemical industries, where unwanted gas or fuel deflagrations can happen.

In general a blast or impact load will manifest itself by means of a sharp pressure wave travelling at ultrasonic speed
impinging on the structure surface. The energy will be transmitted so quickly that deformation will develop at very high
rates and stress waves may form and travel through the body. High temperature changes may also be present and both
the dynamic loading and the temperature increase will affect the mechanical and failure response of the material. This rate
dependent behaviour has been very intensely investigated for a number of materials, namely metals and composites. In
broad terms, strains due to explosive blast will increase at rates from 102 to 104 s�1, leading to a regime of elastic and plastic
wave propagation, plane stress and deformation heating [1].

One important aspect in the research effort needed to understand the response of engineering materials to blast loads
involves the definition of suitable constitutive models that can be used in numerical analysis. It is important to emphasize
the relevance of numerical computations in these analyses since experiments may reveal themselves unpractical or expen-
sive. Under blast loads, deformations will be quite large meaning that the elastic component of strain will be comparatively
smaller than the plastic strain. This led many researchers to focus their attention on plastic constitutive expressions. How-
ever, many constitutive models for the response of metals in high speed and loading regimes exist and a compilation may be
of some help for those involved in the field. Few models consider high strain rate effects but some others that were devel-
oped and tested at low strain rate regimes will also be addressed due to their relation with other models. Nonetheless, ref-
erence will be made to regimes around 104 s�1, where shock waves may be present in the material. For the reader interested
in extreme strain rate regimes, reviews are available [2].

The variety of engineering materials of interest (steel, non ferrous alloys, composites, foams, etc.) is too wide to be tract-
able and since studies on steel and ferrous alloys have been widely reviewed [3] the scope of this review will restrict itself to
those constitutive models that can be used for the simulation of the dynamic behaviour of non-ferrous alloys (e.g. aluminium
alloys) since the use of these materials spans for virtually all fields of industry (aeronautical, automotive, marine and civil),
including in protective structures and armour. However, non-ferrous metals may exhibit different behaviour under dynamic
loading and a preference will be made to those models that have been tested with aluminium. Aluminium is a widely used
material in all sorts of civilian and military crafts, has a polycrystalline face centred cubic (FCC) structure, which is the main
reason for its ductility. For plastic deformation at least five independent slip systems are needed, as pointed by von Mises by
the first time [4], but although both FCC and BCC (body centred cubic) have those systems, FCC metals have a higher packing
efficiency and the slip planes are more closely packed than BCC metals, which makes them more ductile as the energy
required to move atoms along denser planes is smaller than for lesser packed planes. Emphasis will be put on those consti-
tutive models that work better for FCC metals and, consequently, this review may ignore models and variants developed for
other crystallographic structures such as BCC or hexagonal closed packed (HCP). The main difference is that in BCC metals
the yield stress is determined by strain rate hardening and temperature softening and in FCC metals by strain rate hardening
[5]. The plastic deformation of FCC metals is less sensitive to temperature than for BCC metals. Dislocation movement in BCC
metals is more thermally activated than in FCC metals, meaning that the latter will maintain ductility at lower temperatures.
In BCC metals dislocation motion is increasingly influenced by the periodic lattice potential such as the Peierls stresses while
for the FCC there are the short range stresses induced by forest dislocations and solute atoms that mostly affect dislocation
motion. BCC metals are also more strain-rate sensitive than FCC metals.

The problem of the simulation of explosively driven deformation of metals and alloys is a complex one, that requires suit-
able and realistic models of plastic constitutive behaviour [6]. The range of variation of mechanical and thermodynamic state
variables can be extremely wide (plastic strain of several hundreds per cent, pressures exceeding 10 GPa and plastic strain



Fig. 1. Stress-strain curves at different strain rates for material in which work hardening rate is (left) insensitive and (right) sensitive to strain rate (adapted
from [7], pp. 367).
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rates of millions per second, and temperatures up to melting point). Many models are available, each one emphasizing a few
aspects of material response but none being completely satisfactory. For instance, those constitutive equations that were
derived from thermally activated dislocation glide theory are known not to work properly for strain rates above 105 s�1

where a sharp increase in the flow stress is observed. It will be discussed that this increase is due to phonon drag and most
constitutive methods do not consider this effect in the equations.

One of the most interesting aspects related to high strain rate loading regimes is the increase of flow stress with strain
rate and the strain rate sensitivity. Both phenomena can be observed in Fig. 1, which shows how the stress-strain curves
move upwards with strain rate but also how a structure alteration due to the change in strain ratio will affect the stress-
strain curve. A strain rate insensitive material strained at a certain rate (lower curve of Fig. 1a) will start following the upper
curve if there occurs an increase in strain rate. However if a structure alteration occurs due to the change in strain rate (if the
material is sensitive to strain rate) the stress-strain curve may follow a different path as shown in Fig. 1b [7]. This aspect will
be a main issue in most constitutive model discussions. A basic review of the main theoretical aspects that constitute the
basis for most of the constitutive models described is presented below. To help to understand the formulations proposed
below the reader is referred to the sources for a more detailed and complete treatment of these matters.
2. Constitutive behaviour theory

At the micro-scale level, polycrystalline metals show crystal defects termed dislocations. Under load, dislocations will
move along various glide planes resulting in plastic flow. Mobile dislocations will move rapidly until they are arrested by
energy barriers lying in their paths. The rate of deformation is controlled by the interaction of dislocations with defects such
as grain boundaries, forest dislocations and second phase particles. For FCC metals the dominant short-range obstacles are
expected to be other dislocations (forest dislocations). However, for solid solution or dispersion strengthened alloys other
effects will come into play. When encountering barriers, dislocations will need to overcome them in order that deformation
can proceed and that requires energy. For low strain rates, where dislocation drag is not significant, thermal activation will
be the main mechanism for deformation rate control. Thermal activation will be expressed in terms of large and random
vibrations that allow the overcoming of the obstacles by the dislocations, which will then accelerate until they are stopped
by another obstacle and the same process has to be repeated.

Obstacles vary with temperature. For low temperatures (below 25% of melting temperature) the main rate-controlling
mechanism in FCC metals it is the intersection of forest dislocations which controls the thermally activated process (Conrad
H. The cryogenic properties of metals, in high strength materials. New York: John Wiley; 1964, cited by Read et al. [8]).

The plastic deformation behaviour of metals and alloys depends not only on the instantaneous value of strain rate but also
on the strain history [9]. This is true for FCC and HCP metals while BCC metals are considered as not path dependent and
makes it difficult to establish reliable constitutive relations that account for strain history. Walley et al. [10] investigated
a Taylor impact experiment in copper and found a good agreement between measured data and numerical data obtained
with the path-dependent constitutive method from Goldthorpe [11]. We will observe different dislocation structures for
the same level of plastic strain, depending on the rate of deformation imposed on the material. The same happens for plastic
deformation at different temperatures. Therefore, flow stress is not a unique function of strain, strain rate and temperature
but it is accepted that plastic deformation is the result of displacement of many dislocations and plastic deformation rates
can be described in terms of thermally activated processes.

A few theoretical notes that are presented below following the work of Meyers et al. [7,12] present a more detailed intro-
duction to the mechanism of thermally activated dislocation motion.
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It is normally stated in most papers on the subject of plasticity that dislocations or strain rate follow an Arrhenius law.
This comes from an observation made by Arrhenius that there are ‘‘activation states” in chemical reactions between reac-
tants and products. He suggested that the reaction rate could be expressed by a constant K given by
K ¼ A exp
�DEa

KT

� �
ð1Þ
where A is a frequency factor, DEa is the activation energy for the process and KT are the Boltzmann constant and temper-
ature, respectively. Proof for this equation or a theoretical treatment of these matters are beyond the scope of this work. For
the moment it is assumed that dislocations will pass through an activated state. If we consider N dislocations that are
arrested at obstacles then, considering the dislocations as oscillators, each one will have its own energy level. These energy
levels, ei are quantised (i.e. they are discrete) and for each energy level we will have a number of dislocations ni which dis-
tribution can be mathematically represented by an exponential function
ni ¼ Ae�bei ð2Þ

This is the Boltzmann distribution, where A and b are the distribution parameters. The probability that a dislocation has an
energy equal or greater than E is given by
PE ¼
A
R1
E e�beidei

A
R1
0 e�beidei

¼ e�bE ð3Þ
From thermodynamics it can be shown that b ¼ 1=ðKTÞ, and that the probability of a dislocation having an energy greater
than E is
PE ¼ e�E=ðKTÞ ð4Þ

It is assumed that dislocations will overcome an obstacle when their energy exceeds the height of the obstacle. Also, from

basic thermodynamic relations, we can conclude that the internal energy is approximately equal to enthalpy, since the PV
term is negligible in condensed solids. Thus,
p ¼ exp �DH
KT

� �
¼ exp �DG� TDS

KT

� �
¼ exp �DG

KT

� �
exp �DS

K

� �
¼ A exp �DG

KT

� �
ð5Þ
The term expðDS=KÞ becomes the coefficient A. Most constitutive models are based on this expression, meaning that given
a barrier of height DG, the probability that a dislocation will jump over it is p. When temperature rises, this probability
increases because the energy of the dislocation will increase due to the thermal contribution. The frequency of successful
jumps, v1, is related to this probability p, by p ¼ v1=v0, where v0 is the frequency of vibration of the dislocations. Thus,
v1 ¼ v0A expð�DG=KTÞ ð6Þ
The Orowan equation applied to Eq. (6) relates the strain to the movement of dislocations:
_c ¼ 1
M
qb

Dl
Dt

ð7Þ
where M is an orientation factor, q is the dislocation density, b is the Burgers vector and Dl is the distance between dislo-
cation barriers. The total transit time of a dislocation is the sum of the waiting time to jump over the obstacle and the travel
time between obstacles. The travel time may be assumed to be negligible and Dt, the waiting time, is the inverse of the suc-
cessful jump frequency, v1. Substituting Eq. (6) in Eq. (7) yields
_c ¼ v0qbDl
M

A exp �DG
KT

� �
¼ _c0 exp �DG

KT

� �
ð8Þ
where all the terms outside the exponential were grouped together and named _c0. Other authors use similar constitutive
relations for thermally activated dislocation mechanism, such as [9]
_c ¼ vðs; sa; TÞ exp �DGðs�; sa; TÞ
KT

� �
ð9Þ
where v is a reference value, DG is the activation free energy, K is the Boltzmann constant, s and c are shear stress and shear
strain, respectively, and s� is the effective shear stress. The sa family of parameters is intended to account for the history of
metal structure change. Eq. (8) can be solved for, DG, leading to
DG ¼ KT ln
_c0
_c

ð10Þ



Fig. 2. Schematic of a dislocation overcoming barriers with the assistance of a thermal energy (reprinted from [12]. Copyright 2002, with permission from
Elsevier).
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The barriers can have different shapes and may lead to different constitutive equations. Several authors attempted to find
suitable barrier shapes and a generalised form has been proposed by Kocks et al. (1975, Kocks UF, Argon AS, Ashby MF, Ther-
modynamics and kinetics of slip, Prog. Mater. Sci. vol. 19, Pergamon Press, Oxford, cited by [12]) using two parameters to
define the shapes, p and q. These authors proposed an equation of the form
DG ¼ DG0 1� s
s0

� �p� �q
ð11Þ
Combining Eqs. (10) and (11) a general constitutive equation is obtained relating stress, strain rate and temperature.
It is usual to decompose stress into two components, one dependent on temperature and another independent of thermal

effects. Some authors define an effective stress, s�, associated to successful thermal activation that is related to the applied
stress by means of a term independent of temperature, called athermal stress sa:
s� ¼ s� sa ð12Þ

The athermal stress is the stress necessary to overcome long-range obstacles. The other term, called the effective stress, is

temperature dependent and is related to the force necessary to overcome short-range obstacles [13]. At very high strain rates
the applied stresses are sufficient to overcome the obstacles without any aid from thermal activation. At these strain rates
dislocation drag will be the main damping mechanism for dislocation movement. The thermal stress component decreases
with temperature and increases with strain rate. The athermal component increases with the accumulation of dislocations as
the elastic field will hinder the motion of mobile dislocations [14]. This elastic field will not depend directly on temperature
but will be affected by it in two ways: (i) by means of temperature dependence of elastic moduli and (ii) through the effect of
temperature on the density of far-field dislocation forests. At certain temperature levels metals will anneal, which will
reduce dislocation density and this may have to be taken into account when high temperature regimes are present. Temper-
ature history is also dependent of strain rate, which will affect the current density of dislocations. A schematic explanation of
how thermal energy can help the dislocation to overcome obstacles is shown in Fig. 2.

The figure shows the energies necessary to overcome a barrier (the areas under the force-distance curve) and as temper-
atures increases the respective thermal energies will also increase (represented by the hatched areas) decreasing the effec-
tive height of the barrier to be overcome. So the stress necessary to move the dislocation past the barrier decreases as
temperature increases.

2.1. Twinning

There are two basic modes of plastic deformation in polycrystalline metals, slip and twinning [8]. Twinning can be dom-
inant at high strain rates under shock loading and constitutive models for high strain rate loading should consider both twin-
ning and slip. Twinning at low temperatures and high strain rates is responsible for higher predicted yield stress values than
experimental results. This has been reported from the findings of Zerilli and Armstrong for instance [12] and was attributed
to the change of the major deformation mechanism from dislocation slip to twinning at high strain rates and low temper-
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ature. Other occurrences of twinning are reported for shock-induced deformation [15]. However, twinning is seldom
addressed in most widely used constitutive models.

2.2. Dynamic recovery and recrystallization (DRV and DRX)

When a metal deforms plastically at high temperatures two softening mechanisms such as dynamic recovery (DRV) and
dynamic recrystallisation (DRX) may take place which have a strong effect on the microstructure and mechanical properties
of the material. At the microstructure level DRX will begin when strain hardening and recovery can no longer store more
immobile dislocations. Strain-hardening plus recovery and DRX are important mechanisms responsible by the stress-
strain response of FCC metals although not restricted to these.

Dynamic recovery consists of a re-arrangement, at high temperatures, of crystal defects of a plastically deformed metal.
Some restoration of the original structure and properties may occur through annihilation of point defects and dislocations
and a spatial re-distribution of dislocations that will soften the metal. As deformation progresses the flow stress increase
as dislocations interact and multiply but as the dislocation density increases the rate of recovery also increases and at a cer-
tain strain a dynamic equilibrium will be found between the rates of work hardening and recovery. Work hardening rates are
therefore counterbalanced by DRV or DRX.

DRX can be characterised by a nucleation rate of low dislocation density grains and a posterior growth rate that can pro-
duce a homogeneous grain size at a reached equilibrium status.

Recovery and recrystallisation are competing processes and the temperature regimes where they operate may overlap.
Recrystallisation will usually be the first phenomena to occur and once it has occurred no further recovery will take place
since the driving force for both mechanisms is the reduction in the stored energy of the deformedmaterial. Conversely recov-
ery will retard recrystallisation. DRX occurs during straining of metals at high temperature and will affect crystallographic
texture and thus material anisotropy. As dislocation are eliminated by DRX the hot plasticity of materials is improved. DRV is
typical of high stacking-fault energy (SFE) such as Al, where the flow stress saturates after an initial period of work harden-
ing. DRX

Shear stresses and strain rates will determine which dislocation mechanism controls the mechanical response. For shear
stresses smaller then the quasi-static yield stress the response will remain elastic and below the level of s (see Eq. (10)) the
plastic flowwill be in the thermally activated regime [8]. For stresses above s the strain rate regimes will influence the mech-
anism that controls dislocation motion. At very small strain rates rate effects are negligible and the strain hardening char-
acteristics of the material will determine the stress strain response. For small strain rates thermal activation will be the rate-
controlling mechanism. At higher strain rates viscous drag will control the plastic flow. When increasing the shear stress
even further it is observed that for very high rates relativistic effects will influence the process, setting a limit for dislocation
velocity. The transitions between these dislocation motion regimes are not precise and vary with the material and the tem-
perature. Meyers [7] points that, as a rule, relativistic effects start becoming important for mean dislocation velocities above
0.8 of shear-wave velocity. For titanium the drag-controlled plasticity regime starts at above a strain rate of 104 s�1.

It is important to note that the flow stress at a given temperature T is typically proportional to the shear modulus l, [16]
at this temperature. This allows the activation work done by the applied forces to be independent of material properties and
so DG is proportional to lðTÞ. This allows the definition of a normalised activation energy,
g � DG

lb3 ¼ g
sl0

ŝl

� �

where lo is the shear modulus at 0 K [16]. Inverting the equation and combining with Eq. (10) gives
g ¼ KT

lb3 ln
_e0
_e

� �
ð13Þ
As deformation progresses the material structure changes as the result of a balance between dislocation accumulation
and dynamic recovery. The strain hardening h can be decomposed into components due to dislocation accumulation and
dynamic recovery respectively, which can be written as h ¼ ha � hrðT; _e; r̂Þ [17], where r̂ is the mechanical threshold stress.
The dynamic recovery term depends strongly on strain rate and temperature. If the strain-hardening rate ðdr̂=deÞ is plotted
against r̂ as a function of strain rate and temperature, a Voce (linear) behaviour is observed for a limited range of strain, as
can be seen in Fig. 3. A closed-form description for dynamic recovery has been proposed [16] in the form
g ¼ g0 1� sl0

ŝl

� �p� �q
ð14Þ
This equation has been used for dynamic recovery with the exponent q ¼ 2. It may be concluded [16] that an expression of
the form
DG ¼ KT ln
_e0
e

� �
¼ lb3g0 1� sl0

ŝl

� �p� �q
ð15Þ



Fig. 3. Schematic illustration of the variation of the strain-hardening rate with r̂ as a function of strain rate and temperature. The dashed line shows Voce
behaviour (reprinted from [17]. Copyright 1988, with permission from Elsevier).
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can describe the mechanism of dislocation and obstacle interaction.
The strain hardening representations for a given strain rate and temperature can be grouped into two categories: (i) the

Voce type group where a saturation stress is approached at large strain and (ii) the Hollomon or power-law group [18] that
are unbounded at large strains. Due to dynamic recovery most metals do not show Voce behaviour, that is strain hardening
rate decreasing to zero with increasing stress or strain.

For strain rates up to 104 s�1 the dominant mechanism of viscoplastic flow is glide kinetics of dislocations overcoming
obstacles with the assistance of thermal fluctuations. Above the mechanical threshold this thermally activated dislocation
glide is no longer the dominant mechanism that controls viscoplastic flow but, instead, the continuous glide of mobile dis-
locations that are subject to damping and relativistic effects.

Thermally activated stored deformation energy will control the softening mechanisms. The DRX activation energy will be
an important parameter determining the critical conditions for DRX initiation.

The increase in strain rate or the decrease in deformation temperature prevents the occurrence of softening due to DRX
and DRX and the material will exhibit a work hardening behaviour. For a given strain rate the work hardening effect will
predominate in the first stages of deformation and the flow stress rapidly increases to a critical value. Then DRV and DRX
become predominate and the true stress-strain curves of most materials will tend to adopt a shape of a plateau after the flow
stress curve may show an inflexion after its peak value. DRX thus occurs after a critical amount of strain, which is dependent
on the temperature and strain rate and also on initial grain size. It will become the dominant stress-strain response mech-
anism in FCC metals after the critical strain is attained. However, normally the effect of DRX has not been included in the
constitutive equations although DRX causes significant changes in the thermomechanical response of the material, particu-
larly in the high-strain rate regimes. A procedure exists that incorporates the contribution of DRX into the constitutive equa-
tions. Such contribution will be shown in Section 6, after a review of relevant constitutive models since its discussion is more
appropriate after the relevant constitutive model and their underlying assumptions have been presented.

3. Constitutive equations

The mechanisms of plastic deformation and their relation with applied loads can be mathematically described by consti-
tutive laws which are basically sets of relations between stresses, stress derivatives, strains, strain derivatives, temperature,
microstructure and damage. The deformation and failure responses of engineering materials require the knowledge of suit-
able constitutive equations if accurate predictions are to be numerically obtained. A constitutive model is a combination of
independent functions of strain, strain rate and temperature which are generally represented as f ðeÞ; gð _eÞ and hðTÞ. A con-
stitutive model is therefore a relation of the type:
r ¼ Fðe; _e; T; deformation historyÞ ð16Þ

where e; _e; T are the strain, strain rate and temperature, respectively. Some constitutive models also consider internal vari-
ables that characterize the metal structure. The deformation history is required due to the irreversible nature and path
dependence of the plastic deformation, particularly for FCC metals. The effects of each of the above three variables can be
combined with the other in a multiplicative or additive way [18] allowing many possible different constitutive equations.
Many will be modifications of existing ones. The strain rate will have, for instance, hardening or softening effects on certain



Fig. 4. Schematic behaviour of yield stress versus temperature of pure FCC metal (reprinted from [19]. Copyright 2008, with permission from Elsevier).
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aluminium alloys, depending on the strain rate range and temperature. That is the main difficulty in identifying a suitable
constitutive law, as often they are normally limited to certain classes of materials and limited ranges of strain rates. The
many researchers that have addressed this problem have in many cases tried to circumvent this difficulty by introducing
modifications to existing models when calibration from experimental data failed to produce good agreement between model
and experiments. These efforts result in dozens of constitutive models, for as many materials and loading regimes.

From the many possible regimes of loading we can identify our range of interest of strain rate, from 102 s�1 upwards. For
strain rates higher that 103 s�1 thermal and wave propagation effects become noticeable and at 105 s�1 or higher, shock
waves will propagate through the material making thermodynamic behaviour important as transition from isothermal to
adiabatic behaviour is observed. The thermal behaviour of yield and flow stress of FCC metals is more complex to describe
than strain rate. The yield stress follows a curve like the one depicted in Fig. 4.

Four regions can be noticed in the curve [19]: (i) a low temperature region in which the pattern of the flow stress depends
on the material, (ii) a region where the material is subjected to higher temperatures and the flow stress decreases with
increasing temperature, (iii) a region where the temperature has no effect on flow stress and, finally, (iv) a very high tem-
perature region, where the flow stress decreases again with increasing temperatures. Not all materials exhibit the four
regions and some metals can behave in accordance with only one or two parts of the curve. It will be seen that most con-
stitutive models combine strain rate and temperature effects.

Constitutive equations can be broadly classified in two major categories: physically based or phenomenologically based,
depending on the assumptions adopted for each of them. The recent trend has increased the focus on physically based mod-
els, which extends their application to a wider range of strains [20]. However, the empirical approach is often preferred as it
produces simpler equations and, although they are not derived from first principles, they are consistent with the laws of phy-
sics. Dimensional analysis is one way to obtain phenomenological equations. Physically based models can also be addressed
in different ways [21]:

� A microscopic approach describing the mechanics of deformation at the molecular or crystalline level, in which macro-
scopic behaviour results from integrating or averaging microscopic variables over a volume element;

� A thermodynamic approach that assumes a homogeneous continuum equivalent to the real material and represents the
microscopic physical phenomena by means of macroscopic internal variables [22].

A considerable number of constitutive models are available, many of them having been implemented in computer codes.
It is important to remember that the material dynamic behaviour at high strain rates is affected by the microstructural evo-
lution during deformation, which is not considered in phenomenological models. This is one reason why physically based
models are preferred in some situations.

Another way of categorising constitutive equations [23] considers the main loading mechanism: high-pressure loading,
where the dominant effect is the shock wave high pressure such as is observed in pressure-shear plate impact tests; or the
regular-pressure type which does not include the pressure as a state variable and is observed in one-dimensional-stress
experiments like Split Hopkinson Pressure Bar (SHPB) tests. In the second case deviatoric stresses will induce different
microstructural responses than those induced by pressure [7]. The available constitutive models for these high-pressure



194 F.C. Salvado et al. / Progress in Materials Science 88 (2017) 186–231
regimes will be referred to in what follows, as reviewed by Remington [2]. The regular-pressure models can be reviewed in
the works of Chaboche [3] and Lin and Chen [24].

Before addressing strain rate dependent models, it is relevant to cite classic constitutive models that describe flow stress
changes depending on the deformation conditions, such as temperature and strain rate. These models do not usually con-
sider deformation history but are accurate for cases where strain hardening is the dominant factor. The following well-
known equations are part of this group [25]:
The Hollomon equation : rp ¼ Cen ð17Þ

The Ludwick equation : rp ¼ rpo þ Cen ð18Þ

The Voce equations : rp ¼ rps � ðrps � rpoÞ�ne ð19Þ

There are many other equations but none has proven to be satisfactory for all materials and deformation conditions [25]. For
higher strain rates the exponential forms such as Voce equation, are more suitable. Other models have been developed such
as:
Fields and Backofen equation : rp ¼ Cen _em ð20Þ

The Hart equation : rp ¼ r�
p exp � _e�

_e

� �k
" #

þ r0ð _eÞ
1
M ð21Þ
where the first term describes thermally activated plastic flow and the second describes dislocation slip.
The Wagoner equation : rp ¼ Cðeþ e0Þn
_e
_e0

� �m

ð22Þ
Another group of equations that include the effect of temperature may assume the following forms, where the most signif-
icant difference is the way temperature depends on strain and strain rate [25]:
rp ¼ Cen expðn1eÞ _em expða1TÞ ð23Þ

rp ¼ Cen expðn1eÞ _eðmþbTÞ expða1TÞ ð24Þ

rp ¼ Ceðnþb2TÞ expðn1eÞ _eðmþbTÞ expða1TÞ ð25Þ

rp ¼ Cen exp
n1e
em

� �
_eðmþb=TÞ expða1TÞ ð26Þ
A few variations on the equations above can also be used, where the forms of the exponents have been slightly modified. In
the above equations the indices for the stress symbol r, are: p for flow stress, p0 for yield point, pm for the flow stress at the
ultimate tensile strength and ps for saturation stress. r�

p and _e� are the current states of stress and strain rate, respectively.
The indices n and n1 are the strain hardening coefficients, m is the strain rate sensitivity, eo is the pre-strain, em is the critical
strain and C, M, k, a, a1, b and b1 are experimentally determined material parameters.

Zener and Hollomon considered a modification for the effect of temperature on the strain rate, proposing the following
term:
rp ¼ f _e exp
Q
RT

� �� �
¼ f ðZÞ ð27Þ
where Q is the activation energy and Z is the Zener-Hollomon parameter [25]. A number of variations have been developed
by several authors, which include Z type parameters, as will be shown below. Classical approaches are good starting points
for more recent constitutive models but will not be covered. They normally follow Duvaut, Lion and Perzyna formulations
[13,26]. As an example [27] used the Fields – Backhofen equation to investigate the mechanical behaviour of AZ31 magne-
sium alloy sheets but considered low strain rates, which excludes their work from this review.

4. Physically based constitutive equations

Early work is well described in a review from Armstrong and Walley [5] presenting some pioneering results on attempts
to relate strain rate and viscoplastic behaviour. The introduction of the dislocation concept is very well documented. This
idea was developed by Taylor [28,29] and other authors in the 1930s. More recent work, particularly from the last three
or four decades, has benefited from the rapid increase in the processing capacity of computers that has been translated into
more sophistication of the numerical models available.
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From this group of more recent work one interesting attempt to obtain a physically based model was published by Read
and co-workers [8] who developed a rate-dependent physically based constitutive model for polycrystalline metals. They
assumed that most of the plastic flow at a point was due to slip along planes on which the resolved shear stress has its max-
imum value. Plastic strain was assumed to depend on the density of mobile dislocations, Nm, by the following expression:
_ep ¼ 4
3
bNmv ð28Þ
where b is the Burgers vector and v is the mean velocity of the mobile dislocations. Expressions were developed for each of
the terms of the equations above to construct the constitutive equation [8]. Read et al. [8] considered that the applied stress
could be decomposed into a thermally activated component s�, a viscous drag component sD, and an athermal component sl.
Combining the expressions for Eq. (1) and those for the stresses, the constitutive equation they obtained becomes
_ep ¼ 4
3
bug ½Nm1 þ ðNm0 � Nm1 þM1e2pÞ expð�A1epÞ�

1þ bjug j exp � v�s�
kT

� � ð29Þ
where ug is the glide velocity (function of the viscous drag stress), Nm is the mobile dislocation density in which subscript ‘‘0”
refers to its initial value and subscript ‘‘ 1 ” refers to the saturation value of the mobile dislocation density. M1 and A are a
coefficient and an annihilation factor, respectively, and k is the Boltzman constant. v� is an activation volume, T is assumed
to be a fixed temperature and b is a function of temperature, activation energy and vibration frequency. It is possible to sim-
plify the equation neglecting the thermally activation stress, which may be adopted for metals in which thermal activation is
not a major player at a given temperature. In that case:
_ep ¼ 4
3
bug ½Nm1 þ ðNm0 � Nm1 þM1e2pÞ expð�A1epÞ�ffiffiffiffiffiffiffiffiffiffiffiffiffi

1þ /2

C2
s

r ð30Þ
where / is a function of the viscous drag stress and Cs is a coefficient to be determined. Read and co-workers [8] tested the
model for 6061-T6 aluminium alloy to assess the effectiveness of the model in considering hardening, thermal activation,
Bauschinger effect, viscous drag, dislocation multiplication and annihilation and the limiting dislocation velocity (relativistic
effect). Their model is limited to isotropic behaviour and considerable simplifications were introduced due to the lack of
knowledge at the time.

Evidence of the importance of the strain rate effect has been studied by many researchers together with the combined
effect with temperature history effects [9]. The first relationship found was described by a thermally activation process
and the second resulted from an evolutionary process, in which the structure changes during plastic deformation.

4.1. Bodner and Partom (BP)

Bodner and Partom [30] developed an elastic-viscoplastic equation for large deformation analysis considering the effects
of strain hardening and viscosity and has been used with success in many applications. Results published in the original
work were obtained for very small strain rates of the order 10�3–10�5 s�1 but in a more recent application much higher
strain rates were investigated. The model is based on the separation of the total deformation rate into an elastic and a plastic
component during the deformation process, that is,
dij ¼ de
ij þ dp

ij ð31Þ

where dij is the symmetric part of the velocity gradient and the elastic component of the deformation rate is related to Cau-
chy stress rate tensor by Hooke’s generalised law [31]
de
ij ¼

_tij
G
� k_tkkdij
2Gð3kþ 2GÞ ð32Þ
in which G is the elastic shear modulus and k is a Lamé constant. The plastic deformation rate dp
ij can be related to the devi-

atoric part of the Cauchy stress tensor sij
dp
ij ¼ csij ð33Þ
where c is a material parameter. When this equation is squared we obtain c2 ¼ Dp
2=J2 or Dp

2 ¼ f ðJ2Þ, where Dp
2 is the second

invariant of the plastic deformation rate, J2 is the second invariant of the Cauchy deviatoric tensor and f is a function of J2.
Bodner and Partom [30] deemed appropriate to consider the particular form of that function
Dp
2 ¼ D2

0 exp � nþ 1
n

� �
Z2

3J2

 !n" #
ð34Þ



Fig. 5. Experimental and calculated (fitted) stress-strain curves aluminium at constant strain rates (reprinted from [33]. Copyright 2001, with permission
from Elsevier).
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where Do is the maximum strain rate and Z is an internal variable. The strain rate sensitivity is governed by the parameter n.
Z is assumed to be a function of the plastic work
Z ¼ Z1 þ ðZ0 � Z1Þ exp �m
Wp

Z0

� �
ð35Þ
The original Bodner and Partom (BP) model for uniaxial stress is
_epx ¼
2D0ffiffiffi
3

p r
jrj exp �1

2
3A2

r2

 !n" #
ð36Þ

A2 ¼ 1
3
ðZ2Þ

ffiffiffiffiffiffiffiffiffiffiffiffi
nþ 1
n

r
ð37Þ
where _epx and Wp are the plastic strain rate and plastic work, respectively, and D0, n, m, Z0 (initial value) and Z1 (saturation
value) are material constants.

The interest of the BP model rests on its solid physical foundation [32] and has been widely used although it is not very
sensitive to the strain rate and it does not consider temperature effects. An example of its application to high-speed impact of
a projectile was proposed by Song [33]. Results obtained with this constitutive model are shown in Fig. 5 for aluminium
deformed at two values of strain rate of the order of 103 s�1.

A modification to the BP model was later introduced, consisting of an explicit introduction of thermal softening effect [32]
to study the behaviour of 30CrMnSiA steel after a high rate heating. The thermal softening effect introduced by Chen con-
sisted in a modification of Eq. (37):
A2 ¼ 1
3
½Z expðC1T

0n1Þ�
ffiffiffiffiffiffiffiffiffiffiffiffi
nþ 1
n

n

r
ð38Þ
where C1 and n1 are more material constants and the non-dimensional temperature
T 0 ¼ T � T0

Tmelt � T0
with T0 referring to room temperature and Tmelt being the melting temperature. Z depends on the deformation history of the
material and relates to the dislocation density while n relates to dislocation velocity. Results for 30CrMnSiA showing the
softening effect of increasing the temperature above 200 K obtained with the BP and other constitutive equations are pre-
sented in Fig. 6.

4.2. Steinberg-Guinan (SG)

Due to their simplicity, elastic-perfectly plastic constitutive models were implemented early on in most hydrocodes but
the need to account for work hardening was soon recognised [34] and some modifications that took account of this phe-
nomenon were developed and implemented. Shear modulus G and yield stress Y also increase with increasing pressure
and decrease with increasing temperature and a constitutive model has been developed to take account of this [35]. The



Fig. 6. Comparison of theoretical and experimental values on thermal softening of 30CrMnSiA at a strain rate of 1 s�1 (reprinted from [32]. Copyright 2008,
with permission from Elsevier).
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authors admitted that an unbounded growth of the flow stress with increasing strain rate was unreasonable and a limit was
found for strain rates close to 105 s�1. They stated that this was due to the increase in temperature with increasing stress. The
temperature effect together with the strain rate effect were combined into the Steinberg-Guinan (SG) constitutive model,
relating these state variables to the shear modulus G and yield strength Y . In this equation the yield strength is expressed
as a first-order Taylor expansion in pressure and temperature about the ambient state, that is,
G ¼ G0 1þ G0
p

G0

 !
P

g1
3
þ G0

T

G0

� �
ðT � 300Þ

" #
ð39Þ
Y ¼ Y0½1þ bðeþ e1Þ�n 1þ Y 0
p

Y0

 !
P

g1
3
þ G0

T

G0

� �
ðT � 300Þ

" #
ð40Þ
subject to the constraint that Y0½1þ bðeþ e1Þ�n 6 Ymax. b and n are work-hardening parameters, ei is the initial plastic strain
(usually zero), the subscript 0 refers to the reference state (T ¼ 300 K;P ¼ 0; e ¼ 0Þ, primed parameters mean their derivatives
at the reference state, with respect to either P or T, shown using appropriate subscripts. Note that the model includes semi-
terms such as the work hardening term, ½1þ bðeþ e1Þ�n which fits data for a wide number of metals at high strain-rates,
namely the results of Wilkins and Guinan [34], who determined the yield strength of a number of materials through com-
puter simulation of cylinder deceleration experiments at high strain rate regimes (105 s�1 on average). The effects of the
state variables P, T and e (pressure, temperature and strain) on Y and G has been checked for impact experiments with
6061-T6 Al alloy (results shown in Fig. 7), along with the data that resulted from adding, step-by-step, the effects of those
parameters on the constitutive equations. The results for the induced wave profiles show the differences in the arrival times
of both the calculated and the measured waves from which the pressure and temperature dependencies of the shear mod-
ulus can be examined. The effects of these parameters on yield stress were also shown to be much stronger than work-
hardening.

However, the saturation of microstructural processes above a critical strain rate (105 s�1) and the rate-independent plas-
tic deformation above this critical strain rate gives a good description of metal plastic response behind the shock front but
not at the shock front. The SG model remains one of the few constitutive equations used for strain rates around 105 s�1.

4.3. Steinberg and Lund (SL)

This is an extension of the Steinberg-Guinan [35] constitutive model to extend its regime of validity to strain rates as low
as 10�4 s�1. The form used is based on the work of Hoge and Mukherjee [36]. This modified model is simpler, has fewer coef-
ficients and is more stable when running in hydrocodes. The increase in the range of applicability was achieved by splitting
the yield strength into its thermal and athermal components where the former is a function of strain rate and temperature.



Fig. 7. Experimental (dashed line) and calculated (solid line) shock induced wave profiles showing the motion of aluminium - PMMA interface versus time
for various Pressure, Temperature and strain dependencies: (a) pure hydro; (b) constant Y and G; (c) adding work hardening; (d) adding the P dependence
of Y; (f) adding T dependence; (g) adding the Bauschinger model with G1 ¼ G0; (h) the Bauschinger effect with G1 ¼ 0:725G0 (reproduced with permission
from [35]. Copyright 1980, AIP Publishing LLC).
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The equation of Hoge and Mukherjee [36] was used for the thermal part of the constitutive model but any other expression
for plastic strain rate as a function of yield stress and temperature could have been used [37]. The equation is as follows:
_ep ¼ 1
C1

exp
2Uk

KT
1� rt

rp

� �2
" #

þ C2

rt
ð41Þ
where rp is the Peierls stress, 2Uk is the energy necessary to form a pair of kinks in a dislocation segment of length L and K is

the Boltzmann constant. C2 ¼ D=qb2 where D is the drag coefficient, q is the dislocation density and b is the Burgers vector.
Additionally,
C1 ¼ qLab2v
2

w2 ð42Þ
where a is the distance between Peierls valleys,w is the width of a kink loop and v is the Debye frequency. rt is the thermally
activated component of the yield stress. The method is applied to a wide range of strain rates, from 10�4 to 106 s�1, which



Fig. 8. Comparison of calculation and experiment for a Ta target shocked to a peak stress of 230 GPa (reproduced with permission from [48]. Copyright
1989, AIP Publishing LLC).
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makes it suitable for shock-induced phenomena representation. Results for a shocked tantalum target are shown in Fig. 8,
where excellent agreement between experimental and calculated data is evident although at such a high stress level the
model loses sensitivity. The method seems to be applicable to crystalline structures other than BCC, although the only pub-
lished data corresponds to tantalum, a BCC material

4.4. Zerilli and Armstrong (ZA)

Zerilli and Armstrong [38] developed a constitutive relation based on dislocation mechanics and incorporating the effect
of strain hardening, strain-rate hardening and grain size. They also wanted to include in constitutive models the different
behaviour of materials due to their crystalline structures as they observed different dislocation interactions for FCC and
BCC metals. The dislocations must overcome barriers of forest dislocations. To overcome those barriers, a certain thermal
activation energy is necessary which decreases with plastic strain due to the increase in dislocation density. Therefore,
the flow stress is divided into a thermal and an athermal component, r ¼ ra þ rth. The thermal flow stress is given as
rth ¼ MDG0

Ab
e�bT ð43Þ

b ¼ �C3 þ C4 ln _e ð44Þ

where M is a direction factor, DGo is the free energy of thermal activation at 0 K, A is the activation area, b is the Burgers
vector and b is a parameter associated with strain and strain rate [24].

For BCC metals dislocations must overcome Peierls-Nabarro barriers, thermal activation does not depend on strain and A
is constant. As mentioned above, yield stress in FCC metals is determined by strain hardening and that of BCCmetals is deter-
mined by strain rate hardening and thermal softening. Therefore A is not constant but instead proportional to e�1=2. Based on
such considerations, the Zerilli-Armstrong (ZA) model has been developed with two formulations, one for FCC and another
for BCC metals. The expression for FCC is within the scope of this review and is
r ¼ ra þ C2e
1
2 expð�C3T þ C4T ln _eÞ þ kl�

1
2 ð45Þ
where r is the von Mises equivalent stress, ra is an athermal component of stress that considers the contribution of the ini-
tial dislocation density for the yield stress. Ci are parameters to be determined experimentally. The last term brings in the
effect of grain diameter l and of a micro-structural stress intensity factor k.

The model assumes independency between work-hardening rate, temperature and strain rate increase which is true for
most metals but will not accurately model materials that exhibit that type of dependency. It is also observed that the param-
eters of the model should not be used as constants as this will reduce the accuracy of predictions. Zhang et al. [39] proposed a
modification to the ZA method by considering the integrated effects of the temperature, strain-rate and deformation history
on the flow behaviour of alloy IC10. For FCC materials the modified expression is [39]



Fig. 9. Comparison of model prediction with the experimental data for annealed OFHC copper at different temperatures with the strain rate of 4000 s�1

(reprinted from [42]. Copyright 2010, with permission from Elsevier).
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r ¼ C0 þ C2e
1
2 exp �C 00

3T þ C0
4T ln

_e
rðeÞrð _eÞ
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f ðTÞ
� �

ð46Þ
where the dislocation density rðeÞ ¼ qo þMe increases linearly with the plastic strain. In this expressionM is a material con-
stant relative to the increasing rate of dislocation density and qo is the initial dislocation density. Parameters Ci, C

0
3 and C00

4 of
the modified ZA equation are material constants. Expressions for f ðTÞ and rð _eÞ are given by Zhang et al. [39]. The results from
the modified ZA model fit better than those from the original model. However, the use of these modifications is limited as
they are particular to certain materials. Other modified versions of the ZA model were derived to improve the fitting of pre-
dictions with data from experiments with materials such as alloy D9 [40], a titanium-modified austenitic stainless steel or
S15C, S50C and SKS93 carbon steels [41]. More general modifications have been derived [42–44] to correct some inaccura-
cies found in results obtained with the method. Reference will be made below to the method of Gao and Zhang [44] that may
be generalised to FCC metals and show good results for strain rates up to 104 s�1. The modified expression is
r ¼ r̂a þ bYen exp C3T ln
_e
_eso

� �� �
1� �C4T ln

_e
_eo

� �� �1
q

( )1
p

ð47Þ
where bY ¼ kr̂so is the actual reference thermal stress, r̂so is the reference saturated threshold stress, r̂a is the athermal stress,

k and n are material constants and p and q are parameters representing the shape of potential barriers. C3 ¼ k=gsolb
3 and

C4 ¼ k=golb
3 are also material constants. Fig. 9 shows results predicted with the modified equation for OFHC copper.

4.5. Mecking and Kocks (MK)

This is a single internal variable model suitable for high strain rate viscoplastic response of metals (in the range
102–104 s�1) based on total dislocation density. Mechanical properties (i.e. the flow stress) depend on current metallurgical
structure and this structure evolves with strain. Dislocation density is generally used as the parameter that relates the
metallurgical structure with strain. The model considers that the flow stress is related to the dislocation density by means
of a multiplicative combination of two terms, one being a rate sensitive term dependent on thermal activation and the other
a structure sensitive term [43] representing the flow stress at zero temperature r̂:
r ¼ sð _e; TÞâlb ffiffiffiffi
q

p ð48Þ

This relation was shown to be valid for small strains at all temperatures or to apply to a finite range of strain at low tem-
peratures. This behaviour breaks down as strain hardening becomes rate sensitive as dynamic recovery increases. To relate
the described relation with dynamic recovery the s function has been redefined as
s ¼ _e
_e0

� �1=m

exp �F
hr
hh

� �
ð49Þ
and
s ¼ _e
_e0

� �1
m

1� F
hr
hh

� �
ð50Þ
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where F is an adjustable parameter that decreases from 1 as dynamic recovery increases, hr is an athermal hardening rate
and hh is a normalization factor. Flow stress is then given as the product of a strain only dependent stress r̂ and which
depends on strain rate and temperature, with the given s function. Above the mentioned strain rate range the dislocation
evolution and stress-strain behaviour will follow different patterns. In FCC metals it has been observed that flow stress
increases disproportionally when strain rate exceeds the 103–104 s�1 range [45].

4.6. Mechanical Threshold Stress (MTS)

The work of Kocks [45] is very important as it was the precursor of the MTS method. Experimental results have shown
that strain rate sensitivity change at constant strain must be due to a change in the structure evolution of the metal [17]. It
was observed that a representative state variable for such an internal microstructure state could be the mechanical threshold
stress, i.e. the flow stress measured at 0 K. Follansbee et al. found that this stress is a function of the strain rate at constant
strain, meaning that structural evolution is rate dependent. This led to the formulation of a constitutive model based on state
variables that describe the current state of the material. This model, the Mechanical Threshold Stress (MTS) model, uses
strain, strain rate and temperature to define the yield stress of a material at a specific internal state. The model evolved from
previous work [45], extending their range of application to the high strain rate regime. The equations that describe the model
are
r ¼ r̂a þ ðr̂� r̂aÞ 1� KT lnð _e0= _eÞ
g0lb

3

" #1
q

8<:
9=;

1
p

ð51Þ
where r is the flow stress, which is a function of the mechanical threshold stress r̂, the athermal stress r̂a (a parameter to be
found). K is the Boltzmann constant, l is the shear modulus (temperature dependent), b is the Burgers vector, g0 is the total
activation energy, p and q are constants, as well as _eo which is a reference strain rate. Voce behaviour has been considered
and then the state variable r̂ can be determined through a strain-hardening rate
h ¼ dr̂
de

¼ h0 1� r̂� r̂a

r̂s � r̂a

� �� �
ð52Þ
where r̂s is the saturation stress or the stress at zero strain hardening rate (temperature and strain rate dependent) and h0 is
the hardening due to dislocation accumulation. Together with the equation
ln
_e
_eso

� �
¼ lb3A

KT
ln

r̂s

r̂so

� �
ð53Þ
where _eso, A and _rso are constants. _rso is the saturation threshold stress for deformation at 0 K, these two expressions allow
the evolution of the state variable mechanical threshold stress to be determined. The MTS model accounts for the influence
on flow stress of the strain, strain rate and temperature histories, but requires a large number of experiments to determine
the material parameters necessary to calibrate the equation, rendering it difficult to use. The method attempts to correctly
predict the flow stress behaviour in the high strain rate regime (above 103–104 s�1).

Other authors have attempted to describe strain and strain rate history effects in FCC metals at high strain rates. Kle-
paczko proposed a model based on dislocation density and considered a strain rate dependence on dislocation accumulation.
The model was revised later by Klepaczko and Chiem based on dislocation accumulation and recovery effects (Klepaczko JR,
1975. Mat Science Engng, 18: 121 and Klepaczko JR and Chiem CY, 1986, J. Mech. Phys. Solids, 34: 29 both cited by Follansbee
and Kocks [17]). The citation adds that the Klepaczko-Chiem model has never been used for rates above 103 s�1, which
makes it less interesting for this review.

Dorward and Hasse reported that flow stresses of aluminium alloys are independent of strain rates below 103 s�1. These
authors used the following constitutive equation [46]
r ¼ r0en _emð1� bDTÞ ð54Þ

to perform a number of analysis. However, the range of strain rates was, in general, below 103 s�1. Their conclusions are in
line with other authors as they report an increase in the flow stress above that value of strain rate.

Zhao and Gary [47] derived a constitutive model suitable for car crash test simulation. Based on dynamic and quasi-static
experiments a phenomenological model has been derived [47] for strain rates from 10�4 to 104 s�1. The authors examined
Johnson and Cook (JC) (which will be discussed under Section 5), ZA and SG empirical equations but adopted a Ludwig-type
expression in which the coefficients depend on strain rate:
r ¼ ½Að _eÞ þ Bð _eÞenð _eÞp �ð1� lDTÞ ð55Þ

with



Fig. 10. Predictions of the model and comparison with experimental results for copper at (a) _e ¼ 0:01 s�1 and (b) _e ¼ 8500 s�1. The calculations for the latter
strain rate are for both isothermal (T ¼ 295 K dashed line) and adiabatic (solid line) (reprinted from [17]. Copyright 1988, with permission from Elsevier).
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A ¼ a1 þ a2 log
_e
_eo

� �
þ a3 log

_e
_eo

� �� �3
; B ¼ b1 � b2 log

_e
_eo

� �
þ b3 log

_e
_eo

� �� �0:5
ð56Þ
and
n ¼ n1 þ n2 log
_e
_eo

� �
þ n3 log

_e
_eo

� �� �3
ð57Þ
where r, ep and _e are stress, plastic strain and strain rate, respectively, DT is the temperature increment in respect to room
temperature (23 �C) and ai, bi, ni, l; _eo are constants to be determined. l is a thermal softening coefficient to be determined
assuming adiabatic conditions during deformation. Good agreement with experimental data was achieved with this model
within the range 10�4–104 s�1 for steel sheets.

Banerjee [48] compared results from the MTS and JC models for the response of AISI 4340 steel under blast loading. This
author concluded that both models give similar results but the JC model is numerically more efficient and is better suited for
large numerical simulations. Results for the deformation of copper obtained with the MTS model, Eq. (4), are presented in
Fig. 10.

4.7. Nemat-Nasser and Li (NNL)

A dislocation physically based constitutive model has been proposed by Nemat-Nasser [14] to calculate finite deforma-
tions of FCC polycrystals. These authors had previously derived a phenomenological model [49] for single FCC crystals
considering the history of the deformation divided into three regimes depending on the number of active slip systems.
The authors followed previous work for BCC and FCC metals [49–51].

A computer implementation using a plastic-predictor and an elastic-corrector was used in that formulation. The
underlying physical model of inelastic response of metals based on dislocation motion and accumulation considers thermal
activation and dislocation drag has a significant degree of complexity and is not easily mathematically modelled for imple-
mentation in computer codes. In many cases simplifying assumptions have to be adopted to make models more tractable.



Fig. 11. Comparison of model prediction with experimental results for annealed OFHC copper at different strain rates and temperatures using NNL
constitutive model (reprinted from [14]. Copyright 1998, with permission from Elsevier).

Fig. 12. Comparisons between model and experiment for various strain rates and temperatures: experimental data (dotted), continuummodel calculations
(dashed) and model calculations using the present constitutive model (solid) (reprinted from [62]. Copyright 1998, with permission from Elsevier).
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Nemat-Nasser and Li [14] expressed plastic strain rate _c in the classic way, as a function of the dislocation density, velocity
and Burgers vector b, then using a power law to derive the final form of the constitutive equation. An empirical relation was
used for the average dislocation spacing and the resulting equation is
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sð _c; c; TÞ ¼ so 1� �KT
G0

ln
_c
_c0

þ ln 1þ aðTÞc1
2

	 
� �� �1
2

( )3
2

1þ aðTÞc1
2

h i
þ soac

n1 ð58Þ

so ¼ G0

bkl0
; _c0 ¼ bqmx0l0; aðTÞ ¼ a0 1� ðT=TmÞ2

h i
ð59a;b; cÞ
where the variables have their usual meaning. aðTÞ and n1 are experimentally derived parameters. K is obtained empirically
and Go ¼ ŝbkl, where ŝ is the thermal stress for zero absolute temperature and k; lo are the average barrier width and the
initial dislocation spacing associated with an initial temperature, respectively. The superscripts ‘‘o” in the above equations
indicate initial values. For instance soa is the initial value for the athermal part of the resistance to the motion of dislocations.
This method differs from others because it is iterative rather than a closed form solution. In Fig. 11 material responses
(stress-strain) are shown for a number of strain rates and temperatures.

Another physical constitutive model was developed under the same framework suggested by Nemat-Nasser and Li (1998)
for 3003 Al-Mn alloy [52]. The equation is not of general use as it is calibrated for that particular alloy. It will not be men-
tioned further because of its very particular application.

Fig. 11 shows results obtained with the NNL constitutive model. Fig. 12 shows an application of the method to FCC metals
comparing results with experimental data gathered in the work of Nemat-Nasser and Li [14]. Fig. 12 shows calculated and
measured material responses for polycrystalline annealed OFHC copper at strain rates of 8000, 0.1 and 0.001 s�1 A remark-
ably good correlation with the experimental results has been obtained [53]. The modified model has been successfully used
to model the dynamic response of molybdenum [54] and titanium [55]. The modified expression is given by
s ¼ so 1� �KT
G0

ln
_c
_c0

þ ln 1þ aðTÞc1
2

	 
� �� �1
2

( )
1þ aðTÞc1

2

h i
þ soac

n1 ð60Þ

s0 ¼ G0

bkl0
ð61Þ
where the parameters have the usual meanings.

4.8. Other constitutive models

As we have seen above several approaches have been followed for the prediction of flow stress in the high strain regime.
such approaches has been the consideration of phonon drag effects [56]. Based on experimental uniaxial compression test
results on AL-6XN austenitic stainless steel Nemat-Nasser, Guo and Kihil developed a physically based model that considers
also the viscous-drag effect. The tests were performed between 10�3 and 8000 s�1 and at temperatures ranging from 77 to
1000 K. Plastic flow stress of this alloy was shown to depend on the temperature, the strain-rate and their histories. At low
strain rates dynamic strain-ageing occurs at the range of temperatures 500–1000 K peaking at 800 K. Dislocation motion
faced viscous-drag resistance at a range of strain-rates and the microstructure of this material evolved mainly with the tem-
perature history. Thus the constitutive equations were developed to include all these effects following previous work
[14,50,54,55] on several polycrystalline metals. The model assumes a thermal and an athermal part of the resistance to dis-
location motion, the main deformation mechanism considered. The flow stress, s, is considered to be divided into three com-
ponents: one due to short-range thermally activated effect which may include the Peierls stress and point defects,
designated as s�; the second part is the athermal component sa, due to long-range effects such as the stress field of dislo-
cation forests and grain boundaries; and the third part is the viscous-drag component, sd. The flow stress will be a function
of strain rate _c, temperature, T, and some microstructural parameters such as the distribution of the density of dislocations,
q. Then,
s ¼ sa þ sd þ s� ð62Þ

The viscous-drag stress depends on the dislocation motion which average velocity, v is related with the strain rate _c by
_c ¼ qmbv=M, where qm is the mobile dislocation density, and b and M are the magnitude of Burgers vector and the Taylor
factor respectively. Using these relations
sd ¼ m0½1� expð�a _cÞ� ð63Þ

a ¼ M2B

qmb
2sy

ð64Þ
wherem0 is a material constant measured directly measured at a very high-strain rate and a represents an effective damping
of the dislocation motion.

The thermally activated component of the flow stress depends on temperature, T , strain rate, _c, and an internal variable
characterising the microstructure of the material. The average dislocation density q has been considered the dominant



Fig. 13. Comparison of model predictions with experimental results at a strain rate of 3500 s�1 (reprinted from [66]. Copyright 2001 with permission from
Elsevier).
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microstructural parameter. A relation between s�, T and _c can be obtained using the concept of activation free energy DG, Eq.
(11), and a final expression for s� has been defined as,
1 An
result f
s� ¼ s0 1� �KT
G0

ln
_cf ðc; TÞ

_c

� �� �1
q

( )1
p

f ðc; TÞ for T 6 Tc ð65Þ

s0 ¼ G0

bkl0
ð66Þ

_c0 ¼ bqmx0l0 ð67Þ

f ðc; TÞ ¼ 1þ a 1� T
Tm

� �2
" #

cm ð68Þ
where
Tc ¼ �G0

K
ln

_cFðc; TcÞ
_c0

� �� ��1

ð69Þ
In these equations the parameters p and q define the profile of the short-range energy barrier, Tm is the melting temperature,
the index m is a free parameter to be obtained from experimental data, l0 is an initial average dislocation spacing, K is the
Boltzmann constant, k is the average effective barrier width, a is a free parameter and x0 is the attempt frequency of barrier
overcoming. Results from the use of this constitutive model for the AL-6XN stainless steel are shown below in Fig. 13.

Preston et al. [6] also developed a physically based model suitable for explosive loading and high-speed impacts. It has
been applied to strain rates from 10�3 to 1012 s�1 which makes it one of the few that can cope with hypervelocity phenom-
ena. It is known that for high stresses the Arrhenius form for the strain rate, which is the basis of many constitutive equa-
tions, becomes less accurate as thermal activation mechanisms cease to be dominant and dislocation drag predominates.
Their model is based on the same mechanisms as for the hybrid SL models, such as thermal activation for shear stresses
lower than the dominant dislocation barriers and a viscous drag mechanism for shear stresses greater than the barriers
[2]. At strain rates of up to 104 s�1 the model is calibrated using conventional data obtained from Hopkinson bar experi-
ments. For higher strain rates the model includes formulations that reproduce overdriven shock1 waves with strain assumed
to have a power law dependence on strain rates, represented by an Arrhenius form. Alternatively, data can be extrapolated from
overdriven shock wave is one in which the plastic wave has overrun the elastic precursor producing a shock wave front steeper than that, which would
rom adiabatic elastic compression.
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strength curves between the two limiting regimes (the low end thermal activation and the high end nonlinear viscous drag). The
equations that describe the model are as shown below in their simpler form for the lower strain rate regimes:
ŝ ¼ ŝs þ 1
p
ðs0 � ŝyÞ ln 1� 1� exp �p

ŝs � ŝy
s0 � ŝy

� �� �
exp �phw ðs0 � ŝyÞ exp p

ŝs � ŝy
s0 � ŝy

� �
� 1

� �� ��1
" #( )

ð70Þ
For shock regimes a function of the type ŝ ¼ ŝsGðp; TÞ has to be used, where ŝs is a normalised work-hardening saturation
stress. The flow stress normalisation has been performed assuming a proportionality with shear modulus G: ŝ ¼ s=Gðq; TÞ
where q is the mass density and T is the temperature. Temperature was also scaled on the basis of melting temperature

Tm, such that bT ¼ T=TmðqÞ. The work hardening saturation stress and the yield stress in the thermal activation regime are
given by
ŝs ¼ s0 � ðs0 � s1Þerf ½KbT lnðc _n=wÞ� ð71Þ

ŝy ¼ y0 � ðy0 � y1Þerf½KbT lnðc _n=wÞ� ð72Þ

that take the following form of a power law in the overdriven shock regime:
ŝs ¼ ŝy ¼ s0
w

c _n

 !b

ð73Þ
It is worth noting that at these high strain rate regimes work hardening may be neglected as it is probably saturated. In
the transition gap between the thermally activated regime and the overdriven shock regime the saturation stress is taken as
the greater of the two values given by Eqs. (72) and (73). A similar expression is obtained for the yield stress, to allow for a
maximum in the strain-rate sensitivity. It has been shown [57] that a jump in the strain rate sensitivity occurs at about
103 s�1 exceeding that calculated at strain rates above 109 s�1. To allow for such a maximum in the small strain rate sensi-
tivity, Preston and co-workers introduced two additional parameters: y0 and y1. The final expression for the yield stress in
the transition gap from thermally activated to overdriven shock regimes is then
ŝy ¼ max y0 � ðy0 � y1Þerf KbT ln
c _n
w

 !" #
min y1

w

c _n

 !y2

; s0
w

c _n

 !b
24 358<:

9=; ð74Þ
where so is the value of ŝs at 0 K, s1 is the value of ŝs close to the melting temperature, yo; y1 are the values of ŝy at 0 K and

close to the melting temperature, respectively. K and c are material constants. _w ¼ _w0 exp½�D/ðsÞ=KBT� is the plastic strain
rate in an Arrhenius form, where the activation energy D/ðsÞ is a decreasing function of the applied stress and KBT is the
thermal energy. _n is a scaling factor (the time required for a transverse wave to cross an atom) and is used to obtain a nor-
malised strain rate variable, _w= _n, where
_n ¼ 1
2

4pq
3M

� �1
3

ffiffiffiffi
G
q

s
ð75Þ
where M is the atomic mass. The model has been employed for wider ranges of strain rates and temperatures and obtained
good correlation between predictions and experimental data for wide ranges of strain rates and temperatures by modifying
the strain-hardening term in the original PTW model using the Voce equation [58].

A new constitutive equation has evolved from the work of Klepaczko [9] that reported the response of polycrystalline FCC
metals within the range of strain rates from 10�4 to 103 s�1 obtained through experiments. This work was the basis for a
further development [59] of the model to describe the viscoplastic behaviour of the metal sheet under test. The method con-
siders the addition of an internal stress and an effective stress corresponding to a strain hardening and a thermal activation
process, respectively. The thermal stress is given by an Arrhenius relation coupling strain rate and temperature. The corre-
sponding constitutive relation is
r ¼ EðTÞ
E0

½B0h
�v
m ðe0 þ epÞn0ð1�D2hnÞ þ r�

0ð1� D1hmÞm� ð76Þ
In the above equations r is the shear stress,
hm ¼ T
Tm

log
_emax

_ep

� �
and hn ¼ T

Tm
log

_ep
_emin

� �
ð77Þ
are two homologous temperatures modified by the strain rate. The other parameters are the plasticity modulus Bo, the tem-
perature sensitivity v and the hardening coefficient no. The effective stress r�

o at T = 0 K and D1 and D2 are experimentally
derived material constants, e and _e are strain and strain rate and E and Eo are the Young moduli at current and 0 K temper-
atures, respectively. An upper bound was set for the strain rate _emax and the minimum strain rate _emin is reached at a critical
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temperature. Tm is the melting temperature. The Young modulus also evolves with temperature in accordance with the fol-
lowing expression
EðTÞ ¼ E0 1� T
Tm

exp h� 1� Tm

T

� �� �� �
ð78Þ
where h� is the characteristic homologous temperature.
The method was later modified when it was verified that the RK model could not accurately describe certain aspects relat-

ing the thermo-viscoplastic behaviour. To improve the method extensions were produced later [60] by adding a third term to
the stress r. The new term, rns, is the stress component that accounts for the negative strain rate sensitivity observed in alu-
minium alloys as the method was improved to study applications of these alloys. A new extension to the RKmethod has been
presented by Rusinek and co-workers [61], the modified RK model (MRK) where the von Mises stress is decomposed in the
following way
�r ¼ EðTÞ
E0

½�rl þ �r�� þ �rvs ð79Þ
The temperature dependent Young modulus ratio EðTÞ=Eo defines its evolution with temperature. The internal stress com-
ponent rl is equal to Y , the flow stress of the undeformed material. The effective stress component �r� is given as
r� ¼ r�
0 1� n1

T
Tm

� �
log

_emax

_�ep

� �� �1=n2
ð80Þ
where n1 and n2 are material constants that describe temperature and rate sensitivity of the material and _emax is the max-
imum strain-rate for a particular material. The viscous-drag component �rvs is given as a function of the Taylor factor M,
the drag coefficient B and the mobile dislocation density qm, b is the Burgers vector and an expression based on experimental
data has been proposed [62]
�rvs ¼ v½1� expð�aÞ _�ep� ð81Þ

a ¼ M2B

qmb
2sy

 !
ð82Þ
where v is a material constant, a is an effective damping coefficient affecting the dislocation motion and sy is the athermal
yield stress. Fig. 14a and 14b show how this model fits experimental results. The MRK model was also used to obtain the
temperature sensitivity description of 2024-T3 aluminium alloy [63] in low velocity perforation tests, with good results.

A reference is due to more classical works such as the Hollomon and Voce constitutive models [18] which introduced a
multiplicative type phenomenological equation containing three functions
r ¼ rðe; _e; TÞ ¼ f ðe; TÞgð _eÞhðTÞ ð83Þ

Function f accounts for the temperature sensitivity of the strain-hardening rate by means of a linear combination of Hol-

lomon and Voce strain hardening equations. This combination showed how the strain-hardening rate varies with tempera-
ture, being lower at higher temperatures. This is a behaviour that is not captured by most existing constitutive models. The
proposed function was
f ðe; TÞ ¼ aðTÞf h þ ½1� aðTÞf v � ð84aÞ

aðTÞ ¼ a1 � a2ðT � T0Þ ð85bÞ

f h ¼ Hen ð86cÞ

f v ¼ Vð1� AeBeÞ ð87dÞ

where To is a reference temperature and a1;a2;H;n;B are material constants. Function aðTÞ can reproduce a Voce type curve
at high temperatures and a Hollomon type behaviour at lower temperatures or vice versa, depending on the sign of a1.

Austin and McDowell a have also developed a physically based model to include slip in FCC polycrystalline metals sub-
jected to very high strain rates (104–108 s�1) corresponding to loadings in the weak shock loading regime were deviatoric
stresses are significant and the shock waves display distinct elastic and plastic wave fronts. For strain rates higher than
108 s�1, i.e. strong shock waves (longitudinal stress amplitudes of the order of 50–100 GPa) the deviatoric stresses can be
neglected due to the high pressures present [64]. Other models for shock-induced plasticity considering that the kinetics
of viscoplastic deformation are based on thermally-activated dislocations at the shock front [65,66] have been considered
by Austin and McDowell to model the metal response at higher shock stress amplitudes. However, the model also considers
the weak shock loading regime, were slip is the ruling mechanism for plastic deformation and deviatoric stresses and strains
have important effects. Volumetric responses using various equations of state are well studied and deviatoric stress-strain



Fig. 14. Description of the flow stress evolution with plastic strain using the MRK model and comparison with experiments at 4000 s�1 (a) Ta ¼ 500 K and
(b) Ta ¼ 700 K (reprinted from [71]. Copyright 2010, with permission from Elsevier).
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models are difficult to tackle. This is mostly due to the complexity of the deformation mechanisms, the microstructure evo-
lution and the related dependencies on pressure, temperature and rate of deformation [67]. This is why most constitutive
models for dynamic strength of metals are underdeveloped. The work of Austin and McDowell [64] addresses this and con-
sists of the following set of differential equations:
dkp1
df

¼ 2
3
kp1
D
U ð88Þ

d
dx

ðDhpÞ ¼ 4
3

bk 1s
q0CgD

U ð89Þ

dNm

df
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_Nm

D
ð90Þ

dNim

df
¼ �

_Nm

D
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In the above equations Cg is the specific heat (per unit mass) at constant elastic configuration, b is the fraction of plastic work
that is converted to heat, D is the shock wave velocity defined by an empirical equation of state, q0 is the initial mass density,
Dhp is the temperature change produced by plastic work, kp1 and k1 are the plastic and elastic stretch ratios components in the
longitudinal direction, Nm and Nim are the mobile and immobile dislocation densities, respectively, and s is the shear stress.
The dots represent rates of change of these quantities. An expression for U is provided by the Orowan equation,
U ¼ bNm�v ð92Þ

where b is as usual the Burgers vector and �v is the mean dislocation velocity. The independent variable in the differential
equations is
f ¼ B0cs
2seff b

ð93Þ
where B0 is the nominal value of the damping coefficient, cs is the shear wave speed and seff is the effective stress. Fig. 15
shows comparative results for 6061-T6 AA.

The same authors refined their own model based on previous works [67,68] for higher shock stresses by considering
homogeneous dislocation nucleation. As in their previous work, this model is unique in the sense that it separates the mobile
and immobile dislocation populations, making it possible to distinguish the dislocation segments that cause plastic deforma-
tion from those which contribute only to material strength. The model also considers homogeneous and heterogeneous dis-
location nucleation. These will be considered in accordance with a microstructure-sensitive criterion depending on the stress
wave amplitude ranges in which heterogeneous or homogeneous dislocation nucleation are expected to dominate. The later
model extended the range of validity to higher shock stresses by developing a treatment of homogeneous dislocation nucle-
ation. The model has a significant number of parameters to be determined from experiments and proved to be difficult to
calibrate. However, it was the first approach that resolved the structure of the shock front. Results were considered to be



Fig. 15. Fixed-point material velocity profiles for 6071-AA computed using steady wave analysis are compared to experimental measurements for shock
stress amplitudes of (a) 2.1 GPa; (b) 3.7 GPa; (c) 9.0 GPa; and (d) material velocities profiles plotted on common axes (reprinted from [74]. Copyright 2011,
with permission from Elsevier).
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reasonable for shock-wave induced viscoplastic deformation in polycrystalline Cu, Ni and Al. The constitutive model is also
suitable for shockless high-strain-rate loading, e.g. quasi-isentropic compression waves. In these regimes the high strength
of the loaded materials observed have been attributed to dislocation drag [5] and this feature is already incorporated in the
model.

Zhang, McCormick and Estrin (2001) have developed a constitutive model that although not being referenced very often
has been considered to be promising [69]. Since aluminium alloys containing magnesium show a discontinuous yielding
behaviour known as the Portevin Le Chatelier (PLC) effect, it is relevant as it is one of the few constitutive models that take
account of this behaviour. PLC effects are believed to be a consequence of dynamic strain ageing (DSA). An increase in strain
rate within certain ranges of temperature and strain rate will change the local time dependent concentration of solute atoms
at temporarily arrested dislocations [70]. The resulting reduction of the solute concentration will justify negative strain sen-
sitivity of the flow stress in the DSA regime. The resulting instability of the plastic flowwill give rise to strain localisation and
a repeating phenomenon of initiation and propagation of deformation bands will manifest by means of a serrated yielding.
The associated equivalent plastic strain _ep is given by
_ep ¼ _e0 exp
rv � rd

S
� P1C

0
s

	 

ð94Þ
The stress rd introduces the strain hardening effect associated with the dislocation density
rd ¼ d1 þ d2 1� exp � ep

d3

� �� �
ð95Þ



Fig. 16. Localised strain-rate pattern in a tensile round bar specimen for an imposed strain rate of 0.002 s�1 (reprinted from [80]. Copyright 2001, with
permission from Elsevier).
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S is the strain rate sensitivity and is given by S ¼ s1 þ s2
ffiffiffiffiffi
ep

p
Coefficients _eo; P1; d1; d2; d3; s1; s2 are experimentally derived con-

stants. The non-dimensional solute concentration is
Cs ¼ f1� exp½�P2ðepÞaðtnaÞ�gCm ð96Þ
where Cm is a saturation value to which the solute concentration will tend as the effective ageing time ta approaches infinity.
P2;a and n are constants. The method has been used to simulate the deformation behaviour of an Al-Mg-Si alloy and it repro-
duced the conic morphology of the deformation band associated with the PLC effect as shown in Fig. 16. The arrows point the
direction of propagation of a localised deformation zone. However results are only available for low strain rate regimes.

Voyadjis and Abed [71] investigated the Zerilli and Armstrong [38] model proposing some modifications such as the evo-
lution of mobile dislocation density. In FCC metals the long-range dislocations intersection controls the mechanism of ther-
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mal activation and thermal activation is strongly dependent on the plastic strain. This implies that the distance d, between
dislocations and consequently the activation volume is determinant for a formulation that introduces the effect of plastic
strain on the thermal component of the material flow stress. Their work presents two models for each type of crystalline
structure (BCC or FCC). The following constitutive equation for FCC metals has been proposed for the first model:
r ¼ Benp 1� b1T � b2T ln _ep
� �1=qh i1=p

þ Ya ð97Þ
where Ya is the initial temperature independent yield stress, p and q are constants and B and n are plastic hardening con-
stants. At the onset of plastic deformation r ¼ Ya which is not in total agreement with FCC metal behaviour and led to
the introduction of a slight strain and temperature dependence of the initial yield stress. The parameters b1 and b2 are
related to the material behaviour in accordance with the respective expressions:
b2 ¼ K
G0

ð98Þ

b1 ¼ K
G0

~mbqmv0

1� ~mlk1
b þ ~mblk2qm þ ~mlk3

ffiffiffiffiffi
qf

p
 !

ð99Þ
where v0 is the reference dislocation velocity, G is the shear stress-dependent free energy of activation, K is the Boltzmann’s
constant, b is the Burgers vector, ki are constants related, respectively, to the multiplication of mobile dislocations k1, their
mutual annihilation k2, and their immobilization through intersection with forest dislocations k3, and the remaining vari-
ables were previously defined before.

The second model, was based on a different formulation for the activation volume, based on experimental results from
Hoge and Mukherjee [36], and yielded the following equation:
r ¼ ðY0 þ BenpÞð1þ b0T
m � b1T þ b2T ln _epÞ þ Ya ð100Þ
where b0 is a function of strain rate. Another form of the above constitutive Eq. (101) was developed later [19] considering a
power variation for the temperature dependence
r ¼ Benp 1þ B1Tð _epÞ1=m � B2T exp A 1� s
s1

� �� �� �
þ Ya ð101Þ
The temperature independent stress Ya is independent of the plastic strain or strain rate and A;B;B1;B2;m and n are deter-
mined from experimental data. This constitutive model relates stress with strain rate by means of a power term. The power
law appears to be more suitable to describe the strain rate dependence for a wider range of rates. The model has been com-
pared with experimental results from other sources for OFHC copper. In Fig. 17 results have been compared with experimen-
tal data from Nemat-Nassser and Li [14]. The constitutive models Eq. (101) is similar to the Zerilli-Armstrong [38]. for the
stress-strain behaviour of a carbon-steel under different strain rate loading.

Holmedal based his model on the well-known MTS constitutive equation [17] whose applicability is limited due to pre-
dictions of negative stresses outside of a limited range of strain rates. Consequently, Holmedal considered the use of an alge-
braic expression for the activation energy term [72], which made the formulation more general with the equations
_c ¼ _c0 exp �DG
KT

� �
� _cmin ð102Þ
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ŝt ð103Þ
where g is a function of the ratio of the stress and the threshold stress, the meaning of the remaining coefficients was
described earlier. Eq. (103) provides a value for the thermal stress component of the flow stress [73]. The new mathemat-
ically derived elastoplastic formulation has been applied to OFE copper and compared with the original MTS model.

Another physically based constitutive model for FCC metals that considers temperature and strain-rate effects on the
material response has been proposed by Voyadjis and Almasri [19]. It considers the dependence of activation energy on tem-
perature, strain-rate and stress. This is an approach similar to the one of Voyiadjis and Abed [71] but now a power term
relates stress and strain rate while Voyiadjis and Abed (2005) used the logarithm of the strain rate for the stress dependence.

Comparisons were presented for OFHC copper between NNL and the presented method (VA). The VA method gave better
predictions at low strains than at higher strains although the NNL model gives a slightly better approximation (see Fig. 18).

The Gao and Zhang constitutive model describes the dynamic plasticity of FCC metals using the thermal activation mech-
anism of dislocation motion under the coupled effect of high strain rate (within the range 10�3–104 s�1). The equations were
successfully applied to the plasticity response of OFHC [46]. This is a physical one-dimensional model based on the idea of
thermally activated dislocation motion for moderate strain rates (104 s�1) and dislocation drag deformation mechanism for
higher strain rates. The model showed better results than either the JC or the ZA models when applied to OFHC copper over a



Fig. 17. Adiabatic stress-strain curves for OFHC copper, compared with experimental results at 4000 s�1 strain rates at different initial temperatures
(reprinted from [82]. Copyright 2005, with permission from Elsevier).

Fig. 18. Comparison of VA model for the stress-strain curve at different strain rates with experimental data and the NNL model [14] (reprinted from [19].
Copyright 2008, with permission from Elsevier).
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broad range of temperatures (from 77 to 1096 K) and strain rates (from 10�3 to 104 s�1). The limit of validity for the strain
rate in the GZmodel was found to be 104 s�1. A new constitutive model was established by the authors to extend that limit to
higher strain rates [23]. It is generally not possible to develop a single equation applicable to both the conventional strain
rate (10�4–104 s�1) and the high strain rate ranges (104–106 s�1). Most models do not cope with both regimes of strain rate
and even the PTW model has a piecewise constitutive form to patch together the low-rate and the extremely high-rate
regimes. Therefore, a new unified model was developed considering the athermal and thermal stresses:



Fig. 19. Comparison of different models’ predictions with Clifton’s experimental data [17] for the relation of flow stress versus strain in annealed OFHC
copper at 6:4� 105 s�1 and room temperature (reprinted from [23]. Copyright 2012, with permission from Elsevier).

Fig. 20.
(reprint
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where rG is the stress due to initial defects, bC is the reference thermal stress, C1 is the absolute rate sensitivity due to defect

annihilation, C2 ¼ K=ðgolb
3Þ and B; ka0; _es0; p; q; n are constants to be determined. The above equation is applicable to very

high strain rates.
Results from this model for OFHC copper for a high strain rate can be seen in Figs. 19 and 20 where a comparison with

other constitutive models is also presented.
Goldthorpe has developed a path-dependent constitutive method [11] for gilding copper. The method is said to work well

with FCC metals, which depend upon their prior deformation history through the evolution of the structure of dislocations at
different strain rates and temperatures. These two variables will influence dislocation generation and annihilation. The
resulting effects of these changing deformation conditions can only be reproduced if the load-path history is considered.
The method is a modification of the work of Follansbee and Kock [17] and makes comparisons with results obtained with
the Zerilli-Armstrong method [74,75].

4.9. Critical analysis of the selected physically based models

Though far from complete the extents of the list of cited models makes an overall understanding of their differences
rather difficult, Some may have result from small changes to other existing models but others resulted from novel
Model prediction for the relations of flow stress versus strain for OHFC copper under very high strain rates at room and elevated temperatures
ed from [23]. Copyright 2012, with permission from Elsevier).



Table 1
Comparison of the major characteristics of physically based constitutive models.

Year Model Strain rate Main features

1975 Bodner and Parton [30] 10�3–100 s�1 � Based upon separation of the total deformation rate into elastic and plastic
components

� Incorporates strain hardening effects through a plastic work term
� Assumes a dependency on J2 invariant
� No temperature effects

1980 Steinberg and Guinan [35] 105 s�1 � Incorporates temperature effects,
� Considers the effect of shock pressure
� Based on equivalent plastic strain

1987 Zerilli-Armstrong [38] 4 � 103 s�1 � Considers temperature effects
� Considers grain size.
� Based on dislocation mechanics
� Considers thermal activation

1988 Mechanical threshold stress
[17]

10�4–104 s�1 � Incorporates temperature effects
� Based on thermal activation
� Uses the flow stress at 0 K (MTS)
� Based on dislocation density as state variable

1989 Steinberg and Lund [48] 10�4–106 s�1 � Considers thermal activation
� Includes the effect of temperature
� Extends the Steinberg and Guinan model
� Based on equivalent plastic strain
� Considers the pressure

1998 Nemat-Nasser and Li [14] 10�3–104 s�1 � Considers dislocation mechanics
� Considers thermal activation
� Considers temperature

2001 Nemat-Nasser, Guo and Kihl
[66]

10�2 to �
104 s�1

� Based on dislocation motion mechanics
� Includes viscous drag effects on dislocation motion

2003 Preston, Tonks and Wallace [6] 10�3–109 s�1 � Uses an Arrhenius form for plastic strain rate but with an activation energy
� Suitable for explosive loading

2001 Rusinek and Klepaczko [69] 10�4–103 s�1 � Includes temperature effects
� Based on two components of stress: effective and internal
� Uses an Arrehnius type eq. for the effective component of stress

2011 Austin and McDowell [74] 104–108 s�1 � Based on dislocation densities as state variables
� Uses J2 flow theory
� First plastic-wave analysis using dislocation mechanics in the weak shock regime

2001 Zhang, McCormick and Estrin
[80]

10�3 � Models the Portevin-Le Chatelier effect
� Based upon separation of the total deformation rate into elastic and plastic
components

1982 Anand [81] 10�2 � Considers temperature
� Activation energy
� Considers dynamic recovery

2005 Voyadjis and Abed [82] 10�3–104 s�1 � Modified ZA model
� Based on dislocation mechanics
� Considers thermal activation

2007 Holmedal [84] 10�4–109 � Modification of MTS method

2008 Voyadjis and Almasri [19] 10�4–104 � Based on VA model
� Based on dislocation density
� Considers temperature effects
� Considers activation energy

2012 Gao and Zhang [23] 10�3–104 � Based on dislocation motion
� Considers thermal activation
� Considers dislocation drag for high strain rates

2009 Huang et al. [85] 10�5–106 s�1 � Dislocation mechanics
� Thermal activation
� Temperature

2000 Gould and Goldthorpe [11] Not indicated � Based on Follansbee and Kocks [17] model
� Temperature effect
� Dislocation motion
� Thermal activation
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Table 2
Constitutive equations of the indicated models.
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approaches and different assumptions. Such understanding requires a systematization of the described models in a way that
permits their main features to be pointed. In Table 1 such a comparison has been presented and a compilation of the respec-
tive proposed constitutive equations is given in Table 2.

In the preceding sections some comments on the limitations and capacities of each of the considered models were pre-
sented. Most of the methods presented were able to consider strain rates in the high velocity regime (>103). A few could be
used for the specific treatment of materials under shock (such as the Steinberg–Guinan [35], Steinberg-Lund [37], Preston-
Tonks-Wallace [6] and Austin & McDowell [64]). Theoretical treatment of shock response has normally been addressed by
considering the spherical components of stress. The consideration of deviatoric stress-strain models has been much more
complex as it involves micro-structure evolution, deformation mechanism and the described dependencies on temperature
and rate of deformation. Most authors based their work on dislocation mechanics as shown above and in Table 1, below and
although the equations obtained are not the same their physical foundations have a lot in common. Zerilli-Armstrong [38]
proposed the thermal activation analysis of dislocation motion in which they had many followers. An exception is the MTS
[17] method in which structural evolution has been based on the flow stress value at 0 K. However, this method has many
parameters that are hard to obtain and therefore its calibration is difficult and makes the method far from tractable.
Voyadjis-Abed [71] method came to correct a limitation of the Zerilli-Armstrong model where it was not capable of handling
the deformation of metals under high temperature. The Nemat-Nasser-Li method used a varying reference strain rate [44].
The Khan–Huang–Liang [76] and Holomon-Voce [18] cannot properly describe the dynamic behaviour of a metal at high
strain rates [44].

In general, the more recent work follows previous principles (dislocation mechanics, decomposition of stress in thermal
and athermal components, thermal activation, etc.) using other models as starting points. In many cases modification are
introduced to obtain better agreement with results of a particular material under test [11].
5. Phenomenological constitutive equations

Phenomenological constitutive relations are equations normally derived from experimental data rather than from phys-
ical principles. However, they are widely used because they are simple to implement and the parameters are often easier to
obtain. Although they are not derived from first principles they have physical meaning and can provide accurate results. The
main phenomenological constitutive relations will be presented in the next sections.
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5.1. Molinari-Ravichandran (MR)

This is a single internal variable phenomenological model based on a characteristic length scale of the microstructure that
develops in the metal during deformation. A scaling law was considered for the evolution of this characteristic or effective
length d during experimental observations as this variable mimics the cell size dc , which is an important structure parameter.
The evolution of d can be described by
dd
de

¼ � dr
ds
½d2 � dsd� ð105Þ
where the expressions for the microstructure refinement rate dr , and the saturation value of the microstructure length ds at
large strains, are empirical or may be derived from the theory of thermally activated processes, and are functions of temper-
ature and strain rate. Using the second approach, the following expressions were derived:
dr
dr0
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where dro and dso are the reference values of dr and ds, respectively, and kr ; pr; qr ; ks; ps; and qs are constants that describe the
dependence of micro-structural refinement and steady state characteristic length on strain rate and temperature.
Tro; Tso; _eroand _eso are reference temperatures and strain rates for modelling the observed behaviours in micro-structure
refinement and steady state characteristic length. The flow stress is a function of the intrinsic resistance of the material
and the strain-rate and it is expressed as [68]:
r ¼ r0
_e
_e0

� �1=m

ð108aÞ

r0 ¼ r̂ðdÞ d
d0

� �
ð108bÞ
where _eo is the reference strain-rate and m is the instantaneous material strain rate sensitivity which is a function of the
temperature. It accounts for part of the thermal softening of the material due to the change in ambient temperature and
the rise of temperature during adiabatic deformation. The other part of the thermal softening is controlled by the temper-
ature dependence of dro and dso. d is the grain size and is the internal characteristic length which reduces when the plastic
strain e increases in accordance with a phenomenological evolution equation. This internal variable, governed by an evolu-
tion law with temperature and rate-dependent coefficients, expresses the response of the material in a simple way, adequate
for engineering applications. Other authors used the same approach based on a single internal parameter as micro-scale
models demand too much computational time for applications to high-speed dynamics [77]. Their work used part of the
MR model [68]. It reproduced strain-rate history effects for various materials at a range of strain rates from 8 � 10�3 to
103 s�1. Fig. 21 shows results for copper at a strain rate of 5000 s�1.

5.2. Johnson and Cook (JC)

Perhaps the most widely used constitutive model for high strain rate applications is the Johnson-Cook (JC) [78] empirical
equation. One of the reasons for this preference resides in its simplicity as it only requires calibration of five parameters and
has been successfully used for a wide range of materials at different temperatures and strain-rates. It has also been the object
of many modifications, which demonstrates the generalised interest that it raises throughout the scientific and engineering
community. This model assumes that the material is isotropic and its constitutive relation is
req ¼ ðAþ BenÞð1þ C ln _e�Þð1� T�mÞ ð109Þ

where req is the von Mises equivalent flow stress, e is the equivalent plastic strain, _e� ¼ _e= _eo is a dimensionless plastic strain
rate ( _eo is a reference strain-rate, set to 1 s�1) and T� ¼ ðT � ToÞ=ðTm � ToÞ is a dimensionless temperature where Tm is the
melting temperature and To is room temperature. A is the yield stress at a reference temperature and a reference strain-
rate, B is a strain-hardening coefficient and n is the strain-hardening exponent. C andm are material constants that represent
the coefficient of strain-rate hardening and a thermal softening coefficient, respectively.The equivalent flow stress is then the
product of three factors taken independently without concern about strain-rate or temperature history effects, strain hard-
ening, strain rate and the softening effect temperature. The constants are parameters to be obtained from experiments (e.g.
Split Hopkinson Tension Bar) although originally they were obtained from Taylor impact. When the loading approaches sta-
tic conditions (low plastic strain rate, _e�) the ln _e� term tends to infinity and so a modification to the JC equation has been
suggested by Borvik [79]. The modified equation is:



Fig. 21. Model prediction (solid line) compared with experimental results (circles) for a compression test for annealed copper [17] (reprinted from [78].
Copyright 2005, with permission from Elsevier).
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req ¼ ðaþ BeneqÞð1þ _e�eqÞCð1� T�mÞ ð110Þ

Another modification to the J-C model was proposed to account for the strengthening exhibited by many ductile metals at
strain rates above 104 s�1 [80]. To better reproduce that high strain rate sensitivity, Rule and Jones proposed the following
revised Johnson-Cook equation (RJC):
r ¼ ðC1 þ C2enÞ 1þ C3 ln _e� þ C4
1

C5 � ln _e�
� 1
C5

� �� �
ð1� T�mÞ ð111Þ
where C1 to C5 are material constants. The term 1=ðC5 � ln _e�Þ increases the strain rate sensitivity at higher rates and param-
eter C4 controls how much the RJC model deviates from the original. To solve the problem of the yield stress being
unbounded and tending to infinity as ðC5 � ln _e�Þ approaches zero these authors defined an extra non-dimensional param-
eter, C6, defined as
1þ C3 ln _e� þ C4
1

C5 � ln _e�
� 1
C5
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6 C6 ð112Þ
This way the strain rate sensitivity term will be limited to a maximum value. A number of other authors have been exper-
imenting with other modifications to the JC model. Rule and Jones [80] cite two modifications (Holmquist TJ, Johnson GR, J.
Phys. France, 1, C3-853, 1991 and Kang WJ, Cho SS, Huh H and Chung DT, Int. J. Vehicle Design, Vol 21, Nos. 4/5, 1999, pp. 424–
435). The first has not been widely used due to the fact that the modified version did not produce a significant enhancement
over that provided by the original formulation. The second modification introduced a quadratic form for the strain rate sen-
sitivity such that
req ¼ ðAþ BenÞð1þ C1 ln _e� þ C2ðln _e�Þ2Þð1� T�mÞ ð113Þ

Another modification [81] considered the effect of temperature on the strain rate-hardening behaviour of IC10, and can be
expressed as:
r ¼ ½Að1� TmÞ þ BT�en�ð1þ C ln _e�Þ ð114Þ

where the coefficients maintain their original meanings and the following additional function BðT�Þ is introduced:
BðT�Þ ¼ rbrð1� Tm1 Þ � r0:2rð1� T�mÞ
½ebrð1� P1T

� � P2T
�P3 Þ�n

ð115Þ
where m1; P1; P2 and P3 are material constants, rbr is designated by the author as broken stress at room temperature and ref-
erence strain rate and ebr is the corresponding strain at room temperature and reference strain-rate. Finally r0:2r is the yield
stress at e ¼ 0.

Vural and Cairo [82] derived another modified version of the JC equation noting that experiments show that strain-
hardening decreases faster than predicted by the thermal softening rate term in the original JC model. To provide a direct



Fig. 22. Comparison of experimental stress-strain curves (solid lines) with MJC model predictions: (a) temperature dependence of flow stress at a reference
strain rate of 10�4 s�1; and (b) effect of strain rate and temperature (reprinted from [95]. Copyright 2009, with permission from Elsevier).
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coupling between temperature and strain-hardening they introduced the modification B ¼ Boð1� T�PÞ [93] where P is a
material constant. They also noted that the original JC model does not provide an enhanced strain rate effect at high rates
and gives a too small and unrealistic strain rate dependence at high temperatures, and introduced a temperature dependence
in the strain-rate sensitivity parameter C. The MJC equation has the following final form:
r ¼ r0 þ B0 1� T � T0

Tm � rmT0
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enp
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Hð _e; _et ; kÞ ¼ 1
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tanh k ln
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C1 and C2 are the rate sensitivity in the quasi-static strain rate regime ð _e < _etÞ and the enhancement in rate sensitivity in the
dynamic strain-rate regime ð _e > _etÞ, respectively. H is a smooth approximation of the Heaviside step function. The transition
interval between quasi-static and dynamic regimes can be made to vary thanks to the scaling factor k. Examples of results
obtained with the MJC are shown in Fig. 22 where comparison is made with experimental data for a 2139-T8 aluminium
alloy subject to uniaxial compression and tension experiments over a range of strain rates up to 104 s�1.Lin and co-
workers [83] proposed another modified JC equation considering the coupled effects of temperature and strain rate, giving
the following expression [84]:
r ¼ ðA1 þ B1eþ B2e2Þð1þ C1 ln _e�Þ exp½ðk1 þ k2 ln _e�ÞðT � TrÞ� ð117Þ

where A1;B1;B2;C1; k1; k2 are material constants and all the other parameters keep their original meanings.

Other modifications of the JC model are available in the literature but most of them were developed for specific materials
[85–87]. However, it is important to refer to a hybrid model resulting from the Johnson-Cook and Zerilli-Armstrong consti-
tutive models, namely a physically based model developed to describe the response of 42CrMo alloy steel to hot compression
[88]. Another JC equation for use with aluminium alloys, in particular an Al-Cu-Mg alloy under hot forming loads has been
published [89]. The authors tried to use the JC model but it failed to provide accurate results for the high temperature flow
stress of the alloy studied. Modifications were introduced based on the Zener-Hollomon parameter but as only low strain
rates were considered, the model will not be described here. The method is an extension of the JC constitutive model. This
method has been widely used by the research and engineering community and a large amount of data has been and still
continuous to be published based on its use.

5.3. Khan-Huang (KH) and Khan-Huang-Liang (KHL)

Khan and Huang (1992) introduced a viscoplastic constitutive model (KH model) to simulate the response of alloy AA
1100 to a wide range of strain rates. They proposed a relation between the second invariant of the deviatoric stress J2,
and functions of the equivalent strain and the second invariants of the plastic deformation rate [76]:
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J2 ¼ f 1ðeÞf 2ðDp
2Þ ð118Þ
This expression can be simplified for an one-dimensional case giving r ¼ g1ðeÞg2ð _eÞ where g1 describes the correlation of the
stress with the plastic strain at the reference strain-rate and g2 represents the dependence on the strain-rate, that is,
g1ðeÞ ¼ 3f 1
3
4
e2

� �� �1
2

ð119Þ
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ð120Þ
Particular forms for the above functions were presented as
g1ðepÞ ¼ r0 þ E1ep � ae�ae
p ð121Þ

g2ð _epÞ ¼ 1 1� lnð _epÞ
lnðDp

0Þ
� ��

ð122Þ
where the five constants necessary to calibrate the model are n, E1, ro; a and a. Dp
2 has been chosen to be 106 s�1 by Khan and

co-workers. The model is capable of predicting the strong work-hardening behaviour at larger strain rate regimes than those
of the BP model. However, it is worth noticing that no temperature effects have been included in these constitutive equa-
tions. The lack of temperature effects led to further modifications. Meanwhile, a constitutive model has been proposed based
on BP model assumptions [31]. A modification to that model was proposed by Khan and Liang [90] to introduce the coupled
work hardening dependence of flow stress on strain, strain rate and the temperature dependency that was lacking in the
previous model. Basically, a temperature multiplicative factor similar to that of JC equation was introduced to improve cor-
relation with experiments. Khan and Liang [90] started with a new relation between Dp

2 and J2,
J2 ¼ f 1ðe2;Dp
2Þf 2ðTÞ ð123Þ
where e2 is the equivalent strain, f 1 describes the coupled strain and strain rate effects on the work-hardening behaviour.
The resulting constitutive equation is known as the KHL model,
r ¼ Aþ B 1� lnð _epÞ
lnðDp

0Þ
� �n1

en0
� �

ð1� T�mÞec lnð _eÞ ð124aÞ

T� ¼ T � Tr

Tm � Tr
ð124bÞ
where r, e, _e are the von Mises equivalent stress, strain and strain-hardening, respectively, and T , Tm and Tr are absolute
temperature, melting temperature and reference temperature, respectively. The other parameters A, B, no, n1, C and m are
empirical constants. As in other constitutive models the number of parameters to be determined is within tractable limits.
Better agreement with experimental data has been obtained but only BCC metals were tested. Later work on tantalum alloy
and AerMet 100 steel tested the suitability of the new model to predict complex loading paths of current experimental
results [91]. The model successfully predicted non-proportional experimental results.

In a later study Khan and co-workers adopted the Hall-Petch relation ry ¼ aþ k=
ffiffiffi
d

p
in the KHL equation, where ry is the

yield stress, d is the polycrystal average grain size and a and k are material constants) obtaining a model for coarse-grained
polycrystalline materials [92]. The KHL model was further modified to account for grain size dependence, work hardening,
rate sensitivity and temperature effect, as deemed necessary to reproduce the behaviour of fully compacted nanocrystalline
iron. Results have shown that the modified KHL model correlates reasonably with both isothermal and adiabatic experimen-
tal results. The modified equation is
r ¼ aþ kffiffiffi
d

p
� �

þ B 1� lnð _epÞ
lnðDp

0Þ
� �n1

en0
� �

ð1� TmÞ _eC ð125Þ
A modified version of the KHL model [93] was used for the Ti-6Al-4V alloy to compare with the JC model and experimen-
tal results. The KHL model, as given by the following equation, led to much better predictions than the JC model,
r ¼ Aþ B 1� lnð _epÞ
lnðDp

0Þ
� �n1

en0
� �

Tm � T
Tm � Tr

� �m _ep
_ep�

� �C

ð126Þ
where r is the stress and ep is the plastic strain, Tm; T and Tr are melting, current and reference temperatures, respectively,
Dp

o ¼ 106 s�1, which is an arbitrary value chosen as an upper bound strain rate, _e� ¼ 1 s�1 is a reference strain rate at which
some material constants are determined, _e is the current strain rate and A;B;n1;n0;C and m are material constants. This
model can reproduce the decreasing work-hardening behaviour observed with increasing strain rate through the material
constant n1. The KHL model has a simple temperature dependent term in a multiplicative form. Because of this, the temper-
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ature dependence of different metals may not be easy to describe and many attempts led to modified versions of the model,
with more constants to be determined.

In 2006, the analysis of the mechanical properties of nanocrystalline aluminium and iron led to another modification to
the method [94], including the following bilinear Hall-Petch type relation:
r ¼ aþ kffiffiffi
d

p
� �

1þ B
a

1� lnð _epÞ
lnðDp

0Þ
� �n1

en0
� �

Tm � T
Tm � Tr

� �m _ep
_ep�

� �C

ð127Þ
The KHL model was also applied to the microscopic stress and strain rate of a nanocrystalline iron and copper mixture
(80% Fe and 20% Cu) [95] assuming the equivalence between macroscopic and microscopic properties:
rM ¼ r0 þ B 1� lnð _eMÞ
lnðDp

0Þ
� �n1

en0M

� �
ð1� T�mÞ _eCM ð128aÞ

T� ¼ T � Tr

Tm � Tr
ð128bÞ
where rM ; eM and _eM are microscopic von Mises equivalent stress, strain and strain rate, respectively, in the matrix material.
T is the absolute temperature, Tm is the melting temperature of the material and Tr is a reference temperature. The remaining
parameters are material constants as described before.

Yu and co-workers also used the KH model to analyse data from impact experiments in a dual phase 600 steel (DP600) at
strain rates ranging from 10�4 to 1.6 � 103 s�1. However, the results show a gap between experimental and model predic-
tions at higher strains. This led the authors to propose a new modified KH plastic constitutive model [96] expressed as
follows:
r ¼ f ðep; _epÞ ¼ r0 f̂ 2ð _epÞ þ E1ep � ae�ae
p ð129aÞ
with
f 2ð _epÞ ¼ 1þ D ln
_ep
_ep0

� �m

ð129bÞ
where D andm are material constants. As in the former constitutive model KH, temperature effects were ignored in this new
model. In Fig. 23 results for the modified KHL model are presented for the stress strain curves at various strain rates, together
with measured results. A new grain size and temperature dependent viscoplastic model [97] was derived from the KHL
(Khan – Huang – Liang) constitutive equation [92–94] to account for different polycrystalline plastic behaviour as a result
of grain refinement. This new constitutive model (see Fig. 24), can be described by the following relation:
r ¼ aþ k
dn�

� �
þ B

d
d0

� �n2

1� lnð _epÞ
lnðDp

0Þ
� �

Tm

T

� �� �n1
ðepÞn0

� �
Tm � T
Tm � Tref

� �m _ep
_ep�

� �C

ð130Þ
where _ep; ep are plastic strain and current strain rate, r is the flow stress, Tm; T and Tref are melting, current and reference
temperatures, respectively. Dp

o is an arbitrarily chosen upper bound strain rate, _ep� ¼ 1 is a reference strain rate at which cer-
tain material constants are obtained and n� ¼ 0:5 (while material follows the Hall-Petch relationship). Coefficients d and d0

are the average grain size of the material under test and its corresponding coarse-grained counterpart respectively
(d0 � 50lm). a, k, n1, n2, c, m and B are material constants.

The proposed model adds a few extra terms to simulate the change in work hardening behaviour as the result of grain
refinement and different temperatures. Good correlations were obtained for mechanically milled Cu and Al and it can cap-
ture the change in yield stress and work-hardening behaviour with variation in the grain size. The model also captures well
the strain-rate sensitivity of nanocrystalline Cu and Al at wide ranges of strain rate

5.4. Other phenomenological models

Voce and Kocks based a model on the fact that true stress-strain curves of FCC metals are adequately represented by an
exponential law to a saturation stress. The exponential law was first proposed by Voce [98] and later expanded by a number
of authors. One of these developments [68] expanded Voce’s work to describe the temperature and strain-rate dependence
and to give it a physical foundation. Voce’s equation, presented in 1948 as cited by Lin [24] was
r ¼ rs þ ðr0 � rsÞ exp � e
er

� �� �
ð131Þ
where rs is the saturation stress and ro is the initial yield stress and er is the relaxation strain. Kocks [99] developed a
description of the saturation stress rs as a function of temperature and stain-rate:



Fig. 23. Observed and calculated responses for nanocrystalline aluminium at different strain rates by using KHL model for various grain sizes (reprinted
from [54]. Copyright 2006, with permission from Elsevier).

Fig. 24. The KLF model correlation of the compressive viscoplastic response of 10 h milled (d = 82 mm) bulk Al at different temperatures and dynamic strain
rates (reprinted from [57]. Copyright 2009, with permission from Elsevier).
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rs ¼ rs0
_e
_e0

� �KT=A

ð132Þ
where K is the Boltzmann constant, b is the Burgers vector, rso is the saturation threshold stress at zero Kelvin and A and _eo
are material parameters. The initial yield stress is can be obtained as [100]
r0 ¼ rk0
_e
_ek0

� �KT=A0

ð133Þ
where Ao ¼ AlðTÞb3 and l is the elastic modulus and A, _eko are material parameters. An expression for the relaxation strain er
is also given as
erð _e; TÞ ¼ rsð _e; TÞ � r0ð _e; TÞ
h0

ð134Þ
where ho is the initial work-hardening rate. Naderi [100] combined MR and VK models to obtain results for 22MnB5 boron
steel. However, only fairly low strain-rates were considered (up to 10 s�1). The results, shown in Fig. 25, although slightly
better than the MR model showed that in spite of this, the constitutive model has more flexibility since history effects
(e.g. rapid changes in strain rate or temperature history) can be taken into account via the evolution law of the internal



Fig. 25. Stress-Strain correlations between experimental data and constitutive models (a) strain rate 0.1 s�1; (b) strain rate 1 s�1 (reprinted from [90].
Copyright 2008, with permission from Elsevier).
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parameter. Lin et al. developed equations to obtain the flow stress of metals and alloys under hot deformation from the
Arrhenius equation, using a Zener-Hollomon parameter to describe the stress-strain curve [101]. These authors investigated
very high temperature deformation of 42CrMo steel at strain rates up to 50 s�1. The modifications introduced were applied
to a 2124-T851 aluminium alloy [83]. The effect of temperature and strain rate behaviour can be represented by a Zener-
Hollomon parameter in an exponent-type equation. The Arrhenius type equation is chosen as it provides a better approxi-
mation between the Zener-Hollomon parameter and the flow stress:
_e ¼ AFðrÞ exp � Q
RT

� �
ð135Þ

Z ¼ _e exp
QR
T

� �
ð136Þ

FðrÞ ¼
rn ( ar < 0:8
expðbrÞ ( ar > 1:2
½sinhðarÞ�n ( all r

8><>: ð137Þ
in which r is the flow stress, R is the universal gas constant, T is the absolute temperature, _e is the strain-rate, Q is the hot
deformation activation energy, and A, a and n are material constants (a ¼ b=nÞ. The method has been used to predict the flow
stress of a 42CrMo steel at strain rates up to 50 s�1.

A more recent and comprehensive constitutive model has been developed from the previous approach to predict the
stress-strain curve of 42 CrMo steel (see Fig. 26). Again the authors had in mind hot forming processes at relatively low strain
rates (up to 10 s�1) which makes this method depart from the object of this review. Further details on this model are avail-
able in the literature [102].

5.5. Comparison between the presented phenomenological models

Tables 3 and 4 compare those constitutive models described in Section 5 and compares the main parameters selected by
the authors to base the development of their equations. Mecking –Kocks [45], Molinari-Ravichandran [68] and Johnson-Cook
[78] are the most cited and from these the Johnson-Cook is by far the most popular due to the simplicity of implementation
in hydrocodes.

6. Dynamic recrystallization (DXR)

A brief explanation of this phenomenon has been presented in Section 2.2 and in fact DXR has relevance in the case of
work-hardened metals undergoing deformations at temperatures in the range of 40–50 percent of melting temperature.
It has been shown in the preceding sections that this effect has been ignored in most constitutive equations although in
high-strain-rate regimes, particularly in adiabatic strain rate regimes the influence of DXR has Andrade (1994) has shown



Fig. 26. Predicted and measured flow stress for 42CrMo steel under different strain rates and different forming temperatures: (a) 850 �C; (b) 950 �C; (c)
1050 �C; and (d) 1150 �C (reprinted from [104]. Copyright 2010, with permission from Elsevier).

Table 3
Comparison of the major characteristics of some empirical constitutive models.

Year Model Strain rate Main features

2003 Kocks and Mecking [72] 102–104 s�1 � Based on dislocation density
� Considers thermal activation
� Considers flow stress at 0 K

2005 Molinari and Ravichandran
[68]

10�3 to
8.5 � 104 s�1

� Based on a characteristic length scale of the microstructure
� Considers temperature effects
� Considers grain size

1983 Johnson and Cook [78] Up to 104 s�1 � Purely empirical model
� Considers the effect of temperature
� Considers strain rate effects

1976 Voce and Kocks [98] 10 s�1 � Uses the concept of saturation stress as a function of temperature and strain rate

2008 Lin, Chen and Zhong [101] 5 � 10 s�1 � Defines flow stress in terms of the Zener-Hollomon parameter

1992 Khan and Huang [76] 10�5–104 s�1 � Does not includes temperature effects
� Based upon separation of the total deformation rate into elastic and plastic
components

� Assumes a dependency on J2 invariant

1992 Khan, Huang and Liang [90] 10�6–104 s�1 � Adds temperature effects to the KH model

2009 Khan, Liang and Farrokh [97] 10�4–103 s�1 � Derived from KHL method
� Includes temperature effects
� Considers grain size
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to be important [103]. Andrade (1994) used the JC model due to its popularity and simplicity. In its original version JC equa-
tion considers a gradual thermal softening and cannot accommodate sudden flow stress changes due to DXR. This reduction
was achieved by incorporating a reduction function H(T) which is based on a unit step function of temperature u(T) that
takes the zero value when the temperature is below a critical DXR temperature Tc (temperature at which the DXR phenom-
ena or phase transformation occurs) or unity when the temperature is larger than Tc, The reducer function is then:
HðTÞ ¼ 1
1� ð1� HÞuðTÞ ð138Þ



Table 4
Constitutive equations of the indicated phenomenological models.
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Fig. 27. (a) Predicted and measured values of flow stress at a plastic strain of 0.3 for cold-worked copper as a function of temperature (b) Predicted and
measured stress-strain curves for cold-worked copper as a function of temperature (reproduced from [103]. Copyright 1994, with permission from
Elsevier).
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where H is a reducer constant. It is expressed by the ratio of the flow stresses just prior to and after the respectively and gives
the fractional change in flow stress at the temperature of the critical phenomenon. The flow stress of the recrystallized mate-
rial has to be experimentally obtained to be included into the reducer constant. A plot showing that the sudden drop if flow
stress due to DXR can be adequately numerically predicted using this method has been presented in Fig. 27a. It represents
cold-hardened OFHC copper response as a function of temperature for a given strain-rate. Recrystalliztion occurred at 700 �C
and at a plastic strain of 0.3 (the value of the strain-rate has not been reported). Fig. 27b represents the same experiment bu
this time presenting the results as a function of strain and temperature. The remarkable agreement obtained between exper-
iment and numerically obtained results show that the DXR effects can be incorporated with good accuracy in constitutive
models.
7. Dynamic strength and fracture

It has been shown above that a large number of constitutive models have been developed to simulate the viscoplastic
response of metals subject to very high speed impact and intense loading regimes. Most of them do not accurately describe
viscoplastic behaviour for strain rates above 104 s�1 and so some authors developed equations to extend the range of validity
of their models to the very high strain rate regime. In the high strain rate regime, single-parameter internal state variable
models based on dislocation density are often used. Composite models using two internal variables [104] have also been
developed. As explained above, these models are based on glide kinetics that describes the mechanisms of dislocations over-
coming obstacles with the assistance of thermal fluctuations. This is valid for applied stresses below the mechanical thresh-
old, corresponding to strain rates not exceeding 105 s�1. Above the mechanical threshold the thermally activated dislocation
glide no longer controls viscoplastic flow. The production and continuous glide of mobile dislocations that are subject to
damping and relativistic effects will be the dominant mechanism. A few constitutive models were proposed, as reviewed
above, for the shock loading regime, [6,35,37]. Further discussion of these models is available in the literature [2,63].
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Large plastic deformation, large strain rates and temperature softening are generally well described by most constitutive
models but a complete treatment of nonlinear response to dynamic loads will have to consider the accumulation of damage
and material failure. Two approaches are possible in order to account for damage. In the coupled approach the material dam-
age affects the stress response. Constitutive models including damage can be formulated based on continuum thermody-
namics [105] or micro-mechanics of voided materials [106]. Uncoupled methods assume that the stress and strain fields
will remain unaffected by damage. It is clear that damage will introduce some softening in the material and it will be nec-
essary to take into account this softening to be able to capture strain localisation prior to fracture. However, in impact anal-
ysis, high strain rates may lead to adiabatic conditions and temperature softening of the material. It follows that it is possible,
at least approximately, to describe strain localisation, for instance in adiabatic shear bands, without using a coupled
approach if the constitutive equation takes thermal softening into account [107]. The use of coupled models of viscoplasticity
to account for damage softening [108,109] although they provided the best results when compared with experimental data,
were found to provide close results to those obtained from uncoupled models [109]. So uncoupled models are often used
[107].

A number of models will be capable of predicting the onset of ductile failure when necking appears in the numerical solu-
tion. However, in most cases, some form of element deletion will simulate with more realism material rupture under very
high loadings. The modelling of failure is rather complex and few models are of practical use but in general there will be a
combination of a description of dynamic strain, damage accumulation and failure. So far, various failure criteria have been
explored, such as the maximum strain criterion, rupture strain, equivalent plastic work, damage models and energy density
models [110].

Impact loading implies large deformations and large strain rates. Each of these poses different demands on the material
models used: large deformations require precise descriptions of the yield locus as plastic flow strongly depends on the
effects of anisotropy and work hardening. Barlat’s models [111] are an example of a set of widely used models for forming
applications, where plastic deformations are often large. However, for impact simulations, the dynamic response combined
with failure prediction will have to be present in material models. For low strain rates the isotropic von Mises constitutive
model or the Gurson model (which proposes a porosity based model in which the yield function is modified by the presence
of voids and also describes failure) are often used [112–114]. Gurson’s model (modified by Tvergaard and Needleman) is
based on a micromechanical description of growth and nucleation of voids in a rigid-perfectly plastic material. Gurson’s
model consists of a yield function dependent on hydrostatic pressure and the effective void volume fraction f :
U ¼ q2

r2
M

þ 2q1fcosh �3q2p
2rM

� �
� 1� ðq1f Þ2 ¼ 0 ð139Þ
where rM is the actual flow stress in the material, p is the hydrostatic pressure, q is the equivalent von Mises stress and f is
the effective void volume fraction which is defined in a cumulative way. The damage evolution consists of void growth due
to volumetric plastic straining and nucleation of voids due to deviatoric plastic straining. Void growth is normally the dom-
inant effect in material deterioration under tensile loading. The Gurson method exhibits several problems: it violates the
principle of isochoric plastic flow, shows variable values of the plastic Poisson’s ratio and cannot describe failure for mean
stresses that are near zero or negative. Modifications to the method solved this limitation but made it more difficult to cal-
ibrate. These difficulties are avoided by using phenomenological damage models. Of these the Johnson-Cook (JC) is fre-
quently used by researchers. Borvik [108,109,115,116] used the JC coupled constitutive model of viscoplasticity and
ductile damage, implemented in the LS-DYNA FEM code. This model assumes that damage accumulates in the material ele-
ment during straining and that the material breaks when the damage reaches a critical value. In this approach the two equa-
tions are coupled, leading to the following unified model:
req ¼ ð1� DÞðAþ BrnÞð1þ C ln _r�Þð1� T�mÞ ð140Þ
where D is the damage variable and r ¼ ð1� DÞp is the damage-accumulated plastic strain. The model was complemented
with an element deletion algorithm that removes elements in which the damage variable reaches a critical value Dc . This
approach is perhaps the most widely found in ballistic penetration, blast loading and other high velocity impact problems.

The concept of the damage variable D derives from Continuum Damage Mechanics (CDM) [21,117] in which it is defined
as
D ¼ 1� Aeff

A0
ð141Þ
where A0 is the nominal intersection area (the area of a section of a reference volume element isolated in a damaged solid)
and Aeff is the effective area of resistance (the nominal area reduced by the presence of microdefects such as cracks and cav-
ities). These three variables are referred to a plane (defined by its normal n) and a tensor description is often used. Failure
occurs when D ¼ 1.

The phenomenological JC model was developed during the 1980s to address impact, ballistic penetration and blast load-
ing problems, and has been extensively used by national and military laboratories or private industry to study large strain,
high strain rate problems. Its popularity derives from its simplicity and the availability of constants to be used in the equa-



Fig. 28. (a) Comparison between the stress-strain rate behaviour predicted by the mechanism-based material model and experimental data for 6061-T6,
with regions of the stress-strain rate curve that are dominated by discrete obstacle plasticity and drag controlled plasticity. (b) Similar comparison for
Ti-6Al-4V alloy (reproduced from [114]. Copyright 2001; with permission of Lawrence Livermore National Laboratory).
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tions for a significant number of engineering materials [112,113]. Physical models very often require constants that are not
available and which require complex experimental apparatus to measure them.

The JC model, often known as a viscoplastic constitutive model [92] was also developed as a ductile fracture model [118]
that includes the effects of stress triaxiality, temperature, strain rate and strain path on the failure strain. It is also a cumu-
lative model in which the material will break when damage reaches a critical value. The expression for the JC fracture strain
is
pf ¼ ðD1 þ D2 expðD3r�ÞÞð1þ D4 ln _p�Þð1þ D5T
�Þ ð142Þ
where D1 to D5 are material constants, r� ¼ rm=req is the stress triaxiality ratio and rm is the mean stress. Failure occurs
when a damage variable defined as D ¼PDp=pf reaches unity, where Dp is the increment of effective plastic strain during
a load increment. Some drawbacks exist, however: Lesuer [113] noted that the JC constitutive model was unable to predict
the correct variations of flow stress with strain rate. The model predicted for titanium, in compression, a significantly higher
ductility than experimentally observed and the numerically obtained tensile failure strain was also significantly higher than
the experimentally observed values. For a 6061-T6 alloy significant deviations were noted for the strength increase when the
strain rate changes to values above 103 s�1, where the experimental values show a pronounced increase (see Fig. 28). These
results form two different deformation mechanisms for low and high deformation rates. Different deformation rate equa-
tions were developed to represent the two phenomena [114]. Spranghers [116] also reported that generally, the plastic strain
is incorrect due to the incorrect hardening parameters obtained from the literature, leading to incorrect modelling of the
yielding behaviour. Since the analysis is transient and plastic deformation occurs first, errors are cumulative, resulting in
an incorrect amount of plastic deformation.

All this research in constitutive modelling and failure models is often applied to plates as impulsive loading of plated
structures (vehicles or facilities) is an actual concern for engineers and a brief note on the subject follows.

A significant research effort on impulsive loading on plates and beams has been reported in recent decades [119,120]
attempting to model the large inelastic responses observed. In the 1990s investigations began to include other effects such
as boundary conditions, plate stiffening and loading conditions to predict not only deformation but also tearing [121–124].

It is important to refer the seminal work of Menkes and Opat [125] on beams subjected to blast loads. It was one of the
first studies that considered loading up to rupture or tearing at the support points of the structure. Three different failure
modes were identified for beams:

Mode I – Large inelastic deformation;
Mode II – Tearing in the outer fibres at supports;
Mode III – Transverse shear failure at the supports.

These modes of failure have been found to also apply to plates [121,126] but for the square plates’ case it was found that
mode II failure occurs first in the centre of the sides and then progresses to the corners with increasing impulse [123,126].
This finding led to some additions to Mode II failure [124]:

Mode II⁄ – Partial tearing at the boundary
Mode IIa – Complete tearing with increasing mid-point displacement
Mode IIb – Complete tearing with decreasing mid-point displacement
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Other subdivisions were identified for localised loading conditions such as those proposed by Nurick and co-workers
[122] and these modes of failure can be identified in many published experimental results, e.g. [127]. Failure in plates
subjected to blast or impact loading is not limited to Modes II or III ductile fracture because some other forms of
tearing (e.g. petalling or dishing) may also occur. Tearing was predicted using the CTOD criterion [128] or considering
the equivalent plastic strain times the average stress triaxiality [129,130]. Based on the critical damage value, calcu-
lated distributions and histories of stress and strain, Lee and Wierzbicki (2005) [129,130] observed that crack length
and final deformed shapes of plates are strongly influenced by the spatial distribution and intensity of impulsive
loading.

Many experimental results for stiffened plates have been reported in the last few decades [131,132,134,134]. Some of
these researchers did not include strain rate or temperature effects in their numerical models. Instead they used (a) an
energy balance equation to assess plate or beam inelastic response and tearing [135], (b) the deflection theory of von Karman
and the von Mises yield criterion [136], or (c) use rigid-plastic methods [110,126,131,132,137–140]. These methods were
shown to give good agreement when the ratio of initial kinetic energy to elastic strain energy is larger than 10 and the load
duration is sufficiently short with respect to the natural period of the structure [141].

Another field of interest for ductile failure models (and also under intense investigation) is plate penetration and plugging
in ballistic problems [109,142]. Most work on terminal ballistics has been based on the Johnson-Cook fracture criterion
[109,142–149]. Sorensen [148] used the Johnson-Cook damage-accumulation fracture model in conjunction with a threshold
maximum tensile stress criterion and aWeibull statistical distribution for the initial failure strain for a 7039 aluminium alloy
target material. This allowed the representation of a non-uniform, stochastic failure of the aluminium plate.

When damage of a material occurs, the stress-strain relationship does not accurately represent its behaviour. The use of a
true stress-strain relation during material damage introduces strong mesh dependency in results based on strain localisation
such that the energy dissipated decreases as the mesh is refined. A fracture energy approach reduces mesh dependency by
creating a stress-displacement response after the damage is initiated. The energy required to open a unit area of crack, Gf ,
may be defined as
Gf ¼
ry0�u

pl
f

2
ð143Þ
where ry0 is the ultimate stress and �upl
f is the equivalent plastic displacement failure. With this approach the softening

response after damage initiation will be characterised by a stress-displacement response rather than a stress-strain
response. However, in the majority of published work, the use of constitutive models and fracture strain models has been
frequently preferred. Due to its simplicity the Johnson-Cook constitutive model and fracture strain model [80,118] combined
with ductile damage mechanics [105] to include material degradation due to damage into the model is the mostly widely
present in the available published work involving impact loads. This constitutive equation can be used uncoupled or coupled
with different physical phenomena such as damage, temperature and strain-rate. The full model includes linear thermoelas-
ticity, von Mises yield criteria, an associated flow rule, isotropic strain hardening, strain-rate hardening, softening due to adi-
abatic heating, softening due to isotropic damage evolution and a fracture criterion. Coupling the model with an element-kill
algorithm that removes damaged elements from the mesh when the damage variable reaches a critical value may also be
adopted to speed up calculations [109].

Other authors, particularly in investigations concerning blast-loaded plates, followed a different approach to
add strain rate effects by adjusting the yield stress ry, in the finite element analysis, with a Cowper-Symonds relation
[110,121–123,150–153]:
ry ¼ r0½1þ _e=D1=n� ð144Þ
where D and n are material parameters. These methods are either based on von Mises plasticity with isotropic hardening/-
softening behaviour [137] or on plastic work criteria, as rigid-plastic methods are shown to give design level accurate esti-
mates for the response of structures subjected to blast loads [154]. Another approach using fictitious stiff springs at the plate
boundary [154] to simulate the variation of the transverse shear stress along that boundary was used to predict Modes II and
III failure. Elastic analysis of blast loaded square plates assuming large deflections has also been addressed [155]. It is evident
that the range of approaches used to tackle blast-loaded plates is quite wide.

Rigid-plastic methods can predict the maximum loads which cause failure due to excessive transverse shear forces on the
material. These shear forces play an important role in the process of failure but they add complexity to the analysis [123]. It
has been reported [121] that boundary conditions may determine the tearing mechanism at the plate boundaries. This was
investigated for clamped circular plates [122] and for rectangular plates [156] showing that thinning and rupture are highly
dependent on the boundary fixation conditions. Mode I predictions were in good agreement with experimental results but
for other modes of failure, variations were observed.

For engineering purposes more straightforward solutions can be obtained by means of equivalent single-degree-of-
freedom (SDOF) systems, also known as spring-mass systems or modal approximations methods [133], but these are outside
the scope of this review.
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8. Conclusion

A review of constitutive models highlighting their main assumptions and features as been presented, together with a brief
summary of available methodologies for the analysis of ductile failure. Application to plates was also highlighted which gave
some indication on the constitutive modelling methods that are being preferred for these analysis. Theoretical derivations
have been developed but at present numerical modelling is used most of times to predict material response. The empirical
models are simpler and do not call for an understanding of the physical foundation of the phenomena being simulated.
Regression analysis is used to determine the parameters necessary to run the models. The study of a particular material
led many users to introduce modification to improve the correlation between experimental data and numerical results. This
had resulted in many variations of the models, in particular of the JC equation, one of the most widely cited and used. Typ-
ically regression models tend to be accurate only within the range of the data used to calibrate the model, which limits the
generality of such models. Also the coupling effects between the influencing factors that affect flow stress (e.g. temperature,
strain and strain-rate) must be considered in future models or refinements of existing ones. Obviously future models may
become more difficult to implement and might need much more testing to obtain the required data to run them, and this
will challenge researchers as industry will maintain a need for simple and more straightforward techniques to use in engi-
neering work.

Physically-based models take into account the thermal deformation mechanism of the material under deformation. Work
hardening due to dislocations and their interactions and dynamic softening resulting from temperature increase will result
in opposing effects special in hot deformation processes, which remains a field of intense investigation in pursuit of consti-
tutive equations that can adequately models both effects. The solid physical foundation of these models makes them more
suitable for certain loading regimes but many of them include parameters that require specialized laboratory equipment to
determine them. Their implementation in hydrocodes is therefore difficult.

The prediction of ductile fracture and the development of criteria to predict the fracture processes associated with large
plastic deformation and high strain rates are essential for the analysis of structures subject to blast load. Macroscopic quan-
tities, such as the strain-energy density, have been proposed but in general it is difficult to base predictions on single param-
eter models.

Future work will resort more often to technology. For instance shock pressure driven by Laser are being used to study the
dynamic yield strength of metals using in-situ X-ray diffraction [157,158]. This shows that on-going research is increasingly
sophisticated and continuously in pursuit of the most accurate knowledge on dynamic viscous-plasticity and strength.
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