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1. Introduction 3. Research 5. Results & Conclusion

The results showed that the is a significant

Many papers have also looked at this question but , .
difference between the performance impact of

With over 95% of the UK population being active ,
many of these only focus on either layer 2 or 3,
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using differing topologies and testing methods. [2, 5] c ea.r iliiCpual ileielelAde i Elal W't_

become commonplace [1]. previous research and shows that the choice of

protocol plays a key role in network design.

The test results can be seen bellow where the

This project analyses several of the software

protocols commonly used to achieve this 4. Methodology, Desigh & .
expected reliability, these being the Layer 2 i |. g t’ " 8 mea; a(;/erage of the multiple tests have been
protocols PVST, RPVST, MST and the layer 3 imptementation graphed.

Layer 2 Delay comparison Layer 3 Delay comparison Layer 2 Jitter comparison

protocols GLBP, HSRP and VRRP.

This project follows an experimental approach with :

this project analyses how these protocols operate the design focused on creating easily repeatable : I 2" I I I e I

and how well they operate on a network, with the tests and results. This was done under the guide of 1 I I

goal of providing recommendations into the best the Saunders research onion methodology. R -~ © e w -

orotocols to use with performance in mind. | | || ||| | o o
The testing determines performance by analysing Laversiter comparisen Laver2 Bitite comparicor Leyers Birate comparison
various network metrics such as Jitter, Delay and | o _m
throughput. The protocol will be ranked based on : v v

2. Aim & objectives their effects on these network metrics. o I I 5 I )
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To collect these results a simulated network was T e R

The aim of this project was to answer the

created using the GNS3 software with ubuntu hosts,

question ‘to what extent the combination of

the protocols were configured on the network, and

both layer 2 and 3 redundancy protocols
effects a networks overall performance’ to testing was conducted using the D-ITG, and Iperf3 References
software, with the

achieve this the fol_[owing ijectives where used. s \ =2 [1] Petroc Taylor. "UK: internet penetration 1991-2022." statista. Accessed: Apr
: 30 2026. [Online]. Available: https://www.statista.com/statistics/468663/uk-
» Research the protocols to be tested results being

internet-
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: : ' DIFFERENT PROTOCOLS," Batchelors, MAMK university of applied sci ,
* Design a simulated network to conduct the tested using the - 2014, [Online]. Avaitabler university ot applied sciences
testing aforementioned ,__-___, ___ e https://www.theseus.fi/bitstream/handle/10024/78426/Wang_Zejia.pdf?sequen
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