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LOCATION: SWANSEA  LLEOLIAD:  ABERTAWE 

LEVEL 5 LEFEL 5 

EXAMINATION PERIOD CYFNOD ARHOLIADAU 
MAY 2018 MAI 2018 

 
MODULE CODE:  

M5X02064: CAE & Stress analysis (FULL TIME) 

TIME:  2 HOURS  

 
 
ANSWER THREE OUT OF FOUR QUESTIONS  
 
Equipment or materials required – None 
Adnoddau neu ddefnyddiau sydd eu hangen – Dim 
 

A formula sheet is provided for reference. 
 
University approved calculators are permitted. 
 
Assume ‘g’  =  9.81 m/s2. 
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Question 1 
 

a. The below figure shows a simply supported beam with a uniformly distributed 
load.   

i. Prove that the maximum deflection, ymax is given by
EI

WLy
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−

=  

 
[8 Marks] 

 

ii. Prove that the maximum slope is given by 
EI
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dx
dy
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[2 Marks] 

 
 
 
 
 
 
 
 
 
 
 
 

  



 

Page 3 of 7 
 

b.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

i. The above figure shows a HGV trailer that may be considered to be a simply 
supported beam with the rear axle at location C and a supporting leg at position B.  
The hitch to the cab is located at position A and the rear of the trailer is at location D.  
In order to allow the hitch to attach to the cab it must not deform upwards by more 
than 10mm.  As such, what flexural stiffness must the trailer supporting structure 
have to support a uniformly distributed weight of 5000kg between the supporting leg 
and the rear axle such that the trailer can still be coupled to the cab? 

[5 Marks] 
 

ii. If the structural part of this trailer consists of an I beam that is loaded about the xx 
axis, using the table below, what would the mass of this I beam be if it was made 
from steel (E=210GPa) and it runs the length of the trailer? 

[5 Marks] 
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Question 2 
 
a) Discuss the steps that you would undertake when carrying out some FEA using the acronym 

‘S.I.M.P.L.E’ to help structure your answer. 
[12 marks] 

 
b) With the aid of a diagram explain how using FEA earlier in the design process can be used to reduce 

conceptual development times and lead to better designs. 
[8 marks] 

  



 

Page 5 of 7 
 

Question 3 
 

a) Discuss the difference between a Design Problem and an Analysis problem. 
[5 Marks] 

 
b) Many Design Models essentially involve 5 steps in problem solving as can be represented by the below 

diagram.  Name and discuss each of these five steps 
 

[15 Marks]  

  

1 
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Question 4 
 

a. By means of a suitably labelled sketch, show that the longitudinal stress in a thin-
walled cylinder is defined as: 

      𝜎𝜎𝐿𝐿 =  𝑝𝑝𝑝𝑝
4𝑡𝑡

 
           [6 marks] 
 
 

b. A mild steel cylinder with rigid end plates is 400 mm in diameter with a wall 
thickness of 1 mm.  If the length of the cylinder is 800 mm and is subject to an 
internal pressure of 5 MN/m2, determine the change in internal diameter and change 
in length.  Young’s Modulus for mild steel is given as 208 GN/m2 and Poisson’s ratio 
is 0.3. 

 
[4 marks] 

 
 

c. The cylinder in part (b) above is pressurised by being filled with a liquid, and the 
internal volume is found to increase by 2.5 x 10-6 m3.  Determine: 
 
(i) the values of circumferential and longitudinal stress, and 

[6 marks] 
 

(ii) the changes to these values if joint efficiencies of 30 % (hoop) and 60 % 
(longitudinal) are assumed. 

[4 marks] 
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Formula Sheet 

2

2

dx
ydEIM =  

 

( )θθ 2cos1
2
1cos2 +=  

( )θθ 2cos1
2
1sin 2 −=  

 

𝜎𝜎𝜃𝜃 =  
1
2 �𝜎𝜎𝑥𝑥 + 𝜎𝜎𝑦𝑦� +

1
2 �𝜎𝜎𝑥𝑥 −  𝜎𝜎𝑦𝑦� cos 2𝜃𝜃 + 𝜏𝜏𝑥𝑥𝑥𝑥 cos 2𝜃𝜃 

 
 

𝜏𝜏𝜃𝜃 =  
1
2 �𝜎𝜎𝑥𝑥 −  𝜎𝜎𝑦𝑦� sin 2𝜃𝜃 −  𝜏𝜏𝑥𝑥𝑥𝑥 cos 2𝜃𝜃 

 
 

𝜎𝜎1,2 =  
1
2

 ��𝜎𝜎𝑥𝑥 + 𝜎𝜎𝑦𝑦�  ±  ��𝜎𝜎𝑥𝑥 −  𝜎𝜎𝑦𝑦�
2

+  4𝜏𝜏𝑥𝑥𝑥𝑥2   � 

 
 

𝑡𝑡𝑡𝑡𝑡𝑡 𝜃𝜃 =  
𝜎𝜎𝑝𝑝 −  𝜎𝜎𝑥𝑥
𝜏𝜏𝑥𝑥𝑥𝑥

 

 

𝜎𝜎𝐿𝐿 =  
𝑝𝑝𝑝𝑝
4𝑡𝑡

 
 

Δ𝐿𝐿 =  
𝑝𝑝𝑝𝑝
4𝑡𝑡𝑡𝑡

 (1 − 2𝜐𝜐)𝐿𝐿 
 
 

Δ𝑉𝑉 =  
𝑝𝑝𝑝𝑝
4𝑡𝑡𝑡𝑡

 (5 − 4𝜐𝜐)𝑉𝑉 
 
 

𝜎𝜎𝐻𝐻 =  
𝑝𝑝𝑝𝑝

2𝑡𝑡𝜂𝜂𝐿𝐿
 

 
 

𝜎𝜎𝐿𝐿 =  
𝑝𝑝𝑝𝑝

4𝑡𝑡𝜂𝜂𝐶𝐶
 

 
 
 

Diwedd/End 


