
Stitch effect type: Satin 
Fill effect: Ceeding 
 
 
Default Machine Settings: Change to achieve your optimum effect 
 
Satin settings 
 Pitch (mm): 0.4 
 Corners: ☐ 
 Short/longs: ☐ 
 Comp (%): ☐ 
 
Running 
 Len (mm): 2.5  
 U-turns: 1 
  
Automatic features 
 Half pitch comp: ☐ 
 Squares: ☐ 
 Folds: ☐ 
 Autoroute: ☐ 
 Half pitch value (%):50% 
 Sharp corner limit (˚): 30 
 Short long ratio (%): 40 
 Corner overlap (0-40%): 0 
 
Random edges 
 Edge 1 (%): 0 
 Edge 2 (%): 0 
  
Variable pitch 
 Min (%): 80 
 Max (%): 120 
 
Accordion settings 
 Pitch (mm): 0 
 Range: 0 
 
Ceeding/piping 
 Stc Len mm: 4 
 Pat Offset (%): 33 
 Rand ceed Len ☐ 
 
Satin underlay settings 
 Tacking: ☐ 
 Single: ☐ 
 Double: ☐ 
 Zigzag: ☐ 
 Cross: ☐ 



 Full zigzag: ☐ 
 Full cross: ☐ 
 Double cross: ☐ 
 Double zigzag: ☐ 
 Triple zigzag: ☐ 
 
Advanced settings 
 Split underlay: ☐ 
 Tacking length (mm): 3 
 Tack down: ☐ 
 Tacking offset (%): 50 
  
Single & Double Distances 
 Edge (mm): 0.7 
 End (mm): 0.5 
 Spike (mm): 1.5 
 
 
  
   
  


