
1 
 

Designing an Automatic Traffic Light Controller 
for a T-Junction Road – Electronics 1 – 
ACDB5002 
Electrical & Electronic Engineering Degree Apprenticeship 
Joshua H – Student Number: 2420839 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



2 
 

Contents 
Introduction ............................................................................................................ 3 

2. Background Research ........................................................................................... 3 

4. System Design ..................................................................................................... 4 

4.1 Block Diagram ................................................................................................ 4 

4.2 Component Selection and Justification............................................................. 4 

5. Circuit Design ...................................................................................................... 6 

6. System Operation ................................................................................................. 8 

6.1 Flowchart ....................................................................................................... 8 

6.2 Pseudocode ................................................................................................... 9 

7. Simulation ......................................................................................................... 10 

8. Testing ............................................................................................................... 14 

8.2 Breadboard ................................................................................................... 16 

9. Evaluation .......................................................................................................... 16 

10. Conclusion ...................................................................................................... 17 

References ............................................................................................................ 17 

12. Appendix ...................................................................................................... 19 

 

 

 

 

 

 

 

 

 

 

 

 

 



3 
 

Introduction  
Traffic light systems are essential components in modern transportation infrastructure. They are 
designed to control and mange vehicle movement, reduce congestion whilst enhancing road 
safety. When multiple roads intersect effective signal control becomes critical to prevent 
accidents and ensure the smooth movement of traffic especially where there is an imbalance in 
the amount of traffic proceeding in a certain direction. This project focuses on the design of a 
fixed time control traffic light for a T-junction utilising a PIC1 microcontroller. The system is made 
up of three sets of traffic lights and a set of pedestrian lights. These cycle every ten seconds with 
a 7-segment display visualising the count, a sounder is also included to sound when the 
pedestrian lights are green. Outlined below I the research, design and simulation a fixed time 
control traffic light in Proteus software.  

2. Background Research  
Traffic signal control systems are fundamental to the management of traffic on the road, helping 
to regulate vehicle movement, reduce congestion, and improve road safety. One of the most 
widely used approaches is fixed-time control, where traffic signals operate according to 
predetermined timing cycles based on historical traffic data [1]. 

Fixed-time systems are commonly used due to their simplicity, reliability, and low cost of 
implementation. They provide consistent and predictable operation, making them suitable for 
junctions with relatively stable traffic patterns [1]. However, a major limitation of these systems 
is their inability to respond to real-time traffic conditions. As a result, they can lead to increased 
delays and inefficient traffic flow when actual traffic demand differs from expected conditions 
[2], [3]. 

To improve traffic efficiency, adaptive traffic signal control systems have been developed. These 
systems use real-time traffic data from sensors such as inductive loops, cameras, or infrared 
detectors to adjust signal timings dynamically. By responding to current traffic conditions, 
adaptive systems can reduce congestion and improve overall traffic flow [1], [3]. Despite these 
advantages, adaptive systems are generally more complex and require additional infrastructure 
compared to fixed-time systems. This can increase both implementation cost and system 
maintenance requirements [1]. 

T-junctions present specific challenges for traffic management due to uneven traffic flow and 
conflicting vehicle movements. One road carries a higher volume of traffic than the connecting 
road which needs managing to ensure efficient movement of traffic. For relatively simple junction 
layouts, fixed-time control systems can still provide effective operation, particularly where traffic 
patterns are predictable. Their consistent timing behaviour makes them suitable for applications 
where simplicity and reliability are important [1]. 

Safety is also a significant concern at T-junctions, particularly due to vehicle turning movements 
and pedestrian crossings. Effective signal control must ensure that conflicting traffic streams are 
separated and that pedestrians are provided with safe crossing opportunities [4]. As well as this 
the systems must be designed to fail safely and enter a set state when power is removed [4]. 
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Modern systems may also incorporate traffic detection sensors to monitor vehicle presence and 
adjust signal timings where required. This allows for improved efficiency compared to purely 
fixed-time systems [1]. While more advanced systems can improve traffic performance, they also 
increase system complexity and cost. As a result, fixed-time systems remain widely used in 
situations where cost-effectiveness, simplicity, and reliability are prioritised [1]. 

4. System Design   
The task was to design a prototype fixed time control traffic light for a T-junction. The 
implementation needs to include:  

• Three traffic lights 
• A set of seven segment displays on each traffic light to count down from 40 to 0 
• Every 10 seconds the traffic signals should change 
• In the final 10 seconds there should be a cycle for pedestrians 

4.1 Block Diagram 

 
Figure 1: System Diagram 

 

4.2 Component Selection and Justification 
Components were selected for the traffic light controller based upon engineering 
considerations including their individual functionality, reliability, cost, scalability as well as their 
potential implementation in real-world systems.  
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Microcontroller  

A PIC16F877A was selected as the main controller due to its versatility and suitability for 
embedded control systems [5]. The device offers 33 I/O pins, which is sufficient to manage 
multiple traffic lights, pedestrians LED’s, seven segment displays and other peripherals without 
the need for external expanders [6]. This allows the design to stay simple, reducing the overall 
cost of the system.  

An advantage of the PIC16F877A is its internal timers. Timers 0,1 and 2 allow for accurate timer 
control for the 10 second intervals [5]. Further, the timers can be used as a method of interrupt, 
allowing for pin polling separate of the main code execution. This ensures that the countdown 
timer can stay accurate whilst maintaining the required functionality. Whilst alternatives such as 
an Arduino board may have been used the PIC was preferred due to its compatibility with CCS C 
compiler and relative low cost. As the PIC16F877A’s cost is low and the chip itself widely available 
it makes a very suitable microcontroller for both prototyping and large-scale deployment. It 
should be noted that more advanced microcontrollers could offer better processing speed, more 
efficient power usage, and better features such as Wi-Fi modules, using these would introduce 
unnecessary complexity for a simple fixed-time system.  

Other Components:  

An external crystal oscillator was used to provide a stable clock signal for the microcontroller. In 
a safety critical system such as this accurate timing is a must, and traffic light intervals need to 
be consistent and predictable.  

Common anode seven-segment displays were selected to implement the countdown timer. 
These displays are cost-effective and interface with the microcontroller well, as the PIC’s ports 
can be individually utilised as one large output. This makes displaying numbers on the displays 
from the controller simple. Using two displays allow the representation of values 99 to 00. An 
alternative approach could have been to use a multiplexer to reduce the usage of the I/O pins, 
this would greatly increase the complexity of the programming as well as introduce possible 
timing issues. This approach would only be necessary if requirements changed, such as another 
traffic light being installed. 

Transistors have been used to drive the sounders used in the system. They require too much 
current for the microcontroller to reliably source. Using a transiter with an appropriate HFE and a 
correctly match current limiting resistor the PIC will be able to biased the transistor on and off at 
will allowing it to control the output of the sounder [7]. 

Resistors are used throughout the circuit primarily for current limiting. Each LED for the traffic 
lights and each LED segment for the seven-segment displays require a series resistor to prevent 
excessive current, these values were chosen based on calculations made with Ohm’s Law. A pull-
up resistor has been used to ensure stable logic levels for correct function of the pedestrian 
button. Due to problems with the simulation software this is currently held at 10 Ohms whereas 
the actual prototypes value sits at 220 Ohms 
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5. Circuit Design  

 
Figure 2: Simulation Diagram 

 
Figure 3: Simulation Diagram 

Figure X above shows the microcontroller’s pin configuration, pins B0 to 3 are wired to the first 
traffic light with port A wired to traffic light 2 and 3 Pins B4 to B7 have been made into interrupt 
pins, in this configuration the pin will trigger an interrupt when a change in voltage occurs on one 
of those four pins. Pin B5 is set high through a pull-up resistor, such that when the pedestrian 
button is pressed the pin will be brought to ground triggering the interrupt. The same could be 
achieved using Pin B0 however during the development of the system this could not be achieved 
reliably as the software was temperamental. As all pedestrian lights will function in the same way 
at the same time they are all controlled by two pins on port E. Because of the use of ports A and 
E some functionality of the microcontroller has been lost namely the analogue input pins. This 
however poses no real problem with the functionality of the system. Similarly to the pedestrian 
pins pin B3 will trigger all at once, this allows one pin to control all three sounders. As the 
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microcontroller can only source 35mA which is not enough to drive the sounder, instead the pin 
biases a transistor on and off, which allows current to flow from VDD [6]. 

To display the count-down timer two seven-segment displays have been used. A seven-segment 
display is made up of seven LEDs controlled through seven data lines. Each data line is controlled 
by the microcontroller allowing the programmer to select each segment separately. The 
segments are generally labelled from A-G.  

 

Figure 4: Seven-segment display annotated [8] 

 As our circuit uses a common anode, if no data pins are high all segments will be lit. By applying 
a voltage to a specific pin, the voltage across the LED falls enough to bias the LED off. In this 
circuit all ports C and D are connected to each display allowing us to effectively drive the display 
through outputting a binary number on the port. 
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6. System Operation  

6.1 Flowchart 

 
Figure 5 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

       Figure 6 
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6.2 Pseudocode 

 
Figure 7 
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The operation of the system follows a structured and modular approach to control the 
sequencing, countdown display and pedestrian functionality. The program is designed 
around a set timing model to ensure consistent and predictable behaviour 

Using two for loops the operational cycle is implemented, divided into four discrete 10-
second intervals. Each case corresponds to a predefined traffic state in the actual code 
this is achieved through the use of pins as parameters in functions. The use of cases and 
a function that calls for parameters appending extra traffic lights is simple.  

The countdown mechanism is controlled through direct port manipulation hexadecimal 
values are translated to segment control signals allowing for all display signals to be 
controlled through a look-up table. This is abstracted in the above pseudocode however 
can be seen in the appendix. 

The pedestrian function is incorporated using interrupt driven logic. A change in the 
designated button pin initiates and interrupt service route allowing the system to respond 
independently of the main loop. This ensures pedestrian’s requests are reliably and safely 
processed. All vehicle signals turn red in order to maintain safety. 

7. Simulation 
Below are screenshots of the simulation running  

 
Figure 8: Simulation at Start 
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Figure 9: Simulation during a RED/YELLOW cycle 

 
Figure 10: Simulation during a pedestrian crossing  

 

Figure 11: Simulation during a GREEN cycle 
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Figure 11: During a GREEN cycle 

 

Figure 12: During a GREEN cycle 
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Figure 13: During a pedestrian cycle 
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8. Testing  
Testing will be mad up of 5 parts, to test the functionality of the circuit. Testing outlined below 
follows the chronological order of the program. Traffic light will be referred to as TL. 

Without 1732 2047 

Test 
Number 

Test Spec Expected  Actual Adjustments 

1.1 On start all should 
lights should be RED 

All light are RED All lights were 
red but TL3’s 
yellow LED 
remained on 

Due to proteus 
issues the pin 
connected to 
that light 
remained high, 
pin assignment 
changed 

1.2 Yellow and red light for 
TL1 should be on 

Yellow light 
should switch 
on a red remain 
on 

Correct lights lit None required 

1.3 Green light for TL1 Red and Yellow 
should turn off 
and Green 
should turn on 

Correct lights lit None required 

1.4 Briefly all lights should 
be red 

Green should 
turn off and all 
red lights should 
be on  

Correct lights lit None required 

2.1  Yellow and red light for 
TL2 should be on 

Yellow light 
should switch 
on a red remain 
on 

Correct lights lit None required 

2.2 Green light for TL2 Red and Yellow 
should turn off 
and Green 
should turn on 

Correct lights lit None required 

2.3 Briefly all lights should 
be red 

Green should 
turn off and all 
red lights should 
be on  

Correct lights lit None required 

3.1 Yellow and red light for 
TL3 should be on 

Yellow light 
should switch 
on a red remain 
on 

Correct lights lit None required 

3.2 Green light for TL3 Red and Yellow 
should turn off 
and Green 
should turn on 

Correct lights lit None required 

3.3 Briefly all lights should 
be red 

Green should 
turn off and all 

Correct lights lit None required 
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red lights should 
be on  

4.1 When pedestrian 
button is pressed after 
one cycle all lights 
should go red and 
pedestrian lights 
should go green 

All TL lights 
should go red. 
And pedestrian 
lights should 
turn green 

Nothing 
happens 

RB0/Interrupt 
Pin would not 
function in 
proteus, the 
interrupt type 
and pin was 
changed to the 
RB5 pin 

4.2 When pedestrian 
button is pressed after 
one cycle all lights 
should go red and 
pedestrian lights 
should go green 

All TL lights 
should go red. 
And pedestrian 
lights should 
turn green 

Correct lights lit None required 

4.3 When pedestrian 
button is pressed the 
buzzer should sound 

The buzzer 
should sound 
during the 
pedestrian cycle  

Buzzer sounds None required  

4.4 After TL3 finishes its 
cycle pedestrian cycle 
should start in the 
same way as if a person 
pressed a button 

All TL lights go 
red, pedestrian 
lights go green, 
buzzer sounds 

Correct lights lit, 
buzzer sounds 

None required 

5.1 Timer counts down 
correctly 

Timer 
decrements in 
time with the 
simulation timer 

Timer decreases 
correctly 

None required 

5.2 Timer loops back from 
00 to 40 

Timer loops 
around correctly  

Timer loops 
around correctly  

None required 

 



16 
 

8.2 Breadboard 

 
Figure 14: Breadboard Prototype 

The breadboard prototype shown in the figure above is a recreation of the system as 
seen in proteus. Whilst there are less components the system is functionally the same. 
As proteus is simulation software some components are different on the board differ to 
the simulated design. Such as the pull-up resistor for the button, in the simulation this 
is a 10 Ohm resistor however in the breadboard prototype it is a 220 Ohm this is due to 
limitations on the stock available at the time. Another difference is the lack of resistors 
into the seven-segment displays, for similar reasons of limitations of stock.  

 

9. Evaluation  
The traffic light system was evaluated through a series of tests to assess its functionality, and 
overall performance. Testing confirmed that the traffic light sequencing operates correctly across 
all three junction approaches. Each phase was activated in the intended order, with transitions 
occurring at consistent 10-second intervals. This indicates that the timing logic implemented 
using the PIC16F877A microcontroller is stable and reliable. The lack of timing drift across 
multiple cycles supports the logic is correct. The countdown timer was also seen to function 
accurately, looping back when finished and matching the system state. This demonstrates the 
code loops effectively and the state-to-state logic is correct. Furthermore, no latency was 
observed from the port manipulation and look-up table.  

The pedestrian button functionality was found to be responsive and reliable. Upon activation the 
system correctly finished its current state and transitioned to the safe state for pedestrians. The 
inclusion of a buzzer further enhances safety providing additional indication of the crossing state. 
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This aspect of the design reflects the real-world considerations and safety requirements for a 
traffic light system.  

During testing, minor issues were identified. Mainly due to simulator issues. For example, whilst 
in separate files using the dedicated interrupt pin on RB0 the interrupt functioned when the same 
code and circuit design were placed into the project file the pin stopped functioning. This was 
resolved by changing the interrupt type to the RB port instead. This tracks changes in the pins B4-
B7 which worked for the simulation and breadboard. Further, pin A4 would always remain high, 
this pin was changed to E3 and the issue was resolved.  This highlights the need for interactive 
testing and validation in embedded systems. 

Despite the system functioning as intended it is limited by its own design. Fixed time control 
systems do not and cannot adapt to the varying traffic conditions found in the real-world. This 
leads to inefficient operation in both heavy and low traffic scenarios, during periods of low traffic, 
for example, vehicles may have unnecessary delays, whilst during peak traffic congestion may 
not be managed effectively. This results in congestion and longer wait times. The main limitation 
of fixed-time control systems.  

In addition, the design does not currently incorporate fail-safe mechanisms, such as a default 
safe state in the event of system failure or power loss. In real-world applications, these features 
are critical to ensure the safety of road users and pedestrians and compliance with industry 
standards. With the reliance on simulation, real-world factors such as electrical noise, hardware 
tolerances, and environmental conditions are not fully represented further limiting the system. 

 

10. Conclusion  
Overall, the system shows a high level of reliability and accuracy within its functioning. The 
implementation of countdown timers and traffic and pedestrian sequencing is successful, with 
a further implementation of a pedestrian input and sounder. This is shown both within the 
simulation and breadboard prototype. However, the system still requires improvement most 
importantly a fail-safe function and adaptability functions which would be needed for the system 
to be used in a real-world scenario. 
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12. Appendix 
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