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Linea Velocity and Acceleration 

‘Equations of Motion’ 

 

Linea Velocity maybe defined as ‘the rate of change of distance (or displacement) with time’. 

Velocity differs from the more general term ‘speed’ in that velocity accounts for a direction 

of motion as well as having magnitude hence it is a vector quantity.  ‘Speed’ defines only 

magnitude hence it is a scalar quantity. 

Linear Acceleration may similarly be defined as ‘the rate of change of velocity with time’.  Like 

velocity acceleration is a vector quantity. 

The SI ‘base units’ of velocity and acceleration are respectively: 

Velocity – m/s or ms-1, commonly represented by symbols u and v. 

Acceleration – m/s2 or ms-2, commonly represented by symbol a. 

 

Velocity/ Time Graphs with Uniform (Constant) Acceleration 

 

 

 

 

 

 

 

 

 

 

                                    Figure 1. 
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Provided that the acceleration is uniform (constant), the velocity increases linearly as a 

straight line graph as in Figure 1.  Given the definition ‘acceleration is the change in velocity 

with respect to time’, and that for motions of this kind, u represents the velocity at time t=0 

(‘the beginning’), and v represents the velocity after a time lapse t, referring to the graph we 

get the following formula: 

t

uv
a


  

However with the equation rearranged to the customary layout of y = mx + c  then the 

equation of motion would be: 

atuv  ………………………………….(1) 

Where a is the gradient of the line, representing the uniform acceleration. 

‘Distance Travelled’ (‘Displacement’), denoted by s 

Because the velocity increases uniformly, the average or mean velocity can be accurately 

determined from the area under the velocity –time plotted graph which has the shape of a 

trapezium. 
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If we substitute for v from equation (1), we could get: 
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Finally to complete the set of the Equations of Motion (for uniform acceleration), we may 

combine equation (1) and equation (2) to eliminate‘t’ from the formula: 

From (1): 
a

uv
t
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 , therefore substituting for t into equation (2): 
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Simplifies to: 
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)2(222 222 uuvvuvuas   

Giving 

222 uvas   

Or: 

asuv 222  ………………………………..(4) 

Giving the equations of motion: 

atuv   
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asuv 222   

Rotary (Angular) Motion: Angular Velocity and Angular Acceleration 

‘Equations of Motion’ 

When considering rotary (angular) motion with uniform (constant) angular acceleration, the 

analysis is very similar to that with linear motion.  Such considerations apply when considering 

‘bodies’ rotating about a centre, as with a wheel rotating in Figure 2: 

 

 

 

 

 

 

Figure 2 

 

An angular velocity/ time graph maybe similarly shown, with uniform (constant) angular 

acceleration. 

The following graph and analysis is very similar to that for linear motion, as considered. 
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α angular acceleration 

Centre of rotation 
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Angular Velocity/Time Graph with Uniform (Constant) Angular Acceleration 

 

 

 

 

 

 

 

 

 

 

 

 

                                                                   Figure 3. 

Where: 

ω1 =initial angular velocity, with units radian per second (rad/s), 

ω2 = final angular velocity, with units rad/s, 

 α = uniform or constant angular acceleration, with unit rad/s2, 

t = time, with units seconds (s) 

Applying the same principles as those applied to the linear conditions an alternative and 

corresponding set of equations can be determined: 

t  12  …………………………………………………..(1) 
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 
2
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Relationship between Angular Speed and Tangential Velocity 

Given the following scenario: 

 

 

 

 

 

 

 

Figure 4. 

For above: 

rv   

If the angular speed changes i.e there is an angular acceleration (or deceleration) α rad/s2, 

then proportionally so there will be a tangential acceleration given by: 

ra   

Newton’s Laws of Motion 

 

1.  ‘Everybody continues in its state of rest or uniform motion in a straight line, unless 

compelled to change that state by the action of an external force’. 

2. ‘The rate of change of momentum of a body is directly proportional to the resultant 

external force which is producing the change, and takes place in the direction of the 

force’ 

Momentum = mv 

i.e Force  
 
dt

mvd
F    Rate of change of momentum 

 
dt

mvd
F   

Or 

  

 

ω 
α 

r 

Body rotating at instantaneous angular speed ω rad/s 

Tangential Velocity ‘v’ m/s 
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dt

dv
m

dt

dm
vF   Differentiation of a product via the product rule. 

But if the mass remains constant then 0
dt

dm
 

Hence 
dt

dv
mF   

Or more commonly maF   

3. ‘To every action there is an equal and opposite reaction’. 

 

Torque and Angular Acceleration 

Consider the situation: 

 

 

 

 

 

 

 

Figure 5. 

Figure 5 represents a solid object rotating about a fixed axis ‘0’ perpendicular to the page.  

Considering a single element of mass ‘m’ rotating about 0 at a distance ‘r’, should the speed 

of the element of mass change then there must be some tangential force being applied to it 

in accordance with Newton’s Second Law. 

maF   

But since ra  ,page 5 then, 

mrF   

The torque acting on the element of mass can be found since torque is produced by a force 

acting at a perpendicular distance of the line of action of the force from the point of 

application. 

 

  

Angular acceleration α rad/s2 

ω rad/s 

Radius ‘r’ 
Element of mass ‘m’ 0 

Tangential Velocity ‘v’ (m/s) 
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2rmrxrmFxrT    

But when considering the whole of the solid object, the sum of all of the elements of mass of 

which the solid object consists, acting at many radii need to be considered.  The sum of all 

these elements is known as the Mass Moment of Inertia or simply Moment of Inertia, ‘I’. 

Since 2mrI   

Giving IT   compare with maF   

Calculating values of I is difficult except for simple cases: 

2mkI   

Where ‘k’ is the radius of gyration, and is the distance from the centre of rotation to the point 

at which the mass of the solid object is considered to be concentrated from the perspective 

of its ‘rotary inertia’. 

So for a uniform disc rotating about its geometric centre,
8

2
2 d

k   

Work, Energy & Power 

When a force is displaced (‘moves through a distance’), then ‘work is done’, or energy is 

expanded. 

Work Done = Force x Distance 

J = N x m 

J = Nm 

Potential Energy 

Suppose a mass is moved through a vertical distance ‘h’: 

 

 

 

 

 

 

                                                Figure 6. 
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Constant force acting on body = Gravitational force = weight = mg 

∴ work done = Force x distance 

                       = mgh 

This is the work done (i.e. energy expanded) can be reclaimed by allowing the body to move 

back to its datum. It would accelerate under gravity and have kinetic energy when it falls 

through the datum.  Thus we have potential energy at its elevated position equal to the work 

done. 

mghPE   

Kinetic Energy 

Kinetic Energy is the energy possessed by a body by virtue of its velocity (motion).  Consider 

a ‘body’ moving from rest to attain a velocity v in time‘t’ whilst moving through a distance‘s’. 

Then: 

Work done = Force x Distance = F.s 

∴Kinetic Energy = F.s (Principle of conservation of energy assuming no losses due to friction 

etc) 

i.e  
 

a

v
xmaEK

2
..

2

  

2

2

1
.. mvEK   

Similarly the K.E. of a ‘rotating body’ can be shown to be: 

2

2

1
.. IEK   

Where I = mass moment of inertia (kgm2) 

             ω = angular speed (rad/s) 

Power 

Defined as ‘the rate of doing work’. 

Average Power = Work done/time taken 

Power = J/s = W (watt) 

If a force F is moving at a velocity v, then: 



10 
 

vFP .  

For angular motion: 

TP   

Where T = Torque and ω = angular velocity 

60

2 n
  where n = rev/min 

Giving 

60

2 nT
P


  W 
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Friction 

Friction is ever present where there is ‘contact’ between two surfaces which are moving 

relative to each other.  Consider the principles associated with Dry friction, when two dry and 

clean surfaces have contact and motion as described. 

 

Laws of Dry Friction 

1.  If a force is applied tending to move a body over another, the opposing friction that 

arises is tangential to the surfaces in contact and is just sufficient to balance the 

applied force. 

2. As the applied force increases, there will be a ‘limit’ reached when the frictional 

resistance cannot resist the applied force tending to move the body, and there will be 

a limiting value of frictional resistance when at the ‘point of motion’. 

3. The ‘limiting force’ is ‘proportional’ to the normal (perpendicular) force between the 

surfaces, and is independent of the area of contact. 

4. The ratio of the limiting frictional force (F) and the normal reaction (Rn) is a constant 

which depends on the nature (type/roughness) of the surfaces in contact. 

Thus 


nR

F
 where μ is a constant called the Coefficient of Static of Limiting Friction 

Or nRF   

Note 0<μ<1 

5. When sliding starts, the direction of the resistive frictional force is always opposite to 

that of the motion. 

The frictional force is again given by F=μRn, but μ now assumes a value generally slightly lower 

that the static limiting values.  Otherwise, sliding friction obeys the same laws of static friction. 
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Linear Velocity and Acceleration,  Example Questions. 

1. A motor vehicle starting from rest travels with uniform acceleration of 1.2 m/s2 for 15s.  

It then travels with uniform velocity for 2 minutes and is finally brought to rest with a uniform 

deceleration of 1.8m/s2.  Determine: 

a) the maximum velocity in km/h, 

b) the time taken for the deceleration period and, 

c) the total distance travelled. 

                                  [64.8km/h, 10s, 2.385km] 

 

2.  The ram of a horizontal forging machine moves from rest with a uniform acceleration 

of 160m/s2 until it strikes the work piece.  Assuming that the ram is brought to rest with a 

uniform deceleration of 500m/s2 in compressing the work piece and that the time taken for 

the whole operation is 33ms determine: 

a) the velocity at impact, 

b) the amount that the work is compressed, and 

c) the total distance moved by the ram during the operation. 

                               [4m/s, 16mm, 66mm] 

 

3.  A cage travels down a mine shaft 800m deep.  It accelerates uniformly from rest for 

the first 200m, travels at constant velocity for the next 500m and then comes to rest again at 

the bottom of the shaft by retarding uniformly for the last 100m.  If the total time for decent 

is 1 minute calculate the maximum velocity.             [18.33m/s] 

 

4.  A train which is being accelerated uniformly passes a station with a velocity of 60km/h 

and at the next station its velocity is 96km/h.  If the distance between the two stations is 1.3 

km determine the acceleration in m/s2.               [ 0.167 m/s2] 
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5. In a particular type of hardness test a steel hammer is allowed to fall on to a material 

being tested.  If the hammer bounces to a height of 400mm determine the velocity after 

bouncing on the specimen, take g = 9.8m/s2.                      [2.8m/s] 

 

6.  A motor vehicle, travelling initially with a velocity of 72km/h, is given a uniform 

retardation of 0.5m/s2 for a period of 30s.  Sketch the velocity time graph and determine: 

a)  the final velocity in km/h, and  

b)  the distance travelled (in meters) during the specified period of time. 

                [18km/h, 375m] 

 

7.   During a cutting operation on a shaping machine the motion of the ram on its forward 

stroke of length 126mm is divided into three phases as follows:  accelerating from rest to a 

velocity of 500mm/s for the first 20mm, decelerating from 500mm/s to 300mm/s while taking 

a cut 100mm long and decelerating to rest for the last 6mm.  Assuming that all the changes 

of velocity are uniform sketch the velocity time graph and determine the time taken for the 

forward stroke.                 [0.37s]  

 

8.  A special motor car, designed to travel at high speeds, is able to accelerate as 2m/s2 

while increasing velocity from 540 to 576 km/h and at 1m/s2 while increasing velocity from 

576 to 612 km/h.  Working on the assumption that the acceleration during each of the two 

periods is uniform determine: 

a) the minimum time taken to increase speed from 540 to 612 km/h, and  

b) the distance travelled during this time. 

                     [15s, 2.425km] 
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9.    A goods lift in a multi storey factory is able to make its complete ascent of 24m in 30 s.  

For the first quarter of the distance the velocity is uniformly accelerated, and during the last 

quarter is uniformly retarded, the acceleration being numerically equal to the retardation.  

Determine the uniform velocity of the lift during the centre portion of its ascent.      

                            [1.2m/s] 

10. A cage in a mine shaft performs the first part of its decent with a uniform acceleration of 

1m/s2 and the remainder of its decent to the bottom of the shaft with uniform retardation of 

2m/s2.  If the total time for decent is 1 minute calculate the depth of the shaft.           

                            [1200m] 

11.  In a particular laboratory experiment a steel ball was allowed to fall   from rest under the 

influence of gravity.  The time taken for it to descend through a distance of 1m was measured 

accurately. 

a) If the time taken was 0.452s calculate the value of gravitational acceleration. 

b)  Using the value of ‘g’ determine the velocity of the ball at the bottom of its descent. 

                          [9.79m/s2 ,4.425m/s] 

 

12. A ball is thrown vertically upwards with a velocity of 9.8m/s.  Determine: 

a)   its height when its velocity is 4.9m/s, and  

b)  the times when it will be at this height.                  

                  [3.675m, 0.5s and 1.5s] 
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Engineering Science. 

Angular Velocity and Acceleration Examples. 

 

1. The speed of a flywheel is increased uniformly from 210rpm to 250rpm in 5 seconds.  

Determine the angular acceleration and the number of revolutions made by the wheel 

in the 5 second period.            [0.84 rad/s2, 19.2 revs] 

 

 

2. A grinding wheel is rotating at 2800 rpm when the power is switched off.  If it takes 4 

minutes for the wheel to come to rest calculate the angular retardation, assuming it 

to be uniform.                   [1.22 rad/s2] 

 

3. A lift-winding drum accelerates uniformly from rest for 1.5 seconds until it is rotating 

at 80 rpm. At this speed the drum makes 2.6 revolutions before coming uniformly to 

rest in 1.2 seconds.  Determine 

a. The angular acceleration and retardation, 

b. The total time the drum is rotating, 

c. The total number of revolutions made by the drum. 

           [5.6 rad/s2; 7 rad/s2; 4.64s; 4.4revs]  

4. The flywheel of an internal-combustion engine is accelerated uniformly at 15 rad/s2 

for 3 seconds, until the engine speed is 3500rpm.  What is the initial speed?  If the 

rotating parts of the engine have a moment of inertia of 1.3 kgm2, determine the 

accelerating torque.                [3070rpm; 19.5 Nm]  

 

5. The radius of gyration of a flywheel can be assumed to be 215mm.  If the torque 

required to give the flywheel an angular acceleration of 6 rad/s2 is 11 Nm, estimated 

the mass of the flywheel.           [39.59kg]  
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6. The belt pulley on a motor-driven shaft is 160mm diameter and is accelerated 

uniformly from rest to its maximum speed of 1470 rpm in a time of 3 seconds.  

Calculate, 

a. the maximum angular velocity in rad/s, 

b. the maximum linear velocity of the belt in m/s, 

c. the angular acceleration in rad/s2, and 

d. the linear acceleration of the belt in m/s2. 

     [154 rad/s, 12.32 m/s, 51.3 rad/s2, 4.104m/s2] 

 

7. In a laboratory test a flywheel is accelerated uniformly from rest for a brief period 

during which time the flywheel turned through 4.2 rev.  The flywheel was then allowed 

to come to rest against friction with uniform retardation during which time it is turned 

through 42rev.  If the total time of the motion was 88seconds determine, 

a. The maximum angular velocity in rad/s, 

b. the angular acceleration in rad/s2, and 

c. the angular retardation in rad/s2. 

 [6.6 rad/s; 0.825rad/s2; 0.082 rad/s2]  

8. A cyclist accelerates from a speed of 12km/h to a speed of 20km/h in a time of 20 

seconds while descending an incline.  Determine, 

a. the angular acceleration of the road wheels if the diameter of the wheel is 

0.66m; 

b. the distance travelled in this time. 

 [0.34 rad/s2; 89m]  

9. A shaft of diameter  0.3m is rotating at 2000rpm. Determine: 

a. its angular velocity; 

b. the linear velocity of a point on the circumference of the shaft; 

c. the angular acceleration required to increase the shaft speed to 3000rpm in a 

period of 50s. 

d. the linear acceleration of a point on the circumference of the shaft. 

  [209.4 rad/s; 31.4 m/s; 2.094rad/s2; 0.314 m/s2] 



17 
 

    Engineering Science. 

Work, Energy & Power Examples. 

 

1. The energy expended in lifting an engine of mass 159kg is 6kJ. Calculate the height 

through which it has been lifted.                           [3.85m] 

 

2. A motor vehicle of mass 1.6kg is travelling on the level at a speed of 72 km/h.  What is its 

Kinetic Energy?  If the engine is switched off, how far will the vehicle travel before coming 

to rest if the average resistance to motion is 1kN.      

                   [320J, 0.32m] 

 

3. The inlet valve of a small car engine has a mass of 50g and reaches a maximum 

acceleration of 8000ms-2 during the operation period in 0.001 s from rest.  Calculate the 

kinetic energy of the valve at the end of the acceleration.              [1.6J] 

 

4. The speed of a vehicle of total mass 1.5 tonnes is reduced from 54 km/h to 18km/h by the 

action of a retarding force of 3kN.   

a. Calculate the change in kinetic energy, 

b. Show that the change in kinetic energy is equal to the work done 

against the retarding force.                     [150kJ] 

 

5. An engine has a mass of 150kg and is suspended from a crane by a sling 4m above the 

ground. 

a. Determine the potential energy of the crane.                [5.8kJ] 

b. If the sling were to break and the engine to fall to the ground what 

would the velocity and the kinetic energy of the engine before just at 

the point of impact with the ground.        [8.86m/s. 5.8kJ] 
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6. The flywheel of a shearing machine has a diameter of 500mm and a mass of 800kg:. 

a. Calculate the energy stored in the flywheel when it rotates at 

210rev/min.                [6045.1J] 

b. Calculate the energy given up when the speed of the flywheel is 

reduced to 105 rev/min.                         [4533.8J] 

c. If the energy given up is used to shear material of thickness 11mm, 

calculate the average shearing force in kN.                            [412.165kN] 

 

7. The road wheel brake drum and rotating parts of the wheel assembly of a motor car have 

a total mass of 20kg and their radius of gyration is 0.23 m. The wheel accelerates uniformly 

from rest to a 840rev/min in 22s.  Determine: 

a. The angular acceleration of the wheel assembly, 

b. The number of revolutions made by the wheel assembly, 

c. The moment of inertia of the rotating assembly, 

d. The kinetic energy stored in the assembly at the end of 22s. 

                                  [4 rad/s2, 154 rev, 1.06kg m2, 4.1 kJ] 
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Engineering Science. 

Work, Energy & Power More Examples. 

 

1. A train and Locomotive have a total mass of 400 tonne.  Calculate the power needed when 

the train is travelling at a constant speed of 72km/h against a constant resistance of 

100N/tonne.                                           [800kW] 

 

2. A motor car of mass 1000kg is being driven up an incline of 1 in 10 measured along the 

slope. If the engine develops an output power of 35kW, 40 % of which is lost through the 

transmission to the wheels, and there is a constant frictional resistance of 420N.   

Calculate : 

a. The constant speed which the car can maintain up the incline. 

b. The speed with which the car would travel along a level road if friction effects and the 

power available at the road wheels remains unchanged.             [54km/h, 180 km/h] 

 

3. The fuel conveyor system at a power station consists of a number of trucks, each of which 

has a mass of 4240kg when fully laden.  The fuel is conveyed in the trucks up an inclined 

railway with a gradient of 1 in 2.5 measured along the slope.  There is a constant friction 

resistance to motion of 250N per truck, and the maximum haulage power available is 

136kW.  Calculate: 

a. The maximum number of fully laden trucks that can be hauled up the incline at a constant 

speed of 2 m/s. 

b. The power needed to haul this number of trucks along a level part of the track at a 

constant speed of 2m/s.                                            [4, 2kW]                

 

4. A road vehicle has a mass of 1600kg and is uniformly accelerated from rest to a speed of 

60km/h in a distance of 48m on a level surface against a tractive resistance of 0.18 N/kg.  

Determine: 

a. The propulsive force of the vehicle. 
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b. The change in momentum.                                                         [4917.63N, 26720kgm/s] 

 

5.  Crates of machined components are allowed to slide down a delivery chute 10m long 

inclined at 1 in 5 measured along the slope.  Each full crate has a mass of 25kg and the 

velocity at the bottom of the chute is 6 m/s.  Calculate the energy absorbed in overcoming 

friction.                                  [40.5J] 

 

6. A flywheel of the titanic of mass 8 tonnes has a radius of gyration of 1.6m.  Determine the 

kinetic energy in the flywheel when it is rotating at 90 rev/min.  If the speed of the 

flywheel is reduced to 80 rev/min, what will be the change in kinetic energy.  

                                               [904.8kJ, 182.3kJ] 

  

7. The rotating parts of an engine may be considered to have a mass of 3.5kg acting at a 

radius of gyration of 0.1m.  If the mass of the engine itself is 80kg, determine the total 

kinetic energy of the engine when it is propelling the vehicle at 40km/h while rotating at 

2100rev/min.                                                                                    [5.78kJ]  
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Engineering Science. 

Friction Examples. 

 

1. It is found that a vehicle having a mass of 900kg can be moved slowly and steadily 

along a horizontal surface by a force of 5.8kN with the wheels locked.  Calculate the 

coefficient of friction.                  [0.66] 

  

2. A metal block having a high friction lining and having a mass of 4.5kg requires a 

horizontal pull of 15.74N to move it at a steady speed along the horizontal steel 

surface.  What is the coefficient of friction for the high friction lining and Steel. 

                                  [0.36] 

 

  

3. A train wagon has a coefficient of friction of 0.35 and requires a force of 1500N to 

overcome friction and keep it moving at a steady speed. 

a) What is the mass of the wagon?                    [436.87kg] 

b) If the number of wagons being pulled by a train is 8, what will the force exerted by the 

train need to be in order to overcome friction?              [11999.74N]    

 

4.  A 50 kg weight being pulled at a constant velocity up a plain angled at 30 degrees 

from the horizontal has a coefficient of friction of 0.25.  Calculate the total force acting 

down the plain.                                     [351.45N]  
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Simple Harmonic Motion 

A body is said to have Simple Harmonic Motion (SHM) when its acceleration is acting directly towards 

a fixed point in its path and this acceleration is directly proportional to its distance from that point.  

This is the basis of all periodic, oscillatory and vibratory motion.  E.g. the Reciprocating Motion of a 

Piston in an engine, or a pendulum. 

 

  

 

The  Amplitude, ‘A’ as seen on the diagram above is the term given to the maximum displacement in 

meters of the pendulum from its equilibrium position. 

The Periodic Time in SHM is the term given to the time it takes for the pendulum to complete one 

whole oscillation.  It is denoted by ‘T’ and is measured in seconds and can be calculated using the 

following equations: 

v

r
T

2
  OR    



2
T                                [From rv  ] 

The Frequency, is represented by the term ‘n’ and is the number of oscillations completed in a second. 

 




2

1


T
N  and is measured in Hertz. 

SHM shares similarities with circular motion but instead of the object rotating it travels back and forth. 

 

 

 

0 

A 

ω ω 

v 

The Pendulum 
Here is an example of SHM in the form of a 

simple pendulum.  The ‘0’ point is the centre 

of the pendulums motion or equilibrium 

point, while the points ‘x’ are the extremities. 

‘v’ is the instantaneous linear velocity at any 

point during its travel and can be calculated 

by using the equation derived from circular 

motion rv   where r is the maximum 

distance of the pendulum from the 

equilibrium position and   is its angular 

velocity. Hence r can be replaced with ‘A’ 

giving Av  . 

x  x 
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Another equation to calculate the velocity of a body in SHM is as follows: 

 )( 22 xAv   

where v is the linear velocity, 

A is the amplitude, 

 is the angular velocity, 

x is the current displacement form the equilibrium position. 

 

The maximum acceleration of a body in SHM occurs at the extremities of the motion and can be 

calculated using the following equation: 

a =  2A 

Alternatively the acceleration can be calculated at a displacement ‘x’ away from the equilibrium 

position. 

a =  2x 

From Newton’s Second Law we can also calculate the forces acting on the body during SHM: 

What is Newton’s second Law? 

xmF 2  

Where m is the mass of the body. 

Hence: 

AmF 2

max   
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Sine Wave Forms 

Simple Harmonic Motion is said to be sinusoidal, this means that its periodical motion follows the form 

of a sine waveform: 

 

Meaning that the acceleration can be calculated for any point throughout the motion using the 

following equation: 

 rCosa 2  

Where   is the angle though which the body has moved away from its equilibrium position. 

 

Resonance is the tendency of a system to oscillate with high amplitude when excited by energy at a 

certain frequency. This frequency is known as the system's natural frequency of vibration, resonant 

frequency. 

Examples of this are: 

o Musical instruments. 
o Shattering Glasses. 
o Tidal Wave forms. 
o Bridges and other suspended structures. 

 

  

http://en.wikipedia.org/wiki/Sine_wave
http://en.wikipedia.org/wiki/Oscillate
http://en.wikipedia.org/wiki/Amplitude
http://en.wikipedia.org/wiki/Energy
http://en.wikipedia.org/wiki/Frequency
http://en.wikipedia.org/wiki/Vibration
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The Tacoma Narrows Bridge is a mile-long (1600 meter) suspension bridge with a main span of 2800 

feet (850 m) (the third-largest in the world when it was first built) that carries Washington State Route 

16 across the Tacoma Narrows of Puget Sound from Tacoma to Gig Harbour, Washington. 

 

 

 

 

 

 

 

 

 

Example 

A body of mass 12kg moves with SHM in a straight line over a distance of 0.4m on each side of its 
central position.  If the frequency of the motion is 2.5Hz, find: 

a) the maximum acceleration of the body; 

b) the maximum force acting on the body; 

c) the maximum velocity of the body; 

d) the acceleration and velocity of the body at a point 0.15m from the central position. 

http://en.wikipedia.org/wiki/Suspension_bridge
http://en.wikipedia.org/wiki/List_of_largest_suspension_bridges
http://en.wikipedia.org/wiki/Washington_State_Route_16
http://en.wikipedia.org/wiki/Washington_State_Route_16
http://en.wikipedia.org/wiki/Tacoma_Narrows
http://en.wikipedia.org/wiki/Puget_Sound
http://en.wikipedia.org/wiki/Tacoma%2C_Washington
http://en.wikipedia.org/wiki/Gig_Harbor%2C_Washington
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Simple Harmonic Motion Example Questions 

1.  A point moving with simple harmonic motion has an amplitude of 800mm and a frequency of 
0.5Hz, calculate: 

a. The maximum velocity, 
b. The maximum acceleration, 
c. The velocity and the acceleration when the displacement is 150mm from the 

midpoint.                      [2.5m/s, 7.9m/s2, 2.47m/s, 1.48m/s2] 
 

2.  A body has a mass of 10kg and moves with SHM. At a displacement of 300mm from the centre 
of oscillation the velocity and acceleration of the body are 5m/s and 33m/s2 respectively.  
Determine: 

   a. The frequency of oscillations, 

   b. The amplitude of the motion, 

   c. The maximum velocity of the body, 

   d. The maximum force acting on the body. 

                                 [1.7Hz, 0.56m 5.9m/s, 616.2N] 

 

3.   A body of mass 10kg moves with SHM in a straight line over a distance 1m on each side of its 
central position.  If the frequency of motion is 2Hz, find: 

   a. The maximum acceleration of the body, 

   b. The accelerating force acting on the body, 

 c. The velocity of the body at a point 500mm from the central      position. 
                                                            [157.9m/ss, 1580N, 10.9m/s] 

 

4.   A body is moving with SHM and has a maximum velocity of 12m/s and maximum acceleration 
of 108m/s2.  Calculate the amplitude and frequency of the motion.  Find the velocity and 
acceleration of the body when at 700mm from the mean position. 

                 [1.33m, 1.44Hz, 10.2m/s, 56.7m/s2] 

 

5.   An engine crankshaft revolves at 3000rpm, the piston stroke being 75mm and the mass of the 
reciprocating components is 0.24kg.  Assuming the piston to travel with simple harmonic 
motion, calculate: 

  a. The accelerating force on the piston at the end of its stroke, 

  b. The maximum velocity of the piston. 

                                               [888.27N, 11.78m/s] 
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6.   A body of mass 20kg oscillates in a straight horizontal line with SHM of amplitude 20mm.  When 
the body is 12mm away from the centre of oscillation the force acting on the body is 75N.  
Determine: 

   a. The periodic time for the motion, 

   b. The velocity of the body.                                          [0.36s, 0.28m/s] 
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