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1 Introduction

This report gives an overview of engineering in three main areas: health and safety
(including risk assessments and matrices), the role engineers play in society and how their
services improve lives, and how problem solving and teamwork, with different points of

view, can significantly benefit engineering projects.



2 Health & Safety with Risk Assessments

Health and safety are a considerably large part of engineering, especially when machinery
such as lathes are involved. At the University, a student may be required to operate a lathe in
the workshop to shape components. Before this can be done safely, a risk assessment must
be carried out to discover what dangers could be present and what injuries could occur to
the person performing the task. Law dictates that securing the health, safety and welfare of
persons at work must be followed and entertained within any place of work (Parliament,
HSW Act, 1974). The Health and Safety at Work etc. Act 1974 is supported by the
Management of Health and Safety at Work Regulations 1999, which require suitable and
sufficient risk assessments, health surveillance where needed and adequate training so that
employees remain competent and safe (Parliament, The Management of Health and Safety

at Work Regulations 1999, 1999).

For lathe work, other regulations are also relevant. The Provision and Use of Work
Equipment Regulations (PUWER) require that the lathe is suitable for use, maintained in a
safe condition and that users are trained and supervised (Parliament, The Management of
Health and Safety at Work Regulations 1999, 1999). The Personal Protective Equipment at
Work Regulations make sure that PPE such as eye protection and safety footwear is provided
and used where risks cannot be controlled by other means (Parliament, 1992). Where work
with fluids or chemicals are used, the Control of Substances Hazardous to Health Regulations

(COSHH) also apply (Parliament, 2002).

A simple risk assessment for using the lathe would look at hazards such as getting tangled in
rotating parts, flying swarf, sharp edges and noise. Entanglement with the rotating chuck or
workpiece would be classed as a high-severity hazard with a medium likelihood, giving a
high initial risk level. A way to prevent this would include tying back long hair, removing
jewellery, avoiding loose clothing and ensuring guards are in place, which would reduce the
risk to low. Flying swarf and chips present a medium risk of eye injury, which can be
minimised by wearing safety goggles and keeping the work area tidy. The required PPE for
this task would typically be safety goggles, a dust coat or overalls, steel-toed boots and
possibly hearing protection. An in-depth risk assessment would consider all these factors

plus training to make sure that the student and others remain safe around the machine.



3 Security Risk Matrix

Risk Matrix

Table 1 - Example Risk Matrix

Minor Moderate Severe
Very likely Medium Medium -
High
Likely Low - Medium Medium -
Medium High

Unlikely Low - Medium
Medium

A risk matrix takes possible issues; how likely they are to happen and then the impact it

would have, should it happen, into account and then gives a risk evaluation based on such.
This report will look at some risks associated with autonomous and self-driving electrical

vehicles.

3.1.1 Vulnerabilities associated with electric vehicles.

With todays and future electric vehicles there is a debate over how safe they are, both
physically and digitally. There is much to consider with electrical vehicles such as there GPS
systems and their associated charging grids. As they become increasingly connected the risk
of a large scale cyberattack on their combined networks becomes ever more prominent
(Wang, Zhuge and Chen, 2024). It has been demonstrated in the real world by hackers that
have already taken charge of the advantage of this growing connection by temporarily
disabling the ability of charging ports within a major charging port network within Europe.
(Wang, Zhuge and Chen, 2024). This was then undertaken by researchers to demonstrate
how easy it would be to take control of an electrical charging port via an unsecured Wi-Fi
network, that is found to be used at most charging areas within the region (Wang, Zhuge
and Chen, 2024). This demonstrates a very clear and president vulnerability that could be
associated with electrical vehicles. It highlights that EV vehicles could cease to be recharged
which may leave them vulnerable to physical brake in, as security features may begin to stop
working. This has already been demonstrated and as such is likely to happen and while more
of an inconvenience the vulnerability being there alone could pose more of risk meaning it is

of moderate in terms of impact resulting in a medium level impact.



Another vulnerability of electrical vehicles takes a look into what a hacker could do with
access to the EV charging network, as it is shown that the networks rely on data delivered
from sensors on the vehicles to ensure that they achieve optimal charging without impeding
the power grid (Ghosh & Roy, 2025). A hacker could, with access to the charging ports and
vehicle, alter the data being sent. This can result in loss of finances and trust as the amount
of power or energy provided could be less than offered or proposed within a
transaction(Ghosh and Roy, 2025). It could also work the opposite way and result in more
power being given to the electrical vehicles resulting in the battery holding too much charge,
which could lead to faster battery degradation and in possible cases affect the power grid by
causing disturbances(Ghosh and Roy, 2025). Due to the already demonstrated likelihood
that the charging ports can be hacked this event is likely to happen and the impacts of the

issue are rather large as such this is a high impact issue.

As such a possible engineering solution to this issue can be derived from the paper that this
information is referenced from. Sanchita Ghosh and Tanushree Roy are proposing the use of
a Koopman Operator based model-free cyberattack detection-isolation algorithm. This
response seems adequate as is argued throughout their paper and would deal with the
cyber-attacks and even mentions methods of implication into systems(Ghosh and Roy,

2025).



4 Engineers Role in Society

Beining a charted engineer means that they are held to a high standard within their area of
expertise and have reached a professional level through a tested process. There are many
organisations which help engineers become carted engineers such as: the National Society
of Professional Engineers (NSPE), Institution of Civil Engineers (ICE), Institution of
Engineering and Technology (IET), and Chartered Institution of Building Services Engineers

(CIBSE), etc.

All the organisations publish codes of conducts that must be followed for an engineer to
become a chartered engineer, these all tend to follow a similar line of conduct and ethics.
For example, the IET’s code of conduct goes along the lines that all engineer’s should
exercise their professional skill and judgment as best they can and that they should continue
with any professional developments revolving around their chosen specialty to the boards
established or set standard (Institution of Engineering and Technology, 2024). These by-laws
share similarities throughout the organisations as can be seen with the NSPE which shares a
similar code of conduct to the IET; ensuring that all work is their own and that other
engineers will not falsely be discredited and that engineers shall acknowledge their own
errors and mistakes (National Society of Professional Engineers, 2019) Both organisations
have the same basic principles but the IET focuses more on the advancement of technology
and innovation where as the NSPE has more of an outlook on the engineers impact with the

public and their relations.

Both organisations look at environmental damage and how best to prevent it both
mentioning it in unique ways; in the IET code of conduct it is mentioned that damage to the
environment and any breach of legal obligations will not be tolerated and will be dealt with
accordingly (Institution of Engineering and Technology, 2024). In the NSPE code of conduct
however, it flows around the public and the impact that engineers can have on the
environment and in turn the public (National Society of Professional Engineers, 2019). For a
motor vehicle engineer this means that responsibility does not stop at making a vehicle fast

or reliable; they must also consider fuel consumption, exhaust emissions, noise and how the



vehicle will be disposed of or recycled at the end of its life. Meeting these codes of conduct
would therefore require an automotive engineer to design vehicles that meet or exceed
environmental regulations, to minimise harmful emissions and waste throughout the
vehicle’s life cycle. The engineer would have to look for new technologies and designs that
reduce the overall impact of a vehicle on the environment while still protecting the safety

and welfare of the public.



5 Problem Solving

Problem solving is a key skill for an engineer, as engineering is mostly found on problem
solving or solving an issue to make life easier/more comfortable. There is a selection of
problem-solving techniques that an engineering team could employ such as value stream
mapping, one-piece flow, kanban, 5-whys, Total Productive Maintenance and kaizen
events(R. Keith Mobley, 2025). There are other engineering methods to help solve problems
such as creating fishbone diagrams for brainstorming, Plan-Do-Check-Act (PDCA) and the

failure mode and effects analysis (FMEA).

5.1 Lean Problem Solving

In the paper written by R. Keith he mentions the use of the lean method compared closely to
root cause analysis (RCA). It addresses the root cause of the issue so that nothing can appear
further down the production line (R. Keith Mobley, 2025). It traces the issue to its roots
looking at all variables that could affect it along the way allowing engineering teams to
rectify the issue after or before it arises, depending on how prepared the team is. A fishbone
diagram is often used as a visual tool that helps the team group possible causes under
headings such as methods, materials, machines and people as can be seen in the figure

below.

Material | I Measurement I I Machine |

Wrong size E Machine
of the mold malfunction
blueprint mistake / ;
employee's fault
production mistake =
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of the material

poor storage conditions

Worn out material

The part
is produced
wrong size

wrong production

Employee mistake
wrong production

procedure

mistaken machine

mistake in production
procedure

I Method I I Environment I | People I

Figure 1 - Lean Fishbone Diagram (Lean Six Sigma Definition, 2020)
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5.1.1 Plan-Do-Check-Act (PDCA) Method

Another common method is the PDCA method. In this method, the team first plans a
way to rectify the issue and then implements it, first on a small scale. The team then
checks the results and the decides whether to run with the new the improvement or try
a different approach. This means the team continues improvement during
development. FMEA supports this by listing potential failure modes, their causes and
effects, scoring the risks and prioritising actions so that high-risk issues are prevented

before the product reaches customers.

Below is a visual representation of the PDCA method:

Plan, do, check, act

Identify the
issue

Define the problem, gather
relevant data, and formulate
a hypothesis. What exactly
are you trying to achieve?
What resources do you need?

Act

Launch or
adjust

If your solution proved effective,
how can you implement it more
widely? If it fell short, what
adjustments are needed? Perhaps
you need to return to the planning
stage with new insights.

Plan

IIE
1
j

A[B

DAL @
5 M
Check

BiteSize Learning
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Quickly try out
a solution

Implement your plan — but
start small. This stage is a
controlled experiment, not

full-scale deployment.

Do

See if it works

Step back and examine what
happened. Did your get the
desired result? Why or why not?
Compare your actual outcomes
against your predictions, looking
for insights and unexpected
consequences.

Figure 2 - Plan, Do, Check, Act (Plan, do, check, act —the PDCA cycle — BiteSize Learning, 2025)



6 Team Structure

Within the engineering industry, we often work in teams so projects can be completed
efficiently and to allow for different perspectives. | have worked in a team at my previous job
as a climbing instructor at Clip ‘n Climb, where | worked with around six to eight people,

including instructors, café staff and reception.

Whilst there my role was the team leader. Our team used a hierarchical structure. Arena
staff reported to me, and | reported to the manager. If staff had an issue they could not
resolve they would come to me first and if | could not fix it, | sent it up the chain. This
structure had clear positives. Everyone knew who was responsible for safety and final
decisions, which was crucial on the climbing arena. It also meant decisions in emergencies

were made quickly because authority was obvious.

However, | also experienced several drawbacks. Communication mainly flowed top-down,

and some staff felt their ideas would not be taken seriously as their ideas would get lost as
they travelled up the chain. For example, | had suggestions to improve the café layout and

speed up service, but | did not feel able to propose these ideas until | became team leader.
Good ideas could easily be lost, depending on where they are in the hierarchy as in a case

such as ours, | might find the idea pointless and as such no tell my manager(Doyle et al.,

2023).

An alternative that could be more effective for everyday improvements is a flatter, more
participative team structure. Research suggests that structures like this can encourage joint
problem solving and innovation by reducing the chain of escalation between staff (Doyle et
al., 2023) In my context, we could have kept clear lines of authority for safety, while using

team discussions where everyone contributed ideas about operations.
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7 Conclusion

This report has looked at how health and safety, risk assessments and security risks are
essential in modern engineering, especially with developments like electric vehicles. It has
also shown how professional conduct, problem solving methods and effective team
structures all work together to help engineers protect the public, the environment and

improve everyday life.
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